[bookmark: _Hlk501353839][bookmark: _Hlk491845607][bookmark: _Toc436619014][bookmark: _Toc436619251][bookmark: _Toc451844181][bookmark: _Toc466346620][bookmark: _Toc466348853][bookmark: _GoBack]3GPP TSG-RAN WG4 Meeting #87	R4-1807105
Busan, South Korea, 21 May – 25 May 2018

Source:	Ericsson, Telstra
Title:	TP to TR 37.863-03-01: TP to correct BW for DC_7C-28A_n78
Agenda item:	7.2.3.3.2
Document for:	Approval
1. Introduction
This is a text proposal to correct BW for DC_7C-28A_n78.
2. Text Proposal for TR 37.863-03-01
---Start of changes---
[bookmark: _Toc513185769]6.117.2	Channel bandwidths per operating band for DC
Table 6.117.2-1: Supported bandwidths per DC band combination of LTE 2DL/1UL + one NR band 
	
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
(kHz)
	5 MHz
	10 MHz
	15 MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	100 MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	DC_7C-28A_n78A
	7
	15
	
	Yes
	Yes
	Yes
	
	
	
	
	
	140160
	0

	
	28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	


---End of changes---
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