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1	Introduction
 For the B8+B27 CA, KT has been reviewed the filter response for a long time and we has expected performance enhancement. However, we could not see any outstanding performance enhancement. In the meantime, KT can not postpone this CA combo completion any more. As a result, we propose below two values as the ∆TIB,c and ∆RIB,c. for this particular combination based on the combo which is related with Band 8 so far.
ΔTIB,c for 2DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_8A-27A
	8
	0.8

	
	27
	0.8



ΔRIB,c for 2DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_8A-27A
	8
	0.3

	
	27
	0.3




This contribution is a TP for introduction of CA_2DL_8A-27A_1UL_BCS0 into 36.715. 

******************************** Start of the TP *******************************************
5.X.4	∆TIB,c and ∆RIB,c values
Following relaxations are allowed for the UE which supports inter-band carrier aggregation of Band 8 and Band 27.
Table 5.X.4-1: ΔTIB,c for 2DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_8A-27A
	8
	0.8

	
	27
	0.8



Table 5.X.4-2: ΔRIB,c for 2DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_8A-27A
	8
	0.3

	
	27
	0.3



******************************** End of the TP *******************************************

