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1. Introduction
During 3GPP RAN4 #86-bis, the skeleton for TR 37.843 clause 10 conformance testing aspect was agreed. A number of contributions have been then approved for inclusion of specific testing methodologies in clause 10. This contribution is providing the measurement and calibration procedures along with MU assessment for OTA Output Power Dynamics measurement in Near Field test Range.


2. Discussion
Near Field is a testing methodology which can be used for OTA Transmit power measurement, EIRP measurement [1]. Specifically, for output power dynamics measurement we have to verify first that the EIRP pattern doesn’t change with power and then from beam peak direction perform the step power measurements.
3. Proposal

<< Unchanged sections omitted >>


<< Start of proposal >>
[bookmark: _Toc478460632]10.2.3.4	Near Field Test range
10.2.3.4.1	Description
The near field measurement techniques consist in measuring amplitude and phase of the modulated signal at the AAS BS under test, on some specific surfaces such as planar, cylindrical, and spherical. The measurement setup is as depicted in clause 10.2.2.4.1.

10.2.3.4.2	Calibration
Calibration shall be performed with the same procedure as in clause 10.2.2.4.2.

10.2.3.4.3	Procedure
The measurement procedure consists of the following steps:
1) Measure full EIRP pattern according to the procedure in clause 10.2.2.4.3
2) From the beam peak direction
a. Measure signal power of transmitted signal and calculate step size and dynamic range of the power at desired signal power condition

10.2.3.4.4	MU assessment
10.2.3.4.4.1	MU budget
Same as the MU budget in clause 10.2.2.4.4.1
10.2.3.4.4.2	MU value
Same as the MU value in clause 10.2.2.4.4.2
<< end of proposal >>




4. Conclusion 
Text proposal to TR 37.843 is presented in order to add the test procedure, and MU for OTA Output power dynamics in Near Field Test Range
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