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<< Start of changes >>
3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

ΔFGlobal 
Granularity of the global frequency raster

ΔFRaster 
Band dependent channel raster granularity 

ΔfOOB
Δ Frequency of Out Of Band emission

ΔFTX-RX 
Δ Frequency of default TX-RX separation of the FDD operating band
ΔRIB,c
Allowed reference sensitivity relaxation due to support for inter-band CA operation, for serving cell c.
ΔSUL
Channel raster offset for SUL
ΔTIB,c
Allowed maximum configured output power relaxation due to support for inter-band CA operation, for serving cell c.
BWChannel
Channel bandwidth
BWChannel_CA 
Aggregated channel bandwidth, expressed in MHz.

BWChannel,max
Maximum channel bandwidth supported among all bands in a release
Ceil(x)
Rounding upwards; ceil(x) is the smallest integer such that ceil(x) ≥ x

Floor(x)
Rounding downwards; floor(x) is the greatest integer such that floor(x) ≤ x
FOOB
The boundary between the NR out of band emission and spurious emission domains

FREF 
RF reference frequency 

LCRB 
Transmission bandwidth which represents the length of a contiguous resource block allocation

expressed in units of resources blocks

LCRB,Max 
Maximum number of RB for a given Channel bandwidth and sub-carrier spacing
Min()
The smallest of given numbers

Max()
The largest of given numbers
NRACLR
NR ACLR

NRB 
Transmission bandwidth configuration, expressed in units of resource blocks
<symbol>
<Explanation>

<< Unchanged sections omitted >>
5.5A.3
Configurations for inter-band CA

Table 5.5A.3-1: NR CA configurations and bandwidth combination sets defined for inter-band CA (two bands)

	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS
(kHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25 MHz
	30 MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	100 MHz
	Bandwidth combination set

	CA_n3A-n78A
	-
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n28A-n78A
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n41A-n78A
	-
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n77A-n79A
	-
	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	0



	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n78A-n79A
	-
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	



<< Unchanged sections omitted >>
6.2A.4.2.1
Inter-band CA FR1

ΔTIB,c for NR CA For the UE which supports inter-band NR CA configuration, ΔTIB,c in Tables below applies. Unless otherwise stated, ΔTIB,c is set to zero.

Table 6.2A.4.2-1: ΔTIB,c due to NR CA (two bands) 

	Inter-band CA configuration
	NR Band
	ΔTIB,c [dB]

	CA_n3A-n78A
	n3
	0.6

	
	n78
	0.8

	CA_n28A-n78A
	n28
	0.5

	
	n78
	0.8

	CA_n41A-n78A1
	n41
	0.3

	
	n78
	0.8

	CA_n77A-n79A
	n77
	0.5

	
	n79
	0.5

	CA_n78A-n79A
	n78
	0.5

	
	n79
	0.5

	NOTE 1: The requirements only apply when the sub-frame and Tx-Rx timings are synchronized between the component carriers.  In the absence of synchronization, the requirements are not within scope of these specifications.


<< Unchanged sections omitted >>
7.3A.2
Reference sensitivity power level for CA

7.3A.2.1
Intra-band contiguous CA

For intra-band contiguous carrier aggregation, the throughput of each component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annex A] (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal) with peak reference sensitivity specified in Table 7.3.2-1.
7.3A.2.1
Inter-band CA

For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annex A] (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal) with parameters specified in Table 7.3-1, Table 7.3-2 and Table 7.3-3 modified in accordance with sub-clause 7.3A.3.2. The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active. Exceptions to reference sensitivity are allowed in accordance with sub-clause 7.3A.4.
<< Unchanged sections omitted >>
7.3A.3.2
Inter-band CA

For the UE which supports inter-band carrier aggregation, the minimum requirement for reference sensitivity in Table 7.3-1 shall be increased by the amount given by ΔRIB,c defined in subclause 7.3A.3.2.1 for the applicable operating bands.

7.3A.3.2.1
ΔRIB,c for two bands

Table 7.3A.3.2.1-1: ΔRIB,c due to CA (two bands)

	Inter-band CA configuration
	NR Band
	ΔRIB,c [dB]

	CA_n3A-n78A
	n3
	0.2

	
	n78
	0.5

	CA_n28A-n78A
	n28
	0.2

	
	n78
	0.5

	CA_n41A-n78A1
	n78
	0.5

	NOTE 1: The requirements only apply when the sub-frame and Tx-Rx timings are synchronized between the component carriers.  In the absence of synchronization, the requirements are not within scope of these specifications.


<< End of changes >>
