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10.4  
Measurement uncertainty of In-band TRP requirements
10.4.x 
OTA Operating band unwanted emission
10.4.x.1
General
10.4.x.2
In-door anechoic chamber

10.4.x.2.1
General
This method measures the base station output power in an anechoic chamber with the separation between the manufacturer declared coordinate system reference point of the AAS BS and the phase centre of the receiving antenna of no less than 2D2/λ, where D is the largest dimension of the antenna of AAS BS and λ is the wavelength. The measurement system setup is as depicted in the figure 10.2.2.2.1-1.
NOTE: Whilst the TRP estimation does not require far-field conditions explicitly the MU budget below is based on errors under far-filed conditions. If far-filed conditions are not met an in-door anechoic chamber may be used but a separate MU analysis is necessary.

10.4.x.2.2
Calibration

Calibration shall be done with the procedure shown in 10.2.2.2.2.
10.4.x.2.3 
Procedure

Reference procedure in subclause 10.4.1.2.3.

The appropriate The appropriate paramters in step 5 is the mean power for OBUE test for each carrier arriving at the measurement equipment connector, denoted by PR_AAS_OBUE, D, and calculation of EIRP EIRPe using follwing fomula:

EIRPe = PR_AAS_OBUE_D+ LTX_cal, A→D
10.4.x.2.4 
MU assesment 

10.4.x.2.4.1 
MU Budget

Table 10.4.x.2.4.1-1: In-door anechoic chamber uncertainty assessment condition for OTA OBUE EIRP measurement
	UID
	Description of uncertainty contribution
	Details in annex

	Stage 2: DUT measurement

	1
	Positioning misalignment between the AAS BS and the reference antenna
	

	2
	Pointing misalignment between the AAS BS and the receiving antenna.
	

	3
	Quality of quiet zone
	

	4
	Polarization mismatch between the AAS BS and the receiving antenna
	

	5
	Mutual coupling between the AAS BS and the receiving antenna
	

	6
	Phase curvature
	

	7
	Uncertainty of the RF power measurement equipment
	

	8
	Impedance mismatch in the receiving chain
	

	9
	Random uncertainty
	

	Stage 1: Calibration measurement

	10
	Impedance mismatch between the receiving antenna and the network analyzer 
	

	11
	Positioning and pointing misalignment between the reference antenna and the receiving antenna
	

	12
	Impedance mismatch between the reference antenna and the network analyzer
	

	13
	Quality of quiet zone
	

	14
	Polarization mismatch for reference antenna
	

	15
	Mutual coupling between the reference antenna and the receiving antenna
	

	16
	Phase curvature 
	

	17
	Uncertainty of the Network Analyzer
	

	18
	Influence of the reference antenna feed cable

a)
Flexing cables, adapters, attenuators, and connector repeatability
	

	19
	Reference antenna feed cable loss measurement uncertainty
	

	20
	Influence of the receiving antenna feed cable

a)
Flexing cables, adapters, attenuators, and connector repeatability
	

	21
	Uncertainty of the absolute gain of the reference antenna
	

	22
	Uncertainty of the absolute gain of the receiving antenna
	


10.4.x.2.4.2 
MU Value

Table 10.4.x.2.4.2-1: In-door anechoic chamber uncertainty assessment for OTA OBUE EIRP measurement
	UID
	Uncertainty source
	Uncertainty value

f ≦ 3GHz
	Uncertainty value

3GHz < f ≦ 4.2 GHz
	Distribution of the probability
	Divisor based on distribution shape
	ci
	Standard uncertainty ui [dB]

f ≦ 3GHz
	Standard uncertainty ui [dB]

3GHz < f ≦ 4.2 GHz

	Stage 2: DUT measurement

	1
	Positioning misalignment between the AAS BS and the reference antenna
	0.03
	0.03
	Rectangular
	√3
	1
	0.02
	0.02

	2
	Pointing misalignment between the AAS BS and the receiving antenna
	0.3
	0.3
	Rectangular
	√3
	1
	0.17
	0.17

	3
	Quality of quiet zone
	0.10
	0.10
	Gaussian
	1
	1
	0.10
	0.10

	4
	Polarization mismatch between the AAS BS and the receiving antenna
	0.01
	0.01
	Rectangular
	√3
	1
	0.01
	0.01

	5
	Mutual coupling between the AAS BS and the receiving antenna
	0.00
	0.00
	Rectangular
	√3
	1
	0.00
	0.00

	6
	Phase curvature
	0.05
	0.05
	Gaussian
	1
	
	0.05
	0.05

	7
	Uncertainty of the RF Power Measurement Equipment
	[0.14]
	[0.26]
	[Gaussian]
	[1]
	[1]
	[0.14]
	[0.26]

	8
	Impedance mismatch in the receiving chain
	0.14
	0.33
	U-shaped
	√2
	1
	0.10
	0.23

	9
	Random uncertainty
	0.1
	0.1
	Rectangular
	√3
	1
	0.06
	0.06

	Stage 1: Calibration measurement

	10
	Impedance mismatch between the receiving antenna and the network analyzer
	0.05
	0.05
	U-shaped
	√2
	1
	0.04
	0.04

	11
	Positioning and pointing misalignment between the reference antenna and the receiving antenna
	0.01
	0.01
	Rectangular
	√3
	1
	0.01
	0.01

	12
	Impedance mismatch between the reference antenna and the network analyzer.
	0.05
	0.05
	U-shaped
	√2
	1
	0.04
	0.04

	13
	Quality of quiet zone
	0.10
	0.10
	Gaussian
	1
	1
	0.10
	0.10

	14
	Polarization mismatch for reference antenna
	0.01
	0.01
	Rectangular
	√3
	1
	0.01
	0.01

	15
	Mutual coupling between the reference antenna and the receiving antenna
	0.00
	0.00
	Rectangular
	√3
	1
	0.00
	0.00

	16
	Phase curvature
	0.05
	0.05
	Gaussian
	1
	1
	0.05
	0.05

	17
	Uncertainty of the network analyzer
	0.13
	0.20
	Gaussian
	1
	1
	0.13
	0.20

	18
	Influence of the reference antenna feed cable
	0.05
	0.05
	Rectangular
	√3
	1
	0.03
	0.03

	19
	Reference antenna feed cable loss measurement uncertainty
	0.06
	0.06
	Gaussian
	1
	1
	0.06
	0.06

	20
	Influence of the receiving antenna feed cable
	0.05
	0.05
	Rectangular
	√3
	1
	0.03
	0.03

	21
	Uncertainty of the absolute gain of the reference antenna
	0.5
	0.43
	Rectangular
	√3
	1
	0.29
	0.25

	22
	Uncertainty of the absolute gain of the receiving antenna
	0.00
	0.00
	Rectangular
	√3
	1
	0.00
	0.00

	Combined standard uncertainty (1σ) [dB]
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	TBD
	TBD

	Expanded uncertainty (1.96σ - confidence interval of 95 %) [dB]
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[MU for OTA operating band unwanted emission TRP measurement is derieved from the equation below:

MU for OTA operating band unwanted emission = Expanded uncertainty of EIPR measureent + TRP systematic error

TRP systematic error is shown in [annex X]

For f ≦ 3GHz,  MU for OTA operating band unwanted emission = [0.87] + x.x = x.x dB

For 3< f ≦ 4.2GHz,  MU for OTA operating band unwanted emission = [1.06] + x.x = x.x dB]
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