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	Reason for change:
	The updates and corrections to the OTA parts of teh core AAS specification have been submitted and endorsed as draft CR’s over the last 2 meetings. This CR includes all the endorsed draft CR’s.

	
	

	Summary of change:
	The following draft CR’s have been implemented:
From RAN4#86bis

R4-1805840 - Draft CR for TS 37.105: Correction of E-UTRA OTA Additional spurious emission requirement in sub-clause 9.7.6.4.3

R4-1805841 - Draft CR for TS 37.105: Correction of UTRA OTA transmitter intermodulation requirement in sub-clause 9.8.3 Minimum requirement for single RAT UTRA operation

R4-1805842 - Draft CR for TS 37.105: Correction of E-UTRA OTA Blocking requirement for co-location with BS in other frequency bands in sub-clause 10.6.4 Minimum requirement for E-UTRA operation

R4-1805843 - Draft CR for TS 37.105: Correction of MSR OTA Blocking requirement for co-location with BS in other frequency bands in sub-clause 10.6.2 Minimum requirement for MSR operation

R4-1805844 - Draft CR for TS 37.105: Correction of Single RAT E-UTRA in-band blocking requirement in sub-clause 10.6.4.1

R4-1805845 - Draft CR for TS 37.105: Correction of UTRA OTA Blocking requirement for co-location with BS in other frequency bands in sub-clause 10.6.3 Minimum requirement for UTRA operation

R4-1805913 - Correction to OTA total power dynamic range requirement

R4-1805907 - Draft CR for TS 37.105: Improvement of RIB interface in Figures 4.3-1 and 4.3-2 in sub-clause 4.3.
Resulting in the big darft CR R4-1806002

And from RAN4#87

R4-1806585 - Draft CR on clarification of OTA REFSENS requirement (10.3.1)

R4-1807464 - Draft CR on clarification of OTA receiver requirements (10.4.1, 10.5.1, 10.6.1, 10.8.1, 10.9.1)

R4-1807734 - Draft CR to TS 37.105: BS demodulation requirements for OTA AAS BS

R4-1808387 - Draft CR to TS 37.105: "requirement sets" terminology cleanup (5), Rel-15

R4-1808422 - Correction to applicability of performance requirements
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	The endorsed corrections will not be implimented.
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