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<< Start of Change #1 >>
8.5.2.2	Minimum requirement 

UE shall be able to evaluate whether the downlink radio link quality on the configured SSB resource in set  estimated over the last TEvaluate_BFD_SSB [ms] period becomes worse than the threshold Qout_LR_SSB within TEvaluate_BFD_SSB [ms] period.
The value of TEvaluate_BFD_SSB is defined in Table 8.5.2.2-1 for FR1.
The value of TEvaluate_BFD_SSB is defined in Table 8.5.2.2-2 for FR2 with
-	N=1, only if the SSB configured for BFD is not configured for L1-RSRP, and 
if UE is not provided higher layer parameter  failureDetectionResources and UE is provided by higher layer parameter TCI-state for PDCCH SSB that has QCL-TypeD, or 
if the SSB configured for BFD is QCL-Type D with DM-RS for PDCCH and the QCL association is known to UE, or 
if the SSB configured for BFD is QCL-Type D and TDMed to CSI-RS resources configured for L1-RSRP reporting and the QCL association is known to UE, and a CSI report with L1-RSRP measurement for the SSB configured for BFD has been made within [TBD]ms; 
-	N=FFS, otherwise.

<< End of Change #1>>


<< Start of Change #2 >>
8.5.3.2	Minimum requirement 
Editor’s note: The requirements below have been derived without considering gap sharing when CSI-RS resource for BFD are partially overlapping with measurement gaps.

UE shall be able to evaluate whether the downlink radio link quality on the configured CSI-RS resource in set  estimated over the last TEvaluate_BFD_CSI-RS [ms] period becomes worse than the threshold Qout_LR_CSI-RS within TEvaluate_BFD_CSI-RS [ms] period.
The value of TEvaluate_BFD_CSI-RS is defined in Table 8.5.3.2-1 for FR1.
The value of TEvaluate_BFD_CSI-RS is defined in Table 8.5.3.2-2 for FR2 with
-	N=1, only if the CSI-RS for BFD is not configured for L1-RSRP, or the CSI-RS for BFD is configured for L1-RSRP with repetition-OFF and the TCI is given and QCL-D to SSB or CSI-RS with repetition-ON. And, 
if UE is not provided higher layer parameter  failureDetectionResources and UE is provided by higher layer parameter TCI-state for PDCCH CSI-RS that has QCL-TypeD, or
if the CSI-RS configured for BFD is QCL-Type D with DM-RS for PDCCH and the QCL association is known to UE, or
if the CSI-RS resource configured for BFD is QCL-Type D and TDMed to CSI-RS resources configured for L1-RSRP reporting or SSBs configured for L1-RSRP reporting, all CSI-RS resources configured for BFD are mutually TDMed, and the QCL association is known to UE and a CSI report with L1-RSRP measurement for the CSI-RS configured for BFD has been made within [TBD]ms; 
-	N=FFS, otherwise.

<< End of Change #2>>
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