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1. Overall Description:

RAN4 would like to thank RAN1 for the LS on collision of RRM measurement resources with uplink transmissions in FR1 TDD. 
From RAN4 point of view, if UE is not required to perform intra-frequency neighbour cell RRM measurement over SSB or CSI-RS for mobility when UE detects a DCI format 0_0, DCI format 0_1, DCI format 1_0, DCI format 1_1, or DCI format 2_3 triggering the UE to transmit in UL in at least one of the symbols where the SSB or CSI-RS for RRM measurement on neighbour cell is transmitted in FR1TDD, the intra-frequency measurement performance will be decreased. Moreover the UE-UE interference can’t be negligible.
RAN4 suggest the following principle:
In frequency range 1 unpaired spectrum, when UE detects a DCI format 0_0, DCI format 0_1, DCI format 1_0, DCI format 1_1, or DCI format 2_3 triggering the UE to transmit in UL in the symbols where the SSB or CSI-RS for RRM measurement on neighbour cell is transmitted, UE is not required to transmit in uplink on SSB symbols to be measured, and on 1 data symbol before each consecutive SSB symbols and 1 data symbol after each consecutive SSB symbols within SMTC window duration
2. To RAN WG2 group. 

ACTION: 
RAN4 respectfully asks RAN1 to take the information provided in this liaison statement into account.
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