3GPP TSG-RAN WG4 #88bis	R4-1813374
October 8th ‒ 12th, 2018
Chengdu, CN

Source: 	Qualcomm Incorporated
Title: 	AMPR for NS_12, NS_13, NS_14 and NS_16 for CAT M2 Sub-PRB
[bookmark: _GoBack]Agenda item:	6.5.2.1
Document for:	Approval
Introduction
In [1], AMPR simulation results were presented in the last meeting for some NS cases. In this paper, we present our results and proposals for NS_12, NS_13 and NS_16. We also found that NS_14 doesn’t need any AMPR. 
 
Discussion
For these NS cases, we think that the center frequency needs to be specified. 
Proposal 1: AMPR for NS_12:
	BW [MHz]
	5 MHz

	Fc
	816.7

	(NBindex,SCstart)
	(0, <84)
	 
	 
	 

	Lcsc
	≥2
	 
	 
	 

	AMPR [dB]
	≤5
	 
	 
	 

	BW [MHz]
	10 MHz

	Fc
	819.2 MHz

	(NBindex,SCstart)
	(0, <72)
	(1, <48)
	(2, <24)
	(3, <24)

	Lcsc
	≥2
	≥2
	≥2
	≥2

	AMPR [dB]
	≤5
	≤5
	≤5
	≤5

	BW [MHz]
	15 MHz

	Fc
	821.7 MHz

	(NBindex,SCstart)
	(0, <66)
	(1, <42)
	(2, <18)
	 

	Lcsc
	≥2
	≥2
	≥2
	 

	AMPR [dB]
	≤5
	≤5
	≤5
	 



Proposal 2: AMPR for NS_13
	BW [MHz]
	5 MHz

	Fc
	821.5 MHz

	(NBindex,SCstart)
	(0, <30)
	(0, <30)

	Lcsc
	2
	3,6

	AMPR [dB]
	≤3
	≤5




Proposal 3: AMPR for NS_16
	BW [MHz]
	5 MHz

	Fc
	809.5 MHz

	(NBindex,SCstart)
	(0, <6)

	Lcsc
	2

	AMPR [dB]
	≤7



Conclusion
In this paper, AMPR proposals for NS_12, NS_13, NS_14 and NS_16 are presented above. 
References
 [1] R4-1810488, A-MPR of CAT-M2 device for subPRB allocation, 3GPP TSG-RAN4 Meeting #87, Gothenburg, Sweden, 20 August – 24 August 2018

1

1

