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1 Introduction
Single UL for some EN-DC band combinations are inconsistent in the specification. This contribution provides specific analysis for DC_42_n77 and DC_42_n78. Similar inconsistency may also exist for other EN-DC band combinations. 
2 Discussion

Table 1 and Table 2 are copied from the lasts specification for DC_42_n77 and DC_42_n78.
Table 1: Band combinations for EN-DC (two bands)

	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_42_n77
	42
	n77
	No

	DC_42_n78
	42
	n78
	No


Table 2: Inter-band EN-DC configurations (two bands)

	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_42A_n77A

DC_42A_n77C
	N/A
	42A
	n77A

CA_n77C

	DC_42A_n78A

DC_42A_n78C
	N/A
	42A
	n78A

CA_n78C

	DC_42C_n77A
	N/A
	CA_42C
	n77A

	DC_42C_n78A
	N/A
	CA_42C
	n78A

	DC_42C_n77C
	N/A
	CA_42C
	CA n77C

	DC_42C_n78C
	N/A
	CA_42C
	CA n78C

	DC_42D_n77A
	N/A
	42
	n77A

	DC_42D_n78A
	N/A
	42
	n78A

	DC_42E_n77A
	N/A
	42
	n77A

	DC_42E_n78A
	N/A
	42
	n78A

	NOTE 1:
Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 2:
Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.


It is noted that UL configuration is not supported for DC_42_n77 and DC_42_n78. However, in the column of band combination table, “No” is indicated in the specification. Actually, when we discuss the band combinations of DC_42_n77 and DC_42_n78 in Rel-15, it is clearly clarified that simultaneous transmission of LTE Band 42 and NR Band n77/n78 are not supported at least in Rel-15 timeframe [1]. Therefore, the inconsistency in the specification should be fixed. A note similar to Note 2 in Table 5.2B.3.1-1 [2] for DC_3_n3 shall be added for DC_42_n77 and DC_42_n78 to clarify that only single switched UL is supported in Rel.15. 
3 Conclusion

Inconsistency of single UL for DC_42_n77 and DC_42_n78 is discussed in this contribution. 
Proposal It is proposed to add clarification in the specification that only single switched UL is supported in Rel.15 for DC_42_n77 and DC_42_n78. 

A companion CR is provided in [3] to fix the inconsistency in the specification. 
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