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[bookmark: OLE_LINK99][bookmark: OLE_LINK100]<Start of the change>
Table 5.3.5-1 Channel bandwidths for each NR band
	
	NR band / SCS / UE Channel bandwidth

	NR Band
	SCS
kHz
	5 MHz
	101,2 MHz
	152 MHz
	202 MHz
	252 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n2
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	n38
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n39
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	n40
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes3
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes3
	
	

	n51
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	n70
	15
	Yes
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	

	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n76
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n82
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n83
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n86
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	NOTE 1:	90% spectrum utilization may not be achieved for 30kHz SCS.
NOTE 2:	90% spectrum utilization may not be achieved for 60kHz SCS.
NOTE 3:	This UE channel bandwidth is applicable only to downlink. 



[bookmark: _Toc518915316]5.3.6	Asymmetric channel bandwidths
<Unchanged sections omitted>

[bookmark: _Toc518915342]5.5A.3	Configurations for inter-band CA
[bookmark: _Hlk515992150]Table 5.5A.3-1: NR CA configurations and bandwith combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90 MHz
	100 MHz
	Bandwidth combination set

	CA_n3A-n77A
	-
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n3A-n78A
	CA_n3A-n78A
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n3A-n79A
	-
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n79
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	CA_n8A-n75A
	-
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	CA_n8A-n78A
	CA_n8A-n78A
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n8A-n79A
	-
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	[bookmark: _Hlk523235306]CA_n28A-n75A
	-
	N28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	CA_n28A-n78A
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n41A-n78A
	-
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n50A-n78A
	-
	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes1
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes1
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n75A-n78A
	-
	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA n76A-n78A
	-
	n76
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n77A-n79A
	-
	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0


	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	CA_n78A-n79A
	-
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	NOTE 1:	This UE channel bandwidth is applicable only to downlink.



[bookmark: _Toc518915343]5.5B	Configurations for DC
<Unchanged sections omitted>




[bookmark: _Toc518915463]Table 6.2.3-1A: Mapping of Network Signaling label
	NR band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n1
	NS_01
	NS_100
	NS_05
	NS_05U
	
	
	
	

	n2
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n3
	NS_01
	NS_100
	
	
	
	
	
	

	n5
	NS_01
	NS_100
	
	
	
	
	
	

	n7
	NS_01
	
	
	
	
	
	
	

	n8
	NS_01
	NS_100
	NS_08
	NS_08U
	
	
	
	

	n12
	NS_01
	NS_06
	
	
	
	
	
	

	n20
	NS_01
	NS_100
	NS_10
	
	
	
	
	

	n25
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n28
	NS_01
	NS_17
	NS_18
	
	
	
	
	

	n34
	NS_01
	
	
	
	
	
	
	

	n38
	NS_01
	
	
	
	
	
	
	

	n39
	NS_01
	
	
	
	
	
	
	

	n40
	NS_01
	NS_40
	
	
	
	
	
	

	n41
	NS_01
	NS_04
	
	
	
	
	
	

	n50
	NS_01
	NS_41
	NS_42
	
	
	
	
	

	n51
	NS_01
	
	
	
	
	
	
	

	n66
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n70
	NS_01
	NS_03
	
	
	
	
	
	

	n71
	NS_01
	NS_35
	
	
	
	
	
	

	n75
	NS_01
	
	
	
	
	
	
	

	n76
	NS_01
	
	
	
	
	
	
	

	n77
	NS_01
	
	
	
	
	
	
	

	n78
	NS_01
	
	
	
	
	
	
	

	n79
	NS_01
	
	
	
	
	
	
	

	n80
	NS_01
	NS_100
	
	
	
	
	
	

	n81
	NS_01
	NS_100
	NS_08
	NS_08U
	
	
	
	

	n82
	NS_01
	NS_100
	NS_10
	
	
	
	
	

	n83
	NS_01
	NS_17
	NS_18
	
	
	
	
	

	n84
	NS_01
	NS_100
	NS_05
	NS_05U
	
	
	
	

	n86
	NS_01
	
	
	
	
	
	
	

	NOTE:	additionalSpectrumEmission corresponds to an information element of the same name defined in sub-clause 6.3.2 of TS 38.331 [7].






<Unchanged sections omitted>

6.5.2.3.5	Requirements for network signalled value "NS_40"
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_40" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.2.3.5-1.
Table 6.5.2.3.5-1: Additional requirements for NR channels are assigned within 1427-1452MHz
	Frequency band
(MHz)
	Channel bandwidth / 
Spectrum emission limit 
(dBm)
	Measurement bandwidth

	
	527 MHz
	

	1400  ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power of 15 dBm.



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.5.2.3.6	Requirements for network signalled value “NS_41”
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_41" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.2.3.6-1.
Table 6.5.2.3.6-1: Additional requirements for NR channels assigned within 1427-1452MHz
	Frequency band
(MHz)
	Channel bandwidth / 
Spectrum emission limit 
(dBm)
	Measurement bandwidth

	
	5 MHz, 10 MHz, 15 MHz, 20 MHz, 40 MHz, 60 MHz27 MHz
	

	1400  ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power of 15 dBm.



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.5.2.3.7	Requirements for network signalled value "NS_42"
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_42" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.2.3.7-1.
Table 6.5.2.3.7-1: Additional requirements for NR channels assigned within 1492-1517MHz
	Frequency band
(MHz)
	Channel bandwidth / 
Spectrum emission limit 
(dBm)
	Measurement bandwidth

	
	5 MHz, 10 MHz, 15 MHz, 20 MHz, 40 MHz, 60 MHz1 MHz
	

	1518  ≤ f ≤ 1520
	-0.8
	1 MHz

	1520  < f ≤ 1559
	-30
	1 MHz



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.5.2.4	Adjacent channel leakage ratio

<End of the change>

