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In NS_37 entry, change NOTE 6 to NOTE 3.

Correct the number for ‘Table 6.2.3-1’, ‘Table 6.2.3-2’ and ‘Table 6.2.3-1A’.
Insert Table 6.2.3.1-3.

Add mapping info of Network Signaling label for band n50, n51 and n74.
Remove the mapping info of Network Signaling label for band n75 and n76.

An incorrect desctription of the actual RRC indication is removed in Clause 6.5.2.3.

	
	

	Consequences if not approved:
	The incorrect information of NS signalling will be remained.

	
	

	Clauses affected:
	5.2, 6.2.3, 6.2.3.1, 6.2.3.2, 6.5.2.3,

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	x
	
	 Test specifications
	TS/TR ... CR ... 38.521-1

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


< start of changes >

<< Unchanged sections omitted >> 

5.2
Operating bands

NR is designed to operate in the FR1 operating bands defined in Table 5.2-1.

Table 5.2-1: NR operating bands in FR1

	NR operating band
	Uplink (UL) operating band
BS receive / UE transmit

FUL_low   –  FUL_high


	Downlink (DL) operating band
BS transmit / UE receive

FDL_low   –  FDL_high
	Duplex Mode

	n1
	1920 MHz – 1980 MHz
	2110 MHz – 2170 MHz
	FDD

	n2
	1850 MHz – 1910 MHz
	1930 MHz – 1990 MHz
	FDD

	n3
	1710 MHz – 1785 MHz
	1805 MHz – 1880 MHz
	FDD

	n5
	824 MHz – 849 MHz
	869 MHz – 894 MHz
	FDD

	n7
	2500 MHz – 2570 MHz
	2620 MHz – 2690 MHz
	FDD

	n8
	880 MHz – 915 MHz
	925 MHz – 960 MHz
	FDD

	n12
	699 MHz – 716 MHz
	729 MHz – 746 MHz
	FDD

	n20
	832 MHz – 862 MHz
	791 MHz – 821 MHz
	FDD

	n25
	1850 MHz – 1915 MHz
	1930 MHz – 1995 MHz
	FDD

	n28
	703 MHz – 748 MHz
	758 MHz – 803 MHz
	FDD

	n34
	2010 MHz – 2025 MHz
	2010 MHz – 2025 MHz
	TDD

	n38
	2570 MHz – 2620 MHz
	2570 MHz – 2620 MHz
	TDD

	n39
	1880 MHz – 1920 MHz
	1880 MHz – 1920 MHz
	TDD

	n40
	2300 MHz – 2400 MHz
	2300 MHz – 2400 MHz
	TDD

	n41
	2496 MHz – 2690 MHz
	2496 MHz – 2690 MHz
	TDD

	n50
	1432 MHz – 1517 MHz
	1432 MHz – 1517 MHz
	TDD1

	n51
	1427 MHz – 1432 MHz
	1427 MHz – 1432 MHz
	TDD

	n66
	1710 MHz – 1780 MHz
	2110 MHz – 2200 MHz
	FDD

	n70
	1695 MHz – 1710 MHz
	1995 MHz – 2020 MHz
	FDD

	n71
	663 MHz – 698 MHz
	617 MHz – 652 MHz
	FDD

	n74
	1427 MHz – 1470 MHz
	1475 MHz – 1518 MHz
	FDD

	n75
	N/A
	1432 MHz – 1517 MHz
	SDL

	n76
	N/A
	1427 MHz – 1432 MHz
	SDL

	n77
	3300 MHz – 4200 MHz
	3300 MHz – 4200 MHz
	TDD

	n78
	3300 MHz – 3800 MHz
	3300 MHz – 3800 MHz
	TDD

	n79
	4400 MHz – 5000 MHz
	4400 MHz – 5000 MHz
	TDD

	n80
	1710 MHz – 1785 MHz
	N/A
	SUL 

	n81
	880 MHz – 915 MHz
	N/A
	SUL 

	n82
	832 MHz – 862 MHz
	N/A
	SUL 

	n83
	703 MHz – 748 MHz
	N/A
	SUL

	n84
	1920 MHz – 1980 MHz
	N/A
	SUL

	n86
	1710 MHz – 1780MHz
	N/A
	SUL

	NOTE 1:
UE that complies with the NR Band n50 minimum requirements in this specification         shall also comply with the NR Band n51 minimum requirements.
NOTE 2:
UE that complies with the NR Band n75 minimum requirements in this specification         shall also comply with the NR Band n76 minimum requirements.


5.2A
Operating bands for CA

<< Unchanged sections omitted >> 

6.2.3
UE additional maximum output power reduction

6.2.3.1
General

Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band (the IE freqBandIndicatorNR) and an associated value of additionalSpectrumEmission in the relevant RRC information elements [7].

To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, an A-MPR of 0 dB shall be used. 

Table 6.2.3.1-1 specifies for UE Power Class 3 the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.1-1A. Unless otherwise stated, the allowed A-MPR is in addition to the allowed MPR specified in subclause 6.2.2.

Table 6.2.3.1-1: Additional maximum power reduction (A-MPR)

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	

	
	
	
	

	







	Network Signalling label
	Requirements (subclause)
	NR Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_01
	
	Table 5.2-1
	
	
	N/A

	NS_03
	6.5.2.3.3
	n2, n25, n66, 
	
	
	Table 6.2.3.7-1

	
	
	n70
	
	
	

	NS_03U
	6.5.2.3.3, 6.5.2.4.2
	n2, n25, n66
	
	
	FFS

	NS_04
	6.5.2.3.2, 6.5.3.3.1
	n41
	10, 15, 20, 40, 50, 60 80, 100
	
	Subclause 6.2.3.2

	NS_05
	6.5.3.3.4
	n1, n84
	5, 10, 15, 202
	
	Subclause 6.2.3.4



	NS_05U
	6.5.3.3.4, 6.5.2.4.2
	n1, n84
	5, 10, 15, 20
	
	FFS

	NS_06
	6.5.2.3.4
	n12
	5, 10, 15
	
	N/A

	NS_08
	6.5.3.3.5
	n8, n81
	5, 10, 15
	
	Subclause 6.2.3.6

	NS_08U
	6.5.3.3.5, 6.5.2.4.2
	n8, n81
	5, 10, 15
	
	FFS

	NS_10
	
	n20, n82
	15, 20
	Table 6.2.3.3-1
	Table 6.2.3.3-1

	NS_17
	6.5.3.3.2
	n28, n83
	5,10
	Table 5.3.2-1
	N/A

	NS_18
	6.5.3.3.3
	n28, n83
	5
	
	Table 6.2.3.13-1, A1

	
	
	
	10, 15, 20
	
	Table 6.2.3.13-1, A2

	NS_35
	6.5.2.3.1
	n71
	5, 10, 15, 20
	Table 5.3.2-1
	N/A

	NS_37
	6.5.3.3.6
	n74(NOTE3)
	10, 15
	Table 6.2.3.8-1
	Table 6.2.3.8-1

	NS_38
	6.5.3.3.7
	n74
	5, 10, 15, 20
	Table 6.2.3.9-1
	Table 6.2.3.9-1

	NS_39
	6.5.3.3.8
	n74
	10, 15, 20
	Table 6.2.3.10-1
	Table 6.2.3.10-1

	NS_40
	6.5.2.3.5
	n51
	5
	
	Table 6.2.3.5-1

	NS_41
	6.5.2.3.6
	n50
	5, 10, 15, 20, 40, 50, 60
	
	Table 6.2.3.11-1

	NS_42
	6.5.2.3.7
	n50
	5, 10, 15, 20, 40, 50, 60
	
	Table 6.2.3.12-1

	NS_100
	6.5.2.4.2
	n1, n2, n3, n5, n8, n20, n25, n66, n80, n81, n82, n84,

NOTE 1
	
	
	Table 6.2.3.1-2

	NOTE 1:
This NS can be signalled for NR bands that have UTRA services deployed

NOTE 2:
No A-MPR is applied for 5MHz CBW where the lower channel edge is ≥1930MHz,10MHz CBW where the lower channel edge is ≥1950MHz and 15MHz CBW where the lower channel edge is ≥1955MHz.

NOTE 3:
Applicable when the NR carrier is within 1447.9 – 1462.9 MHz


[The NS_01 label with the field additinalPmax [7] absent is default for all NR bands.]

Table 6.2.3.1-1A: Mapping of Network Signaling label

	NR band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n1
	NS_01
	NS_100
	NS_05
	NS_05U
	
	
	
	

	n2
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n3
	NS_01
	NS_100
	
	
	
	
	
	

	n5
	NS_01
	NS_100
	
	
	
	
	
	

	n7
	NS_01
	
	
	
	
	
	
	

	n8
	NS_01
	NS_100
	NS_08
	NS_08U
	
	
	
	

	n12
	NS_01
	NS_06
	
	
	
	
	
	

	n20
	NS_01
	NS_100
	NS_10
	
	
	
	
	

	n25
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n28
	NS_01
	NS_17
	NS_18
	
	
	
	
	

	n34
	NS_01
	
	
	
	
	
	
	

	n38
	NS_01
	
	
	
	
	
	
	

	n39
	NS_01
	
	
	
	
	
	
	

	n40
	NS_01
	
	
	
	
	
	
	

	n41
	NS_01
	NS_04
	
	
	
	
	
	

	n50
	NS_01
	NS_41
	NS_42
	
	
	
	
	

	n51
	NS_01
	NS_40
	
	
	
	
	
	

	n66
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n70
	NS_01
	NS_03
	
	
	
	
	
	

	n71
	NS_01
	NS_35
	
	
	
	
	
	

	n74
	NS_01
	NS_37
	NS_38
	NS_39
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	n77
	NS_01
	
	
	
	
	
	
	

	n78
	NS_01
	
	
	
	
	
	
	

	n79
	NS_01
	
	
	
	
	
	
	

	n80
	NS_01
	NS_100
	
	
	
	
	
	

	n81
	NS_01
	NS_100
	NS_08
	NS_08U
	
	
	
	

	n82
	NS_01
	NS_100
	NS_10
	
	
	
	
	

	n83
	NS_01
	NS_17
	NS_18
	
	
	
	
	

	n84
	NS_01
	NS_100
	NS_05
	NS_05U
	
	
	
	

	n86
	NS_01
	
	
	
	
	
	
	

	NOTE:
additionalSpectrumEmission corresponds to an information element of the same name defined in sub-clause 6.3.2 of TS 38.331 [7].


Table 6.2.3.1-2: A-MPR for UTRA protections

	Modulation
	A-MPR

	
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM PI/2 BPSK
	≤ 1.5
	0

	DFT-s-OFDM QPSK
	≤ 1
	0

	DFT-s-OFDM 16 QAM
	≤ 0.5
	0

	DFT-s-OFDM 64 QAM
	≤ 0.5
	0

	DFT-s-OFDM 256 QAM
	0
	0

	CP-OFDM QPSK
	≤ 1
	0

	CP-OFDM 16 QAM
	≤ 1
	0

	CP-OFDM 64 QAM
	≤ 0.5
	0

	CP-OFDM 256 QAM
	0
	0

	NOTE 1:
A-MPR defined in this Table is additive to MPR defined in Table 6.2.2-1

NOTE 2:
Outer and inner allocations are defined in clause 6.2.2


6.2.3.2
A-MPR for NS_04
For NS_04, A-MPR is not added to MPR. Also, when NS_04 is signalled, MPR shall be set to zero in the PCMAX equations to avoid double-counting MPR. 

Allowed maximum power reduction is defined as A-MPR=max(MPR, A-MPR'),  

Note that A-MPR'=0dB means only MPR is applied,
where A-MPR' is defined as 

if RBstart ≤ fstart,max,IMD3 / (12(SCS) and LCRB ≤ AWmax,IMD3 / (12(SCS) and FC - BWChannel/2 < FUL_low + offsetIMD3,
then

the A-MPR' is defined according to Table 6.2.3.2-2 PC3_A2 for Power Class 3 and PC2 A4 for Power Class 2,
else,

if RBstart ≤ LCRB/2 + start / (12(SCS) and LCRB ≤ AWmax,regrowth / (12(SCS) and FC - BWChannel/2 < FUL_low + offsetregrowth,
then


the A-MPR' is defined according to Table 6.2.3.2-2 PC3_A1 for Power Class 3 and PC2 A3 for Power Class 2,

else


A-MPR' = 0 dB and apply MPR.

With the parameters defined in Table 6.2.3.2-1. 

< text omitted > 

6.2.3.13
A-MPR for NS_18
Table 6.2.3.13-1: A-MPR for NS_18

	Modulation/Waveform
	A1
	A2

	
	Outer
	Inner/Outer

	DFT-s-OFDM PI/2 BPSK
	≤ 2
	≤ 5

	DFT-s-OFDM QPSK
	≤ 2
	≤ 5

	DFT-s-OFDM 16 QAM
	≤3
	≤ 6

	DFT-s-OFDM 64 QAM
	≤ 4
	≤ 7

	DFT-s-OFDM 256 QAM
	≤ 6
	≤ 9

	CP-OFDM QPSK
	≤ 5
	≤ 6.5

	CP-OFDM 16 QAM
	≤ 5
	≤ 7

	CP-OFDM 64 QAM
	≤ 5.5
	≤ 8.5

	CP-OFDM 256 QAM
	≤ 8.5
	≤ 11.5

	NOTE 1:
The backoff applied is max(MPR, A-MPR) where MPR is defined in Table 6.2.2-1

NOTE 2:
Outer and inner allocations are defined in clause 6.2.2


6.2.4
Configured transmitted power
The UE is allowed to set its configured maximum output power PCMAX,f,c for carrier f of serving cell c in each slot. The configured maximum output power PCMAX,f,c is set within the following bounds:

< text omitted > 

6.5.2.3

Additional spectrum emission mask


6.5.2.3.1
Requirements for network signalled value "NS_35"

Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

When "NS_35" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.2.3.1-1.

Table 6.5.2.3.1-1: Additional requirements for “NS_35” 

	Spectrum emission limit (dBm) / Channel bandwidth

	ΔfOOB
(MHz)
	5

MHz
	10

MHz
	15 MHz
	20 MHz
	Measurement bandwidth (unless otherwise stated)

	( 0-0.1
	-15 
	-18 
	-20
	-21
	30 kHz 

	( 0.1-6
	-13
	-13
	-13
	-13
	100 kHz

	( 6-10
	-251 
	-13
	-13
	-13
	100 kHz

	( 10-15
	
	-251
	-13
	-13
	100 kHz

	( 15-20
	
	
	-251 
	-13 
	100 kHz

	( 20-25
	
	
	
	-25 
	1 MHz

	NOTE 1:
The measurement bandwidth shall be 1 MHz


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

==============================================================
<< End of changes >>

