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9.2
Radiated transmit power

9.2.1
General

The minimum requirements for radiated transmit power, are placed on one or more manufacturer declared beam(s) over a declared OTA peak direction set. OTA requirements for NR BS output power are defined for directional EIRP requirements as radiated transmit power requirements (sub-clauses 9.2.2 and 9.2.3) and for TRP requirements as OTA base station output power (sub-clauses 9.3.2 and 9.3.3).
9.2.2

Minimum requirement for BS type 1-O and BS type 1-H
For requirement set 1-H and 1-O, the radiated transmit power requirements will be the same as those for E-UTRA, background information for the minimum requirement is captured in 3GPP TR 37.842 [8], sub-clause 7.2.4. The radiated transmit power requirements for FR1 are defined as the directional requirements on the output power accuracy for EIRP.
As the radiated transmit power for FR1 is based on the manufacturer’s declarations, the basic limit concept does not apply to this requirement. 
9.2.3

Minimum requirement for BS type 2-O

Based on the background information in 3GPP TR 37.842 [8], and aspects related to FR2 captured in 3GPP TR 38.803 [24], the minimum requirement for BS type 2-O will be defined. For requirement set 2-O, the radiated transmit power requirements will be defined as the directional requirements on the output power accuracy for EIRP. 
