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1	Introduction
New WI was approved in RAN#82 [1]. 
The core objectives of the WI are:
· Standardization of two new FDD E-UTRA bands within 410-415 MHz UL / 420-425 MHz DL range and 412-417 MHz UL / 422-427 MHz DL range
· Specify band numbering and RF characteristics for power class 1 and 3 UE 
· Channel bandwidths for the new bands are 1.4, 3 and 5 MHz.
· Address potential BS and UE coexistence issues with other non-cellular systems operating in and around that band
· Extend the usage of this band within this WI also to UE categories M1/M2 and NB1/NB2 as IoT applications are very likely use cases for this band 
· Update the related E-UTRA technical specifications to include support for the new band and UE categories M1/M2 and NB1/NB2.
· This new FDD E-UTRA band is expected to be release independent starting from release 9 onwards.
This contribution is a TP on analysis on UE requirements for introduction of the new E-UTRA bands as defined in the WID.
2	Discussion
Here are the expected changes for TS 36.101 due to introduction of new bands. Due to exactly same operating band arrangement with bands 31 and 72 i.e. uplink and downlink bandwidth of 5 MHz with a duplex-gap of 5 MHz and the fact that these new bands are also very close to bands 31 and 72 in terms of center frequency it is proposed to define the requirements based on the work done for bands 31 and 72 [2].  
5.5	Operating bands
New FDD E-UTRA bands will get operating band numbers from 65 – 256 range. NR has used numbers up to n86 thus 87 is the first available.
Table 5.5-1 E-UTRA operating bands
	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	76
	
	N/A
	
	1427 MHz
	–
	1432 MHz
	FDD2

	85
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	FDD

	87
	410 MHz
	–
	415 MHz
	420 MHz
	–
	425 MHz
	FDD

	88
	412 MHz
	–
	417 MHz
	422 MHz
	–
	427 MHz
	FDD

	NOTE 1:	Band 6, 23 is not applicable
....


 
5.5E	Operating bands for UE category 0, UE category M1 and M2 and UE category 1bis
UE category 0 is designed to operate in the E-UTRA operating bands 2, 3, 4, 5, 8, 13, 20, 25, 26 and 28 in both half duplex FDD mode and full-duplex FDD mode and in bands 39, 40 and 41 in TDD mode. The E-UTRA bands are defined in Table 5.5-1.
UE category M1 and M2 is designed to operate in the E-UTRA operating bands 1, 2, 3, 4, 5, 7, 8, 11, 12, 13, 14, 18, 19, 20, 21, 25, 26, 27, 28, 31, 66, 71, 72, 73, 74, and 85, 87 and 88 in both half duplex FDD mode and full-duplex FDD mode, and in bands 39, 40 and 41 in TDD mode. The E-UTRA bands are defined in Table 5.5-1.
UE category 1bis is designed to operate in the E-UTRA operating bands 1, 2, 3, 4, 5, 7, 8, 12, 13, 18, 20, 26, 28, 31, 66 and 72 in full duplex FDD mode and in bands 39 and 41 in TDD mode.  The E-UTRA bands are defined in Table 5.5-1
5.5F	Operating bands for category NB1 and NB2
Category NB1 and NB2 are designed to operate in the E-UTRA operating bands 1, 2, 3, 4, 5, 8, 11, 12, 13, 14, 17, 18, 19, 20, 21, 25, 26, 28, 31, 41, 66, 70, 71, 72, 73, 74, and 85, 87 and 88 which are defined in Table 5.5-1. Category NB1 and NB2 systems operate in HD-FDD duplex mode or in TDD mode.
5.6	UE channel bandwidth
From the WID [1] we can determine the Channel bandwidths.
Table 5.6.1-1: E-UTRA channel bandwidth
	E-UTRA band / Channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	74
	Yes
	Yes
	Yes
	Yes1
	Yes1
	Yes1

	85
	
	
	Yes1
	Yes1
	
	

	87
	Yes
	Yes1
	Yes1
	
	
	

	88
	Yes
	Yes1
	Yes1
	
	
	

	NOTE 1:	1 refers to the bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (subclause 7.3) is allowed.
...



5.7.3	Carrier frequency and EARFCN
EARFCN is specified as follows.
Table 5.7.3-1: E-UTRA channel numbers
	E-UTRA Operating
Band
	Downlink
	Uplink

	
	FDL_low (MHz)
	NOffs-DL
	Range of NDL
	FUL_low (MHz)
	NOffs-UL
	Range of NUL

	85
	728
	70366
	70366 - 70545
	698
	134002
	134002 - 134181

	87
	410
	70546
	70546 - 70595
	420
	134182
	134182 - 134231

	88
	412
	70596
	70596 - 70645
	422
	134231
	134231 - 134280

	NOTE 1: 	The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used. This implies that the first 7, 15, 25, 50, 75 and 100 channel numbers at the lower operating band edge and the last 6, 14, 24, 49, 74 and 99 channel numbers at the upper operating band edge shall not be used for channel bandwidths of 1.4, 3, 5, 10, 15 and 20 MHz respectively.
...



5.7.4	TX–RX frequency separation
TX-RX separation is 10 MHz.
Table 5.7.4-1: Default UE TX-RX frequency separation
	E-UTRA Operating Band
	TX – RX 
carrier centre frequency
separation

	85
	30 MHz

	87
	10 MHz

	88
	10 MHz

	NOTE 1:	Default TX-RX carrier centre frequency separation.



6.2.2	UE maximum output power
This work-item is for PC1 and PC3. Tolerances are copied from E-UTRA band 31 and 72.
Table 6.2.2-1: UE Power Class
	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	85
	
	
	
	
	23
	±22
	
	

	87
	31
	+2/-3
	
	
	23
	±2
	
	

	88
	31
	+2/-3
	
	
	23
	±2
	
	

	NOTE 1:	Void
...
NOTE 8:	Generally, PC1 UE is not targeted for smartphone form factor.



6.2.2E	UE maximum output power for Category M1 and M2 UE
Bands 87 and 88 are added to M1 and M2 power class table.
Table 6.2.2E-1: UE Power Class
	EUTRA band
	Class 3 (dBm)
	Tolerance (dB)
	Class 5 (dBm)
	Tolerance (dB)
	Class 6 (dBm)
	Tolerance (dB)

	31
	23
	±2
	20
	±2
	14
	±2.5

	72
	23
	±2
	20
	±2
	14
	±2.5

	87
	23
	±2
	20
	±2
	14
	±2.5

	88
	23
	±2
	20
	±2
	14
	±2.5

	NOTE 1:	Void
...



6.2.2F	UE maximum output power for category NB1 and NB2
Bands 87 and 88 are added to NB1 and NB2 power class table.
Table 6.2.2F-1: UE Power Class
	EUTRA band
	Class 3 (dBm)
	Tolerance (dB)
	Class 5 (dBm)
	Tolerance (dB)
	Class 6 (dBm)
	Tolerance (dB)

	31
	23
	±2
	20
	±2
	14
	±2.5

	72
	23
	±2
	20
	±2
	14
	±2.5

	87
	23
	±2
	20
	±2
	14
	±2.5

	88
	23
	±2
	20
	±2
	14
	±2.5



6.2.4	UE maximum output power with additional requirements
No A-MPR is necessary.
6.6.3.2	Spurious emission band UE co-existence
UE to UE co-existence is specified as for band 72 with an exception that there is no harmonic impact to bands 3, 8 or 40. Band 87 has second harmonic for band 20.
Table 6.6.3.2-1: Requirements
	E-UTRA Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	72
	E-UTRA Band 1, 7, 20, 22, 28, 31, 32, 33, 34, 38, 42, 43, 47, 52, 65, 68, [72]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3, 8, 40
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	470
	-
	694
	-42
	8
	

	87
	E-UTRA Band 1, 3, 7, 8, 20, 22, 28, 31, 32, 33, 34, 38, 40, 42, 43, 47, 52, 65, 68, 72
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band, 20
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	470
	-
	694
	-42
	8
	

	88
	E-UTRA Band 1, 3, 7, 8, 20, 22, 28, 31, 32, 33, 34, 38, 40, 42, 43, 47, 52, 65, 68, 72
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	470
	-
	694
	-42
	8
	

	NOTE 1:	FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1
...


 
6.6.3G		Spurious emission for V2X Communication
Bands 87 and 88 are added as protected bands for applicable V2X con-current band Configurations.
Table 6.6.3G-0: Requirements for inter-band con-current V2X operation
	[bookmark: _Hlk536175454]V2X con-current band Configuration
	Spurious emission

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	V2X_3A-47A
	E-UTRA Band 1, 5, 7, 8, 26, 28, 34, 39, 40, 44, 45, 65, 87, 88
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low 
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 22, 41, 42, 52
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7,8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_7A-47A
	E-UTRA Band 1, 3, 5, 7, 8, 22, 26, 28, 34, 39, 40, 41, 42, 44, 45, 52, 65, 87, 88
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	-
	2575
	+1.6
	5
	3, 6, 4

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	3, 6, 4

	
	Frequency range
	2595
	-
	2620
	-40
	1
	3, 6

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_8A-47A
	E-UTRA Band 1, 5, 26,  28, 34,  39, 40, 44, 45, 65, 87, 88
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 7, 22, 41, 42, 52
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 3, 8
	FDL_low 
	-
	FDL_high
	-50
	1
	2, 3

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_20A-47A
	E-UTRA Band 1, 3, 7, 8, 22, 31, 32, 33, 34, 40, 43, 65, 67, 87, 88
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 38, 42, 52, 69
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	758
	-
	788
	-50
	1
	

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_28A-47A
	E-UTRA Band 1, 22, 42, 43, 65, 87, 88
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	10, 11

	
	E-UTRA Band 3, 7, 8, 20, 31,  38, 40
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	470
	-
	694
	-42
	8
	3, 12

	
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	662
	-
	694
	-26.2
	6
	3

	
	Frequency range
	758
	-
	773
	-32
	1
	3

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_34A-47A
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 28, 31, 32, 33, 34, 38,39, 40, 41, 42, 43, 44, 45, 52, 65, 67, 69, 87, 88
	FDL_low 
	-
	FDL_high
	-50
	1
	9

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7



7.3		Reference sensitivity power level
Band 31 and 72 REFSENS is used.
Table 7.3.1-1: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	31
	-99.0
	-95.7
	-93.5
	
	
	
	FDD

	72
	-99.0
	-95.7
	-93.5
	
	
	
	FDD

	87
	-99.0
	-95.7
	-93.5
	
	
	
	FDD

	88
	-99.0
	-95.7
	-93.5
	
	
	
	FDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5
...



Table 7.3.1-2: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	31
	6
	54
	54
	
	
	
	FDD

	72
	6
	54
	54
	
	
	
	FDD

	31
	6
	54
	54
	
	
	
	FDD

	72
	6
	54
	54
	
	
	
	FDD

	NOTE 1:	1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).
NOTE 2:	For the UE which supports both Band 11 and Band 21 the uplink configuration for reference sensitivity is FFS.
NOTE 3:	3 refers to Band 20; in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16
NOTE 4:	4 refers to Bands 31, 72, and 73, 87 and 88; in the case of 3 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 9 and in the case of 5 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 10.



7.3.1E	Minimum requirements (QPSK) for UE category 0, M1, M2 and 1bis
Bands 87 and 88 are added to M1 and M2 REFSENS tables.
Table 7.3.1E-3:  Reference sensitivity for FDD and TDD UE category M1 QPSK PREFSENS
	E-UTRA Band
	REFSENS (dBm)
	Duplex Mode

	31
	-96.5
	FDD

	72
	-96.5
	FDD

	87
	-96.5
	FDD

	88
	-96.5
	FDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5
...



Table 7.3.1E-4: Reference sensitivity for HD-FDD UE category M1 QPSK PREFSENS
	E-UTRA Band
	REFSENS (dBm)
	Duplex Mode

	31
	-97.3
	HD-FDD

	72
	-97.3
	HD-FDD

	87
	-97.3
	HD-FDD

	88
	-97.3
	HD-FDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5
...



Table 7.3.1E-5: FDD and TDD UE category M1 Uplink configuration for reference sensitivity
	E-UTRA Band
	NRB
	Duplex Mode

	31
	61
	FDD and HD-FDD

	72
	61
	FDD and HD-FDD

	87
	61
	FDD and HD-FDD

	88
	61
	FDD and HD-FDD

	NOTE 1:	1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1). 



7.3.1F.1	Reference sensitivity for UE category NB1 and NB2
Bands 87 and 88 are added to NB1 and NB2 REFSENS table.

Table 7.3.1F.1-1: Reference sensitivity for UE category NB1 and NB2
	Operating band
	REFSENS [dBm]

	1, 2, 3, 5, 8, 11, 12, 13, 14, 17, 18, 19, 20, 21, 25, 26, 28, 31, 41, 66, 70, 71, 72, 73, 74, 85, 87, 88
	- 108.2 



7.6.1	In-band blocking
Bands 87 and 88 are added to in-band blocking table.
Table 7.6.1.1-2: In-band blocking
	E-UTRA band
	Parameter
	Unit
	Case 1
	Case 2
	Case 3
	Case 4
	Case 5
	Case 6

	
	PInterferer
	dBm
	-56
	-44
	Void
	Void
	-38
	-15

	
	FInterferer (offset)
	MHz
	=-BW/2 – FIoffset,case 1
&
=+BW/2 + FIoffset,case 1
	≤-BW/2 – FIoffset,case 2
&
≥+BW/2 + FIoffset,case 2
	
	
	-BW/2 - 11
	

	1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 17, 18, 19, 20, 21, 22, 23,
25, 26, 27, 28, 31, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44, 45, 48, 50, 51, 52, 65, 66, 68, 70, 72, 73, 74, 85, 87, 88
	FInterferer
	MHz
	(NOTE 2)
	FDL_low – 15
to
FDL_high + 15
	
	
	
	

	30
	FInterferer
	MHz
	(NOTE 2)
	FDL_low – 15
to
FDL_high + 15
	
	
	FDL_low – 11
	

	71
	FInterferer
	MHz
	(NOTE 2)
	FDL_low – 12 to FDL_high + 15
	
	
	
	FDL-low - 12

	NOTE 1:	For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band
... 
	



7.6.2	Out-of-band blocking
Bands 87 and 88 are added to Out-of-band blocking table.
Table 7.6.2.1-2: Out of band blocking
	E-UTRA band
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3
	Range 4

	
	PInterferer
	dBm
	-44
	-30
	-15
	-15

	1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 30, 31, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42 (NOTE 2), 43 (NOTE 2), 44, 45, 48 (NOTE 2), 50, 51, 52 (NOTE 6), 65, 66, 68, 70, 71, 72, 73, 74, 85, 87, 88
	FInterferer (CW)
	MHz
	FDL_low -15 to
FDL_low -60 
	FDL_low -60 to
FDL_low -85 
	FDL_low -85 to
1 MHz
	-

	
	
	
	FDL_high +15 to
FDL_high + 60 
	FDL_high +60 to
FDL_high +85 
	FDL_high +85 to
+12750 MHz
	-

	2, 5, 12, 17, 85
	FInterferer
	MHz
	-
	-
	-
	FUL_low - FUL_high
(NOTE 5)

	NOTE 1:	For the UE which supports both Band 11 and Band 21 the out of blocking is FFS.
...



3	Conclusion
In this contribution we have discussed what are the specification changes for TS 36.101 due to introduction of new bands 87 and 88. Changes also include necessary change for allowing operation for UE categories M1, M2, NB1 and NB2.
4	References
[1] RP-182898, New WID on 410 – 430 MHz E-UTRA FDD Band(s) for LTE PPDR and PMR/PAMR in Europe	, RAN#82
[2] 3GPP TR 36.748, Technical report for 450MHz E-UTRA FDD Band for LTE PPDR and PMR/PAMR in Europe

************************ Start of the TP ************************************************
[bookmark: _Toc459205400][bookmark: _Toc536786915]5	Frequency band arrangements and regulatory background
The core objectives of the WI stated the new operating bands to be standardized:
· Standardization of two new FDD E-UTRA bands within 410-415 MHz UL / 420-425 MHz DL range and 412-417 MHz UL / 422-427 MHz DL range
5.5	Operating bands
New FDD E-UTRA bands will get operating band numbers from 65 – 256 range. NR has used numbers up to n86 thus 87 is the first available.
Table 5.5-1 E-UTRA operating bands
	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	76
	
	N/A
	
	1427 MHz
	–
	1432 MHz
	FDD2

	85
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	FDD

	87
	410 MHz
	–
	415 MHz
	420 MHz
	–
	425 MHz
	FDD

	88
	412 MHz
	–
	417 MHz
	422 MHz
	–
	427 MHz
	FDD

	NOTE 1:	Band 6, 23 is not applicable
....


 
5.5E	Operating bands for UE category 0, UE category M1 and M2 and UE category 1bis
UE category M1 and M2 are in the scope of the WI this those are added into the list of applicable M1/M2 bands.
UE category M1 and M2 is designed to operate in the E-UTRA operating bands 1, 2, 3, 4, 5, 7, 8, 11, 12, 13, 14, 18, 19, 20, 21, 25, 26, 27, 28, 31, 66, 71, 72, 73, 74, 85, 87 and 88 in both half duplex FDD mode and full-duplex FDD mode, and in bands 39, 40 and 41 in TDD mode. The E-UTRA bands are defined in Table 5.5-1.
5.5F	Operating bands for category NB1 and NB2
UE category NB1 and NB2 are in the scope of the WI this those are added into the list of applicable NB1/NB2 bands.
Category NB1 and NB2 are designed to operate in the E-UTRA operating bands 1, 2, 3, 4, 5, 8, 11, 12, 13, 14, 17, 18, 19, 20, 21, 25, 26, 28, 31, 41, 66, 70, 71, 72, 73, 74, 85, 87 and 88 which are defined in Table 5.5-1. Category NB1 and NB2 systems operate in HD-FDD duplex mode or in TDD mode.
5.6	UE channel bandwidth
From the WID objectives we can determine the applicable channel bandwidths.
Table 5.6.1-1: E-UTRA channel bandwidth
	E-UTRA band / Channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	74
	Yes
	Yes
	Yes
	Yes1
	Yes1
	Yes1

	85
	
	
	Yes1
	Yes1
	
	

	87
	Yes
	Yes1
	Yes1
	
	
	

	88
	Yes
	Yes1
	Yes1
	
	
	

	NOTE 1:	1 refers to the bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (subclause 7.3) is allowed.
...



5.7.3	Carrier frequency and EARFCN
EARFCN is specified as follows.
Table 5.7.3-1: E-UTRA channel numbers
	E-UTRA Operating
Band
	Downlink
	Uplink

	
	FDL_low (MHz)
	NOffs-DL
	Range of NDL
	FUL_low (MHz)
	NOffs-UL
	Range of NUL

	85
	728
	70366
	70366 - 70545
	698
	134002
	134002 - 134181

	87
	410
	70546
	70546 - 70595
	420
	134182
	134182 - 134231

	88
	412
	70596
	70596 - 70645
	422
	134231
	134231 - 134280

	NOTE 1: 	The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used. This implies that the first 7, 15, 25, 50, 75 and 100 channel numbers at the lower operating band edge and the last 6, 14, 24, 49, 74 and 99 channel numbers at the upper operating band edge shall not be used for channel bandwidths of 1.4, 3, 5, 10, 15 and 20 MHz respectively.
...



5.7.4	TX–RX frequency separation
TX-RX separation is 10 MHz.
Table 5.7.4-1: Default UE TX-RX frequency separation
	E-UTRA Operating Band
	TX – RX 
carrier centre frequency
separation

	85
	30 MHz

	87
	10 MHz

	88
	10 MHz

	NOTE 1:	Default TX-RX carrier centre frequency separation.



************************ Un-changed section ************************************************
[bookmark: _Toc459205406][bookmark: _Toc536786917]7	Study of UE and BS requirements
[bookmark: _Toc459205407][bookmark: _Toc536786918]7.1	UE requirements
Due to exactly same operating band arrangement with bands 31 and 72 i.e. uplink and downlink bandwidth of 5 MHz with a duplex-gap of 5 MHz and the fact that these new bands are also very close to bands 31 and 72 in terms of center frequency it is proposed to define the requirements based on the work done for bands 31 and 72 [2].  
6.2.2	UE maximum output power
This work-item is for PC1 and PC3. Tolerances are adopted from E-UTRA bands 31 and 72.
Table 6.2.2-1: UE Power Class
	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	85
	
	
	
	
	23
	±22
	
	

	87
	31
	+2/-3
	
	
	23
	±2
	
	

	88
	31
	+2/-3
	
	
	23
	±2
	
	

	NOTE 1:	Void
...
NOTE 8:	Generally, PC1 UE is not targeted for smartphone form factor.



6.2.2E	UE maximum output power for Category M1 and M2 UE
Bands 87 and 88 are added to M1 and M2 power class table.
Table 6.2.2E-1: UE Power Class
	EUTRA band
	Class 3 (dBm)
	Tolerance (dB)
	Class 5 (dBm)
	Tolerance (dB)
	Class 6 (dBm)
	Tolerance (dB)

	31
	23
	±2
	20
	±2
	14
	±2.5

	72
	23
	±2
	20
	±2
	14
	±2.5

	87
	23
	±2
	20
	±2
	14
	±2.5

	88
	23
	±2
	20
	±2
	14
	±2.5

	NOTE 1:	Void
...



6.2.2F	UE maximum output power for category NB1 and NB2
Bands 87 and 88 are added to NB1 and NB2 power class table.
Table 6.2.2F-1: UE Power Class
	EUTRA band
	Class 3 (dBm)
	Tolerance (dB)
	Class 5 (dBm)
	Tolerance (dB)
	Class 6 (dBm)
	Tolerance (dB)

	31
	23
	±2
	20
	±2
	14
	±2.5

	72
	23
	±2
	20
	±2
	14
	±2.5

	87
	23
	±2
	20
	±2
	14
	±2.5

	88
	23
	±2
	20
	±2
	14
	±2.5



6.2.4	UE maximum output power with additional requirements
No A-MPR is necessary.
6.6.3.2	Spurious emission band UE co-existence
UE to UE co-existence is specified as for band 72 with an exception that there is no harmonic impact to bands 3, 8 or 40. Band 87 has second harmonic for band 20.
Table 6.6.3.2-1: Requirements
	E-UTRA Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	72
	E-UTRA Band 1, 7, 20, 22, 28, 31, 32, 33, 34, 38, 42, 43, 47, 52, 65, 68, [72]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3, 8, 40
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	470
	-
	694
	-42
	8
	

	87
	E-UTRA Band 1, 3, 7, 8, 20, 22, 28, 31, 32, 33, 34, 38, 40, 42, 43, 47, 52, 65, 68, 72
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band, 20
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	470
	-
	694
	-42
	8
	

	88
	E-UTRA Band 1, 3, 7, 8, 20, 22, 28, 31, 32, 33, 34, 38, 40, 42, 43, 47, 52, 65, 68, 72
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	470
	-
	694
	-42
	8
	

	NOTE 1:	FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1
...


 
6.6.3G		Spurious emission for V2X Communication
Bands 87 and 88 are added as protected bands for applicable V2X con-current band Configurations.
Table 6.6.3G-0: Requirements for inter-band con-current V2X operation
	V2X con-current band Configuration
	Spurious emission

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	V2X_3A-47A
	E-UTRA Band 1, 5, 7, 8, 26, 28, 34, 39, 40, 44, 45, 65, 87, 88
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low 
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 22, 41, 42, 52
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7,8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_7A-47A
	E-UTRA Band 1, 3, 5, 7, 8, 22, 26, 28, 34, 39, 40, 41, 42, 44, 45, 52, 65, 87, 88
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	-
	2575
	+1.6
	5
	3, 6, 4

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	3, 6, 4

	
	Frequency range
	2595
	-
	2620
	-40
	1
	3, 6

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_8A-47A
	E-UTRA Band 1, 5, 26,  28, 34,  39, 40, 44, 45, 65, 87, 88
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 7, 22, 41, 42, 52
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 3, 8
	FDL_low 
	-
	FDL_high
	-50
	1
	2, 3

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_20A-47A
	E-UTRA Band 1, 3, 7, 8, 22, 31, 32, 33, 34, 40, 43, 65, 67, 87, 88
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 38, 42, 52, 69
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	758
	-
	788
	-50
	1
	

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_28A-47A
	E-UTRA Band 1, 22, 42, 43, 65, 87, 88
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	10, 11

	
	E-UTRA Band 3, 7, 8, 20, 31,  38, 40
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	470
	-
	694
	-42
	8
	3, 12

	
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	662
	-
	694
	-26.2
	6
	3

	
	Frequency range
	758
	-
	773
	-32
	1
	3

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_34A-47A
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 28, 31, 32, 33, 34, 38,39, 40, 41, 42, 43, 44, 45, 52, 65, 67, 69, 87, 88
	FDL_low 
	-
	FDL_high
	-50
	1
	9

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7



7.3		Reference sensitivity power level
Band 31 and 72 REFSENS is adopted.
Table 7.3.1-1: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	31
	-99.0
	-95.7
	-93.5
	
	
	
	FDD

	72
	-99.0
	-95.7
	-93.5
	
	
	
	FDD

	87
	-99.0
	-95.7
	-93.5
	
	
	
	FDD

	88
	-99.0
	-95.7
	-93.5
	
	
	
	FDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5
...



Table 7.3.1-2: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	31
	6
	54
	54
	
	
	
	FDD

	72
	6
	54
	54
	
	
	
	FDD

	31
	6
	54
	54
	
	
	
	FDD

	72
	6
	54
	54
	
	
	
	FDD

	NOTE 1:	1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).
NOTE 2:	For the UE which supports both Band 11 and Band 21 the uplink configuration for reference sensitivity is FFS.
NOTE 3:	3 refers to Band 20; in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16
NOTE 4:	4 refers to Bands 31, 72, 73, 87 and 88; in the case of 3 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 9 and in the case of 5 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 10.



7.3.1E	Minimum requirements (QPSK) for UE category 0, M1, M2 and 1bis
Bands 87 and 88 are added to M1 and M2 REFSENS tables.
Table 7.3.1E-3:  Reference sensitivity for FDD and TDD UE category M1 QPSK PREFSENS
	E-UTRA Band
	REFSENS (dBm)
	Duplex Mode

	31
	-96.5
	FDD

	72
	-96.5
	FDD

	87
	-96.5
	FDD

	88
	-96.5
	FDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5
...



Table 7.3.1E-4: Reference sensitivity for HD-FDD UE category M1 QPSK PREFSENS
	E-UTRA Band
	REFSENS (dBm)
	Duplex Mode

	31
	-97.3
	HD-FDD

	72
	-97.3
	HD-FDD

	87
	-97.3
	HD-FDD

	88
	-97.3
	HD-FDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5
...



Table 7.3.1E-5: FDD and TDD UE category M1 Uplink configuration for reference sensitivity
	E-UTRA Band
	NRB
	Duplex Mode

	31
	61
	FDD and HD-FDD

	72
	61
	FDD and HD-FDD

	87
	61
	FDD and HD-FDD

	88
	61
	FDD and HD-FDD

	NOTE 1:	1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1). 



7.3.1F.1	Reference sensitivity for UE category NB1 and NB2
Bands 87 and 88 are added to NB1 and NB2 REFSENS table.

Table 7.3.1F.1-1: Reference sensitivity for UE category NB1 and NB2
	Operating band
	REFSENS [dBm]

	1, 2, 3, 5, 8, 11, 12, 13, 14, 17, 18, 19, 20, 21, 25, 26, 28, 31, 41, 66, 70, 71, 72, 73, 74, 85, 87, 88
	- 108.2 



7.6.1	In-band blocking
Bands 87 and 88 are added to in-band blocking table.
Table 7.6.1.1-2: In-band blocking
	E-UTRA band
	Parameter
	Unit
	Case 1
	Case 2
	Case 3
	Case 4
	Case 5
	Case 6

	
	PInterferer
	dBm
	-56
	-44
	Void
	Void
	-38
	-15

	
	FInterferer (offset)
	MHz
	=-BW/2 – FIoffset,case 1
&
=+BW/2 + FIoffset,case 1
	≤-BW/2 – FIoffset,case 2
&
≥+BW/2 + FIoffset,case 2
	
	
	-BW/2 - 11
	

	1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 17, 18, 19, 20, 21, 22, 23,
25, 26, 27, 28, 31, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44, 45, 48, 50, 51, 52, 65, 66, 68, 70, 72, 73, 74, 85, 87, 88
	FInterferer
	MHz
	(NOTE 2)
	FDL_low – 15
to
FDL_high + 15
	
	
	
	

	30
	FInterferer
	MHz
	(NOTE 2)
	FDL_low – 15
to
FDL_high + 15
	
	
	FDL_low – 11
	

	71
	FInterferer
	MHz
	(NOTE 2)
	FDL_low – 12 to FDL_high + 15
	
	
	
	FDL-low - 12

	NOTE 1:	For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band
... 
	



7.6.2	Out-of-band blocking
Bands 87 and 88 are added to Out-of-band blocking table.
Table 7.6.2.1-2: Out of band blocking
	E-UTRA band
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3
	Range 4

	
	PInterferer
	dBm
	-44
	-30
	-15
	-15

	1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 30, 31, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42 (NOTE 2), 43 (NOTE 2), 44, 45, 48 (NOTE 2), 50, 51, 52 (NOTE 6), 65, 66, 68, 70, 71, 72, 73, 74, 85, 87, 88
	FInterferer (CW)
	MHz
	FDL_low -15 to
FDL_low -60 
	FDL_low -60 to
FDL_low -85 
	FDL_low -85 to
1 MHz
	-

	
	
	
	FDL_high +15 to
FDL_high + 60 
	FDL_high +60 to
FDL_high +85 
	FDL_high +85 to
+12750 MHz
	-

	2, 5, 12, 17, 85
	FInterferer
	MHz
	-
	-
	-
	FUL_low - FUL_high
(NOTE 5)

	NOTE 1:	For the UE which supports both Band 11 and Band 21 the out of blocking is FFS.
...



************************ End of the TP ************************************************
