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[bookmark: _Toc503255621]<< Start of change >>
[bookmark: _Toc535443112]7.3	PDCCH demodulation requirements
The receiver characteristics of the PDCCH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg).
The parameters specified in Table 7.3-1 are valid for all PDCCH tests unless otherwise stated.
Table 7.3-1: Common test Parameters
	Parameter
	Unit
	Value

	DL BWP configuration #1
	Cyclic prefix
	
	Normal

	Common serving cell parameters
	Physical Cell ID
	
	0

	
	SSB position in burst
	
	1

	
	SSB periodicity
	ms
	20

	PDCCH configuration
	Slots for PDCCH monitoring
	
	[bookmark: _GoBack]TBDEach slot

	
	Number of PDCCH candidates
	
	TBD1

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	0

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	CSI-RS resource 1: 4
CSI-RS resource 2: 8
CSI-RS resource 3: 4
CSI-RS resource 4: 8

	
	Number of CSI-RS ports (X)
	
	1

	
	CDM Type
	
	No CDM

	
	Density (ρ)
	
	3

	
	CSI-RS periodicity
	Slots
	160

	
	CSI-RS offset
	Slots
	80 for CSI-RS resource 1 and 2
81 for CSI-RS resource 3 and 4

	Precoding configuration
	
	SP Type I, Random per slot with REG bundling granularity for number of Tx larger than 1

	Symbols for all unused Res
	
	OCNG in Annex A.5



<< End of change >>

