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[bookmark: _Toc518665972]4.4	Exclusion bands
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[bookmark: _Hlk494715590]For testing of radiated immunity there is no transmitter exclusion band.
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The receiver exclusion band for BS is the frequency range over which no tests of radiated immunity of a receiver are made. 
The receiver exclusion band is defined as:
	FUL_low  –Δf ΔfOOB<f < FUL_high + ΔfΔfOOB
Where: 
Values of FUL_low and FUL_high are defined for each operating band in TS 38.104 [2], subclause 5.2.
The value of ΔfOOB is derived considering the width of the operating band, and is defined in TS 38.104 [2], subclause 7.4.2.2. 
Values of Δf are given in the following table 4.4.2:
Table 4.4.2: Values of RX exclusion band Δf
	
	FUL_high – FUL_low ≤ 100 MHz
	100 MHz < FUL_high – FUL_low ≤ 200 MHz
	200 MHz < FUL_high – FUL_low ≤ 900 MHz

	BS type 1-C 
	20 MHz
	20 MHz
	60 MHz

	BS type 1-H
	20 MHz
	60 MHz
	60 MHz

	BS type 1-O
	60 MHz
	150 MHz
	150 MHz



For BS capable of multi-band operation, the total receiver exclusion band is a combination of the exclusion bands for each operating band supported by BS.
NOTE 1:	The receiver exclusion bands do not apply for SDL bands.
NOTE 2:	As the radiated immunity testing is defined in the frequency range 80 MHz to 6 GHz, there is no receiver exclusion band defined for BS type 2-O.
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