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[bookmark: _Toc510694056]--------------Start of change-------------
[bookmark: _Toc535442251]6.4.3.5	Test requirement
[bookmark: _Toc535442252]6.4.3.5.1	BS type 1-O
The downlink (DL) total power dynamic range for each NR carrier shall be larger than or equal to the level in table 6.4.3.5.1-1.
Table 6.4.3.5.1-1: Total power dynamic range
	BS channel bandwidth (MHz)
	Total power dynamic range
(dB)

	
	15 kHz SCS
	30 kHz SCS
	60 kHz SCS

	5
	13.5
	10
	N/A

	10
	16.7
	13.4
	10

	15
	18.5
	15.3
	12.1

	20
	19.8
	16.6
	13.4

	25
	20.8
	17.7
	14.5

	30
	21.6
	18.5
	15.3

	40
	22.9
	19.8
	16.6

	50
	23.9
	20.8
	17.7

	60
	N/A
	21.821.6
	18.5

	70
	N/A
	22.3
	19.119.2

	80
	N/A
	22.9
	19.8

	90
	N/A
	23.4
	20.4

	100
	N/A
	23.9
	20.9



NOTE:	Additional test requirements for the Error Vector Magnitude (EVM) at the lower limit of the dynamic range are defined in subclause 6.6.
[bookmark: _Toc535442253]6.4.3.5.2	BS type 2-O
OTA total power dynamic range minimum requirement for BS type 2-O is specified such as for each NR carrier it shall be larger than or equal to the levels specified in table 6.4.3.5.2-1.
Table 6.4.3.5.2-1: Minimum requirement for BS type 2-O total power dynamic range
	SCS (kHz)
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	
	OTA total power dynamic range (dB)

	60
	17.7
	20.8
	23.8
	N.A

	120
	14.6
	17.7
	20.8
	23.8



NOTE:	Additional test requirements for the EVM at the lower limit of the dynamic range are defined in subclause 6.6.

--------------End of change-------------
