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1 Introduction
In last RAN4 meetings, TPs for UL intra-band contiguous CA combination DL_n41C_UL_n41C were submitted, but not treated [1]. The reason is that general UL intra-band contiguous CA requirements are still missing. So in this paper, we discuss how to move forward UL intra-band contiguous CA topic.

2 Discussion
According to TS 38.101-1, the transmitter characteristics including transmitter power, output power dynamics, transmit signal quality and output RF spectrum emissions need to be specified, especially for RF spectrum emissions and corresponding MPR requirements which need much effort to specify. All of these general requirements for UL intra-band contiguous CA are still missing. It is not reasonable that these UL intra-band contiguous CA combinations have been included in WID (R16_NR_CA_ Intra), but the general UL intra-band CA requirements are not specified. So UL intra-band CA combinations can’t be completed with only band combination specific requirements which can be studied in corresponding Rel-16 basket WI. Besides, a Rel-16 WID [2] was proposed, which including the generic requirements for NR UL intra-band contiguous CA for FR1 at RAN #82, but the document was postponed. RAN4 needs to specify general UL intra-band contiguous CA requirements in order to complete the corresponding band combination.

Proposal 1: RAN4 needs to specify general UL intra-band contiguous CA requirements in order to complete the corresponding band combination.

Proposal 2: RAN4 needs to decide whether FR1 UL intra-band contiguous CA requirements should be introduced in Rel-15 or Rel-16.
· Option1: The general UL intra-band contiguous CA requirements for FR1 can be introduced in the late drop of Rel-15 before June 2019 or it can be introduced in TEI of Rel-15 after June 2019.
· Option2: The UL intra-band contiguous CA requirements are introduced in Rel-16 [2], but the release independent from Rel-15 or Rel-16 is FFS.
3 Conclusion
Based on the analysis, RAN4 needs to discuss and decide how to move forward UL intra-band CA requirements for FR1. 

Proposal 1: RAN4 needs to specify general UL intra-band contiguous CA requirements in order to complete band combination.

Proposal 2: RAN4 needs to decide whether FR1 UL intra-band contiguous CA requirements should be introduced in Rel-15 or Rel-16.

· Option1: The general UL intra-band contiguous CA requirements for FR1 can be introduced in the late drop of Rel-15 before June 2019 or it can be introduced in TEI of Rel-15 after June 2019.

· Option2: The UL intra-band contiguous CA requirements are introduced in Rel-16 [2], but the release independent from Rel-15 or Rel-16 is FFS.
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