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<Start of Changes>
[bookmark: _Toc526341436]5.2B.4.1	EN-DC (two bands)
Table 5.2B.4.1-1: Band combinations for inter-band EN-DC within FR1 (two bands)
	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1_n28
	1
	n28
	No

	DC_1_n40
	1
	n40
	No

	DC_1_n51
	1
	n51
	No

	DC_1_n773
	1
	n77
	DC_1_n77

	DC_1_n783
	1
	n78
	No

	DC_1_n793
	1
	n79
	No

	DC_2_n5
	2
	n5
	No

	DC_2_n66
	2
	n66
	DC_2_n66

	DC_2_n71
	2
	n71
	No

	DC_2_n78
	2
	n78
	DC_2_n78

	DC_3_n7
	3
	n7
	No

	DC_3_n28
	3
	n28
	No

	DC_3_n40
	3
	n40
	No

	DC_3_n51
	3
	n51
	No

	DC_3_n773
	3
	n77
	DC_3_n77

	DC_3_n783
	3
	n78
	DC_3_n78

	DC_3_n793
	3
	n79
	No

	DC_5_n40
	5
	n40
	No

	DC_5_n66
	5
	n66
	DC_5_n66

	DC_5_n783
	5
	n78
	No

	DC_7_n28
	7
	n28
	No

	DC_7_n51
	7
	n51
	No

	DC_7_n783
	7
	n78
	No

	DC_7-7_n783
	CA_7-7
	n78
	No

	DC_8_n40
	8
	n40
	No

	DC_8_n773
	8
	n77
	No

	DC_8_n783
	8
	n78
	No

	DC_8_n793
	8
	n79
	No

	DC_11_n773
	11
	n77
	No

	DC_11_n783
	11
	n78
	No

	DC_11_n793
	11
	n79
	No

	DC_12_n5
	12
	n5
	No

	DC_12_n66
	12
	n66
	No

	DC_18_n773
	18
	n77
	No

	DC_18_n783
	18
	n78
	No

	DC_18_n793
	18
	n79
	No

	DC_19_n773
	19
	n77
	No

	DC_19_n783
	19
	n78
	No

	DC_19_n793
	19
	n79
	No

	DC_20_n8
	20
	n8
	DC_20_n8

	DC_20_n284
	20
	n28
	No

	DC_20_n51
	20
	n51
	No

	DC_20_n77
	20
	n77
	No

	DC_20_n783
	20
	n78
	No

	DC_21_n773
	21
	n77
	No

	DC_21_n783
	21
	n78
	No

	DC_21_n793
	21
	n79
	No

	DC_25_n41
	25
	n41
	No

	DC_26_n413
	26
	n41
	No

	DC_26_n773
	26
	n77
	No

	DC_26_n783
	26
	n78
	No

	DC_26_n793
	26
	n79
	No

	DC_28_n51
	28
	n51
	No

	DC_28_n773
	28
	n77
	No

	DC_28_n783
	28
	n78
	No

	DC_28_n793
	28
	n79
	No

	DC_30_n5
	30
	n5
	No

	DC_30_n66
	30
	n66
	No

	DC_38_n78
	38
	n78
	No

	DC_39_n781,3
	39
	n78
	No

	DC_39_n793
	39
	n79
	No

	DC_40_n77
	40
	n77
	No

	DC_41_n77
	41
	n77
	No

	DC_41_n78
	41
	n78
	No

	DC_41_n792,3
	41
	n79
	No

	DC_42_n51
	42
	n51
	No

	DC_42_n775
	42
	n77
	N/A

	DC_42_n785
	42
	n78
	N/A

	DC_42_n795
	42
	n79
	N/A

	DC_66_n71
	66
	n71
	No

	DC_66_n5
	66
	n5
	DC_66_n5

	DC_66_n78
	66
	n78
	No

	DC_66-66_n78
	CA_66-66
	n78
	No

	NOTE 1:	The frequency range above 3600MHz for Band n78 is not used in this combination.
NOTE 2:	The frequency range below 2506MHz for Band 41 is not used in this combination.
NOTE 3:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.
NOTE 4:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 5:	The combination is not used alone as fall back mode of other band combinations in which UL in Band 42 is not used.



<Next Change>
[bookmark: _Toc526341474]5.5B.4.1	Inter-band EN-DC configurations within FR1 (two bands)
Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	[bookmark: _Hlk516090533]EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A_n28A
	DC_1A_n28A
	1A
	n28A

	DC_1A_n40A
	DC_1A_n40A
	1A
	n40A

	DC_1A_n51A
	DC_1A_n51A
	1A
	n51A

	DC_1A_n77A
DC_1A_n77C
	DC_1A_n77A
	1A
	n77A
CA_n77C

	DC_1A_n78A
DC_1A_n78C
	DC_1A_n78A
	1A
	n78A
CA_n78C

	DC_1A_n79A
DC_1A_n79C
	DC_1A_n79A
	1A
	n79A
CA_n79C

	DC_2A_n5A
	DC_2A_n5A
	2A
	n5A

	DC_2A_n66A
	DC_2A_n66A
	2A
	n66A

	DC_2A_n71A
	DC_2A_n71A
	2A
	n71A

	DC_2A_n78A
	DC_2A_n78A
	2A
	n78A

	DC_3A_n7A
	DC_3A_n7A
	3A
	n7A

	DC_3A_n28A
	DC_3A_n28A
	3A
	n28A

	DC_3A_n40A
	DC_3A_n40A
	3A
	n40A

	DC_3A_n51A
	DC_3A_n51A
	3A
	n51A

	DC_3A_n77A
DC_3A_n77C
	DC_3A_n77A
	3A
	n77A
CA_n77C

	DC_3A_n78A
DC_3A_n78C
	DC_3A_n78A
	3A
	n78A
CA_n78C

	DC_3A_n79A
DC_3A_n79C
	DC_3A_n79A
	3A
	n79A
CA_n79C

	DC_3C_n78A
	DC_3A_n78A
	CA_3C
	n78A

	DC_5A_n40A
	DC_5A_n40A
	5A
	n40A

	DC_5A_n66A
	DC_5A_n66A
	5A
	n66A

	DC_5A_n78A
	DC_5A_n78A
	5A
	n78A

	DC_7A-7A_n78A
	DC_7A_n78A
	CA_7A-7A
	n78A

	DC_7A_n28A
	DC_7A_n28A
	7A
	n28A

	DC_7A_n51A
	DC_7A_n51A
	7A
	n51A

	DC_7A_n78A
	DC_7A_n78A
	7A
	n78A

	DC_7C_n78A
	DC_7C_n78A
	CA_7C
	n78A

	DC_8A_n40A
	DC_8A_n40A
	8A
	n40A

	DC_8A_n77A
	DC_8A_n77A
	8A
	n77A

	DC_8A_n78A
	DC_8A_n78A
	8A
	n78A

	DC_8A_n79A
	DC_8A_n79A
	8A
	n79A

	DC_11A_n77A
	DC_11A_n77A
	11A
	n77A

	DC_11A_n78A
	DC_11A_n78A
	11A
	n78A

	DC_11A_n79A
	DC_11A_n79A
	11A
	n79A

	DC_12A_n5A
	DC_12A_n5A
	12A
	n5A

	DC_12A_n66A
	DC_12A_n66A
	12A
	n66A

	DC_18A_n77A
	DC_18A_n77A
	18A
	n77A

	DC_18A_n78A
	DC_18A_n78A
	18A
	n78A

	DC_18A_n79A
	DC_18A_n79A
	18A
	n79A

	DC_19A_n77A
DC_19A_n77C
	DC_19A_n77A
	19A
	n77A
CA_n77C

	DC_19A_n78A
DC_19A_n78C
	DC_19A_n78A
	19A
	n78A
CA_n78C

	DC_19A_n79A
DC_19A_n79C
	DC_19A_n79A
	19A
	n79A
CA_n79C

	DC_20A_n8A
	DC_20A_n8A
	20A
	n8A

	DC_20A_n28A
	DC_20A_n28A
	20A
	n28A

	DC_20A_n51A
	DC_20A_n51A
	20A
	n51A

	DC_20A_n77A
	DC_20A_n77A
	20A
	n77A

	DC_20A_n78A
	DC_20A_n78A
	20A
	n78A

	DC_21A_n77A
DC_21A_n77C
	DC_21A_n77A
	21A
	n77A
CA_n77C

	DC_21A_n78A
DC_21A_n78C
	DC_21A_n78A
	21A
	n78A
CA_n78C

	DC_21A_n79A
DC_21A_n79C
	DC_21A_n79A
	21A
	n79A
CA_n79C

	DC_25A_n41A
	DC_25A_n41A
	25A
	n41A

	DC_26A_n41A
	DC_26A_n41A
	26A
	n41A

	DC_26A_n77A
	DC_26A_n77A
	26A
	n77A

	DC_26A_n78A
	DC_26A_n78A
	26A
	n78A

	DC_26A_n79A
	DC_26A_n79A
	26A
	n79A

	DC_28A n51A
	DC_28A_n51A
	28A
	n51A

	DC_28A_n77A
DC_28A_n77C
	DC_28A_n77A
	28A
	n77A
CA_n77C

	DC_28A_n78A
DC_28A_n78C
	DC_28A_n78A
	28A
	n78A
CA_n78C

	DC_28A_n79A
DC_28A_n79C
	DC_28A_n79A
	28A
	n79A
CA_n79C

	DC_30A_n5A
	DC_30A_n5A
	30A
	n5A

	DC_30A_n66A
	DC_30A_n66A
	30A
	n66A

	DC_38A_n78A
	N/A
	38A
	n78A

	DC_39A_n78A
	DC_39A_n78A
	39A
	n78A

	DC_39A_n79A
	DC_39A_n79A
	39A
	n79A

	DC_40A_n77A
	N/A
	40A
	n77A

	DC_41A_n77A
	DC_41A_n77A
	41A
	n77A

	DC_41A_n78A
	DC_41A_n78A
	41A
	n78A

	DC_41A_n79A
	DC_41A_n79A
	41A
	n79A

	DC_41C_n77A
	DC_41C_n77A
	CA_41C
	n77A

	DC_41C_n78A
	DC_41C_n78A
	CA_41C
	n78A

	DC_41C_n79A
	DC_41C_n79A
	CA_41C
	n79A

	DC_42A_n51A
	DC_42A_n51A
	42A
	n51A

	DC_42A_n77A
DC_42A_n77C
	N/A
	42A
	n77A
CA_n77C

	DC_42A_n78A
DC_42A_n78C
	N/A
	42A
	n78A
CA_n78C

	DC_42A_n79A
DC_42A_n79C
	N/A
	42A
	n79A
CA_n79C

	DC_42C_n77A
	N/A
	CA_42C
	n77A

	DC_42C_n78A
	N/A
	CA_42C
	n78A

	DC_42C_n79A
	N/A
	CA_42C
	n79A

	DC_42C_n77C
	N/A
	CA_42C
	CA n77C

	DC_42C_n78C
	N/A
	CA_42C
	CA n78C

	DC_42C_n79C
	N/A
	CA_42C
	CA n79C

	DC_42D_n77A
	N/A
	CA_42D
	n77A

	DC_42D_n78A
	N/A
	CA_42D
	n78A

	DC_42D_n79A
	N/A
	CA_42D
	n79A

	DC_42E_n77A
	N/A
	CA_42E
	n77A

	DC_42E_n78A
	N/A
	CA_42E
	n78A

	DC_42E_n79A
	N/A
	CA_42E
	n79A

	DC_46A_n78A2
	N/A
	46A
	n78A

	DC_46C_n78A2
	N/A
	CA_46C
	n78A

	DC_46D_n78A2
	N/A
	CA_46D
	n78A

	DC_46E_n78A2
	N/A
	CA_46E
	n78A

	DC_66A_n5A
	DC_66A_n5A
	66A
	n5A

	DC_66A_n71A
	DC_66A_n71A
	66A
	n71A

	DC_66A_n78A
	DC_66A_n78A
	66A
	n78A

	DC_66A-66A_n78A
	DC_66A_n78A
	CA_66A-66A
	n78A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.



<Next Change>
[bookmark: _Toc526341507]6.2B.1.3	Inter-band EN-DC within FR1
< conducted requirements >
For inter-band EN-DC of LTE and NR in FR1, the following UE Power Classes define the maximum output power for any transmission bandwidth within the aggregated channel bandwidth. The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms). UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector.
Table 6.2B.1.3-1: Maximum output power for inter-band EN-DC (two bands)
	EN-DC configuration
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_1A_n28A
	23
	+2/-3

	DC_1A_n40A
	23
	+2/-3

	DC_1A_n51A
	23
	+2/-3

	DC_1A_n77A
	23
	+2/-3

	DC_1A_n78A
DC_1A_n84A_ULSUP-TDM_n78A
DC_1A_n84A_ULSUP-FDM_n78A
	23
	+2/-3

	DC_1A_n79A
	23
	+2/-3

	DC_2A_n5A
	23
	+2/-31

	DC_2A_n66A
	23
	+2/-31

	DC_2A_n71A
	23
	+2/-3

	DC_2A_n78A
	23
	+2/-3

	DC_3A_n7A
	23
	+2/-31

	DC_3A_n28A
	23
	+2/-31

	DC_3A_n40A
	23
	+2/-31

	DC_3A_n51A
	23
	+2/-31

	DC_3A_n77A
	23
	+2/-31

	DC_3A_n78A
DC_3A_n80A_ULSUP-TDM_n78A,
DC_3A_n80A_ULSUP-FDM_n78A
	23
	+2/-31

	DC_3A_n79A
DC_3A_n80A_ULSUP-TDM_n79A,
DC_3A_n80A_ULSUP-FDM_n79A
	23
	+2/-31

	DC_3A_n82A
	23
	+2/-31

	DC_5A_n40A
	23
	+2/-31

	DC_5A_n66A
	23
	+2/-31

	DC_5A_n78A
	23
	+2/-3

	DC_7A_n28A
	23
	+2/-31

	DC_7A_n51A
	23
	+2/-31

	DC_7A_n78A
DC_7C_n78A
	23
	+2/-3

	DC_8A_n40A
	23
	+2/-31

	DC_8A_n77A
	23
	+2/-3

	DC_8A_n78A
DC_8A_n81A_ULSUP-TDM_n78A,
DC_8A_n81A_ULSUP-FDM_n78A
	23
	+2/-3

	DC_8A_n79A
DC_8A_n81A_ULSUP-TDM_n79A,
DC_8A_n81A_ULSUP-FDM_n79A
	23
	+2/-3

	DC_11A_n77A
	23
	+2/-3

	DC_11A_n78A
	23
	+2/-3

	DC_11A_n79A
	23
	+2/-3

	DC_12A_n5A
	23
	+2/-3

	DC_12A_n66A
	23
	+2/-3

	DC_18A_n77A
	23
	+2/-3

	DC_18A_n78A
	23
	+2/-3

	DC_18A_n79A
	23
	+2/-3

	DC_19A_n77A
	23
	+2/-3

	DC_19A_n78A
	23
	+2/-3

	DC_19A_n79A
	23
	+2/-3

	DC_20A_n8A
	23
	+2/-3

	DC_20A_n28A
DC_20A_n83A
	23
	+2/-3

	DC_20A_n51A
	23
	+2/-3

	DC_20A_n77A
	23
	+2/-3

	DC_20A_n78A
DC_20A_n82A_ULSUP-TDM_n78A,
DC_20A_n82A_ULSUP-FDM_n78A
	23
	+2/-3

	DC_21A_n77A
	23
	+2/-3

	DC_21A_n78A
	23
	+2/-3

	DC_21A_n79A
	23
	+2/-3

	DC_25A_n41A
	23
	+2/-3

	DC_26A_n41A
	23
	+2/-3

	DC_26A_n77A
	23
	+2/-3

	DC_26A_n78A
	23
	+2/-3

	DC_26A_n79A
	23
	+2/-3

	DC_28A n51A
	23
	+2/-3

	DC_28A_n77A
	23
	+2/-3

	DC_28A_n78A
DC_28A_n83A_ULSUP-TDM_n78A,
DC_28A_n83A_ULSUP-FDM_n78A
	23
	+2/-3

	DC_28A_n79A
	23
	+2/-3

	DC_30A_n5A
	23
	+2/-3

	DC_30A_n66A
	23
	+2/-3

	DC_38A_n78A
	N/A
	N/A

	DC_39A_n78A
	23
	+2/-31

	DC_39A_n79A
	23
	+2/-31

	DC_40A_n77A
	N/A
	N/A

	DC_41A_n77A
DC_41C_n77A
	23
	+2/-31

	DC_41A_n78A
DC_41C_n77A
	23
	+2/-31

	DC_41A_n79A
DC_41C_n77A
	23
	+2/-31

	DC_42A_n51A
	23
	+2/-3

	DC_42A_n77A
	N/A
	N/A

	DC_42A_n78A
	N/A
	N/A

	DC_42A_n79A
	N/A
	N/A

	DC_66A_n5A
	23
	+2/-31

	DC_66A_n71A
	23
	+2/-3

	DC_66A_n78A, 
DC_66A-66A_n78A, DC_66A_n86A_ULSUP-TDM_n78A,
DC_66A_n86A_ULSUP-FDM_n78A
	23
	+2/-3

	NOTE 1:	2 refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 
NOTE 2:	PPowerClass_EN-DC is the maximum UE power specified without taking into account the tolerance
NOTE 3:	For inter-band EN-DC the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).



<Next Change>
[bookmark: _Toc526341633]7.3B.3.3	Inter-band EN-DC within FR1
[bookmark: _Toc526341634]7.3B.3.3.1	ΔRIB,c for EN-DC in two bands
Table 7.3B.3.3.1-1: ΔRIB,c due to EN-DC(two bands)
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔRIB,c (dB)

	DC_1_n28
	n28
	0.2

	DC_1_n51
	n51
	0.1

	DC_1_n77
	1
	0.2

	
	n77
	0.5

	DC_1_n78
	n78
	0.5

	DC_2_n66
	2
	0.3

	
	n66
	0.3

	DC_2_n78
	2
	0.2

	
	n78
	0.5

	DC_3_n51
	3
	0.2

	
	n51
	0.2

	DC_3_n77
	3
	0.2

	
	n77
	0.5

	DC_3_n78
	3
	0.2

	
	n78
	0.5

	DC_5_n78
	5
	0.2

	
	n78
	0.5

	DC_7_n51
	n51
	0.2

	DC_7_n77
	n78
	0.5

	DC_7_n78
	n78
	0.5

	DC_8_n77
	3
	0.2

	
	n77
	0.5

	DC_8_n78
	3
	0.2

	
	n78
	0.5

	DC_11_n77
	n77
	0.5

	DC_11_n78
	n78
	0.5

	DC_12A_n5A
	12
	0.3

	
	n5
	0.5

	DC_12A_n66A
	12
	0.5

	DC_18_n77
	n77
	0.5

	DC_19_n77
	n77
	0.5

	DC_19_n78
	n78
	0.5

	DC_20_n51
	n51
	0.2

	DC_20_n77
	n77
	0.5

	DC_20_n78
	n78
	0.5

	DC_21_n77
	n77
	0.5

	DC_21_n78
	n78
	0.5

	DC_25_n41
	n41
	0f

	
	
	0.52

	DC_26A_n77A
	n77
	0.5

	DC_26_n78
	n78
	0.5

	DC_28A_n51
	n51
	0.2

	DC_28_n77
	28
	0.2

	
	n77
	0.5

	DC_28_n78
	28
	0.2

	
	n78
	0.5

	DC_30_n66
	30
	0.5

	
	n66
	0.4

	DC_38_n78
	38
	0.4

	
	n78
	0.5

	DC_39_n78
	n78
	0.5

	DC_39_n79
	n79
	0.5

	DC_40_n77

	40
	0.4

	
	n77
	0.5

	DC_41_n77
	n77
	0.5

	DC_41_n78
	n78
	0.5

	DC_41_n79
	n79
	0.5

	DC_42_n51
	n51
	0.2

	DC_66A_n78A
	66
	0.2

	
	n78
	0.5

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:	The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.



<End of Changes>
