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<Start of Change 1>
8.18	Measurements for NR – E-UTRA Dual Connectivity
8.18.1	Introduction
This clause contains requirements for UE supporting dual connectivity with NR PCell and E-UTRA PSCell.
Requirements in this clause are applicable to UEs which have been configured with NE-DC. Requirements in this clause are applicable to both E-UTRA FDD and E-UTRA TDD PSCell in combination with an NR PCell.
The application of measurement gap sharing and calculation of carrier specific scaling factor are same as defined in clause 8.17.1.1 and 8.17.1.2, except that 
· The term PCell and PSCell shall be deemed to be swapped 
· UE is not expected to be configured to identify and measure cells on inter-RAT NR, UTRAN and/or GSM carriers.
8.18.2	Intra-frequency Measurements
PSCC intra-frequency measurements shall meet all applicable requirements in clause 8.1.2.2. If SCG DRX is in use, then the PCell intra-frequency requirements for when DRX is in use in clause 8.1.2.2 shall apply and shall depend on the SCG DRX cycle. Otherwise, the requirements for when DRX is not in use shall apply. The applicable measurement accuracy requirements are in clause 9.1.
SCC intra-frequency measurements shall meet all applicable requirements in clause 8.3.3. If SCG DRX is in use, then the PCell intra-frequency requirements for when DRX is in use in clause 8.1.2.2 shall apply and shall depend on the SCG DRX cycle. Otherwise, the requirements for when DRX is not in use shall apply. The applicable measurement accuracy requirements are in clause 9.1.
8.18.3	Inter-frequency Measurements
The E-UTRAN inter-frequency measurement requirements defined in section 8.18.3 shall apply when the UE capable of NE-DC is operating in NE-DC mode. The requiremenents in section 8.17.3 are applicable for gap pattern id # 0, 1, 2, 3, 4, 6, 7, 8, 10 as defined specified in Table 8.1.2.1-1.
The same requirements defined in clause 8.17.3 shall apply, except
· The term EN-DC shall be deemed to be replaced with NE-DC
· The MCG DRX shall be deemed to be replaced with SCG DRX

<End of Change 1>


