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Background
[bookmark: _GoBack]This contribution provides text proposal on the CA configuration CA_3DL_48D_2UL_48C_BCS0 and CA_4DL_48E_2UL_48C_BCS0 as defined in [1].
Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc531767999]5.2	2DL_48C_2UL_48C_BCS0
3DL_48D_2UL_48C_BCS0
4DL_48E_2UL_48C_BCS0
3DL_48A-48C_2UL_48C_BCS0
4DL_48C-48C_2UL_48C_BCS0
[bookmark: _Toc531768000]5.2.1	Channel bandwidths per operating band for CA
Table 5.2.1-1: Bandwidth combinations for Intra band contiguous CA configurations
	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	CBW
{MHz]
	CBW
{MHz]
	CBW
{MHz]
	CBW
{MHz]
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_48C
	CA_48C
	48
	5, 10, 15, 20
	20
	
	
	40
	0

	
	
	
	20
	5, 10, 15
	
	
	
	

	CA_48D
	CA_48C
	48
	5, 10, 15, 20
	20
	20
	
	60
	0

	
	
	
	20
	20
	5, 10, 15
	
	
	

	CA_48E
	CA_48C
	48
	5, 10, 15, 20
	20
	20
	20
	80
	0

	
	
	
	20
	20
	20
	5, 10, 15
	
	



Table 5.2.1-2: Bandwidth combinations for Intra band non-contiguous CA configurations
	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	CBW
{MHz]
	CBW
{MHz]
	CBW
{MHz]
	CBW
{MHz]
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_48A-48C
	CA_48C
	48
	5, 10, 15, 20
	See CA_48C Bandwidth combination set 0 in 36.101 Table 5.6A.1-1
	
	60
	0

	
	
	
	See CA_48C Bandwidth combination set 0 in 36.101 Table 5.6A.1-1
	5, 10, 15, 20
	
	
	

	CA_48C-48C
	CA_48C
	48
	See CA_48C Bandwidth combination set 0 in 36.101 Table 5.6A.1-1
	See CA_48C Bandwidth combination set 0 in 36.101 Table 5.6A.1-1
	80
	0



[bookmark: _Toc531768001]5.2.2	Coexistence studies
No co-existence studies needed for these combinations.
[bookmark: _Toc531768002]5.2.3	REFSENS requirements
No REFSENS requirements need to be defined for these combinations.
[bookmark: _Toc475626688][bookmark: _Toc475626344][bookmark: _Toc513191628][bookmark: _Toc531768003]5.2.4	Vendor A, A-MPR for uplink CA bandwidth class C
---End of changes---
Reference
[1]	RP-182252, “Revised WID on Rel-16 LTE intra-band Carrier Aggregation for x CC DL/y CC UL including contiguous and non-contiguous spectrum (x>=y)”, Ericsson


 


3GPP TSG


-


RAN WG4 Meeting #90


 


R4


-


1901452


 


Athens, Greece, 25 February 


–


 


1 March 2019


 


 


Source:


 


Ericsson


, T


-


Mobile US


 


Title:


 


TP to 


TR


 


36.716


-


0


1


-


0


1


: 


Addition of


 


CA configuration


s


 


CA_3DL_48D_2UL_48C_BCS0


 


and 


CA_4DL_48E_2UL_48C_BCS0


 


Agenda item:


 


7


.


1


.


2


 


Document for:


 


Approval


 


Background


 


This contribution provides text proposal on 


the 


CA 


configuration


 


CA_3DL_48D_2UL_48C_BCS0 and 


CA_4DL_48E_2UL_48C_BCS0


 


as defined in [1]


.


 




  3GPP TSG - RAN WG4 Meeting #90   R4 - 1901452   Athens, Greece, 25 February  –   1 March 2019     Source:   Ericsson , T - Mobile US   Title:   TP to  TR   36.716 - 0 1 - 0 1 :  Addition of   CA configuration s   CA_3DL_48D_2UL_48C_BCS0   and  CA_4DL_48E_2UL_48C_BCS0   Agenda item:   7 . 1 . 2   Document for:   Approval   Background   This contribution provides text proposal on  the  CA  configuration   CA_3DL_48D_2UL_48C_BCS0 and  CA_4DL_48E_2UL_48C_BCS0   as defined in [1] .  

