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[bookmark: _Toc520237531]<UNCHANGED SECTIONS OMITTED>

<FIRST CHANGE>
10.1.21	Inter-frequency SFN and frame timing difference (SFTD)
The SFN and frame timing difference (SFTD) is measured between PCell in FR1 and neighbor cell in FR2.
The accuracy requirements in Table 10.1.21-3 are applicable under the following conditions:
	For PCell in FR1:
· [TBD]
· Io range defined in Table 10.1.21-1
For neighbor cell in FR2:
· [TBD]
· Io range defined in Table 10.1.21-2

Table 10.1.21-1: FR1 PCell Io range conditions for inter-frequency SFTD measurement accuracy
	Parameter
	Io Note 1 range

	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	Conditions
	
	dBm/ SCSSSB 
	dBm/BWChannel

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	-50

	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-50

	
	NR_TDD_FR1_C
	-120
	-117
	-50

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-50

	
	NR_FDD_FR1_G
	-118
	-115
	-50

	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups are as defined in Section 3.5.2.



Table 10.1.21-2: FR2 neighbor cell Io range conditions for inter-frequency SFTD measurement accuracy
	Parameter
	Io Note 1 range

	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	Conditions
	
	dBm/ SCSSSB 
	dBm/BWChannel

	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	

	
	NR_TDD_FR2_A
	TBD
	TBD
	-50

	
	NR_TDD_FR2_B
	TBD
	TBD
	-50

	
	NR_TDD_FR2_F
	TBD
	TBD
	-50

	
	NR_TDD_FR2_G
	TBD
	TBD
	-50

	
	NR_TDD_FR2_T
	TBD
	TBD
	-50

	
	NR_TDD_FR2_Y
	TBD
	TBD
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups are as defined in Section 3.5.3.




Table 10.1.21-3: Inter-frequency SFTD measurement accuracy
	Accuracy [Tc]
	Conditions

	
	Ês/Iot [dB]

	±[2560]
	 [-3]




<END OF FIRST CHANGE>
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