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[bookmark: _Toc510722684][bookmark: _Toc498537771][bookmark: _Toc492876412][bookmark: _Toc486926586][bookmark: _Toc531551802]4.1.2.2	Measurement of transmitter
The maximum OTA Test System uncertainty for OTA transmitter tests minimum requirements are given in tables 4.1.2.2-1 and 4.1.2.2-2. Details for derivation of OTA Test System uncertainty are given in corresponding subclauses in TR 38.817-02 [17].
Table 4.1.2.2-1: Maximum OTA Test System uncertainty for FR1 OTA transmitter tests


	Subclause
	Maximum OTA Test System uncertainty

	6.2 Radiated transmit power
	Normal condition: 
±1.1 dB, f ≤ 3 GHz
±1.3 dB, 3 GHz < f ≤ 67.125 GHz

	
	Extreme condition:
±2.5 dB, f ≤ 3 GHz
±2.6 dB, 3 GHz < f ≤ 67.125 GHz

	6.3 OTA base station output power
	±1.4 dB, f ≤ 3.0 GHz
±1.5 dB, 3.0 GHz < f ≤ 4.2 GHz
±1.5, 4.2 GHz < f ≤ 67.125.0 GHz

	6.4.2 OTA RE power control dynamic range
	N/A

	6.4.3 OTA total power dynamic range 
	±0.4 dB

	6.5.2 OTA transmitter OFF power
	±3.4 dB, f ≤ 3.0 GHz
±3.6 dB, 3.0 GHz < f ≤ 67.125 GHz
(NOTE)

	6.5.3 OTA transmitter transient period
	N/A

	6.6.1 OTA frequency error
	±12 Hz

	6.6.2 OTA modulation quality
	±1 %

	6.6.3 OTA time alignment error
	±25 ns

	6.7.2 OTA occupied bandwidth
	5 MHz, 10 MHz BS Channel BW: ±100 kHz
15 MHz, 20 MHz, 25 MHz, 30 MHz, 40 MHz, 50 MHz BS Channel BW: ±300 kHz
60 MHz, 70 MHz, 80 MHz, 90 MHz, 100 MHz BS Channel BW: ±600 kHz

	6.7.3 OTA ACLR
	ACLR/CACLR
f ≤ 3.0 GHz
BW ≤ 20MHz: ±1 dB
BW > 20MHz: ±1 dB

3.0 GHz < f ≤ 4.2 GHz
BW ≤ 20MHz: ±1.2 dB
BW > 20MHz: ±1.2 dB

4.2 GHz < f ≤ 67.125.0 GHz
BW ≤ 20MHz: ±1.2 dB
BW > 20MHz: ±1.2 dB

Absolute power ±2.2 dB, f ≤ 3.0 GHz
Absolute power ±2.7 dB, 3.0 GHz < f ≤ 4.2 GHz
Absolute power ±2.7 dB, 4.2 GHz < f ≤ 67.125.0 GHz

	6.7.4 OTA operating band unwanted emissions
	Absolute power ±1.8 dB, f ≤ 3.0 GHz
Absolute power ±2 dB, 3.0 GHz < f ≤ 4.2 GHz
Absolute power ±2 dB, 4.2 GHz < f ≤ 67.125.0 GHz

	6.7.5.2.2	OTA transmitter spurious emissions, mandatory requirements
	±2.3 dB, 30 MHz < f ≤ 67.125 GHz
±4.2 dB, 67.125 GHz < f ≤ 26 GHz

	6.7.5.2.3	OTA transmitter spurious emissions, protection of BS receiver
	±3.1 dB, f ≤ 3 GHz
±3.3 dB, 3 GHz < f ≤ 4.2 GHz
±3.4, 4.2 GHz < f ≤ 67.125 GHz

	6.7.5.2.4 OTA transmitter spurious emissions, additional spurious emissions requirements
	±2.6 dB, f ≤ 3 GHz
±3.0, 3 GHz < f ≤ 4.2 GHz
±3.5, 4.2 GHz < f ≤ 67.125 GHz

	6.7.5.2.5	OTA transmitter spurious emissions, co-location
	±3.1 dB, f ≤ 3 GHz
±3.3 dB, 3 GHz < f ≤ 4.2 GHz
±3.4, 4.2 GHz < f ≤ 67.125 GHz
(NOTE)

	6.8 OTA transmitter intermodulation
	The value below applies only to the interfering signal and is unrelated to the measurement uncertainty of the tests (6.6.1, 6.6.2 and 6.6.4) which have to be carried out in the presence of the interferer.
±3.2 dB, f ≤ 3.0 GHz
±3.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±3.5 dB, 4.2 GHz < f ≤ 67.125 GHz
(NOTE)

	NOTE: Fulfilling the criteria for CLTA selection and placement in subclause 4.12 is deemed sufficient for the test purposes. When these criteria are met, the measurement uncertainty related to the selection of the co-location test antenna and its alignment as specified in the appropriate measurement uncertainty budget in TR 37.843 [28], subclause 10.6 shall be used for evaluating the test system uncertainty.


[bookmark: _Toc510722685][bookmark: _Toc498537772][bookmark: _Toc492876413][bookmark: _Toc486926587]Table 4.1.2.2-2: Maximum OTA Test System uncertainty for FR2 OTA transmitter tests
	Subclause
	Maximum OTA Test System uncertainty

	6.2 Radiated transmit power
	Normal condition: 
±1.7 dB (24.25 – 33.4 GHz)
±2.0 dB (37 – 52.6 GHz)

	6.3 OTA base station output power
	Extreme condition:
±3.1 dB (24.25 – 33.4 GHz)
±3.4 dB (37 – 52.6 GHz)

	6.4.2 OTA RE power control dynamic range
	N/A

	6.4.3 OTA total power dynamic range 
	±0.4 dB

	6.5.2 OTA transmitter OFF power
	FFS

	6.5.3 OTA transmitter transient period
	N/A

	6.6.1 OTA frequency error
	±12 Hz

	6.6.2 OTA modulation quality
	1%

	6.6.3 OTA time alignment error
	±25 ns

	6.7.2 OTA occupied bandwidth
	[600] kHz

	6.7.3 OTA ACLR
	Relative ACLR:
±2.3dB (24.25 – 33.4 GHz)
±2.6dB (37 – 52.6 GHz)

Absolute ACLR: ±2.7dB

	6.7.4 OTA operating band unwanted emissions
	±2.7dB

	6.7.5.3.2 OTA transmitter spurious emissions, mandatory requirements
	FFS

	6.7.5.3.3 OTA transmitter spurious emissions, additional spurious emissions requirements
	FFS


[bookmark: _Toc531551803]4.1.2.3	Measurement of receiver
The maximum OTA Test System uncertainty for OTA receiver tests minimum requirements are given in tables 4.1.2.3-1 and 4.1.2.3-2. Details for derivation of OTA Test System uncertainty are given in corresponding subclauses in TR 38.817-02 [17]. 
Table 4.1.2.3-1: Maximum OTA Test System uncertainty for FR1 OTA receiver tests
	Subclause
	Maximum OTA Test System uncertainty

	7.2 OTA sensitivity
	±1.3 dB, f ≤ 3.0 GHz
±1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±1.6 dB, 4.2 GHz < f ≤ 67.125.0 GHz

	7.3 OTA reference sensitivity level
	±1.3 dB, f ≤ 3.0 GHz
±1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±1.6 dB, 4.2 GHz < f ≤ 67.125.0 GHz

	7.4 OTA dynamic range 
	±0.3 dB

	7.5.1	OTA adjacent channel selectivity

	±1.7 dB, f ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.4 dB, 4.2 GHz < f ≤ 67.125.0 GHz

	7.5.2	In-band blocking (General)
	±1.9 dB, f ≤ 3.0 GHz
±2.2 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.5 dB, 4.2 GHz < f ≤ 67.125.0 GHz

	7.5.2	In-band blocking (Narrowband)
	±1.7 dB, f ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.4 dB, 4.2 GHz < f ≤ 67.125.0 GHz

	7.6 OTA out-of-band blocking 
	fwanted ≤ 3 GHz
1 MHz < finterferer ≤ 3 GHz: ±2.0 dB
3 GHz < finterferer ≤ 67.125 GHz: ±2.1 dB
67.125 GHz < finterferer ≤ 12.75 GHz: ±3.5 dB

3 GHz < fwanted ≤ 4.2 GHz:
1 MHz < finterferer ≤ 3 GHz: ±2.0 dB
3 GHz < finterferer ≤ 67.125 GHz: ±2.1 dB
67.125 GHz < finterferer ≤ 12.75 GHz: ±3.6 dB

4.2 GHz < fwanted ≤ 67.125 GHz:
1 MHz < finterferer ≤ 3 GHz: ±2.2 dB
3 GHz < finterferer ≤ 67.125 GHz: ±2.3 dB
67.125 GHz < finterferer ≤ 12.75 GHz: ±3.6 dB

	7.7 OTA receiver spurious emissions 
	30 MHz ≤ f ≤ 67.125 GHz, ±2.5dB
67.125 GHz < f ≤ 26 GHz, ±4.2dB

	7.8 OTA receiver intermodulation
	±2.0 dB, f ≤ 3.0 GHz
±2.6 dB, 3.0 GHz < f ≤ 4.2 GHz
±3.2 dB, 4.2 GHz < f ≤ 67.125.0 GHz

	7.9 OTA in-channel selectivity 
	±1.7 dB, f ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.4 dB, 4.2 GHz < f ≤ 67.125.0 GHz

	NOTE: Fulfilling the criteria for CLTA selection and placement in subclause 4.12 is deemed sufficient for the test purposes. When these criteria are met, the measurement uncertainty related to the selection of the co-location test antenna and its alignment as specified in the appropriate measurement uncertainty budget in TR 37.843 [28], subclause 10.6 shall be used for evaluating the test system uncertainty.



Table 4.1.2.3-2: Maximum OTA Test System uncertainty for FR2 OTA receiver tests
	Subclause
	Maximum OTA Test System uncertainty

	7.3 OTA reference sensitivity level
	±2.4 dB

	7.5.1	OTA adjacent channel selectivity
	±3.4 dB

	7.5.2	In-band blocking (General)
	±3.4 dB

	7.6 OTA out-of-band blocking 
	±4.1 dB

	7.7 OTA receiver spurious emissions 
	±2.5 dB, 30 MHz ≤ f ≤ 67.125 GHz
±2.7 dB, 67.125 GHz < f ≤ 40 GHz
±5.0 dB, 40 GHz < f ≤ 60 GHz

	7.8 OTA receiver intermodulation
	±3.9 dB

	7.9 OTA in-channel selectivity 
	±3.4 dB


------------------------------ Next modified section ------------------------------
[bookmark: _Toc510722735][bookmark: _Toc503966981][bookmark: _Toc531551867]6.2.5	Test requirement
For each declared conformance beam direction pair, the EIRP measurement results in subclause 6.2.4.2 shall remain within the values provided in table 6.2.5-1, relative to the manufacturer's declared rated beam EIRP (D.11) value:
Table 6.2.5-1: Test requirement for radiated transmit power
	
	Normal test environment
	Extreme test environment

	BS type 1-H
	f ≤ 3 GHz: ± 3.3 dB
	N/A

	
	3 GHz < f ≤ 67.125 GHz: ± 3.5 dB
	

	BS type 1-O
	f  ≤ 3 GHz: ± 3.3 dB
	f  ≤ 3 GHz: ± 5.2 dB

	
	3 GHz < f ≤ 67.125 GHz: ± 3.5 dB 
	3 GHz < f ≤ 4.2 GHz: ± 5.3 dB

	
	
	4.2 GHz < f ≤ 67.125 GHz: ± 5.3 dB

	BS type 2-O
	24.15 GHz < f ≤ 29.5 GHz: ± 5.1 dB
37 GHz < f ≤ 40 GHz: ± 5.4 dB
…

	24.15 GHz < f ≤ 29.5 GHz: ± 7.6 dB
37 GHz < f ≤ 40 GHz: ± 7.8 dB 


------------------------------ Next modified section ------------------------------
[bookmark: _Toc531551875]6.3.5.1	BS type 1-O
The TRP measurement result in step 9 of subclause 6.3.4.2 shall remain:
-	within +3.4 dB and -3.4 dB of the manufacturer's declared rated carrier TRP output power Prated,c,TRP  carrier frequency f  ≤ 3.0 GHz;
-	within +3.5 dB and –3.5 dB of the manufacturer's declared rated carrier TRP output power Prated,c,TRP for carrier frequency 3.0 GHz < f ≤ 4.2 GHz.
-	within +3.5 dB and –3.5 dB of the manufacturer's declared rated carrier TRP output power Prated,c,TRP for carrier frequency 4.2 GHz < f ≤ 67.125.0 GHz.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc531551905]6.5.1.5.1	BS type 1-O
The mean power spectral density measured according to subclause 6.5.1.4.2 shall be less than -102.6 dBm/MHz for carrier frequency f ≤ 3.0 GHz.
The mean power spectral density measured according to subclause 6.5.1.4.2 shall be less than -102.4 dBm/MHz for carrier frequency 3.0 GHz < f ≤ 67.125.0 GHz.
For multi-band RIB, the requirement is only applicable during the transmitter OFF period in all supported operating bands.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc531551918]6.5.2.5.1	BS type 1-O
The mean power spectral density measured according to subclause 6.5.2.4.2 shall be less than -102.6 dBm/MHz for carrier frequency f ≤ 3.0 GHz.
The mean power spectral density measured according to subclause 6.5.2.4.2 shall be less than -102.4 dBm/MHz for carrier frequency 3.0 GHz < f ≤ 67.125.0 GHz.
For multi-band RIB, the requirement is only applicable during the transmitter OFF period in all supported operating bands.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc531551969]6.7.3.5.1	BS type 1-O
For the OTA ACLR requirement either the OTA ACLR limits in tables 6.7.3.5.1-1/2a or the OTA ACLR absolute limits in tables 6.7.3.5.1-2 shall apply, whichever is less stringent. The OTA CACLR limits in table 6.7.3.5.1-3 or the OTA CACLR absolute limits in table 6.7.3.5.1-3a shall apply, whichever is less stringent. 
The CACLR in a sub-block gap and Inter RF Bandwidth gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap or the Inter RF Bandwidth gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges or Base Station RF Bandwidth edges.
The assumed filter for the adjacent channel frequency is defined in table 6.7.3.5.1-3 and the filters on the assigned channels are defined in table 6.7.3.5.1-4.
For operation in paired and unpaired spectrum, the OTA ACLR measurement result shall not be less than the OTA ACLR limit specified in table 6.7.3.5.1-1.
Table 6.7.3.5.1-1: Base station type 1-O ACLR limit
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	OTA ACLR limit 
(0 – 3 GHz)
	OTA ACLR limit (3 – 67.125 GHz)

	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90,100 
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	44 dB (Note 3)
	43.8 dB (Note 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	44 dB (Note 3)
	43.8 dB (Note 3)

	NOTE 1:	BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the lowest/highest NR carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.



The absolute total power measurement shall not exceed the OTA ACLR absolute limit specified in table 6.7.3.5.1-2.
Table 6.7.3.5.1-2: BS type 1-O ACLR absolute limit
	BS category / BS class
	OTA ACLR absolute limit

	Category A Wide Area BS
	-4 dBm/MHz

	Category B Wide Area BS
	-6 dBm/MHz

	Medium Range BS
	-16 dBm/MHz

	Local Area BS
	-23 dBm/MHz

	NOTE 1: The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 2: The test requirements may be subject to additional regional regulation.



For operation in non-contiguous spectrum or multiple bands, the OTA ACLR measurement result shall not be less than the OTA ACLR limit specified in table 6.7.3.5.1-2a. 
Table 6.7.3.5.1-2a: Base Station type 1-O ACLR limit in non-contiguous spectrum or multiple bands
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	OTA ACLR limit
(0-3GHz)
	OTA ACLR limit (3-67.125 GHz)

	5, 10, 15, 20
	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	25, 30, 40, 50, 60, 70, 80, 90, 100
	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3) 
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	44 dB 
	43.8 dB 

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	44 dB 
	43.8 dB 

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
NOTE 4:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 40, 50, 60, 70, 80, 90, 100 MHz.



The OTA CACLR measurement result shall not less than the OTA CACLR limit specified in table 6.7.3.5.1-3.
Table 6.7.3.5.1-3: Base Station type 1-O CACLR limit
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	OTA CACLR limit
(0-3 GHz)
	OTA CACLR limit (3-67.125 GHz)

	5, 10, 15, 20
	5 ≤ Wgap < 15 (Note 3)
5 ≤ Wgap < 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	
	10 < Wgap < 20  (Note 3)
10 ≤ Wgap < 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	25, 30, 40, 50, 60, 70, 80,90, 100
	20 ≤ Wgap < 60  (Note 4)
20 ≤ Wgap < 30 (Note 3)

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	44 dB 
	43.8 dB 

	
	40 < Wgap < 80  (Note 4)
40 ≤ Wgap < 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	44 dB 
	43.8 dB 

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier. 
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
NOTE 4:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 40, 50, 60, 70, 80, 90, 100 MHz.



The absolute total power measurement shall not exceed the OTA CACLR absolute limit specified in table 6.7.3.5.1-3a.
Table 6.7.3.5.1-3a: Base station type 1-O CACLR absolute limit
	BS category / BS class
	OTA CACLR absolute limit

	Category A Wide Area BS
	-4 dBm/MHz

	Category B Wide Area BS
	-6 dBm/MHz

	Medium Range BS
	-16 dBm/MHz

	Local Area BS
	-23 dBm/MHz

	NOTE 1:  The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 2: The test requirements may be subject to additional regional regulation.



Table 6.7.3.5.1-4: Filter parameters for the assigned channel
	RAT of the carrier adjacent to the sub-block or Inter RF Bandwidth gap 
	Filter on the assigned channel frequency and corresponding filter bandwidth

	NR
	NR of same BW with SCS that provides largest transmission bandwidth configuration


------------------------------ Next modified section ------------------------------
[bookmark: _Toc531551980]6.7.4.5.1.1	Wide Area BS (Category A)
For a RIB operating in Bands n5, n8, n12, n28, n71, emissions shall not exceed the maximum levels specified in table 6.7.4.5.1.1‑1.
Table 6.7.4.5.1.1-1: Wide Area BS operating band unwanted emission limits 
(NR bands ≤ 1 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	3.8 dBm - 7/5(f_offset/MHz - 0.05) dB
	100 kHz 

	5 MHz  f < 
min(10 MHz, fmax)
	5.05 MHz  f_offset < 
min(10.05 MHz, f_offsetmax)
	-3.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-4 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -4 dBm/100 kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



For a RIB operating in Bands n1, n2, n3, n7, n25, n34, n38, n39, n40, n41, n50, n66, n70, n74, n75, n77, n78, n79,  emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.1-2 to 6.7.4.5.1.1-4:

[bookmark: _Hlk515383231]Table 6.7.4.5.1.1-2: Wide Area BS operating band unwanted emission limits 
(1 GHz < NR bands ≤ 3 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	3.8 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f < 
min(10 MHz, fmax)
	5.05 MHz  f_offset < 
min(10.05 MHz, f_offsetmax)
	-3.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-4 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑4 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth. 
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



Table 6.7.4.5.1.1-3: Wide Area BS operating band unwanted emission limits 
(3 GHz < NR bands ≤ 4.2 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	4 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f < 
min(10 MHz, fmax)
	5.05 MHz  f_offset < 
min(10.05 MHz, f_offsetmax)
	-3 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-4 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑4 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth. 
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



Table 6.7.4.5.1.1-4: Wide Area BS operating band unwanted emission limits 
(4.2 GHz < NR bands ≤ 67.125 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	4 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f < 
min(10 MHz, fmax)
	5.05 MHz  f_offset < 
min(10.05 MHz, f_offsetmax)
	-3 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-4 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑4 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth. 
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc531551981]6.7.4.5.1.2	Wide Area BS Category B (Option 1)
For Category B operating band unwanted emissions, there are two options for the limits that may be applied regionally. option 1 is as follows. 
For a RIB operating in Bands n5, n8, n12, n20, n28, n71, emissions shall not exceed the maximum levels specified in table 6.7.4.5.1.2-1:
Table 6.7.4.5.1.2-1: Wide Area BS operating band unwanted emission limits 
(NR bands ≤ 1 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	3.8 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f < 
min(10 MHz, fmax)
	5.05 MHz  f_offset < 
min(10.05 MHz, f_offsetmax)
	-3.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-7 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑7 dBm/ 100 kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth. 
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



For a RIB operating in Bands n1, n2, n3, n7, n25, n34, n38, n39, n40, n41, n50, n66, n70, n75, n77, n78, n79, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.2-2 to 6.7.4.5.1.2-4:
Table 6.7.4.5.1.2-2: Wide Area BS operating band unwanted emission limits 
(1 GHz < NR bands ≤ 3 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	3.8 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f < 
min(10 MHz, fmax)
	5.05 MHz  f_offset < 
min(10.05 MHz, f_offsetmax)
	-3.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-6 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑6 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth. 
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



Table 6.7.4.5.1.2-3: Wide Area BS operating band unwanted emission limits 
(3 GHz < NR bands ≤ 4.2 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	4 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f < 
min(10 MHz, fmax)
	5.05 MHz  f_offset < 
min(10.05 MHz, f_offsetmax)
	-3 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-6 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑6 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth. 
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



Table 6.7.4.5.1.2-4: Wide Area BS operating band unwanted emission limits 
(4.2 GHz < NR bands ≤ 67.125 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	4 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f < 
min(10 MHz, fmax)
	5.05 MHz  f_offset < 
min(10.05 MHz, f_offsetmax)
	-3 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-6 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑6 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth. 
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc531551983]6.7.4.5.1.4	Medium Range BS (Category A and Category B)
For Medium Range BS class in NR bands ≤ 3 GHz, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.4-1 and 6.7.4.5.1.4-4.
For Medium Range BS class in 3GHz <NR bands ≤ 4.2 GHz, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.4-2 and 6.7.4.5.1.4-5.
For Medium Range BS class in 4.2GHz <NR bands ≤ 67.125 GHz, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.4-3 and 6.7.4.5.1.4-6.
Table 6.7.4.5.1.4-1: Medium Range BS operating band unwanted emission limits, 40 < Prated,c,TRP  47 dBm (NR bands ≤ 3 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	  – 58.2 dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,c,TRP - 60 dB, -16 dBm) 
(Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min(Prated,c,TRP – 60 dB, ‑16 dBm)/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



Table 6.7.4.5.1.4-2: Medium Range BS operating band unwanted emission limits, 40 < Prated,c,TRP  47 dBm ( 3 GHz < NR bands ≤ 4.2 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	Prated,c,TRP - 58 dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,c,TRP – 60 dB, -16 dBm) 
(Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min(Prated,c,TRP – 60 dB, ‑16 dBm)/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



Table 6.7.4.5.1.4-3: Medium Range BS operating band unwanted emission limits, 40 < Prated,c,TRP  47 dBm ( 4.2 GHz < NR bands ≤ 67.125 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	Prated,c,TRP - 58 dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,c,TRP – 60 dB, -16 dBm) 
(Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min(Prated,c,TRP – 60 dB, ‑16 dBm)/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



Table 6.7.4.5.1.4-4: Medium Range BS operating band unwanted emission limits, Prated,c,TRP  40 dBm 
(NR bands ≤ 3 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-18.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-20 dBm (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -20 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



Table 6.7.4.5.1.4-5: Medium Range BS operating band unwanted emission limits, Prated,c,TRP  40 dBm 
(3 GHz < NR bands ≤ 4.2 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-18 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-20 dBm (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -20 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz. 
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



Table 6.7.4.5.1.4-6: Medium Range BS operating band unwanted emission limits, Prated,c,TRP  40 dBm 
(4.2 GHz < NR bands ≤ 67.125 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-18 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-20 dBm (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -20 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



------------------------------ Next modified section ------------------------------
[bookmark: _Toc531551984]6.7.4.5.1.5	Local Area BS (Category A and Category B)
For Local Area BS class in NR bands ≤ 3 GHz, emissions shall not exceed the maximum levels specified in table 6.7.4.5.1.5-1.
For Local Area BS class in 3 GHz < NR bands ≤ 4.2 GHz, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.5-2.
For Local Area BS class in 4.2 GHz < NR bands ≤ 67.125 GHz, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.5-3.
Table 6.7.4.5.1.5-1: Local Area BS operating band unwanted emission limits (NR bands ≤ 3 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-26.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-28 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -28 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz. 
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



Table 6.7.4.5.1.5-2: Local Area BS operating band unwanted emission limits (3 GHz < NR bands ≤ 4.2 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-26 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-28 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -28 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz. 
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.



Table 6.7.4.5.1.5-3: Local Area BS operating band unwanted emission limits (4.2 GHz < NR bands ≤ 67.125 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4, 5)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-26 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-28 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -28 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz. 
NOTE 4: 	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5: 	The test requirements may be subject to additional regional regulation.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc531552009]6.7.5.3.5.1	Test requirement for BS type 1-O
This requirement shall be applied for NR FDD operation in order to prevent the receivers of own or a different BS of the same band being desensitised by emissions from a BS type 1-O. 
This requirement is a co-location requirement as defined in subclause 4.9, in TS 38.104 [1], the power levels are specified at the CLTA output.
The total power of any spurious emission from both polarizations of the CLTA connector output shall not exceed the limits in table 6.7.5.3.5.1-1.
Table 6.7.5.3.5.1-1: BS type 1-O OTA spurious emissions limits for protection of the BS receiver
	BS class
	Frequency range
	Maximum Level for bands below 3GHz
	Maximum Level for bands between 3 and 4.2GHz
	Maximum Level for bands between 4.2 and 67.125 GHz
	Measurement bandwidth

	Wide Area BS
	FUL_low  – FUL_high

	-113.9 dBm
	-113.7 dBm
	-113.6 dBm
	100 kHz


	Medium Range BS
	
	-108.9 dBm
	-108.7 dBm
	-108.6 dBm
	

	Local Area BS
	
	-105.9 dBm
	-105.7 dBm
	-105.6 dBm
	


------------------------------ Next modified section ------------------------------
[bookmark: _Toc503966995][bookmark: _Toc531552048]7.2.5.2	Test requirements for BS type 1-H and BS type 1-O
For each measured carrier, the throughput measured in step 9 of subclause 7.2.4.2 shall be ≥ 95 % of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.5.2-1.
Table 7.2.5.2-1: EIS levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
  (annex A.1)
	EIS level (dBm)

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz

	5, 10, 15, 25, 30
	15
	G-FR1-A1-1
	Declared minimum EIS + 1.3
	Declared minimum EIS + 1.4
	Declared minimum EIS + 1.6

	5, 10, 15, 25, 30 
	30
	G-FR1-A1-2
	
	
	

	10, 15, 25, 30
	60
	G-FR1-A1-3
	
	
	

	20, 40, 50, 60, 70, 80, 90, 100 
	15
	G-FR1-A1-4
	
	
	

	20, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5
	
	
	

	20, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6
	
	
	


------------------------------ Next modified section ------------------------------
[bookmark: _Toc531552059]7.3.5.2	Test requirements for BS type 1-O
For each measured carrier, the throughput measured in step 9 of subclause 7.3.4.2 shall be ≥ 95 % of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in tables 7.3.5.2-1 to 7.3.5.2-3.
Table 7.3.5.2-1: Wide Area BS EISREFSENS levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel 
(annex A.1)
	 EISREFSENS
 (dBm)

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz

	5, 10, 15, 25, 30
	15
	G-FR1-A1-1
	-100.4 – ΔOTAREFSENS
	-100.3 – ΔOTAREFSENS
	-100.1 – ΔOTAREFSENS

	5, 10, 15, 25, 30 
	30
	G-FR1-A1-2
	-100.5 – ΔOTAREFSENS
	-100.4 – ΔOTAREFSENS
	-100.2 – ΔOTAREFSENS

	10, 15, 25, 30
	60
	G-FR1-A1-3
	-97.6 – ΔOTAREFSENS
	-97.5 – ΔOTAREFSENS
	-97.3 – ΔOTAREFSENS

	20, 40, 50, 60, 70, 80, 90, 100 
	15
	G-FR1-A1-4
	-94 – ΔOTAREFSENS
	-93.9 – ΔOTAREFSENS
	-93.7 – ΔOTAREFSENS

	20, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5
	-94.3 – ΔOTAREFSENS
	-94.2 – ΔOTAREFSENS
	-94 – ΔOTAREFSENS

	20, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6
	-94.4 – ΔOTAREFSENS
	-94.3 – ΔOTAREFSENS
	-94.1 – ΔOTAREFSENS

	NOTE:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.3.5.2-2: Medium Range BS EISREFSENS levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel 
(annex A.1)
	 EISREFSENS
 (dBm)

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz

	5, 10, 15, 25, 30
	15
	G-FR1-A1-1
	-95.4 – ΔOTAREFSENS
	-95.3 – ΔOTAREFSENS
	-95.1 – ΔOTAREFSENS

	5, 10, 15, 25, 30 
	30
	G-FR1-A1-2
	-95.5 – ΔOTAREFSENS
	-95.4 – ΔOTAREFSENS
	-95.2 – ΔOTAREFSENS 

	10, 15, 25, 30
	60
	G-FR1-A1-3
	-92.6 – ΔOTAREFSENS
	-92.5 – ΔOTAREFSENS
	-92.3 – ΔOTAREFSENS

	20, 40, 50, 60, 70, 80, 90, 100 
	15
	G-FR1-A1-4
	-89 – ΔOTAREFSENS
	-88.9 – ΔOTAREFSENS
	-88.7 – ΔOTAREFSENS

	20, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5
	-89.3 – ΔOTAREFSENS
	-89.2 – ΔOTAREFSENS
	-89 – ΔOTAREFSENS

	20, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6
	-89.4 – ΔOTAREFSENS
	-89.3 – ΔOTAREFSENS
	-89.1 – ΔOTAREFSENS

	NOTE:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.3.5.2-3: Local Area BS EISREFSENS levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
(annex A.1)
	 EISREFSENS
 (dBm)

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz

	5, 10, 15, 25, 30
	15
	G-FR1-A1-1
	-92.4 – ΔOTAREFSENS
	-92.3 – ΔOTAREFSENS
	-92.1 – ΔOTAREFSENS

	5, 10, 15, 25, 30 
	30
	G-FR1-A1-2
	-92.5 – ΔOTAREFSENS
	-92.4 – ΔOTAREFSENS
	-92.2 – ΔOTAREFSENS

	10, 15, 25, 30
	60
	G-FR1-A1-3
	-89.6 – ΔOTAREFSENS
	-89.5 – ΔOTAREFSENS
	-89.3 – ΔOTAREFSENS

	20, 40, 50, 60, 70, 80, 90, 100 
	15
	G-FR1-A1-4
	-86 – ΔOTAREFSENS
	-85.9 – ΔOTAREFSENS
	-85.7 – ΔOTAREFSENS

	20, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5
	-86.3 – ΔOTAREFSENS
	-86.2 – ΔOTAREFSENS
	-86 – ΔOTAREFSENS

	20, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6
	-86.4 – ΔOTAREFSENS
	-86.3 – ΔOTAREFSENS
	-86.1 – ΔOTAREFSENS

	NOTE:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc531552070]7.4.5.2	Test requirements for BS type 1-O
For each measured carrier, the throughput measured in step 6 of subclause 7.4.4.2 shall be ≥ 95 % of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in tables 7.4.5.2-1 to 7.4.5.2-3.
Table 7.4.5.2-1: Wide Area BS dynamic range


	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(annex A.2)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz
	
	

	5
	15
	G-FR1-A2-1
	-70.4 – ΔOTAREFSENS
	-70.4 – ΔOTAREFSENS
	-70.4 – ΔOTAREFSENS
	-82.5 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-71.1 – ΔOTAREFSENS
	-71.1 – ΔOTAREFSENS
	-71.1 – ΔOTAREFSENS
	
	

	10
	15
	G-FR1-A2-1
	-70.4 – ΔOTAREFSENS
	-70.4 – ΔOTAREFSENS
	-70.4 – ΔOTAREFSENS
	-79.3 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-71.1 – ΔOTAREFSENS
	-71.1 – ΔOTAREFSENS
	-71.1 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-3
	-68.1 – ΔOTAREFSENS
	-68.1 – ΔOTAREFSENS
	-68.1 – ΔOTAREFSENS
	
	

	15
	15
	G-FR1-A2-1
	-70.4 – ΔOTAREFSENS
	-70.4 – ΔOTAREFSENS
	-70.4 – ΔOTAREFSENS
	-77.5 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-71.1 – ΔOTAREFSENS
	-71.1 – ΔOTAREFSENS
	-71.1 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-3
	-68.1 – ΔOTAREFSENS
	-68.1 – ΔOTAREFSENS
	-68.1 – ΔOTAREFSENS
	
	

	20
	15
	G-FR1-A2-4
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-76.2 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	
	

	25
	15
	G-FR1-A2-4
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-75.2 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	
	

	30
	15
	G-FR1-A2-4
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-74.4 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	
	

	40
	15
	G-FR1-A2-4
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-73.1 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	
	

	50
	15
	G-FR1-A2-4
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-72.2 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	
	

	60
	30
	G-FR1-A2-5
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-71.4 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	
	

	70
	30
	G-FR1-A2-5
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-70.8 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	
	

	80
	30
	G-FR1-A2-5
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-70.1 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	
	

	90
	30
	G-FR1-A2-5
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-69.6 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	
	

	100
	30
	G-FR1-A2-5
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	-69.1 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	-64.5 – ΔOTAREFSENS
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.4.5.2-2: Medium Range BS dynamic range
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(annex A.2)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz
	
	

	5
	15
	G-FR1-A2-1
	-65.4 – ΔOTAREFSENS
	-65.4 – ΔOTAREFSENS
	-65.4 – ΔOTAREFSENS
	-77.5 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-66.1 – ΔOTAREFSENS
	-66.1 – ΔOTAREFSENS
	-66.1 – ΔOTAREFSENS
	
	

	10
	15
	G-FR1-A2-1
	-65.4 – ΔOTAREFSENS
	-65.4 – ΔOTAREFSENS
	-65.4 – ΔOTAREFSENS
	-74.3 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-66.1 – ΔOTAREFSENS
	-66.1 – ΔOTAREFSENS
	-66.1 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-3
	-63.1 – ΔOTAREFSENS
	-63.1 – ΔOTAREFSENS
	-63.1 – ΔOTAREFSENS
	
	

	15
	15
	G-FR1-A2-1
	-65.4 – ΔOTAREFSENS
	-65.4 – ΔOTAREFSENS
	-65.4 – ΔOTAREFSENS
	-72.5 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-66.1 – ΔOTAREFSENS
	-66.1 – ΔOTAREFSENS
	-66.1 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-3
	-63.1 – ΔOTAREFSENS
	-63.1 – ΔOTAREFSENS
	-63.1 – ΔOTAREFSENS
	
	

	20
	15
	G-FR1-A2-4
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-71.2 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	
	

	25
	15
	G-FR1-A2-4
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-70.2 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	
	

	30
	15
	G-FR1-A2-4
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-69.4 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	
	

	40
	15
	G-FR1-A2-4
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-68.1 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	
	

	50
	15
	G-FR1-A2-4
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-67.2 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	--59.2 – ΔOTAREFSENS
	--59.2 – ΔOTAREFSENS
	--59.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	
	

	60
	30
	G-FR1-A2-5
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-66.4 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	
	

	70
	30
	G-FR1-A2-5
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-65.8 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	
	

	80
	30
	G-FR1-A2-5
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-65.1 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	
	

	90
	30
	G-FR1-A2-5
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-64.6 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	
	

	100
	30
	G-FR1-A2-5
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-59.2 – ΔOTAREFSENS
	-64.1 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	-59.5 – ΔOTAREFSENS
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.4.5.2-3: Local Area BS dynamic range
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(annex A.2)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz
	
	

	5
	15
	G-FR1-A2-1
	-62.4 – ΔOTAREFSENS
	-62.4 – ΔOTAREFSENS
	-62.4 – ΔOTAREFSENS
	-74.5 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-63.1 – ΔOTAREFSENS
	-63.1 – ΔOTAREFSENS
	-63.1 – ΔOTAREFSENS
	
	

	10
	15
	G-FR1-A2-1
	-62.4 – ΔOTAREFSENS
	-62.4 – ΔOTAREFSENS
	-62.4 – ΔOTAREFSENS
	-71.3 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-63.1 – ΔOTAREFSENS
	-63.1 – ΔOTAREFSENS
	-63.1 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-3
	-60.1 – ΔOTAREFSENS
	-60.1 – ΔOTAREFSENS
	-60.1 – ΔOTAREFSENS
	
	

	15
	15
	G-FR1-A2-1
	-62.4 – ΔOTAREFSENS
	-62.4 – ΔOTAREFSENS
	-62.4 – ΔOTAREFSENS
	-69.5 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-2
	-63.1 – ΔOTAREFSENS
	-63.1 – ΔOTAREFSENS
	-63.1 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-3
	-60.1 – ΔOTAREFSENS
	-60.1 – ΔOTAREFSENS
	-60.1 – ΔOTAREFSENS
	
	

	20
	15
	G-FR1-A2-4
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-68.2 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	
	

	25
	15
	G-FR1-A2-4
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-67.2 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	
	

	30
	15
	G-FR1-A2-4
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-66.4 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	
	

	40
	15
	G-FR1-A2-4
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-65.1 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	
	

	50
	15
	G-FR1-A2-4
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-64.2 – ΔOTAREFSENS
	AWGN

	
	30
	G-FR1-A2-5
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	
	

	
	60
	G-FR1-A2-6
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	
	

	60
	30
	G-FR1-A2-5
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-63.4 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	
	

	70
	30
	G-FR1-A2-5
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-62.8 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	
	

	80
	30
	G-FR1-A2-5
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-62.1 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	
	

	90
	30
	G-FR1-A2-5
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-61.6 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	
	

	100
	30
	G-FR1-A2-5
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-56.2 – ΔOTAREFSENS
	-61.1 – ΔOTAREFSENS
	AWGN

	
	60
	G-FR1-A2-6
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	-56.5 – ΔOTAREFSENS
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc531552081]7.5.1.5.2	Test requirements for BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction, and the AoA of the incident wave of a received signal and the interfering signal are within the minSENS RoAoA.
The wanted and interfering signals apply to all supported polarizations, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. 
For FR1, the OTA wanted and the interfering signal are specified in table 7.5.1.5.2-1 and table 7.5.1.5.2-2 for ACS. The reference measurement channel for the OTA wanted signal is identified in subclause 7.3.5.2 and is further specified in TS 38.104 [2] annex A.1. The characteristics of the interfering signal is further specified in TS 38.104 [2] annex D.
The OTA ACS requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The OTA interfering signal offset is defined relative to the Base station RF Bandwidth edges or Radio Bandwidth edges.
For RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA ACS requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the NR interfering signal in table 7.5.1.5.2-2. The OTA interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For multi-band RIBs, the OTA ACS requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 7.5.1.5.2-2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.5.1.5.2-1: OTA ACS requirement for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
(Note 2)
	Interfering signal mean power (dBm)

	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz
	

	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100 
(Note 1)
	EISminSENS + 6dB
	Wide Area: -52 – ΔminSENS
Medium Range: -47– ΔminSENS
Local Area: -44– ΔminSENS

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that bandwidth 
NOTE 2:	EISminSENS depends on the BS channel bandwidth as specified in TS 38.104 [2], subclause 10.2.1.



Table 7.5.1.5.2-2: OTA ACS interferer frequency offset for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5
	[±2.5025]
	5MHz DFT-s-OFDM NR signal

	10
	[±2.5075]
	

	15
	[±2.5125]
	

	20
	[±2.5025]
	

	25
	[±9.535]
	20MHz DFT-s-OFDM NR signal

	30
	[±9.585]
	

	40
	[±9.535]
	

	50
	[±9.485]
	

	60
	[±9.585]
	

	70
	[±9.535]
	

	80
	[±9.485]
	

	90
	[±9.585]
	

	100
	[±9.535]
	


------------------------------ Next modified section ------------------------------
[bookmark: _Toc531552092]7.5.2.5.2	Test requirements for BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction, and:
-	when the wanted signal is based on EISREFSENS: the AoA of the incident wave of a received signal and the interfering signal are within the OTA REFSENS RoAoA.
-	when the wanted signal is based on EISminSENS: the AoA of the incident wave of a received signal and the interfering signal are within the minSENS RoAoA.
The wanted and interfering signals apply to all supported polarizations, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with OTA wanted and OTA interfering signal specified in tables 7.5.2.5.2-1, table 7.5.2.5.2-2 and table 7.5.2.5.2-3 for general OTA and narrowband OTA blocking requirements. The reference measurement channel for the OTA wanted signal is identified in subclause 7.3.5.2 and is further specified in TS 38.104 [2] annex A.1. The characteristics of the interfering signal is further specified in TS 38.104 [2] annex D.
The OTA in-band blocking requirements apply outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For BS type 1-O the OTA in-band blocking requirement shall apply in the in-band blocking frequency range, which is defined within frequency range from FUL_low - ΔfOOB to FUL_high + ΔfOOB, excluding the downlink frequency range of the FDD operating band, where the ΔfOOB for BS type 1-O is defined in table 7.5.2.5.2-0.
Table 7.5.2.5.2-0: ΔfOOB offset for NR operating bands in FR1
	BS type
	Operating band characteristics
	ΔfOOB (MHz)

	BS type 1-O
	FUL_high – FUL_low < 100 MHz
	20

	
	100 MHz ≤ FUL_high – FUL_low ≤ 900 MHz 
	60



For RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA in-band blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in table 7.5.2.5.2-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For multi-band RIBs, the OTA in-band blocking requirements apply in the in-band blocking frequency ranges for each supported operating band. The requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as twice the interfering signal minimum offset in tables 7.5.2.5.2-1 and 7.5.2.5.2-3.
For a RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA narrowband blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the interfering signal minimum offset in table 7.5.2.5.2-3. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band RIBs, the OTA narrowband blocking requirements apply in the narrowband blocking frequency ranges for each supported operating band. The requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the interfering signal minimum offset in table 7.5.2.5.2-3.
Table 7.5.2.5.2-1: General OTA blocking requirement for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Interfering signal centre frequency minimum offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz
	
	
	

	5, 10, 15, 20
	EISREFSENS + 6 dB 
(NOTE 2)
	Wide Area: -43 - ΔOTAREFSENS
Medium Range: -38 - ΔOTAREFSENS
Local Area: -35 - ΔOTAREFSENS
(NOTE 2)
	±7.5
	5 MHz DFT-s-OFDM NR signal
SCS: 15 kHz

	
	EISminSENS + 6 dB
(NOTE 3)
	Wide Area: -43 - ΔminSENS
Medium Range: -38 - ΔminSENS
Local Area: -35 - ΔminSENS 
(NOTE 3)
	
	5 MHz DFT-s-OFDM NR signal
SCS: 15 kHz

	25 ,30, 40, 50, 60, 70, 80, 90, 100
	EISREFSENS + 6 dB
(NOTE 2)
	Wide Area: -43 - ΔOTAREFSENS
Medium Range: -38 - ΔOTAREFSENS
Local Area: -35 - ΔOTAREFSENS
(NOTE 2)
	±30
	20 MHz DFT-s-OFDM NR signal
SCS: 15 kHz

	
	EISminSENS + 6 dB
(NOTE 3)
	Wide Area: -43 - ΔminSENS
Medium Range: -38 - ΔminSENS
Local Area: -35 - ΔminSENS
(NOTE 3)
	
	20 MHz DFT-s-OFDM NR signal
SCS: 15 kHz

	NOTE 1:   EISREFSENS and EISminSENS depends on the BS channel bandwidth as specified in TS 38.104 [2], subclause 10.3.2 and 10.2.1.
NOTE 2:   This test requirement is only applied in the OTA REFSENS conformance test directions.
NOTE 3:   This test requirement is only applied in the OTA minSENS receiver target reference direction.



Table 7.5.2.5.2-2: OTA narrowband blocking requirement for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	OTA Wanted signal mean power (dBm)
	OTA Interfering signal mean power (dBm)

	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz
	

	5, 10, 15, 20
	EISREFSENS + 6 dB (NOTE 3)
	Wide Area: -49 - ΔOTAREFSENS
Medium Range: -44 - ΔOTAREFSENS
Local Area: -41 - ΔOTAREFSENS

	
	EISminSENS + 6 dB (NOTE 4)

	Wide Area: -49 - ΔminSENS
Medium Range: -44 - ΔminSENS
Local Area: -41 - ΔminSENS

	25, 30, 40, 50, 60, 70, 80, 90, 100
	EISREFSENS + 6 dB (NOTE 3)
	Wide Area: -49 - ΔOTAREFSENS
Medium Range: -44 - ΔOTAREFSENS
Local Area: -41 - ΔOTAREFSENS

	
	EISminSENS + 6 dB (NOTE 4)

	Wide Area: -49 - ΔminSENS
Medium Range: -44 - ΔminSENS
Local Area: -41 - ΔminSENS

	NOTE 1: 	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that bandwidth.
NOTE 2: 	EISREFSENS and EISminSENS depends on the BS channel bandwidth as specified in TS 38.104 [2], subclause 10.3.2 and 10.2.1.
NOTE 3:   This test requirement is only applied in the OTA REFSENS conformance test directions.
NOTE 4:   This test requirement is only applied in the OTA minSENS receiver target reference direction.



Table 7.5.2.5.2-3: OTA narrowband blocking interferer frequency offsets for BS type 1-O
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz)
	Type of interfering signal

	5
	±([342.5] + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz DFT-s-OFDM NR signal, 1 RB
SCS: 15 kHz

	10
	±([347.5] + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	15
	±([352.5] + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	20
	±([342.5] + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	25
	±([557.5] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 100
	20 MHz DFT-s-OFDM NR signal, 1 RB
SCS: 15 kHz

	30
	±([562.5] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 100
	

	40
	±([557.5] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 100
	

	50
	±([552.5] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 100
	

	60
	±([562.5] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 100
	

	70
	±([557.5] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 100
	

	80
	±([552.5] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 100
	

	90
	±([562.5] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 100
	

	100
	±([557.5] + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 100
	

	NOTE:	Interfering signal consisting of one resource block is positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower/upper Base Station RF Bandwidth edge.



------------------------------ Next modified section ------------------------------
[bookmark: _Toc531552103]7.6.4.2.3	BS type 2-O procedure for out-of-band blocking
1) Place NR BS and the test antenna(s) according to annex E.2.4.1.
2) Align the NR BS and test antenna(s) according to the directions to be tested.  
3) Connect test antenna(s) to the measurement equipment as shown in annex E.2.4.1.
4) The test antenna(s) shall be dual (or single) polarized covering the same frequency ranges as the BS and the blocking frequencies. If the test antenna does not cover both the wanted and interfering signal frequencies, separate test antennas for the wanted and interfering signal are required.
5) The OTA blocking interferer is injected into the test antenna, with the blocking interferer producing specified interferer field strength level for each supported polarization. The interferer shall be polarization matched in-band and the polarization maintained for out-of-band frequencies. 
6) Generate the wanted signal, according to the applicable test configuration (see subclause 4.7) using applicable reference measurement channel to the RIB, according to TS 38.104 [2], annex A.1.
7) Set the transmitter unit associated with the RIB under test to transmit in OTA REFSENS receiver target reference direction with the carrier set-up and power allocation according to the applicable test configuration(s) (see subclause 4.7). The transmitter may be turned OFF for the out-of-band blocker tests when the frequency of the blocker is such that no IM2 or IM3 products fall inside the bandwidth of the wanted signal.
8) Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in table 7.6.5.2.1-1. The distance between the test object and test antenna injecting the interferer signal is adjusted when necessary to ensure specified interferer signal level to be received.
9) The interfering signal shall be swept within the frequency range and step size specified in table 7.6.4.2.3-1.
10) Measure the performance of the wanted signal at the receiver unit associated with the RIB, as defined in the subclause 7.6.5, for the relevant carriers specified by the test configuration in subclause 4.7.
 Table 7.6.4.2.3-1: Interferer signal step size
	Frequency range
(MHz)
	Minimum supported BS channel bandwidth (MHz)
	Measurement 
step size
(MHz)

	30 to 60007125
	50, 100, 200, 400
	1

	

6000 7125 to 60000
	50
	15

	
	100 
	30

	
	200
	60

	
	400 
	60



11) Repeat for all supported polarizations.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc531552118]7.7.5.1		Test requirement for BS type 1-O
For RX only multi-band RIB, the OTA receiver spurious emissions requirements are subject to exclusion zones in each supported operating band.
The power of any spurious emission shall not exceed the levels in table 7.7.5.1-1:
Table 7.7.5.1-1: General OTA BS receiver spurious emission limits for BS type 1-O
	Spurious frequency range
	Test limits
(Note 6)
	Measurement bandwidth
	Notes

	30 MHz – 1 GHz
	-45.5 dBm
	100 kHz
	Note 1, Note 6, Note 7

	1 GHz – 67.125 GHz
	-35.5 dBm
	1 MHz
	Note 1, Note 2, Note 6, Note 7

	67.125 GHz – 12.75 GHz
	-33.8 dBm
	1 MHz
	Note 1, Note 2, Note 6, Note 7

	12.75 GHz – 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-33.8 dBm
	1 MHz
	Note 1, Note 2, Note 3, Note 6, Note 7

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [5], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [5], s2.5 table 1. 
NOTE 3: 	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the UL operating band is reaching beyond 12.75 GHz. 
NOTE 4:	The frequency range from ΔfOBUE below the lowest frequency of the BS transmitter operating band to ΔfOBUE above the highest frequency of the BS transmitter operating band, may be excluded from the requirement. ΔfOBUE is defined in subclause 6.7.1.
NOTE 5: 	For multi-band RIBs, the exclusion applies for all supported operating bands.
NOTE 6:  The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 7:  The test requirements may be subject to additional regional regulation.



[bookmark: _Toc531552119]7.7.5.2		Test requirement for BS type 2-O
The power of any receiver spurious emission shall not exceed the limits in table 7.7.5.2-1.
Table 7.7.5.2-1: General OTA BS receiver spurious emission limits for BS type 2-O
	Spurious frequency range
	Test limits
	Measurement bandwidth
	Notes

	30 MHz – 1 GHz
	-54.5 dBm
	100 kHz
	Note 1

	1 GHz – 67.125 GHz
	-44.5 dBm
	1 MHz
	Note 1

	67.125 GHz – 12.75 GHz
	- 44.3dBm
	1 MHz
	Note 1

	12.75 GHz – min(2nd harmonic of the upper frequency edge of the UL operating band in GHz; [60] GHz)
	-36 dBm
	1 MHz
	Note 1, Note 2

	NOTE 1:	Measurement bandwidth as in ITU-R SM.329 [5], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [5], s2.5 table 1.
NOTE 3: 	The frequency range between 2.5 * BWChannel below the first carrier frequency and 2.5 * BWChannel above the last carrier frequency transmitted by the BS, where BWChannel is the BS channel bandwidth according to TS 38.104 [2] subclause 5.3, may be excluded from the requirement. However, frequencies that are more than ΔfOBUE below the lowest frequency of the BS operating band or more than ΔfOBUE above the highest frequency of the BS operating band shall not be excluded from the requirement.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc531552138]7.9.5.1	BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are the same direction and are within the minSENS RoAoA
The wanted and interfering signals applies to all supported polarizations, under the assumption of polarization matching. 
For a wanted and an interfering signal coupled to the RIB, the following requirements shall be met:
-	For BS type 1-O, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A with parameters specified in table 7.9.5.1-1 for Wide Area BS, in table 7.9.5.1-2 for Medium Range BS and in table 7.9.5.1-3 for Local Area BS. 
Table 7.9.5.1-1: Wide Area BS in-channel selectivity
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(annex A.1)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz
	
	

	5
	15
	G-FR1-A1-7
	-98.9-ΔminSENS
	-98.5-ΔminSENS
	-98.2-ΔminSENS
	-81.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 15 kHz, 
10 RB

	10, 15, 20, 25, 30
	15
	G-FR1-A1-1
	-97-ΔminSENS 
	-96.6-ΔminSENS 
	-96.3-ΔminSENS 
	-77.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 15 kHz, 
25 RB

	40, 50
	15
	G-FR1-A1-4
	-90.6-ΔminSENS 
	-90.2-ΔminSENS 
	-89.9-ΔminSENS 
	-71.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 15 kHz, 100 RB

	5
	30
	G-FR1-A1-8
	-99.6-ΔminSENS
	-99.2-ΔminSENS
	-98.9-ΔminSENS
	-81.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 30 kHz, 
5 RB

	10, 15, 20, 25, 30
	30
	G-FR1-A1-2
	-97.1-ΔminSENS 
	-96.7-ΔminSENS 
	-96.4-ΔminSENS 
	-78.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 30 kHz, 
10 RB

	40, 50, 60, 70, 80, 90, 100
	30
	G-FR1-A1-5
	-90.9-ΔminSENS 
	-90.5-ΔminSENS 
	-90.2-ΔminSENS 
	-71.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 30 kHz, 
50 RB

	10, 15, 20, 25, 30
	60
	G-FR1-A1-9
	-96.5-ΔminSENS 
	-96.1-ΔminSENS 
	-95.8-ΔminSENS 
	-78.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 60 kHz, 
5 RB

	40, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6
	-91-ΔminSENS
	-90.6-ΔminSENS
	-90.3-ΔminSENS
	-71.6 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 60 kHz, 
24 RB

	NOTE: 	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal. 



Table 7.9.5.1-2:  Medium Range BS in-channel selectivity
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(annex A.1)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz
	
	

	5
	15
	G-FR1-A1-7
	-93.9-ΔminSENS 
	-93.5-ΔminSENS 
	-93.2-ΔminSENS 
	-76.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 15 kHz, 
10 RB

	10, 15, 20, 25, 30
	15
	G-FR1-A1-1
	-92-ΔminSENS 
	-91.6-ΔminSENS 
	-91.3-ΔminSENS 
	-72.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 15 kHz, 
25 RB

	40, 50
	15
	G-FR1-A1-4
	-85.6-ΔminSENS 
	-85.2-ΔminSENS 
	-84.9-ΔminSENS 
	-66.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 15 kHz, 100 RB

	5
	30
	G-FR1-A1-8
	-94.6-ΔminSENS 
	-94.2-ΔminSENS 
	-93.9-ΔminSENS 
	-76.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 30 kHz, 
5 RB

	10, 15, 20, 25, 30
	30
	G-FR1-A1-2
	-92.1-ΔminSENS 
	-91.7-ΔminSENS 
	-91.4-ΔminSENS 
	-73.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 30 kHz, 
10 RB

	40, 50, 60, 70, 80, 90, 100
	30
	G-FR1-A1-5
	-85.9-ΔminSENS 
	-85.5-ΔminSENS 
	-85.2-ΔminSENS 
	-66.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 30 kHz, 
50 RB

	10, 15, 20, 25, 30
	60
	G-FR1-A1-9
	-91.5-ΔminSENS 
	-91.1-ΔminSENS 
	-90.8-ΔminSENS 
	-73.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 60 kHz, 
5 RB

	40, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6
	-86-ΔminSENS 
	-85.6-ΔminSENS 
	-85.3-ΔminSENS 
	-66.6 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 60 kHz, 
24 RB

	NOTE: 	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.



Table 7.9.5.1-3: Local area BS in-channel selectivity
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(annex A.1)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 67.125.0 GHz
	
	

	5
	15
	G-FR1-A1-7
	-90.9-ΔminSENS 
	-90.5-ΔminSENS 
	-90.2-ΔminSENS 
	-73.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 15 kHz, 
10 RB

	10, 15, 20, 25, 30
	15
	G-FR1-A1-1
	-89-ΔminSENS 
	-88.6-ΔminSENS 
	-88.3-ΔminSENS 
	-69.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 15 kHz, 
25 RB

	40, 50
	15
	G-FR1-A1-4
	-82.6-ΔminSENS 
	-82.2-ΔminSENS 
	-81.9-ΔminSENS 
	-63.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 15 kHz, 100 RB

	5
	30
	G-FR1-A1-8
	-91.6-ΔminSENS 
	-91.2-ΔminSENS 
	-90.9-ΔminSENS 
	-73.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 30 kHz, 
5 RB

	10, 15, 20, 25, 30
	30
	G-FR1-A1-2
	-89.1-ΔminSENS 
	-88.7-ΔminSENS 
	-88.4-ΔminSENS 
	-70.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 30 kHz, 
10 RB

	40, 50, 60, 70, 80, 90, 100
	30
	G-FR1-A1-5
	-82.9-ΔminSENS 
	-82.5-ΔminSENS 
	-82.2-ΔminSENS 
	-63.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 30 kHz, 
50 RB

	10, 15, 20, 25, 30
	60
	G-FR1-A1-9
	-88.5-ΔminSENS 
	-88.1-ΔminSENS 
	-87.8-ΔminSENS 
	-70.4 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 60 kHz, 
5 RB

	40, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6
	-83-ΔminSENS 
	-82.6-ΔminSENS 
	-82.3-ΔminSENS 
	-63.6 - ΔminSENS
	DFT-s-OFDM NR signal, SCS 60 kHz, 
24 RB

	NOTE: 	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc492876457][bookmark: _Toc498537814][bookmark: _Toc510722777][bookmark: _Toc531552267]C.1	Measurement of transmitter
Table C.1-1: Derivation of test requirements (FR1 OTA transmitter tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	6.2 Radiated transmit power  (Normal conditions)
	See TS 38.104 [2], subclause 9.2
	1.1 dB, f ≤ 3.0 GHz
1.3 dB, 3.0 GHz < f ≤ 4.2 GHz
1.3 dB, 4.2 GHz < f ≤ 67.125.0 GHz
	Formula:
Upper limit + TT, Lower limit – TT

	6.2 Radiated transmit power (Extreme conditions)
	See TS 38.104 [2], subclause 9.2
	2.5 dB, f ≤ 3.0 GHz
2.6 dB, 3.0 GHz < f ≤ 4.2 GHz
2.6 dB, 4.2 GHz < f ≤ 67.125.0 GHz
	Formula:
Upper limit + TT, Lower limit – TT

	6.3	OTA base station output power
	See TS 38.104 [2], subclause 9.3
	1.4 dB, f ≤ 3.0 GHz
1.5 dB, 3.0 GHz < f ≤ 4.2 GHz
1.5 dB, 4.2 GHz < f ≤ 67.125.0 GHz
	Formula:
Upper limit + TT, Lower limit – TT


	6.4	OTA output power dynamics
	See TS 38.104 [2], subclause 9.4
	0.4 dB
	Formula: 
Total power dynamic range – TT 


	6.5.1	OTA transmitter OFF power
	See TS 38.104 [2], subclause 9.5.2
	3.4 dB , f ≤ 3.0GHz
3.6 dB, 3.0GHz < f ≤ 4.2GHz
3.6 dB, 4.2GHz < f ≤ 67.125.0 GHz
	Formula:
Minimum Requirement + TT

	6.6.1 OTA frequency Error
	See TS 38.104 [2], subclause 9.6.1
	12 Hz
	Formula: 
Frequency Error limit + TT

	6.6.2 OTA Modulation quality (EVM)
	See TS 38.104 [2], subclause 9.6.2
	1%
	Formula: 
EVM limit + TT

	6.6.3 OTA time alignment error
	See TS 38.104 [2], subclause 9.6.3
	25 ns
	

	6.7.2	OTA occupied bandwidth
	See TS 38.104 [2], subclause 9.7.2
	0 Hz
	Formula:
Minimum Requirement + TT

	6.7.3	OTA Adjacent Channel Leakage Power Ratio (ACLR)
	See TS 38.104 [2], subclause 9.7.3
	Relative: 
1.0 dB, f ≤ 3.0GHz
1.2 dB, 3.0GHz < f ≤ 4.2GHz
1.2 dB, 4.2GHz < f ≤ 67.125.0 GHz

Absolute: 
0 dB
	Formula:
Relative limit - TT 
Absolute limit +TT 


	6.7.4	OTA operating band unwanted emissions
	See TS 38.104 [2], subclause 9.7.4
	Offsets < 10MHz
1.8 dB, f ≤ 3.0GHz
2 dB, 3.0GHz < f ≤ 4.2GHz
2 dB, 4.2GHz < f ≤ 67.125.0 GHz

Offsets ≥ 10MHz
0 dB
	Formula:
Minimum Requirement + TT

	6.7.5	General transmitter spurious emissions requirements
Category A
	See TS 38.104 [2], subclause 9.7.5.2.2
	0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.2.1	General transmitter spurious emissions requirements
Category B
	See TS 38.104 [2], subclause 9.7.5.2.2
	0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.2.2 Protection of the BS receiver of own or different BS
	See TS 38.104 [2], subclause 9.7.5.2.2.3
	3.1 dB, f ≤ 3.0GHz
3.3 dB, 3.0GHz < f ≤ 4.2GHz
3.4 dB, 4.2GHz < f ≤ 67.125.0 GHz
	Formula:
Minimum Requirement + TT

	6.7.5.2.3 Additional spurious emissions requirements
	See TS 38.104 [2], subclause 9.7.5.2.2.4
	2.6 dB, f ≤ 3 GHz
3.0 dB, 3 GHz < f ≤ 4.2 GHz
3.5 dB, 4.2 GHz < f ≤ 67.125 GHz

For co-existence with PHS
0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.2.3 Co-location with other base stations
	See TS 38.104 [2], subclause 9.7.5.2.2.5
	3.1 dB, f ≤ 3.0GHz
3.3 dB, 3.0GHz < f ≤ 4.2GHz
3.4 dB, 4.2GHz < f ≤ 67.125.0 GHz
	Formula:
Minimum Requirement + TT

	6.8	OTA transmitter intermodulation
	See TS 38.104 [2], subclause 9.8
	0 dB
	



Table C.1-2: Derivation of test requirements (FR2 OTA transmitter tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	6.2 Radiated transmit power
	See TS 38.104 [2], subclause 9.2
	1.7 dB, 24.25GHz < f ≦ 29.5GHz 
2.0 dB, 37GHz < f ≦ 40GHz
	Formula:
Upper limit + TT, Lower limit – TT

	6.3	OTA base station output power
	See TS 38.104 [2], subclause 9.3
	Normal conditions:
2.1 dB, 24.25GHz < f ≦ 29.5GHz 
2.4 dB, 37GHz < f ≦ 40GHz
Extreme conditions:
3.1 dB, 24.25GHz < f ≦ 29.5GHz 
3.3 dB, 37GHz < f ≦ 40GHz
	Formula:
Upper limit + TT, Lower limit – TT


	6.4	OTA output power dynamics
	See TS 38.104 [2], subclause 9.4
	0.4 dB
	Formula: 
Total power dynamic range – TT 


	6.5.1	OTA transmitter OFF power
	See TS 38.104 [2], subclause 9.5.2
	TBD dB
	Formula:
Minimum Requirement + TT

	
	
	
	

	6.6.1 OTA frequency Error
	See TS 38.104 [2], subclause 9.6.1
	12 Hz
	Formula: 
Frequency Error limit + TT

	6.6.2 OTA Modulation quality (EVM)
	See TS 38.104 [2], subclause 9.6.2
	1 %
	Formula: 
EVM limit + TT

	6.6.3 OTA time alignment error
	See TS 38.104 [2], subclause 9.6.3
	25 ns
	

	6.7.2	OTA occupied bandwidth
	See TS 38.104 [2], subclause 9.7.2
	0 Hz
	Formula:
Minimum Requirement + TT

	6.7.3	OTA Adjacent Channel Leakage Power Ratio (ACLR)
	See TS 38.104 [2], subclause 9.7.3
	Relative: 
2.3 dB, 24.25GHz < f ≦ 29.5GHz 
2.6 dB, 37GHz < f ≦ 40GHz 
Absolute:
2.7 dB, 24.25GHz < f ≦ 29.5GHz 
2.7 dB, 37GHz < f ≦ 40GHz
	Formula:
Relative limit - TT 
Absolute limit +TT 


	6.7.4	OTA operating band unwanted emissions
	See TS 38.104 [2], subclause 9.7.4
	0 MHz  f < 0.1*BWcontiguous
2.7 dB, 24.25GHz < f ≦ 29.5GHz 
2.7 dB, 37GHz < f ≦ 40GHz 
0.1*BWcontiguous  f < fmax
0 dB 
	Formula:
Minimum Requirement + TT

	6.7.5.2.1	General transmitter spurious emissions requirements
Category A
	See TS 38.104 [2], subclause 9.7.5.3.2
	0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.2.1	General transmitter spurious emissions requirements
Category B
	See TS 38.104 [2], subclause 9.7.5.3.2
	0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.2.3 Additional spurious emissions requirements
	See TS 38.104 [2], subclause 9.7.5.3.3
	TBD dB
	Formula:
Minimum Requirement + TT



[bookmark: _Toc486926975][bookmark: _Toc492581353][bookmark: _Toc492876458][bookmark: _Toc498537815][bookmark: _Toc510722778][bookmark: _Toc531552268]C.2	Measurement of receiver
Table C.2-1: Derivation of test requirements (FR1 OTA receiver tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	7.2 OTA sensitivity
	See TS 38.104 [2], subclause 10.2
	1.3 dB, f ≤ 3.0 GHz
1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
1.6 dB, 4.2 GHz < f ≤ 67.125.0  GHz
	Formula:
Declared Minimum EIS + TT

	7.3	OTA reference sensitivity level
	See TS 38.104 [2], subclause 10.3
	1.3 dB, f ≤ 3.0 GHz
1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
1.6 dB, 4.2 GHz < f ≤ 67.125.0  GHz
	Formula: 
EISREFSENS + TT

	7.4	OTA dynamic range
	See TS 38.104 [2], subclause 10.4
	0.3 dB, f ≤ 67.125 GHz

	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.1	OTA adjacent channel selectivity
	See TS 38.104 [2], subclause 10.5.1
	0 dB
	Formula: 
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.2	In-band blocking (General)
	See TS 38.104 [2], subclause 10.5.2
	0 dB
	Formula: 
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.2	In-band blocking (Narrowband)
	See TS 38.104 [2], subclause 10.5.2
	0 dB
	Formula: 
Wanted signal power + TT

Interferer signal power unchanged.

	7.6	OTA out-of-band blocking 
(General)
	See TS 38.104 [2], subclause 10.6
	
0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.6	OTA out-of-band blocking
(Co-location)
	See TS 38.104 [2], subclause 10.6
	0 dB
	Formula:
Wanted signal power unchanged

Interferer signal power - TT.

	7.7	OTA receiver spurious emissions
	See TS 38.104 [2], subclause 10.7
	2.5dB, 30 MHz ≤ f ≤ 67.125 GHz
4.2dB, 67.125 GHz < f ≤ 26 GHz
	Formula:
Minimum Requirement + TT 


	7.8	OTA receiver intermodulation
	See TS 38.104 [2], subclause 10.8
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged

	7.9	OTA in-channel selectivity
	See TS 38.104 [2], subclause 10.9
	1.7 dB, f ≤ 3.0 GHz
2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
2.4 dB, 4.2 GHz < f ≤ 67.125.0  GHz
	Formula:
Wanted signal power + TT 

Interferer signal power unchanged



Table C.2-2: Derivation of test requirements (FR2 OTA receiver tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	7.3	OTA reference sensitivity level
	See TS 38.104 [2], subclause 10.3
	2.4 dB, 24.25 GHz < f ≦ 33.4 GHz 
2.4 dB, 37 GHz < f ≦ 52.6 GHz
	Formula: 
EISREFSENS+ TT

	7.5.1	OTA adjacent channel selectivity
	See TS 38.104 [2], subclause 10.5.1
	0 dB
	Formula: 
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.2	In-band blocking
	See TS 38.104 [2], subclause 10.5.2
	0 dB
	Formula: 
Wanted signal power + TT

Interferer signal power unchanged.

	7.6	OTA out-of-band blocking
	See TS 38.104 [2], subclause 10.6
	0 dB
	Formula:
Wanted signal power + TT
Interferer signal power unchanged

	7.7	OTA receiver spurious emissions
	See TS 38.104 [2], subclause 10.7
	2.5 dB, 30 MHz ≤ f ≤ 67.125 GHz
2.7 dB, 67.125 GHz < f ≤ 12.75 GHz
0 dB, 12.75 GHz < f ≤ 60 GHz
	Formula:
Minimum Requirement + TT 


	7.8	OTA receiver intermodulation
	See TS 38.104 [2], subclause 10.8
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.9	OTA in-channel selectivity
	See TS 38.104 [2], subclause 10.9
	3.4 dB, 24.25 GHz < f ≦ 33.4 GHz 
3.4 dB, 37 GHz < f ≦ 52.6 GHz
	Formula:
Wanted signal power + TT 

Interferer signal power unchanged.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc531552269]Annex D (normative):
Calibration
OTA test requirements specific and OTA measurement chamber specific calibration (and measurement) procedures were captured in TR 37.843 [16] for the OTA AAS BS for the following requirements sets: 
· TX and Rx directional requirements 
· In-band and out-of-band TRP requirements 
· Co-location requirements
· In-band and out-of-band blocking requirements
All the calibrations procedures captured for OTA AAS BS in TR 37.843 [16] for the frequency range up to 4.2 GHz, are assumed to be also applicable to BS type 1-H and BS type 1-O for the FR1 frequency range, i.e. up to 67.125 GHz. 
Editor’s note: OTA test requirements specific and OTA measurement chamber specific calibration procedures for FR2 are FFS. Potential reuse of the FR1 calibration procedures for FR2 is FFS.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc527449040][bookmark: _Toc531552320]J.2	Multi-path fading propagation conditions
The multipath propagation conditions consist of several parts:
-	A delay profile in the form of a "tapped delay-line", characterized by a number of taps at fixed positions on a sampling grid. The profile can be further characterized by the r.m.s. delay spread and the maximum delay spanned by the taps.
-	A combination of channel model parameters that include the Delay profile and the Doppler spectrum that is characterized by a classical spectrum shape and a maximum Doppler frequency.
-	Different models are used for FR1 (below 67.125 GHz) and FR2 (above 624 GHz).
------------------------------ End of modified section ------------------------------
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