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---------------------------------------Start of Change -------------------------------
[bookmark: _Toc535319250]5.2B.6.2	EN-DC (three bands)
Table 5.2B.6.2-1: Band combinations inter-band EN-DC including both FR1 and FR2 (three bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1_n77-n257
	1
	CA_n77-n257
	NoDC_1_n77

	DC_1_n78-n257
	1
	CA_n78-n257
	No

	DC_1_n79-n257
	1
	CA_n79-n257
	No

	DC_3_n77-n257
	3
	CA_n77-n257
	DC_3_n77

	DC_3_n78-n257
	3
	CA_n78-n257
	DC_3_n78

	DC_3_n79-n257
	3
	CA_n79-n257
	No

	DC_5_n78-n2571
	5
	CA_n78-n257
	No

	DC_7-7_n78-n257
	CA_7-7
	CA_n78-n257
	No

	DC_7_n78-n257
	7
	CA_n78-n257
	No

	DC_19_n77-n257
	19
	CA_n77-n257
	No

	DC_19_n78-n257
	19
	CA_n78-n257
	No

	DC_19_n79-n257
	19
	CA_n79-n257
	No

	DC_21_n77-n257
	21
	CA_n77-n257
	No

	DC_21_n78-n257
	21
	CA_n78-n257
	No

	DC_21_n79-n257
	21
	CA_n79-n257
	No

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability
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