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<Start of Changes>
[bookmark: OLE_LINK3]12.2	Conformance testing for Conducted requirements
12.2.1 	Measurement uncertainty of test system
For the frequency range up to 4.2 GHz, the same measurement uncertainty as E-UTRA in TS 36.141 were adopted for conducted requirements.
For frequency range 4.2 - 6 GHz, for measurement of transmitter, all uncertainty factors including instrumentation related MU were judged to the same as for the 3 – 4.2 GHz range and thus the total MU for 4.2 – 6 GHz is the same as for 3 - 4.2 GHz. 
For frequency range 4.2 - 6 GHz, for measurement of receiver, both the wanted signal level error and interferer level error may differ for frequency ranges. Hence the MU for the frequency range is defined separately. The derivation of maximum test system uncertainty for 4.2 – 6 GHz receiver tests is shown in table 12.2.1-1.
This assessment was made under the assumption of testing BS designed for licensed spectrum; for unlicensed spectrum the MU may differ.
Table 12.2.1-1: Maximum test system uncertainty for 4.2 – 6 GHz receiver tests
	Requirement
	Derivation of Test System Uncertainty
	MU (dB)

	
	
	Wanted signal level error
	Modulated Interferer level error
	CW Interferer level error
	ACLR effect or  Broadband noise effect
	Total

	7.2 Reference sensitivity level
	wanted_level_error
	1.22
	N/A
	N/A
	N/A
	1.2

	7.4.1 Adjacent channel selectivity 
	[SQRT (wanted_level_error2 + interferer_level_error2)] + leakage effect
	1.22
	1.22
	N/A
	0.4
	2.1

	7.4.2 In-band blocking (General blocking)
	[SQRT (wanted_level_error2 + interferer_level_error2)] + leakage effect
	1.22
	1.39
	N/A
	0.4
	2.2

	7.4.2 In-band blocking
(Narrow band blocking)
	[SQRT (wanted_level_error2 + interferer_level_error2)] + leakage effect
	1.22
	1.22
	N/A
	0.4
	2.1

	7.5.5.1 Out-of-band blocking  (General requirements)
1MHz < finterferer ≤ 3 GHz
	[SQRT (wanted_level_error2 + interferer_level_error2)] + Broadband noise effect
	1.22
	N/A
	1
	0.1
	1.7

	7.5.5.1 Out-of-band blocking  (General requirements)
3.0GHz < finterferer ≤ 4.2 GHz
	[SQRT (wanted_level_error2 + interferer_level_error2)] + Broadband noise effect
	1.22
	N/A
	1.2
	0.1
	1.8

	7.5.5.1 Out-of-band blocking  (General requirements)
4.2GHz < finterferer ≤ 12.75 GHz
	[SQRT (wanted_level_error2 + interferer_level_error2)] + Broadband noise effect
	1.22
	N/A
	3
	0.1
	3.3

	7.5.5.2 Out-of-band blocking (Co-location requirements)
	[SQRT (wanted_level_error2 + interferer_level_error2)] + Broadband noise effect
	1.22
	N/A
	2
	0.4
	2.7

	7.7 Receiver intermodulation
	SQRT [(2 x CW_level_error)2 +(mod interferer_level_error)2  +(wanted signal_level_error)2] + ACLR effect
	1.22
	1.22
	0.98
	0.4
	3

	7.8 In-channel selectivity
	[SQRT (wanted_level_error2 + interferer_level_error2)] + leakage effect
	1.22
	1.22
	N/A
	0.4
	2.1



<End of Changes>
