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	Reason for change:
	For clarification on the applicability of NR-FR1-TM1.1, “transmit ON/OFF power” and ”receiver spurious emissions” would be added to the list of the tests in whch the test model is used. 

	
	

	Summary of change:
	Add  “transmit ON/OFF power” and “receiver spurious emissions” to the list of tests in which NR-FR1-TM1.1 is used.
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[bookmark: _Toc535441817][bookmark: _Toc510689715][bookmark: _Toc531534749]4.9.2.2.1	NR FR1 test model 1.1 (NR-FR1-TM1.1)
This model shall be used for tests on:
-	BS output power
-	Transmit ON/OFF power
-	TAE
-	Unwanted emissions
-	Occupied bandwidth
-	ACLR
-	Operating band unwanted emissions
-	Transmitter spurious emissions
-	Transmitter intermodulation
-	Receiver spurious emissions
Common physical channel parameters are defined in subclause 4.9.2.2. Specific physical channel parameters for NR-FR1-TM1.1 are defined in table 4.9.2.2.1-1.
Table 4.9.2.2.1-1: Specific physical channel parameters of NR-FR1-TM1.1
	Parameter
	Value

	# of QPSK PDSCH PRBs 
	NRB 

	Ratio of PDSCH EPRE to PDCCH EPRE
	0 dB
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