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· Intention is to focus on CRs and outgoing LS marked for revision/return to and to discuss what further updates are needed to get them into agreeable shape
· Interested companies are encouraged to circulate any updated draft versions before the adhoc
· The majority of CRs can be considered independently of each other. Where overlapping topics are identified, the block of contributions is highlighted in tables below with orange
· All discussion papers have been treated/noted in first round and do not need to be discussed again
· Any CR/LS which are noted in first round do not need to be discussed again.
1. Intrafrequency measurements
a. Editorial
	Tdoc
	Title
	Company
	Summary of changes
	Status before adhoc
	Outcome

	R4-1900939
	Editorial corrections in 38.133 section 9.2
	Ericsson
	Removal of editors notes that have been addressed, removal of square brackets
	Draft update circulated with additional editorial updates
	New draft circulated, companies encouraged to check it further


b. Scaling for multiple SCells
	Tdoc
	Title
	Company
	Summary of changes
	Status before adhoc
	Outcome

	R4-1900812
	[draft] CR for clarification on Carrier Specific Scaling Factor in case of CA in TS 38.133
	Docomo
	- It is clearly defined that FR2 SCC where neighbour cell RSRP measurement is required should be prioritized.
- Note in CSSF table is added to capture the case where RSRP measurement is configured on multiple SCCs.
	Discussion needed : Do we need to specify the prioritised FR2 Scell
	

	R4-1902305
	[draft] Correction CR on UE measurement capability in FR2
	Docomo
	
	
	Updated draft has been circulated and interested companies provided comments, Docomo will further update the CR to make it agreeable

	R4-1901195
	DraftCR on the definition of SMTC overlaping for scaling factor CSSFoutside_gap 
	Huawei
	To remove the editor’s note for SMTC overlapping definition in the requirements for scaling factors CSSFoutside_gap,i in order to simplify the definition of scaling factor CSSFoutside_gap,i.
	Discussion needed : Is RAN4 OK with generic requirements that give the same requirements for non overlapping SMTC as overlapping?
	R4-1901195 tentatively agreeable


c. Others
	Tdoc
	Title
	Company
	Summary of changes
	Status before adhoc
	Outcome

	R4-1901161
	Maintenance of intra-frequency measurement requriements for K_RLM (section 9.2.5)
	Huawei
	Change K_RLM to K_serving_meas and add collision with BFD, CBD and L1-RSRP.
	Straightforward update : Ericsson commented change Kserving_meas to K_layer1_measurement
	Nokia wants to discuss further the extension to L1RSRP, BFD, CBD

	R4-1900696
	Reply LS on UE behavior on reception of channels or RS in the same OFDM symbol
	LG
	
	LG circulated draft reply, comments to be collected
	Further clarification needed when CSI-RS repetition off whether RX beam sweep is needed. Continue to discuss a suitable reply

	R4-1901024
	[Draft] Reply LS on collision of RRM measurement resources with uplink transmissions in FR1 TDD
	Vivo
	
	No consensus on whether to follow RAN1 working assumption for FR1 TDD when UL transmission is configured by DCI in neighbour SSB or indicate concern based on RRM measurement requirement
	If consensus on a conclusion in RAN4 inform to RAN1, otherwise continue discussion in next meeting

	R4-1900924
	CR on TS38.133 for scheduling availability (Section 9.2.5.3)
	Mediatek
	Clarify the defintion of “SSB to be measured”
o If SSB-ToMeasure is configured, all SSB symbols indicated by SSB-ToMeasure.
o If SSB-ToMeasure is not configured, all L SSB symbols within SMTC window duration defined in Section 4.1 of [3] are included.
• Clarify when SSBs colliding with UL symbols in a TDD band, measurement should be prioirtized over UL signal transmission.
• Clarifiy the UE behavior in carrier aggregation scenarios
	This CR assumes SSB measurement is proritised when neighbour SSB collides with UL TX. Other aspects non controversial?
	At least non controversial aspects should be captured

	R4-1900952
	RRM measurement with uplink transmissions FR1 TDD
	Ericsson
	Specify that the FR1 TDD requirements in section 9.2.5 (intra measurements without gaps) do not apply when UE detects a DCI format 0_0, DCI format 0_1, DCI format 1_0, DCI format 1_1, or DCI format 2_3 triggering the UE to transmit in UL in at least one of the symbols where the SSB or CSI-RS for RRM measurement on neighbour cell is transmitted.
	No consensus on whether to follow RAN1 working assumption for FR1 TDD when UL transmission is configured by DCI in neighbour SSB or indicate concern based on RRM measurement requirement
	

	R4-1901234
	Scheduling availability for collision of RRM measurement resources with uplink transmissions in FR1 TDD (Section 9.2.5.3)
	Huawei
	When RRM measurement resource is colliding with uplink transmission in FR1 TDD, UE is required not to transmit UL.
	No consensus on whether to follow RAN1 working assumption for FR1 TDD when UL transmission is configured by DCI in neighbour SSB or indicate concern based on RRM measurement requirement
	



2. Interfrequency measurements and gap sharing
	Tdoc
	Title
	Company
	Summary of changes
	Status before adhoc
	Outcome

	R4-1901220
	CR on gap sharing and CSSF definition in TS36.133
	Huawei
	1. Replace “MeasGapSharingScheme” with “measGapSharingConfig”.
2. Remove the FFS in equal spliting part.
3. CSSF definition is specified
	Should 36.133 definition for CSSF be a reference to 38.133 or duplicated in 36.133? 
	36.133 will refer to CSSF definition in 38.133. Gap sharing changes from this CR need to be included in 36.133

	R4-1900948
	Inter-RAT NR measurements in 36.133 for SA
	Ericsson
	Carrier specific scaling factor for measurement of multiple NR carriers in measurement gaps is defined. Since this is for LTE stand alone operation, simplified CSSF definition may be used without gap sharing between intra NR and non intra NR. 
InterRAT requierments are defined based on NR interfrequency requirements.
Minimum requirement for number of carriers, cells and SSB to meaure is updated based on a similar approach to NR interfrequency requirements
	Should 36.133 definition for CSSF be a reference to 38.133 or duplicated in 36.133? Should requirements before EN-DC is configured be based on CSSF or on Nfreq,NR?
	Ericsson will update CR to use Nfreq scaling approach, NR measurement objects are counted in Nfreq

	R4-1901198
	CR on E-UTRAN E-UTRAN inter-frequency and inter-RAT  measurements with EN-DC in TS36.133 R15
	Huawei
	Update the E-UTRAN inter-frequency and inter-RAT measurement requirements in NSA mode.
	Should 36.133 definition for CSSF be a reference to 38.133 or duplicated in 36.133? 
	CR should be updated to refer to 38.133 for CSSF deinition

	R4-1901219
	CR on gap sharing and Ri definition in TS38.133 (section 9.1.2)
	Huawei
	
	
	CR to be updated, maximal will be left due to PRS muting case



