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[bookmark: _Toc503255621]<< Start of change>>
[bookmark: _Toc535443047]6	CSI reporting requirements (Conducted requirements)
[bookmark: _Toc535443048]6.1	General
This section includes conducted requirements for the reporting of channel state information (CSI).
[bookmark: _Toc535443049]6.1.1	Applicability of requirements
[bookmark: _Toc535443050]6.1.2	Common test parameters
Parameters specified in Table 6.1.2-1 are applied for all test cases in this section unless otherwise stated.
Table 6.1.2-1: Test parameters for CSI test cases
	Parameter
	Unit
	Value

	PDSCH transmission scheme
	
	Transmission scheme 1

	EPRE ratio of PTRS to PDSCH
	dB
	0

	Active DL BWP index
	
	1

	Cyclic prefix
	
	Normal

	Common serving cell parameters
	Physical Cell ID
	
	0

	
	SSB position in burst
	
	First SSB in Slot #0

	
	SSB periodicity
	ms
	20

	PDCCH configuration
	Slots for PDCCH monitoring
	
	Each slot

	
	Symbols with PDCCH
	
	0,1

	
	Number of PDCCH candidates and aggregation levels
	
	TBD1/[8]

	
	DCI format
	
	TBD1_1

	
	TCI state
	
	TCI state #1

	Cross carrier scheduling
	
	Not configured

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	0

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	TBDN/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Length
	
	Single-symbol DM-RS

	
	DMRS ports indexes
	
	{1000} for Rank1
{1000,1001} for Rank2
{1000,1001,1002} for Rank3
{1000,1001,1002,1003} for Rank4

	
	Number of PDSCH DMRS CDM group(s) without data
	
	2

	PTRS configuration
	Frequency density (KPT-RS)
	
	N/A

	
	Time density (LPT-RS)
	
	N/A

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	[0]

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	[4]

	
	Number of CSI-RS ports (X)
	
	1

	
	CDM Type
	
	No CDM

	
	Density (ρ)
	
	3

	
	CSI-RS periodicity
	slot
	15 kHz SCS: 20
30 kHz SCS: 40

	
	CSI-RS offset
	slot
	15 kHz SCS:
10 for CSI-RS resource 1 and 2
11 for CSI-RS resource 3 and 4

30 kHz SCS:
20 for CSI-RS resource 1 and 2
21 for CSI-RS resource 3 and 4

	
	Frequency Occupation
	
	Start PRB 0
Number of PRB = BWP size

	
	QCL info
	
	TCI state #0

	NZP CSI-RS for CSI acquisition
	Frequency Occupation
	
	Start PRB 0
Number of PRB = BWP size

	
	QCL info
	
	TCI state #1

	ZP CSI-RS for CSI acquisition
	Frequency Occupation
	
	Start PRB 0
Number of PRB = BWP size

	TCI state #0
	Type 1 QCL information 
	SSB index
	
	SSB #0

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	N/A

	
	
	QCL Type
	
	N/A

	TCI state #1
	Type 1 QCL information 
	CSI-RS resource
	
	CSI-RS resource 1 from ‘CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A

	
	
	QCL Type
	
	N/A

	Number of HARQ Processes
	
	4 For FDD
8 for TDD

	HARQ ACK/NACK bundling
	
	TBDMultiplexed

	Redundancy version coding sequence
	
	{0,2,3,1}

	K1 value
(PDSCH-to-HARQ-timing-indicator)
	
	2 for FDD
TBD Defined in Annex A.1.2 for TDD

	Symbols for unused Res
	
	OCNG as specified in A.5

	Note 1: PDSCH is not scheduled on slots containing CSI-RS or slots which are not full DL.
[bookmark: _GoBack]Note 2: UE assumes that the TCI state for the PDSCH is identical to the TCI state applied for the PDCCH transmission.
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