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	Reason for change:
	Currently many PC2 and PC4 requirements are replicated from PC3 requirements. Since section numbers cannot change, for future consistency it is safer to redirect PC2/4 to PC3, rather than replicate. 

	
	

	Summary of change:
	Redirect Pc2/PC4 requirements to PC3 where they align with PC3 requirements. Existing PC2 and PC4 tables retained as (void) per drafting rules.
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	Other comments:
	


< start of changes >
6.2.2.2
UE maximum output power reduction for power class 2

For power class 2, MPR of section 6.2.2.3 applies.
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Table 6.2.2.2-1 (Void)
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



< end of changes >
< start of changes >
6.2.2.4
UE maximum output power reduction for power class 4

For power class 4, MPR of section 6.2.2.3 applies.




Table 6.2.2.4-1 (Void)
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


< end of changes >
< start of changes >
6.2.3.2.2
A-MPR for NS_201 for power class 2

	
	

	
	

	
	

	
	

	
	

	
	

	




For power class 2, A-MPR of section 6.2.3.2.3 applies.
< end of changes >
6.2A.2.3
Maximum output power reduction for power class 2

For power class 2, MPR of section 6.2A.2.4 applies 

	
	

	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	









< start of changes >
6.2A.3.2.2
A-MPR for CA_NS_201 for power class 2
For power class 2, A-MPR of section 6.2A.3.2.3 applies.



	
	

	
	
	


	
	
	

	
	
	

	
	
	

	






< end of changes >
