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	Reason for change:
	In was observed, that the note in table 4.1.2.3-1 (Maximum Test System Uncertainty for receiver tests) refers to the throughput measurement (which is correct in case of NR), as well as to the BER/FER performance measures, which were used in UTRA testing (and looks like a copy-paste from the AAS test specification).
The incorrect notion of “BER/FER” performance measures is removed from the Rx requirements MU table note. 
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	· The UTRA-originated performance measures (BER/FER) are removed from the note. 
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------------------------------ Modified section ------------------------------
[bookmark: _Toc535441765]4.1.2.3	Measurement of receiver
Table 4.1.2.3-1: Maximum Test System Uncertainty for receiver tests
	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.2	Reference sensitivity level
	±0.7 dB, f ≤ 3 GHz
±1.0 dB, 3 GHz < f ≤ 4.2 GHz
±1.2 dB, 4.2 GHz < f ≤ 6 GHz
	

	7.3	Dynamic range
	±0.3 dB
	

	7.4.1 Adjacent channel selectivity 
	±1.4 dB , f ≤ 3 GHz
±1.8 dB, 3 GHz < f ≤ 4.2 GHz
±2.1 dB, 4.2 GHz < f ≤ 6 GHz  (Note 2)
	Overall system uncertainty comprises three quantities:

1. Wanted signal level error
2. Interferer signal level error
3. Additional impact of interferer leakage

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The interferer leakage effect is systematic, and is added arithmetically.

Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + leakage effect.

f ≤ 3 GHz
Wanted signal level ±0.7 dB
Interferer signal level ±0.7 dB
3 GHz < f ≤ 4.2 GHz
Wanted signal level ±1.0 dB
Interferer signal level ±1.0 dB
4.2 GHz < f ≤ 6 GHz
Wanted signal level ±1.22 dB
Interferer signal level ±1.22 dB

f ≤ 6 GHz
Impact of interferer leakage 0.4 dB

	7.4.2 In-band blocking (General blocking)
	±1.6 dB, f ≤ 3 GHz
±2.0 dB, 3 GHz < f ≤ 4.2 GHz
±2.2 dB, 4.2 GHz < f ≤ 6 GHz (Note 2)
	

	7.4.2 In-band blocking
(Narrow band blocking)
	±1.4 dB, f ≤ 3 GHz
±1.8 dB, 3 GHz < f ≤ 4.2 GHz
±2.1 dB, 4.2 GHz < f ≤ 6 GHz (Note 2)
	

	7.5.5.1 Out-of-band blocking  (General requirements)
	fwanted ≤ 3GHz
1MHz < finterferer ≤ 3 GHz: ±1.3 dB
3.0GHz < finterferer ≤ 4.2 GHz: ±1.5 dB
4.2GHz < finterferer ≤ 12.75 GHz: ±3.2 dB

3GHz < fwanted ≤ 4.2GHz:
1MHz < finterferer ≤ 3 GHz: ±1.5 dB
3.0GHz < finterferer ≤ 4.2 GHz: ±1.7 dB
4.2GHz < finterferer ≤ 12.75 GHz: ±3.3 dB

4.2GHz < fwanted ≤ 6.0GHz:
1MHz < finterferer ≤ 3 GHz: ±1.7 dB
3.0GHz < finterferer ≤ 4.2 GHz: ±1.8 dB
4.2GHz < finterferer ≤ 12.75 GHz: ±3.3 dB
	Overall system uncertainty comprises three quantities:

1. Wanted signal level error
2. Interferer signal level error
3. Interferer broadband noise

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The Interferer Broadband noise effect is systematic, and is added arithmetically.

Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + Broadband noise effect.

Out of band blocking, using CW interferer:
Wanted signal level:
±0.7 dB up to 3 GHz
±1.0 dB up to 4.2 GHz
±1.22 dB up to 6 GHz

Interferer signal level:
±1.0 dB up to 3 GHz
±1.2 dB up to 4.2 GHz
±3.0 dB up to 12.75 GHz
Impact of interferer Broadband noise 0.1 dB 

	7.5.5.2 Out-of-band blocking (Co-location requirements)
	Co-location blocking, using CW interferer:
±2.5 dB, f ≤ 3.0 GHz
±2.6 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.7 dB, 4.2 GHz < f ≤ 6.0 GHz
	Co-location blocking, using CW interferer:
f ≤ 3.0 GHz
Wanted signal level ± 0.7 dB
3.0 GHz < f ≤ 4.2 GHz
Wanted signal level ± 1.0dB
4.2 GHz < f ≤ 6.0 GHz
Wanted signal level ± 1.22 dB

f ≤ 6.0 GHz
Interferer signal level:
± 2.0 dB
Interferer ACLR not applicable
Impact of interferer Broadband noise 0.4 dB

	7.6 Receiver spurious emissions
	30 MHz ≤ f ≤ 4 GHz: ±2.0 dB
4 GHz < f ≤ 19 GHz: ±4.0 dB
19 GHz < f ≤ 26 GHz: [±4.5 dB]
	

	7.7 Receiver intermodulation 
	±1.8 dB , f ≤ 3.0 GHz
±2.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±3.0 dB, 4.2 GHz < f ≤ 6.0 GHz (Note 2)
	Overall system uncertainty comprises four quantities:

1. Wanted signal level error
2. CW Interferer level error
3. Modulated Interferer level error
4. Impact of interferer ACLR

The effect of the closer CW signal has twice the effect.

Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared to provide the combined effect of the three signals. The interferer ACLR effect is systematic, and is added arithmetically.

Test System uncertainty = SQRT [(2 x CW_level_error)2 +(mod interferer_level_error)2  +(wanted signal_level_error)2] + ACLR effect.

f ≤ 3.0 GHz
Wanted signal level ± 0.7dB
CW interferer level ± 0.5 dB
Mod interferer level ± 0.7 dB
3.0 GHz < f ≤ 4.2 GHz
Wanted signal level ± 1.0 dB
CW Interferer level ± 0.7 dB
Mod Interferer level ± 1.0 dB
4.2 GHz < f ≤ 6 GHz
Wanted signal level ± 1.22 dB
CW Interferer level ± 0.98 dB
Mod Interferer level ± 1.22 dB

f ≤ 6 GHz
Impact of interferer ACLR 0.4 dB

	7.8 In-channel selectivity
	±1.4 dB, f ≤ 3 GHz
±1.8 dB, 3 GHz < f ≤ 4.2 GHz
±2.1 dB, 4.2 GHz < f ≤ 6 GHz (Note 2)
	

	NOTE 1:	Unless otherwise noted, only the Test System stimulus error is considered here. The effect of errors in the throughput measurements or the BER/FER due to finite test duration is not considered.
NOTE 2:	Test system uncertainty values for 4.2 GHz < f ≤ 6 GHz apply for BS operates in licensed spectrum only.
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