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--- start of changes ---
[bookmark: _Toc535442406]7.2.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.2.1.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Align the BS with the test antenna in the declared direction to be tested.
4)	Ensure the polarization is accounted for such that all the power from the test antenna is captured by the BS under test.
5)	Configure the beam peak direction for the transmitteraccording to the declared reference beam direction pair for the appropriate beam identifier.
6)	Set the BS to transmit beam(s) of the same operational band as the OSDD being tested according to the appropriate test configuration in subclauses 4.7 and 4.8.
7)	Start the signal generator for the wanted signal to transmit:
-	The test signal as specified in subclause 7.2.5.4.
8)	Set the test signal mean power so the calibrated radiated power at the BS Antenna Array coordinate system reference point is as specified in subclause 7.2.5.
9)	Measure:
-	Throughput according to annex A.1 for each supported polarization.
10)	Repeat steps 3 to 9 for all OSDD(s) declared for the BS (D.23), and supported polarizations.
For multi-band capable BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carriers activated in the other band.


--- end of changes ---
--- start of changes ---
[bookmark: _Toc535442417]7.3.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.2.1.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Align the BS with the test antenna in the declared direction to be tested.
4)	Ensure the polarization is accounted for such that all the power from the test antenna is captured by the BS under test.
5)	Configure the beam peak direction for the transmitter according to the declared reference beam direction pair for the appropriate beam identifier.
6)	Set the BS to transmit beam(s) of the same operational band as the OTA REFSENS RoAoA being tested according to the appropriate test configuration in subclauses 4.7 and 4.8.
7)	Start the signal generator for the wanted signal to transmit:
-	The test signal as specified in subclause 7.3.5.4.
8)	Set the test signal mean power so the calibrated radiated power at the BS Antenna Array coordinate system reference point is as specified in subclause 7.3.5.
9)	Measure:
-	Throughput according to annex A.1 for each supported polarization.
10)	Repeat steps 3 to 9 for all OTA REFSENS conformance test directions of the BS (D.55), and supported polarizations.
For multi-band capable FR1 BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carriers activated in the other band.
[bookmark: _Toc535442418]7.3.5	Test requirements


--- end of changes ---
--- start of changes ---
[bookmark: _Toc535442454]7.5.2.5.3	Test requirements for BS type 2-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted and interfering signals apply to all supported polarizations, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For BS type 2-O, the OTA wanted and OTA interfering signals are provided at RIB using the parameters in table 7.5.2.5.3-1 for general OTA blocking requirements. The reference measurement channel for the OTA wanted signal is identified in subclause 7.3.5.3 and is further specified in annex A.1. The characteristics of the interfering signal is further specified in TS 38.104 [2] annex D.
The OTA blocking requirements are applicable outside the Base Station RF Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges.
For BS type 2-O the OTA blocking requirement shall apply in the in-band blocking frequency range, which is defined within frequency range from FUL_low - ΔfOOB to FUL_high + ΔfOOB,where the ΔfOOB for BS type 2-O is defined in table 7.5.2.5.3-0.
Table 7.5.2.5.3-0: ΔfOOB offset for NR operating bands in FR2
	BS type
	Operating band characteristics
	ΔfOOB (MHz)

	BS type 2-O
	FUL_high – FUL_low ≤ 3250 MHz
	1500



For a RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in table 7.5.2.5.3-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
--- end of changes ---
--- start of changes ---
[bookmark: _Toc535442487]7.8.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.2.6.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Align the BS with the test antenna in the declared direction to be tested.
4)	Align the  BS to that the wanted signal and interferer signal is polarization matched with the test antenna(s).
5)	Configure the beam peak direction of the BS according to declared reference beam direction pair for the appropriate beam identifier.
6)	Set the BS to transmit the beam(s) of the same operational band as the OTA REFSENS RoAoA or OSDD being tested according to the appropriate test configuration in subclauses 4.7 and 4.8.
7)	Set the test signal mean power so the calibrated radiated power at the BS Antenna Array coordinate system reference point is as specified as follows:
a)	Set the signal generator for the wanted signal to transmit as specified in table 7.8.5.1-1 and 7.8.5.1-3 for BS type 1-O and table 7.8.5.2-1 for BS type 2-O.
b)	Set the Signal generator for the interfering signal at the same frequency as the wanted signal to transmit as specified in table 7.8.5.1-1 and 7.8.5.1-3 for BS type 1-O and table 7.8.5.2-1 for BS type 2-O.
8)	Measure the throughput, for multi-carrier and/or CA operation the throughput shall be measured for relevant carriers specified by the test configuration specified in subclause 5.3.44.7.
9)	Repeat for all the specified measurement directions and supported polarizations.
In addition, for multi-band RIB(s), the following steps shall apply:
10)	For multi-band RIBs and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
[bookmark: _Toc535442488]7.8.5	Test requirement


--- end of changes ---
