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[bookmark: _Toc535476060][bookmark: _Toc535476061]Annex A (normative): Test Cases
[bookmark: _Toc535476318]
A.1	Purpose of annex
[bookmark: _Toc535476062]A.2	Requirement classification for statistical testing
Requirements in this specification are either expressed as absolute requirements with a single value stating the requirement, or expressed as a success rate. There are no provisions for the statistical variations that will occur when the parameter is tested.
Annex A outlines the tests in more detail and lists the test parameters needed. The test will result in an outcome of a test variable value for the device under test (DUT) inside or outside the test limit. Overall, the probability of a "good" DUT being inside the test limit(s) and the probability of a "bad" DUT being outside the test limit(s) should be as high as possible. For this reason, when selecting the test variable and the test limit(s), the statistical nature of the test is accounted for.
The statistical nature depends on the type of requirement. Some have large statistical variations, while others are not statistical in nature at all. When testing a parameter with a statistical nature, a confidence level is set. This establishes the probability that a DUT passing the test actually meets the requirements and determines how many times a test has to be repeated and what the pass and fail criteria are. Those aspects are not covered by TS 38.133. The details of the tests on how many times to run it and how to establish confidence in the tests are described in TS 38.533 [5]. This Annex establishes the variable to be used in the test and whether it can be viewed as statistical in nature or not.
[bookmark: _Toc535476063]A.2.1	Types of requirements in TS 38.133
[bookmark: _Toc535476064]A.2.1.1	Time and delay requirements on UE higher layer actions
A very large part of the RRM requirements are delay requirements:
-	In RRC_IDLE state mobility (clause A.4.x, A.5.x, A.6.x and A.7.x) there is cell re-selection delay.
-	In RRC_CONNECTED state mobility (clauses A.4.3, A.4.6, A.5.3, A.5.6, A.6.3, A.6.6, A.7.3 and A.7.6) there is handover delay, cell search delay and measurement reporting delay.
-	In RRC Connection Control (clauses A.4.3.2, A.5.3.2, A.6.3.2 and A.7.3.2) there is RRC re-establishment delay.
All have in common that the UE is required to perform an action observable in higher layers (e.g. camp on the correct cell) within a certain time after a specific event (e.g. when a new strong pilot or reference signal appears). The delay time is statistical in nature for several reasons, among others that several of the measurements are performed by the UE in a fading radio environment.
The variations make a strict limit unsuitable for a test. Instead there is a condition set for a correct action by the UE, e.g. that the UE shall camp on the correct cell within X seconds. Then the rate of correct events is observed during repeated tests and a limit is set on the rate of correct events, usually 90% correct events are required. How the limit is applied in the test depends on the confidence required, further detailed are in TS 38.533 [5].
[bookmark: _Toc535476065]A.2.1.2	Measurements of power levels, relative powers and time
A very large number of requirements are on measurements that the UE performs:
-	In RRC_CONNECTED state mobility (clauses A.4.3, A.5.3, A.6.3 and A.7.3) there are measurement reports.
-	In Measurement Performance Requirements (clauses A.4.7, A.5.7, A.6.7 and A.7.7) there are requirements for all type of measurements.
The accuracy requirements on measurements are expressed in this specification as a fixed limit (e.g. +/-X dB), but the measurement error will have a distribution that is not easily confined in fixed limits. Assuming a Gaussian distribution of the error, the limits will have to be set at +/-3.29 if the probability of failing a "good DUT" in a single test is to be kept at 0.1%. It is more reasonable to set the limit tighter and test the DUT by counting the rate of measurements that are within the limits, in a way similar to the requirements on delay.
[bookmark: _Toc535476066]A.2.1.3	Implementation requirements
A few requirements are strict actions the UE should take or capabilities the UE should have, without any allowance for deviations. These requirements are absolute and should be tested as such. Examples are:
-	"Event triggered report rate" in RRC_CONNECTED state mobility (clauses A.4.3, A.4.6, A.5.3, A.5.6, A.6.3, A.6.6, A.7.3 and A.7.6)
-	"Correct behaviour at time-out" in RRC connection control (clauses A.4.3.2, A.5.3.2, A.6.3.2 and A.7.3.2)
[bookmark: _Toc535476067]A.2.1.4	Physical layer timing requirements
There are requirements on Timing (clauses A.4.4, A.5.4, A.6.4 and A.7.4). There are both absolute and relative limits on timing accuracy depending upon the type of requirement. Examples are:
-	Initial Transmit Timing (clauses A.4.4.1, A.5.4.1, A.6.4.1 and A.7.4.1) has an absolute limit on timing accuracy.
-	Timing Advance (clauses A.4.4.2, A.5.4.2, A.6.4.2 and A.7.4.2) has a relative limit on timing accuracy.
[bookmark: _Toc535476068]A.3	RRM test configurations
[bookmark: _Toc535476069]A.3.1	Reference measurement channels
[bookmark: _Toc535476070]A.3.1.1	PDSCH
[bookmark: _Toc535476071]A.3.1.1.1	FDD
Table A.3.1.1.1-1: PDSCH Reference Measurement Channels for SCS=15kHz
	Parameter
	Unit
	Value

	Reference channel
	
	SR.1.1 FDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Allocated resource blocks for PDSCH Note 1
	
	24
	
	
	
	
	
	

	Allocated slots per Radio Frame
	
	10
	
	
	
	
	
	

	  Radio frame containing SSB
	slots
	Note 5
	
	
	
	
	
	

	  Radio frame not containing SSB
	slots
	[10]
	
	
	
	
	
	

	MCS index
	
	4
	
	
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	
	
	

	Target Coding Rate
	
	1/3
	
	
	
	
	
	

	Number of control symbols
	
	2
	
	
	
	
	
	

	PDSCH mapping type
	
	Type A
	
	
	
	
	
	

	Information Bit Payload
	
	
	
	
	
	
	
	

	  For slots with RMSI Note 2
	Bits
	[1864]
	
	
	
	
	
	

	Number of Code Blocks per slot
	
	1
	
	
	
	
	
	

	Binary Channel Bits Per slot
	
	
	
	
	
	
	
	

	  For slots with RMSI Note 2, Note 4
	Bits
	[6048]
	
	
	
	
	
	

	Note 1:	Allocated outside the SMTC duration in time and in resource blocks which do not overlap with the resource blocks allocated for SS/PBCH block.
Note 2:	PDSCH is scheduled on the slots with RMSI.
Note 3:	If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in TS 38.213 [3].
Note 4:	Derived based on the PDSCH DMRS assumption: dmrs-TypeA-Position=2, dmrs-Type=1, dmrs-AdditonalPositions=2,  maxLength=1, Antenna port index: 1000, and Number of PDSCH DMRS CDM group(s) without data: 1.
Note 5:	PDSCH is not scheduled in slots containing SSB according to the SSB configuration used in the test. SSB configurations are defined in section A.3.10.



[bookmark: _Toc535476072]A.3.1.1.2	TDD
Table A.3.1.1.2-1: PDSCH Reference Measurement Channels for SCS=15kHz
	Parameter
	Unit
	Value

	Reference channel
	
	SR.1.1 TDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Allocated resource blocks for PDSCH Note 1
	
	24
	
	
	
	
	
	

	Allocated slots per Radio Frame
	
	
	
	
	
	
	
	

	  Radio frame containing SSB
	slots
	Note 5
	
	
	
	
	
	

	  Radio frame not containing SSB
	slots
	[4]
	
	
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	
	
	

	MCS index
	
	4
	
	
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	
	
	

	Target Coding Rate
	
	1/3
	
	
	
	
	
	

	Number of control symbols
	
	2
	
	
	
	
	
	

	PDSCH mapping type
	
	Type A
	
	
	
	
	
	

	Information Bit Payload
	
	
	
	
	
	
	
	

	  For slots with RMSI Note 2
	Bits
	[1864]
	
	
	
	
	
	

	Number of Code Blocks per slot
	
	1
	
	
	
	
	
	

	Binary Channel Bits Per slot
	
	
	
	
	
	
	
	

	  For slots with RMSI Note 2, Note 4 
	Bits
	[6048]
	
	
	
	
	
	

	Note 1:	Allocated outside the SMTC duration in time and in resource blocks which do not overlap with the resource blocks allocated for SS/PBCH block.
Note 2:	PDSCH is scheduled on the slots with RMSI.
Note 3:	If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in TS 38.213 [3].
Note 4:	Derived based on the PDSCH DMRS assumption: dmrs-TypeA-Position=2, dmrs-Type=1, dmrs-AdditonalPositions=2, maxLength=1, Antenna port index: 1000, and Number of PDSCH DMRS CDM group(s) without data: 1.
Note 5:	PDSCH is not scheduled in slots containing SSB according to the SSB configuration used in the test. SSB configurations are defined in section A.3.10.



Table A.3.1.1.1-2: PDSCH Reference Measurement Channels for SCS=30kHz
	Parameter
	Unit
	Value

	Reference channel
	
	SR.2.1 TDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Allocated resource blocks for PDSCH Note 1
	
	24
	
	
	
	
	
	

	Allocated slots per Radio Frame
	
	
	
	
	
	
	
	

	  Radio frame containing SSB
	slots
	Note 5
	
	
	
	
	
	

	  Radio frame not containing SSB
	slots
	[10]
	
	
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	
	
	

	MCS index
	
	4
	
	
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	
	
	

	Target Coding Rate
	
	1/3
	
	
	
	
	
	

	Number of control symbols
	
	2
	
	
	
	
	
	

	PDSCH mapping type
	
	Type A
	
	
	
	
	
	

	Information Bit Payload
	
	
	
	
	
	
	
	

	  For slots with RMSI Note 2
	Bits
	[1864]
	
	
	
	
	
	

	Number of Code Blocks per slot
	
	1
	
	
	
	
	
	

	Binary Channel Bits Per slot
	
	
	
	
	
	
	
	

	  For slots with RMSI Note 2, Note 4
	Bits
	[6048]
	
	
	
	
	
	

	Note 1:	Allocated outside the SMTC duration in time and in resource blocks which do not overlap with the resource blocks allocated for SS/PBCH block.
Note 2:	PDSCH is scheduled on the slots with RMSI.
Note 3:	If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in TS 38.213 [3].
Note 4:	Derived based on the PDSCH DMRS assumption: dmrs-TypeA-Position=2, dmrs-Type=1, dmrs-AdditonalPositions=2, maxLength=1, Antenna port index: 1000, and Number of PDSCH DMRS CDM group(s) without data: 1.
Note 5:	PDSCH is not scheduled in slots containing SSB according to the SSB configuration used in the test. SSB configurations are defined in section A.3.10.



Table A.3.1.1.1-3: PDSCH Reference Measurement Channels for SCS=120kHz
	Parameter
	Unit
	Value

	Reference channel
	
	SR.3.1 TDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	100
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Allocated resource blocks for PDSCH Note 1
	
	24
	
	
	
	
	
	

	Allocated slots per Radio Frame
	
	
	
	
	
	
	
	

	  Radio frame containing SSB
	slots
	Note 5
	
	
	
	
	
	

	  Radio frame not containing SSB
	slots
	[48]
	
	
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	
	
	

	MCS index
	
	4
	
	
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	
	
	

	Target Coding Rate
	
	1/3
	
	
	
	
	
	

	Number of control symbols
	
	2
	
	
	
	
	
	

	PDSCH mapping type
	
	Type A
	
	
	
	
	
	

	Information Bit Payload
	
	
	
	
	
	
	
	

	For slots with RMSI Note 2
	Bits
	[1864]
	
	
	
	
	
	

	Number of Code Blocks per slot
	
	1
	
	
	
	
	
	

	Binary Channel Bits Per slot
	
	
	
	
	
	
	
	

	For slots with RMSI Note 2, Note 4
	Bits
	[6048]
	
	
	
	
	
	

	Note 1:	Allocated outside the SMTC duration in time and in resource blocks which do not overlap with the resource blocks allocated for SS/PBCH block
Note 2:	PDSCH is scheduled on the slots with RMSI.
Note 3:	If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in TS 38.213 [3].
Note 4:	Derived based on the PDSCH DMRS assumption: dmrs-TypeA-Position=2, dmrs-Type=1, dmrs-AdditonalPositions=2, maxLength=1, Antenna port index: 1000, and Number of PDSCH DMRS CDM group(s) without data: 1.
Note 5:	PDSCH is not scheduled in slots containing SSB according to the SSB configuration used in the test. SSB configurations are defined in section A.3.10.



[bookmark: _Toc535476073]A.3.1.2	CORESET for RMSI scheduling
[bookmark: _Toc535476074][bookmark: _Toc535476076]A.3.1.2.1	FDD
Table A.3.1.2.1-1: RMSI CORESET Reference Channel for FDD with SCS=15KHz
	Parameter
	Unit
	Value

	Reference channel
	
	CR.1.1 FDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	
	
	

	Subcarrier spacing for RMSI CORESET
	KHz
	15
	
	
	
	
	
	

	Allocated resource blocks for RMSI CORESET Note 7
	
	24
	
	
	
	
	
	

	Subcarrier spacing for SSB
	KHz
	15
	
	
	
	
	
	

	SSB and RMSI CORESET multiplexing configuration Note 7
	
	Pattern 1
	
	
	
	
	
	

	Offset between SSB and RMSI CORESET Note 3, 7
	RB
	0 (Note8)
	
	
	
	
	
	

	Configuration of PDCCH monitoring occasions for RMSI CORESET Note 4
	
	Index 4
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Duration of RMSI CORESET Note 7
	symbols
	2
	
	
	
	
	
	

	DCI Format Note 1
	
	Note 2
	
	
	
	
	
	

	Aggregation level
	CCE
	8
	
	
	
	
	
	

	DMRS precoder granularity
	
	6
	
	
	
	
	
	

	REG bundle size
	
	6
	
	
	
	
	
	

	Mapping from REG to CCE
	
	Distributed
	
	
	
	
	
	

	Cell ID
	
	Note 5
	
	
	
	
	
	

	Payload (without CRC)
	Bits
	Note 6
	
	
	
	
	
	

	Note 1:	DCI formats are defined in TS 38.212.
Note 2:	DCI format shall depend upon the test configuration.
Note 3:	The offset is defined with respect to the subcarrier spacing of the CORESET from the smallest RB index of RMSI CORESET to the smallest RB index of the common RB overlapping with the first RB of the SS/PBCH block.
Note 4:	The configuration of PDCCH monitoring occasions for RMSI CORESET is defined in Table 13-11 in TS 38.213 [3].
Note 5:	Cell ID shall depend upon the test configuration.
Note 6:	Payload size shall depend upon the test configuration.
Note 7: 	The configuration of set of resource blocks and slot symbols of control resource set for Type0-PDCCH search space corresponds to index 0 in Table 13-1 in TS 38.213 
Note 8:	Other values can be used to align with GSCN [13] as long as SSB does not overlap the RMC.



[bookmark: _Toc535476075]A.3.1.2.2	TDD
Table A.3.1.2.2-1: RMSI CORESET Reference Channel for TDD with SCS=15KHz
	Parameter
	Unit
	Value

	Reference channel
	
	CR.1.1 TDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	
	
	

	Subcarrier spacing
	KHz
	15
	
	
	
	
	
	

	Allocated resource blocks for RMSI CORESET Note 7
	
	24
	
	
	
	
	
	

	Index of transmited SSB within an SS-Burst
	
	#0
	
	
	
	
	
	

	SSB and RMSI CORESET multiplexing configuration Note 7
	
	Pattern 1
	
	
	
	
	
	

	Offset between SSB and RMSI CORESET Note 3, 7
	RB
	0 (Note 8)
	
	
	
	
	
	

	Configuration of PDCCH monitoring occasions for RMSI CORESET Note 4
	
	Index 4
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Duration of RMSI CORESET Note 7
	symbols
	2
	
	
	
	
	
	

	DCI Format Note 1
	
	Note 2
	
	
	
	
	
	

	Aggregation level
	CCE
	8
	
	
	
	
	
	

	DMRS precoder granularity
	
	6
	
	
	
	
	
	

	REG bundle size
	
	6
	
	
	
	
	
	

	Mapping from REG to CCE
	
	Distributed
	
	
	
	
	
	

	Cell ID
	
	Note 5
	
	
	
	
	
	

	Payload (without CRC)
	Bits
	Note 6
	
	
	
	
	
	

	Note 1:	DCI formats are defined in TS 38.212.
Note 2:	DCI format shall depend upon the test configuration.
Note 3:	The offset is defined with respect to the subcarrier spacing of the CORESET from the smallest RB index of RMSI CORESET to the smallest RB index of the common RB overlapping with the first RB of the SS/PBCH block.
Note 4:	The configuration of PDCCH monitoring occasions for RMSI CORESET is defined in Table 13-11 in TS 38.213 [3].
Note 5:	Cell ID shall depend upon the test configuration.
Note 6:	Payload size shall depend upon the test configuration.
Note 7: 	The configuration of set of resource blocks and slot symbols of control resource set for Type0-PDCCH search space corresponds to index 0 in Table 13-1 in TS 38.213
Note 8:	Other values can be used to align with GSCN [13] as long as SSB does not overlap the RMC.



Table A.3.1.2.2-2: RMSI CORESET Reference Channel for TDD with SCS=30KHz
	Parameter
	Unit
	Value

	Reference channel
	
	CR.2.1 TDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	
	
	

	Subcarrier spacing
	KHz
	30
	
	
	
	
	
	

	Allocated resource blocks for RMSI CORESET Note 7
	
	24
	
	
	
	
	
	

	Index of transmited SSB within an SS-Burst
	
	#0
	
	
	
	
	
	

	SSB and RMSI CORESET multiplexing configuration Note 7
	
	Pattern 1
	
	
	
	
	
	

	Offset between SSB and RMSI CORESET Note 3, 7
	RB
	0 (Note 8)
	
	
	
	
	
	

	Configuration of PDCCH monitoring occasions for RMSI CORESET Note 4
	
	Index 4
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Duration of RMSI CORESET Note 7
	symbols
	2
	
	
	
	
	
	

	DCI Format Note 1
	
	Note 2
	
	
	
	
	
	

	Aggregation level
	CCE
	8
	
	
	
	
	
	

	DMRS precoder granularity
	
	6
	
	
	
	
	
	

	REG bundle size
	
	6
	
	
	
	
	
	

	Mapping from REG to CCE
	
	Distributed
	
	
	
	
	
	

	Cell ID
	
	Note 5
	
	
	
	
	
	

	Payload (without CRC)
	Bits
	Note 6
	
	
	
	
	
	

	Note 1:	DCI formats are defined in TS 38.212.
Note 2:	DCI format shall depend upon the test configuration.
Note 3:	The offset is defined with respect to the subcarrier spacing of the CORESET from the smallest RB index of RMSI CORESET to the smallest RB index of the common RB overlapping with the first RB of the SS/PBCH block.
Note 4:	The configuration of PDCCH monitoring occasions for RMSI CORESET is defined in Table 13-11 in TS 38.213 [3].
Note 5:	Cell ID shall depend upon the test configuration.
Note 6:	Payload size shall depend upon the test configuration.
Note 7: 	The configuration of set of resource blocks and slot symbols of control resource set for Type0-PDCCH search space corresponds to index 0 in Table 13-6 in TS 38.213
Note 8:	Other values can be used to align with GSCN [13] as long as SSB does not overlap the RMC.



Table A.3.1.2.2-3: RMSI CORESET Reference Channel for TDD with SCS=120KHz
	Parameter
	Unit
	Value

	Reference channel
	
	CR.3.1 TDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	100
	
	
	
	
	
	

	Subcarrier spacing
	KHz
	120
	
	
	
	
	
	

	Allocated resource blocks for RMSI CORESET Note 7
	
	24
	
	
	
	
	
	

	Subcarrier spacing for SSB
	KHz
	120
	
	
	
	
	
	

	SSB and RMSI CORESET multiplexing configuration Note 7
	
	Pattern 1
	
	
	
	
	
	

	Offset between SSB and RMSI CORESET Note 3, 7
	RB
	0 (Note 8)
	
	
	
	
	
	

	Configuration of PDCCH monitoring occasions for RMSI CORESET Note 4
	
	Index 4
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Duration of RMSI CORESET Note 7
	symbols
	2
	
	
	
	
	
	

	DCI Format Note 1
	
	Note 2
	
	
	
	
	
	

	Aggregation level
	CCE
	8
	
	
	
	
	
	

	DMRS precoder granularity
	
	6
	
	
	
	
	
	

	REG bundle size
	
	6
	
	
	
	
	
	

	Mapping from REG to CCE
	
	Distributed
	
	
	
	
	
	

	Cell ID
	
	Note 5
	
	
	
	
	
	

	Payload (without CRC)
	Bits
	Note 6
	
	
	
	
	
	

	Note 1:	DCI formats are defined in TS 38.212.
Note 2:	DCI format shall depend upon the test configuration.
Note 3:	The offset is defined with respect to the subcarrier spacing of the CORESET from the smallest RB index of RMSI CORESET to the smallest RB index of the common RB overlapping with the first RB of the SS/PBCH block.
Note 4:	The configuration of PDCCH monitoring occasions for RMSI CORESET is defined in Table 13-12 in TS 38.213 [3].
Note 5:	Cell ID shall depend upon the test configuration.
Note 6:	Payload size shall depend upon the test configuration.
Note 7: 	The configuration of set of resource blocks and slot symbols of control resource set for Type0-PDCCH search space corresponds to index 0 in Table 13-8 in TS 38.213
Note 8:	Other values can be used to align with GSCN [13] as long as SSB does not overlap the RMC.



A.3.1.3	CORESET for RMC scheduling
[bookmark: _Toc535476077]A.3.1.3.1	FDD
Table A.3.1.3.1-1: Control Channel RMC for FDD with SCS=15KHz
	Parameter
	Unit
	Value

	Reference channel
	
	[CCR.1.1] FDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	
	
	

	Subcarrier spacing
	KHz
	15
	
	
	
	
	
	

	Allocated resource blocks for CORESET Note 3
	
	24
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Duration of CORESET
	symbols
	2
	
	
	
	
	
	

	REG bundle size
	
	6
	
	
	
	
	
	

	DMRS precoder granularity
	
	Same as REG bundle size
	
	
	
	
	
	

	CCE to REG mapping
	
	Interleaved
	
	
	
	
	
	

	Interleave n_shift
	
	0
	
	
	
	
	
	

	Interleave size
	
	2
	
	
	
	
	
	

	Beamforming Pre-Coder
	
	N/A
	
	
	
	
	
	

	Aggregation level
	CCE
	8
	
	
	
	
	
	

	DCI formats
	
	Note 1 
	
	
	
	
	
	

	Payload size (without CRC)
	bits
	Note 2
	
	
	
	
	
	

	Note 1:	DCI format shall depend upon the test configuration.
Note 2:	Payload size shall depend upon the test configuration
Note 3:	Allocated in the same resource blocks where the associated RMC is scheduled.



[bookmark: _Toc535476078]A.3.1.3.2	TDD
Table A.3.1.3.2-1: Control Channel RMC for TDD with SCS=15KHz
	Parameter
	Unit
	Value

	Reference channel
	
	[CCR.1.1] TDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	
	
	

	Subcarrier spacing
	KHz
	15
	
	
	
	
	
	

	Allocated resource blocks for CORESET Note 3
	
	24
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Duration of CORESET
	symbols
	2
	
	
	
	
	
	

	REG bundle size
	
	6
	
	
	
	
	
	

	DMRS precoder granularity
	
	Same as REG bundle size
	
	
	
	
	
	

	CCE to REG mapping
	
	Interleaved
	
	
	
	
	
	

	Interleave n_shift
	
	0
	
	
	
	
	
	

	Interleave size
	
	2
	
	
	
	
	
	

	Beamforming Pre-Coder
	
	N/A
	
	
	
	
	
	

	Aggregation level
	CCE
	8
	
	
	
	
	
	

	DCI formats
	
	Note 1 
	
	
	
	
	
	

	Payload size (without CRC)
	bits
	Note 2
	
	
	
	
	
	

	Note 1:	DCI format shall depend upon the test configuration.
Note 2:	Payload size shall depend upon the test configuration
Note 3:	Allocated in the same resource blocks where the associated RMC is scheduled.



Table A.3.1.3.2-2: Control Channel RMC for TDD with SCS=30KHz
	Parameter
	Unit
	Value

	Reference channel
	
	[CCR.2.1] TDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	
	
	

	Subcarrier spacing
	KHz
	30
	
	
	
	
	
	

	Allocated resource blocks for CORESET Note 3
	
	24
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Duration of CORESET
	symbols
	2
	
	
	
	
	
	

	REG bundle size
	
	6
	
	
	
	
	
	

	DMRS precoder granularity
	
	Same as REG bundle size
	
	
	
	
	
	

	CCE to REG mapping
	
	Interleaved
	
	
	
	
	
	

	Interleave n_shift
	
	0
	
	
	
	
	
	

	Interleave size
	
	2
	
	
	
	
	
	

	Beamforming Pre-Coder
	
	N/A
	
	
	
	
	
	

	Aggregation level
	CCE
	8
	
	
	
	
	
	

	DCI formats
	
	Note 1 
	
	
	
	
	
	

	Payload size (without CRC)
	bits
	Note 2
	
	
	
	
	
	

	Note 1:	DCI format shall depend upon the test configuration.
Note 2:	Payload size shall depend upon the test configuration
Note 3:	Allocated in the same resource blocks where the associated RMC is scheduled.



Table A.3.1.3.2-3: Control Channel RMC for TDD with SCS=120KHz
	Parameter
	Unit
	Value

	Reference channel
	
	[CCR.3.1] TDD
	
	
	
	
	
	

	Channel bandwidth
	MHz
	100
	
	
	
	
	
	

	Subcarrier spacing
	KHz
	120
	
	
	
	
	
	

	Allocated resource blocks for CORESET Note 3
	
	24
	
	
	
	
	
	

	Number of transmitter antennas
	
	1
	
	
	
	
	
	

	Duration of CORESET
	symbols
	2
	
	
	
	
	
	

	REG bundle size
	
	6
	
	
	
	
	
	

	DMRS precoder granularity
	
	Same as REG bundle size
	
	
	
	
	
	

	CCE to REG mapping
	
	Interleaved
	
	
	
	
	
	

	Interleave n_shift
	
	0
	
	
	
	
	
	

	Interleave size
	
	2
	
	
	
	
	
	

	Beamforming Pre-Coder
	
	N/A
	
	
	
	
	
	

	Aggregation level
	CCE
	8
	
	
	
	
	
	

	DCI formats
	
	Note 1 
	
	
	
	
	
	

	Payload size (without CRC)
	bits
	Note 2
	
	
	
	
	
	

	Note 1:	DCI format shall depend upon the test configuration.
Note 2:	Payload size shall depend upon the test configuration
Note 3:	Allocated in the same resource blocks where the associated RMC is scheduled.



[bookmark: _Toc535476079][bookmark: _Toc535476080]A.3.1.4	TDD UL/DL configuration
Table A.3.1.4-1: TDD UL/DL configuration for SCS=15kHz
	Parameter
	Unit
	Value

	Reference channel
	
	TDDConf.1.1
	
	

	referenceSubcarrierSpacing
	kHz
	15
	
	

	TDD UL/DL pattern 1 Note 2
	
	‘DSUU’
S=’10DL:2GP:2UL’
	
	

		dl-UL-TransmissionPeriodicity
	ms
	4
	
	

		nrofDownlinkSlots
	
	1
	
	

		nrofDownlinkSymbols
	
	109
	
	

		nrofUplinkSlot
	
	2
	
	

		nrofUplinkSymbols
	
	2
	
	

	TDD UL/DL pattern 2 Note 2
	
	‘D’
	
	

		dl-UL-TransmissionPeriodicity
	ms
	1
	
	

		nrofDownlinkSlots
	
	1
	
	

		nrofDownlinkSymbols
	
	0
	
	

		nrofUplinkSlot
	
	0
	
	

		nrofUplinkSymbols
	
	0
	
	

	Note 1:	As specified in TS 38.213 [3] and TS 38.331 [2].
Note 2:	For information



Table A.3.1.4-2: TDD UL/DL configuration for SCS=30kHz
	Parameter
	Unit
	Value

	Reference channel
	
	TDDConf.2.1
	
	

	referenceSubcarrierSpacing
	kHz
	30
	
	

	TDD UL/DL pattern 1 Note 2
	
	‘3D1S4U’
S=’6DL:4GP:4UL’
	
	

		dl-UL-TransmissionPeriodicity
	ms
	4
	
	

		nrofDownlinkSlots
	
	3
	
	

		nrofDownlinkSymbols
	
	64
	
	

		nrofUplinkSlot
	
	4
	
	

		nrofUplinkSymbols
	
	4
	
	

	TDD UL/DL pattern 2 Note 2
	
	‘DD’
	
	

		dl-UL-TransmissionPeriodicity
	ms
	1
	
	

		nrofDownlinkSlots
	
	2
	
	

		nrofDownlinkSymbols
	
	0
	
	

		nrofUplinkSlot
	
	0
	
	

		nrofUplinkSymbols
	
	0
	
	

	Note 1:	As specified in TS 38.213 [3] and TS 38.331 [2].
Note 2:	For information 



Table A.3.1.4-3: TDD UL/DL configuration for SCS=120kHz
	Parameter
	Unit
	Value

	Reference channel
	
	TDDConf.3.1
	
	

	referenceSubcarrierSpacing
	kHz
	120
	
	

	TDD UL/DL pattern 1 Note 2
	
	‘DDDSU’
S=’10DL:2GP:2UL’
	
	

		dl-UL-TransmissionPeriodicity
	ms
	0.625
	
	

		nrofDownlinkSlots
	
	3
	
	

		nrofDownlinkSymbols
	
	109
	
	

		nrofUplinkSlot
	
	1
	
	

		nrofUplinkSymbols
	
	2
	
	

	TDD UL/DL pattern 2 Note 2
	
	Not configured
	
	

		dl-UL-TransmissionPeriodicity
	ms
	Not configured
	
	

		nrofDownlinkSlots
	
	Not configured
	
	

		nrofDownlinkSymbols
	
	Not configured
	
	

		nrofUplinkSlot
	
	Not configured
	
	

		nrofUplinkSymbols
	
	Not configured
	
	

	Note 1:	As specified in TS 38.213 [3] and TS 38.331 [2].
Note 2:	For information 



A.3.2	OFDMA channel noise generator (OCNG)
[bookmark: _Toc535476081]A.3.2.1	Generic OFDMA Channel Noise Generator (OCNG)
The OCNG pattern is used in a test for modelling allocations of unused resources in the channel bandwidth to virtual UEs (which are not under test). The OCNG pattern comprises PDCCH and PDSCH transmissions to the virtual UEs.
[bookmark: _Toc535476082]A.3.2.1.1	OCNG pattern 1: Generic OCNG pattern for all unused REs
Table A.3.2.1.1-1: OP.1: Generic OCNG pattern for all unused REs
	OCNG Parameters
	Control Region
	Data Region

	Resource allocation
	Unused REs (Note 1)
	Unused REs (Note 2)

	Channel
	PDCCH
	PDSCH

	Contents
	Virtual UE IDs
	Uncorrelated pseudo random QPSK modulated data

	Antenna transmission scheme
	Same as used in PDCCH RMC 
	Same as used in PDSCH RMC 

	Subcarrier spacing
	Same as used in PDCCH RMC 
	Same as used in PDSCH RMC 

	Aggregation level
	Same as used in PDCCH RMC
	N/A

	Code rate
	Same as used in PDCCH RMC
	Same as used in PDSCH RMC 

	Transmit Power
	Same as used in PDCCH RMC 
	Same as used in PDSCH RMC 

	CP length
	Same as used in PDCCH RMC 
	Same as used in PDSCH RMC 

	Note 1:	REs not used in the active CORESETs where PDCCH is scheduled for the UE under test.
Note 2:	REs not allocated to any physical channels, CORESET, SSB or any other reference signal within the channel bandwidth of the cell.



[bookmark: _Toc535476083]A.3.2.2	Void
[bookmark: _Toc535476084]A.3.3	Reference DRX configurations
[bookmark: _Toc535476085]A.3.3.1	DRX Configuration 1: DRX cycle = 40 ms and TAT = 500 ms
Table A.3.3.1-1: DRX.1: DRX cycle = 40 ms and time alignment timer (TAT) = 500 ms
	Field
	Value

	drx-onDurationTimer
	1 ms

	drx-InactivityTimer
	1 ms

	drx-RetransmissionTimerDL
	1 slot

	drx-RetransmissionTimerUL
	1 slot

	drx-LongCycleStartOffset
	40 ms

	shortDRX
	disable

	TimeAlignmentTimer
	500 ms

	Note:	The DRX cycle and time alignment timer parameters are specified in clause 6.3.2 in TS 38.331 [2]



[bookmark: _Toc535476086]A.3.3.2	DRX Configuration 2: DRX cycle = 640 ms and TAT = 500 ms
Table A.3.3.2-1: DRX.2: DRX cycle = 640 ms and time alignment timer (TAT) = 500 ms
	Field
	Value

	drx-onDurationTimer
	1 ms

	drx-InactivityTimer
	1 ms

	drx-RetransmissionTimerDL
	1 slot

	drx-RetransmissionTimerUL
	1 slot

	drx-LongCycleStartOffset
	640 ms

	shortDRX
	disable

	TimeAlignmentTimer
	500 ms

	Note:	The DRX cycle and time alignment timer parameters are specified in clause 6.3.2 in TS 38.331 [2]



[bookmark: _Toc535476087]A.3.3.3	DRX Configuration 3: DRX cycle = 40 ms and TAT = Infinity
Table A.3.3.3-1: DRX.3: DRX cycle = 40 ms and time alignment timer (TAT) = Infinity
	Field
	Value

	drx-onDurationTimer
	6 ms

	drx-InactivityTimer
	1 ms

	drx-RetransmissionTimerDL
	1 slot

	drx-RetransmissionTimerUL
	1 slot

	drx-LongCycleStartOffset
	40 ms

	shortDRX
	disable

	TimeAlignmentTimer
	Infinity

	Note:	The DRX cycle and time alignment timer parameters are specified in clause 6.3.2 in TS 38.331 [2]



A.3.3.4	DRX Configuration 4: DRX cycle = 160 ms
Table A.3.3.4-1: DRX.4: DRX cycle = 160 ms and time alignment timer (TAT) = Infinity
	Field
	Value

	drx-onDurationTimer
	psf2

	drx-InactivityTimer
	psf2

	drx-RetransmissionTimer
	Psf16

	longDRX-CycleStartOffset
	sf160, 0

	shortDRX
	disable

	TimeAlignmentTimer
	Infinity

	Note:	This DRX configuration is applicable for E-UTRA serving cell. For further information see clause 6.3.2 in TS 36.331 [16].



A.3.3.5	DRX Configuration 5: DRX cycle = 320 ms and TAT = Infinity
Table A.3.3.5-1: DRX.5: DRX cycle = 320 ms and time alignment timer (TAT) = Infinity
	Field
	Value

	drx-onDurationTimer
	psf6

	drx-InactivityTimer
	psf1920

	drx-RetransmissionTimer
	psf16

	longDRX-CycleStartOffset
	Sf320, 0

	shortDRX
	disable

	TimeAlignmentTimer
	Infinity

	Note:	This DRX configuration is applicable for E-UTRA serving cell. For further information see clause 6.3.2 in TS 36.331 [16].



A.3.3.6	DRX Configuration 6: DRX cycle = 320 ms and TAT = Infinity
Table A.3.3.6-1: DRX.6: DRX cycle = 320 ms and time alignment timer (TAT) = Infinity500 ms
	Field
	Value

	drx-onDurationTimer
	1 ms

	drx-InactivityTimer
	1 ms

	drx-RetransmissionTimerDL
	1 slot

	drx-RetransmissionTimerUL
	1 slot

	drx-LongCycleStartOffset
	640 320 ms

	shortDRX
	disable

	TimeAlignmentTimer
	500 ms

	Note:	This DRX configuration is applicable for NR serving cell. The DRX cycle and time alignment timer parameters are specified in clause 6.3.2 in TS 38.331 [2]



A.3.3.7	DRX Configuration 7: DRX cycle = 640 ms and TAT = Infinity
Table A.3.3.7-1: DRX.7: DRX cycle = 640 ms and time alignment timer (TAT) = Infinity
	Field
	Value

	drx-onDurationTimer
	6 ms

	drx-InactivityTimer
	1 ms

	drx-RetransmissionTimerDL
	1 slot

	drx-RetransmissionTimerUL
	1 slot

	drx-LongCycleStartOffset
	640 ms

	shortDRX
	disable

	TimeAlignmentTimer
	Infinity

	Note:	The DRX cycle and time alignment timer parameters are specified in clause 6.3.2 in TS 38.331 [2]



A.3.3.8	DRX Configuration 8: DRX cycle = 320 ms and TAT = Infinity
Table A.3.3.8-1: DRX.8: DRX cycle = 320 ms and time alignment timer (TAT) = Infinity
	Field
	Value

	drx-onDurationTimer
	6 ms

	drx-InactivityTimer
	1 ms

	drx-RetransmissionTimerDL
	1 slot

	drx-RetransmissionTimerUL
	1 slot

	drx-LongCycleStartOffset
	320 ms

	shortDRX
	disable

	TimeAlignmentTimer
	Infinity

	Note:	The DRX cycle and time alignment timer parameters are specified in clause 6.3.2 in TS 38.331 [2]



[bookmark: _Toc535476088][bookmark: _Toc535476089]A.3.3.9	DRX Configuration 9: DRX cycle = 40 ms
Table A.3.3.9-1: DRX.9: DRX cycle = 40 ms and time alignment timer (TAT) = 500 ms
	Field
	Value

	drx-onDurationTimer
	psf2

	drx-InactivityTimer
	psf100

	drx-RetransmissionTimer
	psf16

	longDRX-CycleStartOffset
	Sf40, 0

	shortDRX
	disable

	TimeAlignmentTimer
	500 ms

	Note:	This DRX configuration is applicable for E-UTRA serving cell. For further information see clause 6.3.2 in TS 36.331 [16].



A.3.3.10	DRX Configuration 10: DRX cycle = 640 ms
Table A.3.3.10-1: DRX.10: DRX cycle = 640 ms and time alignment timer (TAT) = 500 ms
	Field
	Value

	drx-onDurationTimer
	psf6

	drx-InactivityTimer
	psf1920

	drx-RetransmissionTimer
	psf16

	longDRX-CycleStartOffset
	sf640, 0

	shortDRX
	disable

	TimeAlignmentTimer
	500 ms

	Note:	This DRX configuration is applicable for E-UTRA serving cell. For further information see clause 6.3.2 in TS 36.331 [16].



A.3.4	Test Cases with Different Channel Bandwidths 
[bookmark: _Toc383690989]A.3.4.1	Test Cases with Different E-UTRA Channel Bandwidths
A.3.4.1.1	Introduction
In Annex A test cases involving E-UTRA cell(s) may be defined with different E-UTRA channel bandwidths to verify the same type of RRM requirement.
A.3.4.1.2	Principle of testing
If multiple test cases involving E-UTRA cell(s) are defined with different E-UTRA channel bandwidths to verify the same type of RRM requirement that is E-UTRA channel bandwidth independent, then the UE needs to be tested with only one channel bandwidth in each E-UTRA cell and with the same bandwidth in all the E-UTRA cells used in the test case. 
[bookmark: _Toc535476090]A.3.5	Test Cases for Synchronous and Asynchronous DC Operations 
A.3.5.1	EN-DC Test Cases for Synchronous and Asynchronous EN-DC Operations
A.3.5.1.1	Introduction
This clause defines a principle which is applicable to test cases verifying RRM requirements for EN-DC operation in synchronous and asynchronous scenarios.
In Annex A test cases may be defined in both synchronous EN-DC and asynchronous EN-DC scenarios to verify the same type of RRM requirement.
A.3.5.1.2	Principle of Testing
If EN-DC test cases are defined in both synchronous and asynchronous EN-DC scenarios to verify the same type of RRM requirement then the UE capable of both synchronous and asynchronous EN-DC operations needs to be tested with one of the tests in either synchronous or asynchronous EN-DC scenarios.
A.3.6	Antenna configurations
[bookmark: _Toc535476091]A.3.6.1	Antenna configurations for FR1
Unless otherwise specified, NR FDD or NR TDD cells in all RRM Test cases in AWGN propagation condition are configured with Antenna Configuration 1x2.
[bookmark: _Toc535476092]A.3.6.1.1	Antenna connection for 4 Rx capable UEs
[bookmark: _Toc535476093]A.3.6.1.1.1	Introduction
All tests in section A.4 and A.6 are specified for UEs supporting 2RX. In this section, the antenna connection method for applying 2RX tests to UEs supporting 4RX antenna ports is specified. No tests are currently specified in section A.4 or A.6 which are applicable only to 4RX antenna ports, so 4RX capable UEs are always tested by reusing tests which were originally specified for 2RX UEs.
[bookmark: _Toc535476094]A.3.6.1.1.2	Principle of testing
A.3.6.1.1.2.1	Single carrier tests
For 4RX capable UEs supporting at least one 2RX band, the, all single carrier tests specified in section A.4 and A.6 except those in A.4.7 and A.6.7 shall be tested on any band where 2RX is supported with the antenna connection specified in A.6.3.1.2.4. For single carrier tests specified in section A.4.7 or A.6.7, all tests shall be tested with the antenna connection specified in A.3.6.1.1.2.4 for bands where 2RX is supported, and the antenna connection specified in A.3.6.1.1.2.5 for bands where 4RX is supported.
For 4RX capable UEs which do not support any 2RX band, all tests specified in sections A.4 and A.6 shall be tested using the antenna connection specified in section A.3.6.1.1.2.5. For radio link monitoring tests, the SNR levels are modified according to table A.3.6.1.1.2.1-1 and table A.3.6.1.1.2.1-2
Table A.3.6.1.1.2.1-1: Modified parameters for RLM out of sync testing with 4 RX antenna connection
	Test case
	SNR during T3 (dB)

	
	Test 1
	Test 2
	Test 3
	Test 4

	A.4.5.1.1
	[-18]
	[-18]
	N/A
	N/A

	A.4.5.1.3
	[-18]
	[-18]
	N/A
	N/A

	A.4.5.1.5
	TBD
	TBD
	N/A
	N/A

	A.4.5.1.7
	TBD
	TBD
	N/A
	N/A

	A.5.5.1.1
	[-18]
	[-18]
	N/A
	N/A

	A.5.5.1.3
	[-18]
	[-18]
	N/A
	N/A

	A.5.5.1.5
	TBD
	TBD
	N/A
	N/A

	A.5.5.1.7
	TBD
	TBD
	N/A
	N/A

	A.6.5.1.1
	[-18]
	[-18]
	N/A
	N/A

	A.6.5.1.3
	[-18]
	[-18]
	N/A
	N/A

	A.6.5.1.5
	TBD
	TBD
	N/A
	N/A

	A.6.5.1.7
	TBD
	TBD
	N/A
	N/A

	A.7.5.1.1
	[-18]
	[-18]
	N/A
	N/A

	A.7.5.1.3
	[-18]
	[-18]
	N/A
	N/A

	A.7.5.1.5
	TBD
	TBD
	N/A
	N/A

	A.7.5.1.7
	TBD
	TBD
	N/A
	N/A



Table A.3.6.1.1.2.1-2: Modified parameters for RLM in sync single carrier testing with 4 RX antenna connection
	Test case
	SNR during T3 (dB)
	SNR during T4 (dB)

	
	Test 1
	Test 2
	Test 1
	Test 2

	A.4.5.1.2
	[-18]
	[-18]
	[-8]
	[-8]

	A.4.5.1.4
	[-18]
	[-18]
	[-8]
	[-8]

	A.4.5.1.6
	TBD
	TBD
	TBD
	TBD

	A.4.5.1.8
	TBD
	TBD
	TBD
	TBD

	A.5.5.1.2
	[-18]
	[-18]
	[-8]
	[-8]

	A.5.5.1.4
	[-18]
	[-18]
	[-8]
	[-8]

	A.5.5.1.6
	TBD
	TBD
	TBD
	TBD

	A.5.5.1.8
	TBD
	TBD
	TBD
	TBD

	A.6.5.1.2
	[-18]
	[-18]
	[-8]
	[-8]

	A.6.5.1.4
	[-18]
	[-18]
	[-8]
	[-8]

	A.6.5.1.6
	TBD
	TBD
	TBD
	TBD

	A.6.5.1.8
	TBD
	TBD
	TBD
	TBD

	A.7.5.1.2
	[-18]
	[-18]
	[-8]
	[-8]

	A.7.5.1.4
	[-18]
	[-18]
	[-8]
	[-8]

	A.7.5.1.6
	TBD
	TBD
	TBD
	TBD

	A.7.5.1.8
	TBD
	TBD
	TBD
	TBD



A.3.6.1.1.2.2	Carrier aggregation tests
All carrier aggregation tests are performed using the antenna connection in section A.3.6.1.1.2.4 for the PCell antenna connection if the PCell is on a band where 2RX is supported or the antenna connection in A.3.6.1.1.2.5 for the PCell antenna connection if the PCell is on a band where 4RX is supported.
All carrier aggregation tests are performed using the antenna connection in section A.3.6.1.1.2.4 for the SCell antenna connection if an SCell is on band where 2RX is supported or the testing procedure in A.3.6.1.1.2.5 for the SCell antenna connection if an SCell is on a band where 4RX is supported.
A.3.6.1.1.2.3	EN-DC tests
All carrier aggregation tests are performed using the antenna connection in section A.3.6.1.1.2.6 for the PCell antenna connection if the PCell is on a band where 2RX is supported or the antenna connection in A.3.6.1.1.2.7 for the PCell antenna connection if the PCell is on a band where 4RX is supported.
All carrier aggregation tests are performed using the antenna connection in section A.3.6.1.1.2.4 for the PSCell or SCell antenna connection if an SCell is on band where 2RX is supported or the testing procedure in A.3.6.1.1.2.5 for the SCell antenna connection if an SCell or  PSCell is on a band where 4RX is supported.
A.3.6.1.1.2.4	Antenna connection for bands where 2RX is supported
For bands where 2RX is supported, it is left to the UE declaration and AP configuration to decide which 2 of the 4 Rx ports are connected with data source from system simulator. The remaning 2 Rx ports shall be connected with zero input. No test parameters or requirements are modified.
A.3.6.1.1.2.5	Antenna connection for bands where 4RX is supported
For bands where 4RX is supporetd, all 4 Rx are connected with data source from system simulator. The system simulator shall provide independent noise and fading (low correlation) for each antenna port. Except for the modifications to radio link monitoring theresholds described in sections A.3.8.1.2.1 and A.3.8.1.2.2, no test parameters or requirements are modified.
A.3.6.1.1.2.6	EN-DC LTE Antenna connection for bands where 2RX is supported
For bands where LTE 2RX is supported, it is left to the UE declaration and AP configuration to decide which 2 of the 4 Rx ports are connected with data source from system simulator. The remaning 2 Rx ports shall be connected with zero input. No test parameters or requirements are modified.
A.3.6.1.1.2.7	EN-DC LTE Antenna connection for bands where 4RX is supported
For bands where LTE 4RX is supported, all 4 Rx are connected with data source from system simulator. The system simulator shall provide independent noise and fading (low correlation) for each antenna port. Except for the modifications to radio link monitoring theresholds described in sections A.3.8.1.2.1 and A.3.8.1.2.2, no test parameters or requirements are modified.
[bookmark: _Toc535476095]A.3.6.2	Antenna configurations for FR2
Unless otherwise specified, Downlink Antenna Configuration 2x2 for NR RRM FR2 requirements implies the following for the test configuration:
-	The downlink signal is transmitted over the two polarizations (V and H) of the dual polarized antenna of the test equipment.
-	The downlink signal is received assuming 2 UE baseband receivers. As the UE is tested following the Blackbox Approach with regard to the UE Rx antennas, the exact UE Rx antenna configuration is not relevant for the test configuration and has no impact on the test implementation.
[bookmark: _Toc535476096]A.3.7	EN-DC test setup
[bookmark: _Toc535476097]A.3.7.1	Introduction
[bookmark: _Toc535476098]A.3.7.2	E-UTRAN Serving Cell Parameters
[bookmark: _Toc535476099]A.3.7.2.1	E-UTRAN Serving Cell Parameters for Tests with NR Cell(s) in FR1
Table A.3.7.2.1-1 defines cell specific test parameters for E-UTRAN cell which can be used in EN-DC test cases with all NR cells in FR1. Unless otherwise stated within the test, all measurements in Annex A.4 and A.5 are performed only on the NR carrier. The E-UTRA PCell shall configured to not interfere with NR operation and the E-UTRA PCell signal power shall not be critical to the test purpose.
Table A.3.7.2.1-1: E-UTRAN cell specific test parameters for tests with all NR cells in FR1
	Parameter
	Unit
	E-UTRAN Cell1

	E-UTRA RF Channel Number
	
	1

	Duplex mode
	
	FDD or TDD

	TDD special subframe configurationNote1
	
	6

	TDD uplink-downlink configurationNote1
	
	1

	BWchannel
	
	5MHz: NRB,c = 25
10MHz: NRB,c = 50
20MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	5MHz: R.7 FDD
10MHz: R.3 FDD
20MHz: R.6 FDD
5MHz: R.4 TDD
10MHz: R.0 TDD
20MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	
	5MHz: R.11 FDD
10MHz: R.6 FDD
20MHz: R.10 FDD
5MHz: R.11 TDD
10MHz: R.6 TDD
20MHz: R.10 TDD

	OCNG PatternsNote2
	
	5MHz: OP.20 FDD
10MHz: OP.10 FDD
20MHz: OP.17 FDD
5MHz: OP.9 TDD
10MHz: OP.1 TDD
20MHz: OP.7 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote3
	dB
	

	OCNG_RBNote3 
	dB
	

	NocNote4
	dBm/15 kHz
	-104

	Ês/Noc
	dB
	17

	Ês/Iot
	dB
	17

	RSRP Note5
	dBm/15 kHz
	-87

	SCH_RP Note5
	dBm/15 kHz
	-87

	Io Note5
	dBm/Ch BW
	-59.13
+10log
(NRB,c /50)

	Propagation Condition
	
	AWGN

	Antenna Configuration
	
	1x2

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211.
Note 2:	DL RMCs and OCNG patterns are specified in sections A 3.1 and A 3.2 of TS 36.133 respectively.
Note 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 5:	Es/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476100]A.3.7.2.2	E-UTRAN Serving Cell Parameters for Tests with NR Cell(s) in FR2
Table A.3.7.2.2-1 defines cell specific test parameters for E-UTRAN cell which can be used in EN-DC test cases with one or more NR cells in FR2.
Table A.3.7.2.2-1: E-UTRAN cell specific test parameters for tests with one or more NR cells in FR2
	Parameter
	Unit
	E-UTRAN Cell1

	E-UTRA RF Channel Number
	
	1

	Duplex mode
	
	FDD or TDD

	TDD special subframe configurationNote1
	
	6

	TDD uplink-downlink configurationNote1
	
	1

	BWchannel
	MHz
	5MHz: NRB,c = 25
10MHz: NRB,c = 50
20MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	5MHz: R.7 FDD
10MHz: R.3 FDD
20MHz: R.6 FDD
5MHz: R.4 TDD
10MHz: R.0 TDD
20MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	
	5MHz: R.11 FDD
10MHz: R.6 FDD
20MHz: R.10 FDD
5MHz: R.11 TDD
10MHz: R.6 TDD
20MHz: R.10 TDD

	OCNG PatternsNote2
	
	5MHz: OP.20 FDD
10MHz: OP.10 FDD
20MHz: OP.17 FDD
5MHz: OP.9 TDD
10MHz: OP.1 TDD
20MHz: OP.7 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote3
	dB
	

	OCNG_RBNote3 
	dB
	

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211.
Note 2:	DL RMCs and OCNG patterns are specified in sections A 3.1 and A 3.2 of TS 36.133 respectively.
Note 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:	The E-UTRA signal is required only to ensure the E-UTRA link to the DUT in the EN-DC operation. The Test System shall provide a stable and noise-free E-UTRA signal without need of precise propagation modelling, path loss and polarization control. Further details of the E-UTRA signal configuration are not defined as part of the cell specific test parameters, since the E-UTRA link is not under performance verification and is not expected to influence the NR FR2 requirement.



[bookmark: _Toc535476101]A.3.8	PRACH configurations
[bookmark: _Toc535476102]A.3.8.1	Introduction
This section provides the typical PRACH configurations used for RRM test cases defined in Annex A. To note that for other parameters not listed in this section, either it can be derived from the set up of each test or it is subjected to RAN5 specifications.
[bookmark: _Toc535476103]A.3.8.2	PRACH configurations in FR1
[bookmark: _Toc535476104][bookmark: _Toc535476105]A.3.8.2.1	FR1 PRACH configuration 1
FR1 PRACH configuration 1 in this section provides the typical PRACH configuration for SSB-based contention based random access in FR1.
Table A.3.8.2.1-1: Parameters for FR1 PRACH configuration 1
	Field
	Value
	Comment

	prach-ConfigurationIndex
	87
	160ms PRACH periodicity, and other detailed configuration defined in table 6.3.3.2-2 and table 6.3.3.2-3 in TS 38.211 [6].

	msg1-SubcarrierSpacing
	Same as UL carrier SCS
	

	totalNumberOfRA-Preambles
	48
	Total number of preambles used for contention based and contention free random acces

	numberOfRA-PreamblesGroupA
	48
	No group B.

	prach-RootSequenceIndex
	0
	Logic equence index = 0, resulting in root sequence = 1.

	ssb-perRACH-OccasionAndCB-PreamblesPerSSB
	oneFourth, n48
	OneFourth: 1 SSB associated with 4 RACH occasions
n48: 48 contention based preambles per SSB

	msg1-FDM
	One
	One PRACH transmission occasions FDMed in one time instance.

	rsrp-ThresholdSSB
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	ra-ContentionResolutionTimer
	sf48
	48 sub-frames

	powerRampingStep
	dB2
	

	preambleReceivedTargetPower
	dBm-120
	

	[bookmark: _Hlk505955758]preambleTransMax
	n6
	Max number of RA preamble transmission perfomed before declaring a failure is 6

	ra-ResponseWindow
	sl10
	10 slots

	zeroCorrelationZoneConfig
	11
	N-CS configuration, NCS = 23

	Backoff Parameter Index
	2
	20ms, as defined in table 7.2-1 in TS 38.321 [7].

	Note:	For further information see Clause 6.3.2 in TS 38.331 [2].



[bookmark: _Toc535476106]A.3.8.2.2	FR1 PRACH configuration 2
FR1 PRACH configuration 2 in this section provides the typical PRACH configuration for SSB based non-contention based random access in FR1.
Table A.3.8.2.2-1: Parameters for FR1 PRACH configuration 2
	Field
	Value
	Comment

	prach-ConfigurationIndex
	87
	160ms PRACH periodicity, and other detailed configuration defined in table 6.3.3.2-2 and table 6.3.3.2-3 in TS 38.211 [6].

	msg1-SubcarrierSpacing
	Same as UL carrier SCS
	

	totalNumberOfRA-Preambles
	48
	Total number of preambles used for contention based and contention free random acces

	numberOfRA-PreamblesGroupA
	48
	No group B.

	prach-RootSequenceIndex
	0
	Logic equence index = 0, resulting in root sequence = 1.

	ssb-perRACH-Occasion
	oneFourth
	OneFourth: 1 SSB associated with 4 RACH occasions

	msg1-FDM
	One
	One PRACH transmission occasions FDMed in one time instance.

	powerRampingStep
	dB2
	

	preambleReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	Max number of RA preamble transmission perfomed before declaring a failure is 6

	ra-ResponseWindow
	sl10
	10 slots

	zeroCorrelationZoneConfig
	11
	N-CS configuration, NCS = 23

	Backoff Parameter Index
	2
	20ms, as defined in table 7.2-1 in TS 38.321 [7].

	ssb-ResourceList
	ra-PreambleIndex = 50
	Assocated with SSB index 0

	ra-ssb-OccasionMaskIndex
	1
	PRACH occasion index 1 is allowed

	rsrp-ThresholdSSB
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	Note:	For further information see Clause 6.3.2 in TS 38.331 [2].



[bookmark: _Toc535476107][bookmark: _Toc535476108]A.3.8.2.3	FR1 PRACH configuration 3
FR1 PRACH configuration 3 in this section provides the typical PRACH configuration for CSI-RS based non-contention based random access in FR1.
Table A.3.8.2.3-1: Parameters for FR1 PRACH configuration 3
	Field
	Value
	Comment

	prach-ConfigurationIndex
	87
	160ms PRACH periodicity, and other detailed configuration defined in table 6.3.3.2-2 and table 6.3.3.2-3 in TS 38.211 [6].

	msg1-SubcarrierSpacing
	Same as UL carrier SCS
	

	totalNumberOfRA-Preambles
	48
	Total number of preambles used for contention based and contention free random acces

	numberOfRA-PreamblesGroupA
	48
	No group B.

	prach-RootSequenceIndex
	0
	Logic equence index = 0, resulting in root sequence = 1.

	ssb-perRACH-Occasion
	oneFourth
	OneFourth: 1 SSB associated with 4 RACH occasions

	msg1-FDM
	One
	One PRACH transmission occasions FDMed in one time instance.

	powerRampingStep
	dB2
	

	preambleReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	Max number of RA preamble transmission perfomed before declaring a failure is 6

	ra-ResponseWindow
	sl10
	10 slots

	zeroCorrelationZoneConfig
	11
	N-CS configuration, NCS = 23

	Backoff Parameter Index
	2
	20ms, as defined in table 7.2-1 in TS 38.321 [7].

	csirs-ResourceList
	ra-PreambleIndex = 50
	Assocated with CSI-RS configured

	ra-OccasionList
	1
	RA occasions allowed corresponding to CSI-RS

	rsrp-ThresholdCSI-RS
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2]. 

	Note:	For further information see Clause 6.3.2 in TS 38.331 [2].



A.3.8.2.4	FR1 PRACH configuration 4
FR1 PRACH configuration 4 in this section provides the PRACH configuration for CSI-RS based non-contention based random access in FR1 to convey BFR.
Table A.3.8.2.4-1: Parameters for FR1 PRACH configuration 4
	Field
	Value
	Comment

	prach-ConfigurationIndex
	0
	160ms PRACH periodicity, and other detailed configuration defined in table 6.3.3.2-2 and table 6.3.3.2-3 in TS 38.211 [6].

	msg1-SubcarrierSpacing
	Same as UL carrier SCS
	

	totalNumberOfRA-Preambles
	48
	Total number of preambles used for contention based and contention free random acces

	numberOfRA-PreamblesGroupA
	48
	No group B.

	prach-RootSequenceIndex
	0
	Logic equence index = 0, resulting in root sequence = 1.

	ssb-perRACH-Occasion
	oneFourth
	OneFourth: 1 SSB associated with 4 RACH occasions

	msg1-FDM
	One
	One PRACH transmission occasions FDMed in one time instance.

	powerRampingStep
	dB2
	

	preambleReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n200
	Max number of RA preamble transmission perfomed before declaring a failure is 200

	ra-ResponseWindow
	sl1
	1 slot

	zeroCorrelationZoneConfig
	11
	N-CS configuration, NCS = 93

	Backoff Parameter Index
	2
	20ms, as defined in table 7.2-1 in TS 38.321 [7].

	BFR-CSIRS-Resource
	ra-PreambleIndex = 50
	Assocated with CSI-RS configured

	ra-OccasionList
	1
	RA occasions allowed corresponding to CSI-RSh

	 rsrp-ThresholdSSB
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	Note:	For further information see Clause 6.3.2 in TS 38.331 [2].



A.3.8.3	PRACH configurations in FR2
[bookmark: _Toc535476109]A.3.8.3.1	FR2 PRACH configuration 1
FR2 PRACH configuration 1 in this section provides the typical PRACH configuration for SSB-based contention based random access in FR2.
Table A.3.8.3.1-1: Parameters for FR2 PRACH configuration 1
	Field
	Value
	Comment

	prach-ConfigurationIndex
	173
	Preamble Format C2, with 160ms PRACH periodicity, and other detailed configuration defined in table 6.3.3.2-4 in TS 38.211 [6].

	msg1-SubcarrierSpacing
	Same as UL carrier SCS
	

	totalNumberOfRA-Preambles
	48
	Total number of preambles used for contention based and contention free random acces

	numberOfRA-PreamblesGroupA
	48
	No group B.

	prach-RootSequenceIndex
	0
	Logic equence index = 0, resulting in root sequence = 1.

	ssb-perRACH-OccasionAndCB-PreamblesPerSSB
	oneFourth, n48
	OneFourth: 1 SSB associated with 4 RACH occasions
n48: 48 contention based preambles per SSB

	msg1-FDM
	One
	One PRACH transmission occasions FDMed in one time instance.

	rsrp-ThresholdSSB
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	ra-ContentionResolutionTimer
	sf48
	48 sub-frames

	powerRampingStep
	dB2
	

	preambleReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	Max number of RA preamble transmission perfomed before declaring a failure is 6

	ra-ResponseWindow
	sl10
	10 slots

	zeroCorrelationZoneConfig
	11
	N-CS configuration, NCS = 23

	Backoff Parameter Index
	2
	20ms, as defined in table 7.2-1 in TS 38.321 [7].

	Note:	For further information see Clause 6.3.2 in TS 38.331 [2].



[bookmark: _Toc535476110]A.3.8.3.2	FR2 PRACH configuration 2
FR2 PRACH configuration 2 in this section provides the typical PRACH configuration for SSB based non-contention based random access in FR2.
Table A.3.8.3.2-1: Parameters for FR2 PRACH configuration 2
	Field
	Value
	Comment

	prach-ConfigurationIndex
	173
	Preamble Format C2, with 160ms PRACH periodicity, and other detailed configuration defined in table 6.3.3.2-4 in TS 38.211 [6].

	msg1-SubcarrierSpacing
	Same as UL carrier SCS
	

	totalNumberOfRA-Preambles
	48
	Total number of preambles used for contention based and contention free random acces

	numberOfRA-PreamblesGroupA
	48
	No group B.

	prach-RootSequenceIndex
	0
	Logic equence index = 0, resulting in root sequence = 1.

	ssb-perRACH-Occasion
	oneFourth
	OneFourth: 1 SSB associated with 4 RACH occasions

	msg1-FDM
	One
	One PRACH transmission occasions FDMed in one time instance.

	powerRampingStep
	dB2
	

	preambleReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	Max number of RA preamble transmission perfomed before declaring a failure is 6

	ra-ResponseWindow
	sl10
	10 slots

	zeroCorrelationZoneConfig
	11
	N-CS configuration, NCS = 23

	Backoff Parameter Index
	2
	20ms, as defined in table 7.2-1 in TS 38.321 [7].

	ssb-ResourceList
	ra-PreambleIndex = 50
	Assocated with SSB index 0

	ra-ssb-OccasionMaskIndex
	1
	PRACH occasion index 1 is allowed

	rsrp-ThresholdSSB
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	Note:	For further information see Clause 6.3.2 in TS 38.331 [2].



[bookmark: _Toc535476111]A.3.8.3.3	FR2 PRACH configuration 3
FR2 PRACH configuration 3 in this section provides the typical PRACH configuration for CSI-RS based non-contention based random access in FR2.

	Field
	Value
	Comment

	prach-ConfigurationIndex
	173
	Preamble Format C2, with 160ms PRACH periodicity, and other detailed configuration defined in table 6.3.3.2-4 in TS 38.211 [6].

	msg1-SubcarrierSpacing
	Same as UL carrier SCS
	

	totalNumberOfRA-Preambles
	48
	Total number of preambles used for contention based and contention free random acces

	numberOfRA-PreamblesGroupA
	48
	No group B.

	prach-RootSequenceIndex
	0
	Logic equence index = 0, resulting in root sequence = 1.

	ssb-perRACH-Occasion
	oneFourth
	OneFourth: 1 SSB associated with 4 RACH occasions

	msg1-FDM
	One
	One PRACH transmission occasions FDMed in one time instance.

	powerRampingStep
	dB2
	

	preambleReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	Max number of RA preamble transmission perfomed before declaring a failure is 6

	ra-ResponseWindow
	sl10
	10 slots

	zeroCorrelationZoneConfig
	11
	N-CS configuration, NCS = 23

	Backoff Parameter Index
	2
	20ms, as defined in table 7.2-1 in TS 38.321 [7].

	csirs-ResourceList
	ra-PreambleIndex = 50
	Assocated with CSI-RS configured

	ra-OccasionList
	1
	RA occasions allowed corresponding to CSI-RS

	rsrp-ThresholdCSI-RS
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	Note:	For further information see Clause 6.3.2 in TS 38.331 [2].



[bookmark: _Toc535476112][bookmark: _Toc535476113]A.3.8.3.4	FR2 PRACH configuration 4
FR2 PRACH configuration 4 in this section provides the PRACH configuration for CSI-RS based non-contention based random access in FR2 to convey BFR.

	Field
	Value
	Comment

	prach-ConfigurationIndex
	144
	Preamble Format C0, with 160ms PRACH periodicity, and other detailed configuration defined in table 6.3.3.2-4 in TS 38.211 [6].

	msg1-SubcarrierSpacing
	Same as UL carrier SCS
	

	totalNumberOfRA-Preambles
	48
	Total number of preambles used for contention based and contention free random acces

	numberOfRA-PreamblesGroupA
	48
	No group B.

	prach-RootSequenceIndex
	0
	Logic equence index = 0, resulting in root sequence = 1.

	ssb-perRACH-Occasion
	oneFourth
	OneFourth: 1 SSB associated with 4 RACH occasions

	msg1-FDM
	One
	One PRACH transmission occasions FDMed in one time instance.

	powerRampingStep
	dB2
	

	preambleReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n200
	Max number of RA preamble transmission perfomed before declaring a failure is 200.

	ra-ResponseWindow
	sl40
	40 slots

	zeroCorrelationZoneConfig
	11
	N-CS configuration, NCS = 23

	Backoff Parameter Index
	2
	20ms, as defined in table 7.2-1 in TS 38.321 [7].

	BFR-CSIRS-Resource
	ra-PreambleIndex = 50
	Assocated with CSI-RS configured

	ra-OccasionList
	1
	RA occasions allowed corresponding to CSI-RS

	rsrp-ThresholdSSB
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	Note:	For further information see Clause 6.3.2 in TS 38.331 [2].



A.3.9	BWP configurations
[bookmark: _Toc535476114]A.3.9.1	Introduction
This section provides the typical BWP configurations used for RRM test cases defined in Annex A. For downlink BWP, both initial BWP and dedicated BWP configurations are specified in section A.3.9.2 and for uplink BWP, both initial BWP and dedicated BWP configurations are specified in section A.3.9.3. To note that for other parameters not listed in this section, either it can be derived from the set up of each test or it is subjected to RAN5 specifications.
[bookmark: _Toc535476115]A.3.9.2	Downlink BWP configurations
[bookmark: _Toc535476116]A.3.9.2.1	Initial BWP
Table A.3.9.2.1-1: Downlink BWP patterns for initial BWP configuration
	BWP Parameters
	Unit
	Values

	Reference BWP
	
	DLBWP.0.1
	DLBWP.0.2
	

	Starting PRB index
	
	0
	RBa Note 1
	

	Bandwidth
	RB
	Same as RF channel defined in each test
	same as RMSI CORSET(CORSET #0) defined in each test
	

	Note 1:	RBa is the lowest PRB index to guarantee the BWP including SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Section A.3.10.



[bookmark: _Toc535476117]A.3.9.2.2	Dedicated BWP
Table A.3.9.2.2-1: Downlink BWP patterns for dedicated BWP configuration
	BWP Parameters
	Unit
	Values

	Reference BWP
	
	DLBWP.1.1
	DLBWP.1.2
	DLBWP.1.3

	Starting PRB index
	
	0
	RBb Note 1
	RBa Note 2

	Bandwidth
	RB
	Same as RF channel defined in each test
	25 for SCS = 15KHz,
51 for SCS = 30KHz,
32 for SCS = 120KHz
	25 for SCS = 15KHz,
51 for SCS = 30KHz,
32 for SCS = 120KHz

	Note 1:	RBb is the lowest PRB index to guarantee the BWP not fully overlapped with SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Section A.3.10.
Note 2:	RBa is the lowest PRB index to guarantee the BWP including SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Section A.3.10.



[bookmark: _Toc535476118]A.3.9.3	Uplink BWP configurations
[bookmark: _Toc535476119]A.3.9.3.1	Initial BWP
Table A.3.9.3.1-1: Uplink BWP patterns for initial BWP configuration
	BWP Parameters
	Unit
	Values

	Reference BWP
	
	ULBWP.0.1
	ULBWP.0.2
	

	Starting PRB index
	
	0
	RBa Note 1
	

	Bandwidth
	RB
	Same as RF channel defined in each test
	same as RMSI CORSET(CORSET #0) defined in each test
	

	Note 1:	RBa is the lowest PRB index to guarantee the BWP including SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Section A.3.10.



[bookmark: _Toc535476120]A.3.9.3.2	Dedicated BWP
Table A.3.9.3.2-1: Uplink BWP patterns for dedicated BWP configuration
	BWP Parameters
	Unit
	Values

	Reference BWP
	
	ULBWP.1.1
	ULBWP.1.2
	ULBWP.1.3

	Starting PRB index
	
	0
	RBb Note 1
	RBa Note 2

	Bandwidth
	RB
	Same as RF channel defined in each test
	25 for SCS = 15KHz,
51 for SCS = 30KHz,
32 for SCS = 120KHz
	25 for SCS = 15KHz,
51 for SCS = 30KHz,
32 for SCS = 120KHz

	Note 1:	RBb is the lowest PRB index to guarantee the BWP not fully overlapped with SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Section A.3.10.
Note 2:	RBa is the lowest PRB index to guarantee the BWP including SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Section A.3.10.



[bookmark: _Toc535476121]A.3.10	SSB Configurations
[bookmark: _Toc535476122]A.3.10.1	SSB Configurations for FR1
[bookmark: _Toc535476123]A.3.10.1.1	SSB pattern 1 in FR1: SSB for SSB SCS=15 KHz in 10 MHz
Table A.3.10.1.1-1: SSB.1 FR1: SSB Pattern 1 for SSB SCS=15 KHz in 10 MHz channel
	SSB Parameters
	Values

	Channel bandwidth
	10 MHz

	SSB SCS
	15 KHz

	SSB periodicity
	20 ms

	Number of SSBs per SS-burst
	1

	SS/PBCH block index
	0

	Indices of symbols containing SSB
	2-5

	Indices of slots containing SSB
	0

	RB numbers containing SSB within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].



A.3.10.1.2	SSB pattern 2 in FR1: SSB allocation for SSB SCS=30 KHz in 40 MHz
Table A.3.10.1.2-1: SSB.2 FR1: SSB Pattern 2 for SSB SCS=30 KHz in 40 MHz channel
	SSB Parameters
	Values

	Channel bandwidth
	40 MHz

	SSB SCS
	30 KHz

	SSB periodicity
	20 ms

	Number of SSBs per SS-burst
	1

	SS/PBCH block index
	0

	Indices of symbols containing SSB
	4-7 or 2-5 Note 2

	Indices of of slots containing SSB
	0

	RB numbers containing SSB within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].
Note 2:	Symbols 4-7 is chosen, if the SSB pattern Case B should be used for the current band as indicated by Table 5.4.3.3-1 of TS 38.104 [13]; Otherwise, symbol 2-5 is chosen.



A.3.10.1.3	SSB pattern 1 3 in FR1: SSB for SSB SCS=15 KHz in 10 MHz
Table A.3.10.1.3-1: SSB.3 FR1: SSB Pattern 3 for SSB SCS=15 KHz in 10 MHz channel
	SSB Parameters
	Values

	Channel bandwidth
	10 MHz

	SSB SCS
	15 KHz

	SSB periodicity
	20 ms

	Number of SSBs per SS-burst
	2

	SS/PBCH block index
	0
	1

	Symbol numbers of symbols containing SSB
	2-5
	8-11

	RB numbers containing SSB within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 10-19

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].



A.3.10.1.4	SSB pattern 4 in FR1: SSB allocation for SSB SCS=30 KHz in 40 MHz
Table A.3.10.1.4-1: SSB.4 FR1: SSB Pattern 4 for SSB SCS=30 KHz in 40 MHz channel
	SSB Parameters
	Values

	Channel bandwidth
	40 MHz

	SSB SCS
	30 KHz

	SSB periodicity
	20 ms

	Number of SSBs per SS-burst
	2

	SS/PBCH block index
	0
	1

	Symbol numbers of symbols containing SSB
	4-7 or 2-5 Note 2
	8-11

	RB numbers containing SSB within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 10-19

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].
Note 2:	Symbols 4-7 is chosen, if the SSB pattern Case B should be used for the current band as indicated by Table 5.4.3.3-1 of TS38.104 [13]; Otherwise, symbol 2-5 is chosen.



A.3.10.2	SSB Configurations for FR2
A.3.10.2.1	SSB pattern 1 in FR2: SSB allocation for SSB SCS=120 KHz in 100 MHz
Table A.3.10.2.1-1: SSB.1 FR2: SSB Pattern 1 for SSB SCS = 120 KHz in 100 MHz channel with 2 SSBs per SS-burst
	SSB Parameters
	Values

	Channel bandwidth
	100 MHz

	SSB SCS
	120 KHz

	SSB periodicity
	20 ms

	Number of SSBs per SS-burst
	2

	SS/PBCH block index
	0
	1

	Indices of symbols containing SSBs
	4-7
	8-11

	Indices of slots containing SSB
	0
	0

	RB numbers containing SSBs within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].



A.3.10.2.2	SSB pattern 2 in FR2: SSB allocation for SSB SCS=240 KHz in 100 MHz
Table A.3.10.2.2-1: SSB.2 FR2: SSB Pattern 2 for SSB SCS = 240 KHz in 100 MHz channel with 2 SSBs per SS-burst
	SSB Parameters
	Values

	Channel bandwidth
	100 MHz

	SSB SCS
	240 KHz

	SSB periodicity
	20 ms

	Number of SSBs per SS-burst
	2

	SS/PBCH block index
	0
	1

	Indices of symbols containing SSBs
	8-11
	12-13, 0-1

	Indices of slots containing SSB
	0
	0, 1

	RB numbers containing SSBs within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].



A.3.10.2.3	SSB pattern 3 in FR2: SSB allocation for SSB SCS=120 KHz in 100 MHz
Table A.3.10.2.3-1: SSB.3 FR2: SSB Pattern 3 for SSB SCS = 120 KHz in 100 MHz channel with 1 SSB per SS-burst
	SSB Parameters
	Values

	Channel bandwidth
	100 MHz

	SSB SCS
	120 KHz

	SSB periodicity
	20 ms

	Number of SSBs per SS-burst
	1

	SS/PBCH block index
	0

	Indices of symbols containing SSBs
	4-7

	Indices of slots containing SSB
	0

	RB numbers containing SSBs within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].



A.3.10.2.4	SSB pattern 4 in FR2: SSB allocation for SSB SCS=240 KHz in 100 MHz
Table A.3.10.2.4-1: SSB.4 FR2: SSB Pattern 4 for SSB SCS = 240 KHz in 100 MHz channel with 1 SSB per SS-burst
	SSB Parameters
	Values

	Channel bandwidth
	100 MHz

	SSB SCS
	240 KHz

	SSB periodicity
	20 ms

	Number of SSBs per SS-burst
	1

	SS/PBCH block index
	0

	Indices of symbols containing SSBs
	8-11

	Indices of slots containing SSB
	0

	RB numbers containing SSBs within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].


[bookmark: _Hlk528849404]
[bookmark: _Toc535476124]A.3.11	SMTC Configurations
[bookmark: _Hlk528831899][bookmark: _Toc535476125][bookmark: _Hlk528831926]A.3.11.1	SMTC pattern 1: SMTC period = 20 ms with SMTC duration = 1 ms
Table A.3.11.1-1: SMTC.1: SMTC Pattern 1 for SMTC period = 20 ms and duration = 1 ms
	SMTC Parameters
	Values

	SMTC periodicity
	20 ms

	SMTC offset
	0 ms

	SMTC duration
	1 ms



[bookmark: _Toc535476126]A.3.11.2	SMTC pattern 2: SMTC period = 20 ms with SMTC duration = 5 ms
Table A.3.11.2-1: SMTC.2: SMTC Pattern 2 for SMTC period = 20 ms and duration = 5 ms
	[bookmark: _Hlk528848646]SMTC Parameters
	Values

	SMTC periodicity
	20 ms

	SMTC offset
	0 ms

	SMTC duration
	5 ms



[bookmark: _Toc535476127]A.3.11.3	SMTC pattern 3: SMTC period = 160 ms with SMTC duration = 1 ms
Table A.3.11.3-1: SMTC.3: SMTC Pattern 3 for SMTC period = 20 ms and duration = 5 ms
	SMTC Parameters
	Values

	SMTC periodicity
	160 ms

	SMTC offset
	0 ms

	SMTC duration
	1 ms



A.3.12	Test Cases with Different CC Configurations
[bookmark: _Toc535476128]A.3.12.1 EN-DC Test Cases with Different EN-DC Configurations
[bookmark: _Toc535476129]A.3.12.1.1	Introduction
In Annex A EN-DC test cases may be defined for two component carriers (CCs) as well as for more than two CCs to verify the same RRM requirement.
[bookmark: _Toc535476130]A.3.12.1.2	Principle of testing
[bookmark: _Hlk527095886]If multiple EN-DC test cases are defined for two CCs as well as for more than two CCs to verify the same type of RRM requirement, which depends on the number of CCs, then from the UE performance point of view the test coverage can be considered fulfilled by executing only the EN-DC test cases with the maximum number of CCs in EN-DC supported by the UE. Otherwise if the same type of RRM requirement is independent of the number of CCs then from the UE performance point of view the test coverage can be considered fulfilled by executing only the EN-DC test cases with two CCs in EN-DC supported by the UE.
Editor’s: The maximum number of CCs that can be used in FR2 tests in EN-DC would depend on the test equipment capability.
[bookmark: _Toc535476131]A.3.12.2	Carrier Aggregation Test Cases with Different CA Configurations
[bookmark: _Toc535476132]A.3.12.2.1	Introduction
In Annex A carrier aggregation test cases may be defined for two CCs as well as for more than two CCs to verify the same RRM requirement.
[bookmark: _Toc535476133]A.3.12.2.2	Principle of testing
If multiple carrier aggregation test cases are defined for two CCs as well as for more than two CCs to verify the same RRM requirement, which depends on the number of CCs, then from the UE performance point of view the test coverage can be considered fulfilled by executing only the CA test cases with the maximum number of CCs in CA supported by the UE. Otherwise if the same type of RRM requirement is independent of the number of CCs then from the UE performance point of view the test coverage can be considered fulfilled by executing only the CA test cases with at least two CCs in CA supported by the UE.
Editor’s: The maximum number of CCs that can be used in FR2 tests in CA would depend on the test equipment capability.
[bookmark: _Toc535476134]A.3.13	Test Cases in Standalone and Non-Standalone Operations
[bookmark: _Toc535476135]A.3.13.1	Introduction
This clause defines a principle which is applicable to test cases verifying RRM requirements in standalone (SA) or EN-DC operations.
In Annex A test cases may be defined in SA and EN-DC operations to verify the same RRM requirement.
[bookmark: _Toc535476136]A.3.13.2	Principle of Testing
If test cases are defined in both SA and EN-DC operations to verify the same RRM requirement then the UE capable of both SA and EN-DC operations needs to verify that RRM requirement by performing test case(s) in either SA operation or in EN-DC operation.
If test cases are defined in both SA and EN-DC operations to verify at least one common RRM requirement then the UE capable of both SA and EN-DC operations needs to verify RRM requirements by performing test case(s) in either SA operation or in EN-DC operation provided that the performed test case(s):
-	verifies the largest number of RRM requirements and
-	verifies at least all RRM requirements covered in the test case(s), which is not performed.
[bookmark: _Toc535476137]A.3.14	CSI-RS configurations
[bookmark: _Toc535476138][bookmark: _Toc535476140]A.3.14.1	FDD
Table A.3.14.1-1: CSI-RS Reference Measurement Channels for SCS=15kHz
	
	CSI-RS.1.1 FDD
	CSI-RS.1.2 FDD
	CSI-RS.1.3 FDD
	CSI-RS.1.4 FDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic

	Resource Set Config
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0

	repetition
	n.a.
	off
	off
	on

	aperiodicTriggeringOffset
	n.a.
	n.a.
	6
	6

	trs-Info
	n.a.
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	10 for resource #0
	20 for resource #0
	30 for resource #0

	
	
	
	
	31 for resource #1

	
	
	
	
	32 for resource #2

	
	
	
	
	33 for resource #3

	
	
	11 for resource #1
	21 for resource #1
	34 for resource #4

	
	
	
	
	35 for resource #5

	
	
	
	
	36 for resource #6

	
	
	
	
	37 for resource #7

	powerControlOffset
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0

	Period (slots)
	TBD
	slot10
	n.a.
	n.a.

	Offset
	TBD
	TBD1
	n.a.
	n.a.

	qcl-InfoPeriodicCSI-RS
	TCI.State.0SSB#0
	TCI.State.0SSB#0
	n.a.
	n.a.

	
	
	TCI.State.1SSB#1
	
	

	frequencyDomainAllocation
	000001
	000001
	000001
	000001

	nrofPorts
	2
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	5 for resource #0
	TBD6 for resource #0
	TBD6 for resource #0
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	TBD10 for resource #1
	TBD10 for resource #1
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM

	density
	1
	3
	3
	3

	startingRB
	0
	0
	0
	0

	nrofRBs
	276
	276
	276
	276



[bookmark: _Toc535476139]A.3.14.2	TDD
Table A.3.14.2-1: CSI-RS Reference Measurement Channels for SCS=15kHz
	
	CSI-RS.1.1 TDD
	CSI-RS.1.2 TDD
	CSI-RS.1.3 TDD
	CSI-RS.1.4 TDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic

	Resource Set Config
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0

	repetition
	n.a.
	off
	off
	on

	aperiodicTriggeringOffset
	n.a.
	n.a.
	6
	6

	trs-Info
	n.a.
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	10 for resource #0
	20 for resource #0
	30 for resource #0

	
	
	
	
	31 for resource #1

	
	
	
	
	32 for resource #2

	
	
	
	
	33 for resource #3

	
	
	11 for resource #1
	21 for resource #1
	34 for resource #4

	
	
	
	
	35 for resource #5

	
	
	
	
	36 for resource #6

	
	
	
	
	37 for resource #7

	powerControlOffset
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0

	Period (slots)
	TBD
	slot10
	n.a.
	n.a.

	Offset
	TBD
	TBD1
	n.a.
	n.a.

	qcl-InfoPeriodicCSI-RS
	TCI.State.0SSB#0
	TCI.State.0SSB#0
	n.a.
	n.a.

	
	
	TCI.State.1SSB#1
	
	

	frequencyDomainAllocation
	000001
	000001
	000001
	000001

	nrofPorts
	2
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	5 for resource #0
	6 for resource #0TBD
	6 for resource #0TBD
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	10 for resource #1TBD
	10 for resource #1TBD
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM

	density
	1
	3
	3
	3

	startingRB
	0
	0
	0
	0

	nrofRBs
	276
	276
	276
	276



Table A.3.14.2-2: CSI-RS Reference Measurement Channels for SCS=30kHz
	
	CSI-RS.2.1 TDD
	CSI-RS.2.2 TDD
	CSI-RS.2.3 TDD
	CSI-RS.2.4 TDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic

	Resource Set Config
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0

	repetition
	n.a.
	off
	off
	on

	aperiodicTriggeringOffset
	n.a.
	n.a.
	6
	6

	trs-Info
	n.a.
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	10 for resource #0
	20 for resource #0
	30 for resource #0

	
	
	
	
	31 for resource #1

	
	
	
	
	32 for resource #2

	
	
	
	
	33 for resource #3

	
	
	11 for resource #1
	21 for resource #1
	34 for resource #4

	
	
	
	
	35 for resource #5

	
	
	
	
	36 for resource #6

	
	
	
	
	37 for resource #7

	powerControlOffset
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0

	Period (slots)
	TBD
	slot20
	n.a.
	n.a.

	Offset
	TBD
	TBD2
	n.a.
	n.a.

	qcl-InfoPeriodicCSI-RS
	TCI.State.0SSB#0
	TCI.State.0SSB#0
	n.a.
	n.a.

	
	
	TCI.State.1SSB#1
	
	

	frequencyDomainAllocation
	000001
	000001
	000001
	000001

	nrofPorts
	2
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	5 for resource #0
	6 for resource #0TBD
	6 for resource #0TBD
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	10 for resource #1TBD
	10 for resource #1TBD
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM

	density
	1
	3
	3
	3

	startingRB
	0
	0
	0
	0

	nrofRBs
	276
	276
	276
	276



Table A.3.14.2-3: CSI-RS Reference Measurement Channels for SCS=120kHz
	
	CSI-RS.3.1 TDD
	CSI-RS.3.2 TDD
	CSI-RS.3.3 TDD
	CSI-RS.3.4 TDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic

	Resource Set Config
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0

	repetition
	n.a.
	off
	off
	on

	aperiodicTriggeringOffset
	n.a.
	n.a.
	6
	6

	trs-Info
	n.a.
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	10 for resource #0
	20 for resource #0
	30 for resource #0

	
	
	
	
	31 for resource #1

	
	
	
	
	32 for resource #2

	
	
	
	
	33 for resource #3

	
	
	11 for resource #1
	21 for resource #1
	34 for resource #4

	
	
	
	
	35 for resource #5

	
	
	
	
	36 for resource #6

	
	
	
	
	37 for resource #7

	powerControlOffset
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0

	Period (slots)
	TBD
	slot80
	n.a.
	n.a.

	Offset
	TBD
	TBD8
	n.a.
	n.a.

	qcl-InfoPeriodicCSI-RS
	TCI.State.0SSB#0
	TCI.State.0SSB#0
	n.a.
	n.a.

	
	
	TCI.State.1SSB#1
	
	

	frequencyDomainAllocation
	000001
	000001
	000001
	000001

	nrofPorts
	2
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	5 for resource #0
	6 for resource #0TBD
	6 for resource #0TBD
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	10 for resource #1TBD
	10 for resource #1TBD
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM

	density
	1
	3
	3
	3

	startingRB
	0
	0
	0
	0

	nrofRBs
	276
	276
	276
	276



A.3.15	Angle of Arrival (AoA) for FR2 RRM test cases
This clause specifies the AoA setups for FR2 RRM test cases in section A.5 and A.7. The applicable AoA setup is defined in each test case in section A.5 and A.7.
[bookmark: _Toc535476141]A.3.15.1	Setup 1: Single AoA in Rx beam peak direction
There is only one active probe in the test. The DL signals, and noise if applicable, transmitted from the probe, are aligned to the UE Rx beam peak direction (as defined in 38.101-2 [19]).
A.3.15.2	Setup 2: Single AoA in non Rx beam peak direction
A.3.15.2.1 Setup 2a: Single AoA in non Rx beam peak direction without change in direction
There is only one active probe in the test. The DL signals, and noise if applicable, transmitted from the probe, align to a direction (AoA) which is from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in 38.101-2 Section 7.3.4 for each UE power class. The direction (AoA) of the signals shall not be changed between test iterations.
A.3.15.2.2. Setup 2b: Single AoA in non Rx beam peak direction with change in direction
There is only one active probe in the test. The DL signals, and noise if applicable, transmitted from the probe, align to a direction (AoA) which is from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in 38.101-2 Section 7.3.4 for each UE power class. For UE power class 3, the direction (AoA) of the signals shall be changed for each test iteration (for UE power classes other than 3, this is FFS).
A.3.15.3	Setup 3: 2 AoAs 
There are 2 active probes in the test. The DL signals, and noise if applicable, transmitted from the two active probes, align to directions (AoAs) which are from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in 38.101-2 Section 7.3.4 for each UE power class. The relative angular offset between the directions (AoAs) of the 2 active probes, shall be changed for each test iteration. The applicable set of relative angular offsets between the 2 active probes is given in Table 3.15.3-1 for each UE power class.  
Editor Note: If RAN5 finds the changing of angular offset between the directions (AoAs) of the 2 active probes per test iteration to be infeasible from the perspectives of EIS spherical coverage and other impacts, e.g.: testing time, then the test setup will be revised. 
Table 3.15.3-1: Set of relative anguler offsets between active probes for each power class
	UE Power class
	Relative angular offset between active probes

	1
	FFS

	2
	FFS

	3
	30°, 60°, 90°, 120° and 150°

	4
	FFS



A.3.16	TCI State Configuration
A.3.16.1	Introduction
This section provides the configuration for TCI sates with both SSB and CSI-RS. This section also provides the configuration for NZP-CSIRS resources to which the physical channels shall be QCL’d.
A.3.16.2	TCI states
Table A.3.16.2-1: TCI States
	Parameter
	TCI.State.0
	TCI.State.1
	TCI.State.2
	TCI.State.3

	tci-StateId
	Id0
	Id1
	Id2
	Id3

	qcl-Type1
	typeC
	typeC
	typeA
	typeA

	qcl-Type2Note1
	typeD
	typeD
	typeD
	typed

	referenceSignal
	SSB0
	SSB1
	CSI-RS0
	CSI-RS1

	Note 1: 	qcl-Type2 of typeD only where applicable. For RRM test cases, this will be only in FR2



Table A.3.16.2-2: NZP-CSI-RS Resources
	Parameter
	CSI-RS.Config.0
	CSI-RS.Config.1

	nzp-CSI-RS-ResourceId
	CSI-RSID0
	CSI-RSID0

	resourceMapping
	TBD
	TBD

	powerControlOffset
	0
	0

	scramblingID
	0
	0

	periodicityAndOffset
	Slots640
	Slots640

	qcl-InfoPeriodicCSI-RS
	Id0
	Id1



A.3.17	Configurations of CSI-RS for tracking 
A.3.17.1	Configuration of CSI-RS for tracking for FR1
A.3.17.1.1	FDD
Table A.3.17.1.1-1: CSI-RS for tracking for SCS=15kHz
	Parameter
	Unit
	Value

	Reference channel
	
	TRS.1.1 FDD

	Bandwidth
	
	BW of Active BWPNote

	SCS
	kHz
	15

	First subcarrier index in the PRB used for CSI-RS 
	
	k0=0 for CSI-RS resource 1,2,3,4

	First OFDM symbol in the PRB used for CSI-RS 
	
	l0 = 6 for CSI-RS resource 1 and 3
l0 = 10 for CSI-RS resource 2 and 4

	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4

	CDM Type
	
	‘No CDM’ for CSI-RS resource 1,2,3,4

	Density (ρ)
	
	3 for CSI-RS resource 1,2,3,4

	CSI-RS periodicity
	ms
	20 for CSI-RS resource 1,2,3,4

	CSI-RS offset
	slots
	10 for CSI-RS resource 1 and 2
11 for CSI-RS resource 3 and 4

	EPRE ratio to SSS
	dB
	-3

	Note: 	BW of TRS is configured same as the BW size of UE active BWP in the RRM test cases



Table A.3.17.1.1-2: CSI-RS for tracking for SCS=30kHz
	Parameter
	Unit
	Value

	Reference channel
	
	TRS.1.2 FDD

	Bandwidth
	
	BW of Active BWPNote

	SCS
	kHz
	30

	First subcarrier index in the PRB used for CSI-RS 
	
	k0=0 for CSI-RS resource 1,2,3,4

	First OFDM symbol in the PRB used for CSI-RS 
	
	l0 = 6 for CSI-RS resource 1 and 3
l0 = 10 for CSI-RS resource 2 and 4

	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4

	CDM Type
	
	‘No CDM’ for CSI-RS resource 1,2,3,4

	Density (ρ)
	
	3 for CSI-RS resource 1,2,3,4

	CSI-RS periodicity
	ms
	40 for CSI-RS resource 1,2,3,4

	CSI-RS offset
	slots
	20 for CSI-RS resource 1 and 2
21 for CSI-RS resource 3 and 4

	EPRE ratio to SSS
	dB
	-3

	Note: 	BW of TRS is configured same as the BW size of UE active BWP in the RRM test cases



A.3.17.1.2	TDD
Table A.3.17.1.2-1: CSI-RS for tracking for SCS=15kHz
	Parameter
	Unit
	Value

	Reference channel
	
	TRS.1.1 TDD

	Bandwidth
	
	BW of Active BWPNote

	SCS
	kHz
	15

	First subcarrier index in the PRB used for CSI-RS 
	
	k0=0 for CSI-RS resource 1,2,3,4

	First OFDM symbol in the PRB used for CSI-RS 
	
	l0 = 6 for CSI-RS resource 1 and 3
l0 = 10 for CSI-RS resource 2 and 4

	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4

	CDM Type
	
	‘No CDM’ for CSI-RS resource 1,2,3,4

	Density (ρ)
	
	3 for CSI-RS resource 1,2,3,4

	CSI-RS periodicity
	ms
	20 for CSI-RS resource 1,2,3,4

	CSI-RS offset
	slots
	10 for CSI-RS resource 1 and 2
11 for CSI-RS resource 3 and 4

	EPRE ratio to SSS
	dB
	-3

	Note: 	BW of TRS is configured same as the BW size of UE active BWP in the RRM test cases



Table A.3.17.1.2-2: CSI-RS for tracking for SCS=30kHz
	Parameter
	Unit
	Value

	Reference channel
	
	TRS.1.2 TDD

	Bandwidth
	
	BW of Active BWPNote

	SCS
	kHz
	30

	First subcarrier index in the PRB used for CSI-RS 
	
	k0=0 for CSI-RS resource 1,2,3,4

	First OFDM symbol in the PRB used for CSI-RS 
	
	l0 = 6 for CSI-RS resource 1 and 3
l0 = 10 for CSI-RS resource 2 and 4

	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4

	CDM Type
	
	‘No CDM’ for CSI-RS resource 1,2,3,4

	Density (ρ)
	
	3 for CSI-RS resource 1,2,3,4

	CSI-RS periodicity
	ms
	40 for CSI-RS resource 1,2,3,4

	CSI-RS offset
	slots
	20 for CSI-RS resource 1 and 2
21 for CSI-RS resource 3 and 4

	EPRE ratio to SSS
	dB
	-3

	Note: 	BW of TRS is configured same as the BW size of UE active BWP in the RRM test cases



A.3.17.2	Configuration of CSI-RS for tracking for FR2
A.3.17.2.1	TDD
Table A.3.17.2.1-1: CSI-RS for tracking for SCS=120kHz
	Parameter
	Unit
	Value

	Reference channel
	
	TRS.2.1 TDD

	Bandwidth
	
	BW of Active BWPNote

	SCS
	kHz
	120

	First subcarrier index in the PRB used for CSI-RS 
	
	k0=0 for CSI-RS resource 1,2,3,4

	First OFDM symbol in the PRB used for CSI-RS 
	
	l0 = 1 for CSI-RS resource 1 and 3
l0 = 5 for CSI-RS resource 2 and 4

	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4

	CDM Type
	
	‘No CDM’ for CSI-RS resource 1,2,3,4

	Density (ρ)
	
	3 for CSI-RS resource 1,2,3,4

	CSI-RS periodicity
	ms
	80 for CSI-RS resource 1,2,3,4

	CSI-RS offset
	slots
	40for CSI-RS resource 1 and 2
41 for CSI-RS resource 3 and 4

	EPRE ratio to SSS
	dB
	-3

	Note: 	BW of TRS is configured same as the BW size of UE active BWP in the RRM test cases



[bookmark: _Toc535476142]A.4	EN-DC tests with all NR cells in FR1
[bookmark: _Toc535476143]A.4.1	Void
[bookmark: _Toc535476144]A.4.2	Void
[bookmark: _Toc535476145]A.4.3	RRC_CONNECTED state mobility
[bookmark: _Toc535476146]A.4.3.1	Void
[bookmark: _Toc535476147]A.4.3.2	RRC Connection Mobility Control
[bookmark: _Toc535476148]A.4.3.2.1	Void
[bookmark: _Toc535476149][bookmark: _Toc535476152]A.4.3.2.2	Random Access
[bookmark: _Toc535476150]A.4.3.2.2.1	Contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in section A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.1.1-1. UE capble of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.1.1-2.
Table A.4.3.2.2.1.1-1: Supported test configurations for contention based random access test in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.1.1-2: General test parameters for contention based random access test in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 3,4
	
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 2
	Config 1,2
	
	FDD
	

	
	Config 3,4
	
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.1.2
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1,2
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 3,4
	
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	
SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is setto be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	
SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98 
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1,2
	dBm
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 3,4
	
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 1
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.1.2	Test Requirements
Contention based random access is triggered by not explicitly assigning a random access preamble via dedicated signalling in the downlink.
A.4.3.2.2.1.2.1	Random Access Preamble Transmission
To test the UE behavior specified in Subclause 6.2.2.2.1.1 the System Simulator shall receive the Random Access Preamble which belongs to one of the Random Access Preambles associated with the SSB with index 0, which has SS-RSRP above the configured rsrp-ThresholdSSB.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.1.2.2	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.1.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.1.2.3	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.1.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.1.2.4	Receiving a NACK on msg3an UL grant for msg3 retransmission
To test the UE behavior specified in subclause 6.2.2.2.1.4, the System Simulator shall NACK all UE msg3 provide an UL grant for msg3 retransmission following a successful Random Access Response.
The UE shall re-transmit the msg3 upon the reception of an UL grant for msg3 retransmission. a NACK on msg3 until the maximum number of HARQ re-transmissions is reached.
A.4.3.2.2.1.2.5	Reception of an Incorrect Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires unless the received message includes a UE Contention Resolution Identity MAC control element and the UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.
A.4.3.2.2.1.2.6	Reception of a Correct Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.
The UE shall send ACK if the Contention Resolution is successful.
A.4.3.2.2.1.2.7	Contention Resolution Timer expiry
To test the UE behavior specified in Subclause 6.2.2.2.1.6 the System Simulator shall not send a response to a msg3.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if the Contention Resolution Timer expires.
[bookmark: _Toc535476151]A.4.3.2.2.2	Non-contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in section A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.2.1-1. UE capble of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.2.1-2 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2).
Table A.4.3.2.2.2.1-1: Supported test configurations for non-contention based random access test in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 1 in FR1
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 3,4
	
	SSB pattern 2 in FR1
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	0,1
	Different from the definition in A.3.10

	CSI-RS Configuration
	Config 1,2
	
	N/A
	CSI-RS.1.1 FDD
	As defined in  A.3.1.4

	
	Config 3,4
	
	
	CSI-RS.2.1 TDD
	

	Duplex Mode for Cell 2
	Config 1,2
	
	FDD
	FDD
	

	
	Config 3,4
	
	TDD
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.1.2
	TDDConf.1.2
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1,2
	
	SR.1.1 FDD
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 3,4
	
	SR.2.1 TDD
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	
SSB with index 0
	

	dB
	3
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	-98
	

	
	
	Config 3,4
	
	-101
	-101
	

	
	

	dB
	3
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	-95
	

	
SSB with index 1
	

	dB
	-17
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98 
	-98 
	

	
	
	Config 3,4
	
	-101
	-101
	

	
	

	dB
	-17
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	-115
	

	Io Note 2
	Config 1,2
	dBm
	-65.3/9.36MHz
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 3,4
	
	-62.2/38.16MHz
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 2
	FR1 PRACH configuration 3
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.2.2	Test Requirements
Non-Contention based random access is triggered by explicitly assigning a random access preamble via dedicated signalling in the downlink. In the test, the non-contention based random access procedure is not initialized for Other SI requested from UE or beam failure recovery.
A.4.3.2.2.2.2.1	SSB-based Random Access Preamble Transmission
In Test-1, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for SSB-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with SSBs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the SSB with index 0.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the SSB with index 0, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-ssb-OccasionMaskIndex.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2.. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.2.2.2	CSI-RS-based Random Access Preamble Transmission
In Test-2, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for CSI-RS-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with CSI-RSs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the CSI-RS configured.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the CSI-RS configured, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-OccasionList.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.2.2.3	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.2.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.2.2.4	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.2.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window configured in RACH-ConfigCommon.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.

A.4.3.2.3	Void
[bookmark: _Toc535476153]A.4.4	Timing
[bookmark: _Toc535476154]A.4.4.1	UE transmit timing
[bookmark: _Toc535476155]A.4.4.1.1	NR UE Transmit Timing Test for FR1
[bookmark: _Toc535476156]A.4.4.1.1.1	Test Purpose and environment
The purpose of this test is to verify that the UE can follow frame timing change of the connected gNodeb and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2. Supported test configurations are shown in Table 4.4.1.1.1-1.
Table A.4.4.1.1.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	FDD, SSB SCS 15 KHz, data SCS 15KHz, BW 10MHz

	2
	TDD, SSB SCS 15 KHz, data SCS 15KHz, BW 10MHz

	3
	TDD, SSB SCS 30 KHz, data SCS 30KHz, BW 40MHz

	Note: The UE is only required to pass in one of the supported test configurations in FR1



For this test a single NR cell is used. Table A.4.4.1.1.1-2 defines the parameters to be configured and strength of the transmitted signals. The transmit timing is verified by the UE transmitting SRS using the configuration defined in Table A.4.4.1.1.1-3.
Table A.4.4.1.1.1-2: Cell Specific Test Parameters for UL Transmit Timing test
	Parameter
	Unit
	Config
	Test1
	Test2
	Band Group

	SSB ARFCN
	
	1,2,3
	Freq1
	Freq1
	

	Duplex Mode
	
	1
	FDD
	

	
	
	2,3
	TDD
	

	TDD configuration
	
	1`
	Not Applicable
	

	
	
	2
	TDDConf.1.1
	

	
	
	3
	TDDConf.1.2
	

	BWchannel
	MHz
	1
	10: NRB,c = 52
	

	
	
	2
	10: NRB,c = 52
	

	
	
	3
	40: NRB,c = 106
	

	Initial BWP Configuration
	
	1,2,3
	DLBWP.0.1
ULBWP.0.1
	

	Dedicated BWP Configuration
	
	1,2,3
	DLBWP.1.1
ULBWP.1.1
	

	DRx Cycle
	ms
	1,2,3
	N/A
	DRX.5Note5
	

	PDSCH Reference measurement channel
	
	1
	SR.1.1 FDD
	

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	CORESET Reference Channel
	
	1
	CR.1.1 FDD
	

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	OCNG Patterns
	
	1,2,3
	OCNG pattern 1
	

	SMTC configuration
	
	1,2
	FR1 pattern 1
	

	
	
	3
	FR1 pattern 2
	

	PDSCH/PDCCH subcarrier spacing
	kHz
	1,2
	15
	

	
	
	3
	30
	

	EPRE ratio of PSS to SSS
	dB
	1,23
	0
	0
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	dBm/15 kHz
	1,2,3
	-98
	-98
	

	
Note2
	dBm/SCS
	1,2
	-98
	-98
	

	
	
	3
	-95
	-95
	

	

	
	1,2,3
	3
	3
	

	

	
	1,2,3
	3
	3
	

	SS-RSRPNote3
	dBm/SCS
	1,2
	-95
	-95
	

	
	
	3
	-92
	-92
	

	IoNote3
	dBm/9.36MHz
	1,2
	-65.2
	-65.2
	

	
	dBm/38.1MHz
	3
	-59.2
	-59.2
	

	Propagation condition
	
	1,2,3
	AWGN
	

	SRS Config
	
	1,2,3
	Config1Note6
	Config2Note6
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	DRx related parameters are given in Table A.3.3.4-1
Note 6:	SRS configs are given in Table A.4.4.1.1.1-3



Table A.4.4.1.1.1-3: SRS Configuration for Timing Accuracy Test
	
	Field
	Config1
	Config 2
	Comments

	SRS-ResourceSet
	srs-ResourceSetId
	0
	0
	

	
	srs-ResourceIdList
	0
	0
	

	
	resourceType
	Periodic
	Periodic
	

	
	Usage
	Codebook
	Codebook
	

	
	SRS-ResourceSetId
	0
	0
	

	SRS-Resource
	nrofSRS-Ports
	Port1
	Port1
	

	
	transmissionComb 
	n2
	n2
	

	
	combOffset-n2
	0
	0
	

	
	cyclicShift-n2
	0
	0
	

	
	resourceMapping
startPosition
	0
	0
	

	
	resourceMapping
nrofSymbols	
	n1
	n1
	

	
	resourceMapping
repetitionFactor
	n1
	n1
	

	
	freqDomainPosition
	0
	0
	

	
	freqDomainShift
	0
	0
	

	
	freqHopping
c-SRS
	sl1
	sl1
	

	
	freqHopping
b-SRS
	0
	0
	

	
	freqHopping
b-hop
	0
	0
	

	
	groupOrSequenceHopping
	Neither
	Neither
	

	
	resourceType
	Periodic
	Periodic
	

	
	periodicityAndOffset-p
	sl1
	sl640
	Offset to align with DRx periodicity 

	
	sequenceId
	0
	0
	Any 10 bit number


[bookmark: _Toc535476157]
A.4.4.1.1.2	Test requirements
The test sequence shall be carried out in RRC_CONNECTED for every test case.
Following will be the test sequence for this test
1)	Set up E-UTRA PCell according to parameters given in Table A.3.7.2.1-1 and setup NR PSCell according to parameters given in Table A.4.4.1.1.1-1.
[bookmark: _Hlk521604672]2)	After connection set up with the cell, the test equipment will verify that the timing of the NR cell is within (NTA + NTA_offset) ± Te of the first detected path of DL SSB.
a.	The NTA offset value (in Tc units) is 25600 for FR1 and 13792 for FR2
b.	The Te values depend on the DL and UL SCS for which the test is being run and are given in Table 7.1.2-1
3)	The test system shall adjust the timing of the DL path by values given in Table A.4.4.1.1.2-1
Table A.4.4.1.1.2-1: Adjustment Value for DL Timing
	SCS of SSB signals (KHz)
	Adjustment Value

	
	Test1
	Test2

	15
	+64*64Tc
	+32*64Tc

	30
	+32*64Tc
	+16*64Tc

	120
	+16*64Tc
	+8*64Tc

	240
	+8*64Tc
	+4*64Tc



4)	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in Section 7.1.2 Table 7.1.2-3. This will only be done for Test1.
5)	The test system shall verify that the UE transmit timing offset stays within (NTA + NTA_offset) ± Te of the first detected path of DL SSB. For Test 2 and Test 4 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment.
[bookmark: _Toc535476158]A.4.4.2	UE timer accuracy
[bookmark: _Toc535476159]A.4.4.3	Timing advance
[bookmark: _Toc535476160]A.4.4.3.1	EN-DC FR1 timing advance adjustment accuracy
[bookmark: _Toc535476161]A.4.4.3.1.1	Test Purpose and Environment
The purpose of the test is to verify UE Timing Advance adjustment delay and accuracy requirement defined in clause 7.3.
[bookmark: _Toc535476162]A.4.4.3.1.2	Test Parameters
Supported test configurations are shown in table A.4.4.3.1.2-1. Both timing advance adjustment delay and accuracy are tested by using the parameters in table A.4.4.3.1.2-2, A.4.4.3.1.2-3 and A.4.4.3.1.2-4. The configuration of Cell 1 (LTE PCell) is specified in section A.3.7.2.1.
In all test cases, two cells are used. Cell 1 is the PCell in the primary Timing Advance Group (pTAG) and cell 2 is the PSCell is in the secondary Timing Advance Group (sTAG). Each test consists of two successive time periods, with time duration of T1 and T2 respectively. In each time period, timing advance commands for sTAG are sent to the UE and Sounding Reference Signals (SRS), as specified in table A.4.4.3.1.2-3, are sent from the UE and received by the test equipment. By measuring the reception of the SRS, the transmit timing, and hence the timing advance adjustment accuracy, can be measured for PSCell in sTAG.
During time period T1, the test equipment shall send one message with a Timing Advance Command MAC Control Element for sTAG, as specified in Clause 6.1.3.4 in TS 38.321 [7]. The Timing Advance Command value shall be set to 31, which according to Clause 4.2 in TS 38.213 results in zero adjustment of the Timing Advance. In this way, a reference value for the timing advance for sTAG used by the UE is established.
During time period T2, the test equipment shall send a sequence of messages with Timing Advance Command MAC Control Elements for sTAG, with Timing Advance Command value specified in table A.4.4.3.1.2-2. This value shall result in changes of the timing advance for sTAG used by the UE, and the accuracy of the change shall then be measured, using the SRS sent from the UE.
As specified in Clause 7.3.2.1, the UE adjusts its uplink timing at slot n+k for a timing advance command received in slot n. This delay must be taken into account when measuring the timing advance adjustment accuracy, via the SRS sent from the UE.
The UE Time Alignment Timer, described in Clause 5.2 in TS 38.321, shall be configured so that it does not expire in the duration of the test.
Table A.4.4.3.1.2-1: Timing advance supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.4.4.3.1.2-2: General test parameters for timing advance
	Parameter
	Unit
	Value
	Comment

	RF channel number
	
	Cell 1: 1
Cell 2: 2
	1 for E-UTRAN PCell
2 for NR PSCell

	Initial DL BWP
	
	DLBWP.0.1
	As specified in Table A.3.9.2.1-1

	Dedicated DL BWP
	
	DLBWP.1.1
	As specified in Table A.3.9.2.2-1

	Initial UL BWP
	
	ULBWP.0.1
	As specified in Table A.3.9.3.1-1

	Dedicated UL BWP
	
	ULBWP.1.1
	As specified in Table A.3.9.3.2-1

	Timing Advance Command (TA) value during T1
	
	31
	NTA_new = NTA_old  for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	NTA_new = NTA_old  + 8192*Tc (based on equation in TS 38.213 [3] section 4.2)

	T1
	s
	5
	

	T2
	s
	5
	



Table A.4.4.3.1.2-3: Cell specific test parameters for timing advance
	Parameter
	Unit
	Test1

	
	
	T1
	T2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	BWP BW
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	Config 1,2,4,5
	
	SMTC.1 FR1

	
	Config 3,6
	
	SMTC.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 kHz

	
	Config 3,6
	
	30 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 kHz

	
	Config 3,6
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2,4,5
	
dBm/SCS
	-98

	
	Config 3,6
	
	-95

	

	dB
	3

	

	dB
	3

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-67.57

	
	Config 3,6
	dBm/
38.16MHz
	-62.58

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.4.4.3.1.2-4: Sounding Reference Symbol Configuration for timing advance
	Field
	Value
	Comment

	c-SRS
	Config 1,2,4,5
	12
	Frequency hopping is disabled

	
	Config 3,6
	24
	

	b-SRS
	0
	

	b-hop
	0
	

	freqDomainPosition
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	

	groupOrSequenceHopping
	neither
	No group or sequence hopping

	SRS-PeriodicityAndOffset
	sl5=0
	Once every 5 slots

	pathlossReferenceRS
	ssb-Index=0
	SSB #0 is used for SRS path loss estimation

	usage
	nonCodebook
	Non-codebook based UL transmission

	startPosition
	0
	resourceMapping setting. SRS on last symbol of slot, and 1symbols for SRS without repetition.

	nrofSymbols
	n1
	

	repetitionFactor
	n1
	

	combOffset-n2
	0
	transmissionComb setting

	cyclicShift-n2
	0
	

	nrofSRS-Ports
	port1
	Number of antenna ports used for SRS transmission

	Note:	For further information see clause 6.3.2 in TS 38.331 [2].



[bookmark: _Toc535476163]A.4.4.3.1.3	Test Requirements
The UE shall apply the signalled Timing Advance value for PSCell in sTAG to the transmission timing at the designated activation time i.e. k+1 slots after the reception of the timing advance command, where:
k = 4 for Config 1, 2, 4, 5, and
k = 7 for Config 3, 6
The Timing Advance adjustment accuracy for PSCell in sTAG shall be within the limits specified in clause 7.3.2.2.
The rate of correct Timing Advance adjustments observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476164]A.4.5	Signaling characteristics
[bookmark: _Toc535476165]A.4.5.1	Radio link Monitoring
In the following section, any uplink signal transmitted by the UE is used for detecting the In-/Out-of-Sync state of the UE. In terms of measurement, the uplink signal is verified on the basis of the UE output power:
For intra-band contiguous carrier aggregation, transmit OFF power is measured as the mean power per component carrier.
For UE with multiple transmit antennas, transmit OFF power is measured as the mean power at each transmit connector.
-	UE output power higher than Transmit OFF power [-50] dBm (as defined in TS 38.101-3 [20]) means uplink signal
-	UE output power equal to or less than Transmit OFF power [-50] dBm (as defined in TS 38.101-3 [20]) means no uplink signal.
[bookmark: _Toc535476166]A.4.5.1.1	Radio Link Monitoring Out-of-sync Test for FR1 PSCell configured with SSB-based RLM RS in non-DRX mode
[bookmark: _Toc535476167]A.4.5.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell. This test will partly verify the FR1 PSCell radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.4.5.1.1.1-1. The test parameters are given in Tables A.4.5.1.1.1-2, A.4.5.1.1.1-3, and A.4.5.1.1.1-4 below. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-1. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.4.5.1.1.1-1 shows the variation of the downlink SNR in the active Cell 2 to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. The UE is configured to perform inter-frequency measurements using Gap Pattern ID #0 (40ms) in test 1.
Table A.4.5.1.1.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 KHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 KHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 KHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 KHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 KHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 KHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.1.1-2: General test parameters for FR1 out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2, 5
	
	10: NRB,c = 52

	
	Config 3, 6
	
	40: NRB,c = 106 

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	PRACH Configuration 
	Config 1, 2, 4, 5
	
	Table A.3.8.2.4-1

	
	Config 3, 6
	
	Table A.3.8.2.4-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration 
	Config 1, 4
	
	[CSI-RS.1.3 FDD]

	
	Config 2, 5
	
	[CSI-RS.1.3 TDD]

	
	Config 3, 6
	
	[CSI-RS.2.3 TDD]

	T1
	s
	1

	T2
	s
	0.6

	T3
	s
	0.6

	D1
	s
	0.44

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.1.1.1-3: Cell specific test parameters for FR1 (Cell 2) for out-of-sync radio link monitoring tests in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	


0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR
	Config 1, 4
	dB
	1
	-7
	-15
	-4.5
	1

	
	Config 2, 5
	
	1
	-7
	-15
	-4.5
	1

	
	Config 3, 6
	
	1
	-7
	-15
	-4.5
	1

	

	Config 1, 4
	dBm/15 KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.



Table A.4.5.1.1.1-4: Measurement gap configuration for out-of-sync tests in non-DRX mode
	Field
	Test 1

	
	Value

	gapOffset
	0

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap).



[image: ]
Figure A.4.5.1.1.1-1: SNR variation for out-of-sync testing

[bookmark: _Toc535476168]A.4.5.1.1.2	Test Requirements
The UE behavior in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The UE shall stop transmitting uplink signal no later than time point C (D1 second after the start of the time duration T3).
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476169]A.4.5.1.2	Radio Link Monitoring In-sync Test for FR1 PSCell configured with SSB-based RLM RS in non-DRX mode
[bookmark: _Toc535476170]A.4.5.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell. This test will partly verify the FR1 PSCell radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.4.5.1.2.1-1. The test parameters are given in Tables A.4.5.1.2.1-2, and A.4.5.1.2.1-3 below. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-1. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.1.2.1-1 shows the variation of the downlink SNR in the active Cell 2 to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms.
Table A.4.5.1.2.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 KHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 KHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 KHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 KHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 KHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 KHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.2.1-2: General test parameters for FR1 in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2, 5
	
	10: NRB,c = 52

	
	Config 3, 6
	
	40: NRB,c = 106 

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	PRACH Configuration 
	Config 1, 2, 4, 5
	
	Table A.3.8.2.4-1

	
	Config 3, 6
	
	Table A.3.8.2.4-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	

In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	2000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration 
	Config 1, 4
	
	[CSI-RS.1.3 FDD]

	
	Config 2, 5
	
	[CSI-RS.1.3 TDD]

	
	Config 3, 6
	
	[CSI-RS.2.3 TDD]

	T1
	s
	0.5

	T2
	s
	0.4

	T3
	s
	1.46

	T4
	s
	0.4

	T5
	s
	1

	D1
	s
	0.42

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.1.2.1-3: Cell specific test parameters for FR1 (Cell 2) for in-sync radio link monitoring tests in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	


0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR
	Config 1, 4
	dB
	1
	-7
	-15
	-4.5
	1

	
	Config 2, 5
	
	1
	-7
	-15
	-4.5
	1

	
	Config 3, 6
	
	1
	-7
	-15
	-4.5
	1

	

	Config 1, 4
	dBm/15 KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in Figure A.4.5.1.2.1-1.
Note 5:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 and T4 is modified as specified in section A.3.6.



Table A.4.5.1.2.1-4: Void
[image: ]
Figure A.4.5.1.2.1-1: SNR variation for in-sync testing

[bookmark: _Toc535476171]A.4.5.1.2.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476172]A.4.5.1.3	Radio Link Monitoring Out-of-sync Test for FR1 PSCell configured with SSB-based RLM RS in DRX mode
[bookmark: _Toc535476173]A.4.5.1.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell when DRX is used. This test will partly verify the FR1 radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.4.5.1.3.1-1. The test parameters are given in Tables A.4.5.1.3.1-2 and A.4.5.1.3.1-3. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-1. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.4.5.1.3.1-1 shows the variation of the downlink SNR in the active Cell 2 to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CSI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.4.5.1.3.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 KHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 KHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 KHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 KHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 KHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 KHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.3.1-2: General test parameters for FR1 out-of-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2, 5
	
	10: NRB,c = 52

	
	Config 3, 6
	
	40: NRB,c = 106 

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	PRACH Configuration 
	Config 1, 2, 4, 5
	
	Table A.3.8.2.4-1

	
	Config 3, 6
	
	Table A.3.8.2.4-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX Configuration
	
	[DRX.4]

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration
	Config 1, 4
	
	[CSI-RS.1.3 FDD]

	
	Config 2, 5
	
	[CSI-RS.1.3 TDD]

	
	Config 3, 6
	
	[CSI-RS.2.3 TDD]

	T1
	s
	41

	T2
	s
	37

	T3
	s
	37

	D1
	s
	2.446.44

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.1.3.1-3: Cell specific test parameters for FR1 (Cell 2) for out-of-sync radio link monitoring tests in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	

0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR
	Config 1, 4
	dB
	1
	-7
	-15

	
	Config 2, 5
	
	1
	-7
	-15

	
	Config 3, 6
	
	1
	-7
	-15

	

	Config 1, 4
	dBm/15KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in Figure A.4.5.1.3.1-1.
Note 5:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.



Table A.4.5.1.3.1-4: Void
Table A.4.5.1.3.1-5: Void
[image: ]
Figure A.4.5.1.3.1-1: SNR variation for out-of-sync testing

[bookmark: _Toc535476174]A.4.5.1.3.2	Test Requirements
The UE behavior in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The UE shall stop transmitting uplink signal no later than time point C (D1 second after the start of the time duration T3).
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Hlk531780891][bookmark: _Toc535476175]A.4.5.1.4	Radio Link Monitoring In-sync Test for FR1 PSCell configured with SSB-based RLM RS in DRX mode
[bookmark: _Toc535476176]A.4.5.1.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell when DRX is used. This test will partly verify the FR1 radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.4.5.1.4.1-1. The test parameters are given in Tables A.4.5.1.4.1-2, and A.4.5.1.4.1-3. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-1. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.1.4.1-1 shows the variation of the downlink SNR in the active Cell 2 to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CSI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.4.5.1.4.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 KHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 KHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 KHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 KHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 KHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 KHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.4.1-2: General test parameters for FR1 in-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2, 5
	
	10: NRB,c = 52

	
	Config 3, 6
	
	40: NRB,c = 106 

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.4-1

	
	Config 3, 6
	
	Table A.3.8.2.4-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	

In sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	Out of sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX Configuration 
	
	Table A.3.3.3-1

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	2000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration 
	Config 1, 4
	
	[CSI-RS.1.3 FDD]

	
	Config 2, 5
	
	[CSI-RS.1.3 TDD]

	
	Config 3, 6
	
	[CSI-RS.2.3 TDD]

	T1
	s
	4

	T2
	s
	1.6

	T3
	s
	1.36

	T4
	s
	0.4

	T5
	s
	1.4

	D1
	s
	1

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test. 



Table A.4.5.1.4.1-3: Cell specific test parameters for FR1 (Cell 2) for in-sync radio link monitoring tests in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	

0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR
	Config 1, 4
	dB
	1
	-7
	-15
	-4.5
	1

	
	Config 2, 5
	
	1
	-7
	-15
	-4.5
	1

	
	Config 3, 6
	
	1
	-7
	-15
	-4.5
	1

	

	Config 1, 4
	dBm/15 KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in Figure A.4.5.1.4.1-1.
Note 5:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 and T4 is modified as specified in section A.3.6.



Table A.4.5.1.4.1-4: Void
Table A.4.5.1.4.1-5: Void
[image: ]
Figure A.4.5.1.4.1-1: SNR variation for in-sync testing

[bookmark: _Toc535476177]A.4.5.1.4.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476178]A.4.5.1.5	EN-DC Radio Link Monitoring Out-of-sync Test for FR1 PSCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476179]A.4.5.1.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR1 PSCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.4.5.1.5.1-1, A.4.5.1.5.1-2, and A.4.5.1.5.1-3 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.4.5.1.5.1-1 shows the variation of the downlink SNR in the E-UTRAN PCell and the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [5] or [10] ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms).
Table A.4.5.1.5.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



[bookmark: _Hlk525055934]Table A.4.5.1.5.1-2: General test parameters for FR1 PSCell for CSI-RS out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.1.2

	CORESET Reference Channel
	Config 1, 4
	
	CR. 1.1 FDD

	
	Config 2, 5
	
	CR. 1.1 TDD

	
	Config 3, 6
	
	CR. 2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	csi-RS-Index assigned as RLM RS
	
	[0]

	OCNG parameters
	
	OCNG pattern 1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	*[gp0]

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	NZP CSI-RS configuration 
	
	[ResourceId 1]

	ZP CSI-RS configuation 
	
	TBD

	CSI-IM configuration 
	
	TBD

	Periodic CSI reporting
	
	PUCCH

	CSI reporting periodicity
	Config 1, 2, 4, 5
	slot
	[5] 

	
	Config 3, 6
	
	[10]

	T1
	s
	1

	T2
	s
	0.4

	T3
	s
	[0.6]

	D1
	s
	[0.24]

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test. 



[bookmark: _Hlk4426050]Table A.4.5.1.5.1-3: Cell specific test parameters for FR1 for CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	

0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR
	Config 1, 4
	dB
	TBD
	TBD
	TBD

	
	Config 2, 5
	
	TBD
	TBD
	TBD

	
	Config 3, 6
	
	TBD
	TBD
	TBD

	

	Config 1, 4
	dBm/15KHz
	[-98]

	
	Config 2, 5
	
	[-98]

	
	Config 3, 6
	
	[-98]

	Propagation condition
	
	[TDL-C 300ns 100Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.1.5.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



[bookmark: _Hlk4426067]Table A.4.5.1.5.1-3A: Measurement gap configuration for FR1 CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Field
	Test 1

	
	Value

	gapOffset
	[0]

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap)



[bookmark: _Hlk4426855]Table A.4.5.1.5.1-4: NZP-CSI-RS resource configuration for FR1 CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1:	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.4.5.1.5.1-1





Figure A.4.5.1.5.1-1: SNR variation for CSI-RS out-of-sync testing

[bookmark: _Toc535476180]A.4.5.1.5.2	Test Requirements
The UE behaviour during time durations T1, T2, and T3 shall be as follows:
During time durations T1, T2 and T3, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1 (E-UTRAN PCell).
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 (PSCell) at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
The UE shall stop transmitting uplink signal in Cell 2 (PSCell) no later than time point C (D1 = [TBD] ms after the start of the time duration T3) on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476181]A.4.5.1.6	EN-DC Radio Link Monitoring In-sync Test for FR1 PSCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476182]A.4.5.1.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR1 PSCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.4.5.1.6.1-1, A.4.5.1.6.1-2, A.4.5.1.6.1-3, A.4.5.1.6.1-4, A.4.5.1.6.1-5, and A.4.5.1.6.1-6 below. There are two cells, cell 1which is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.1.6.1-1 shows the variation of the downlink SNR in the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [5] or [10] ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements without gaps.
Table A.4.5.1.6.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.6.1-2: General test parameters for FR1 PSCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.1.2

	CORESET Reference Channel
	Config 1, 4
	
	CR. 1.1 FDD

	
	Config 2, 5
	
	CR. 1.1 TDD

	
	Config 3, 6
	
	CR. 2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	csi-RS-Index assigned as RLM RS
	
	[0]

	OCNG parameters
	
	OCNG pattern 1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	

In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	[N.A.]

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	NZP CSI-RS configuration 
	
	[ResourceId 1]

	ZP CSI-RS configuation 
	
	TBD

	CSI-IM configuration 
	
	TBD

	Periodic CSI reporting
	
	PUCCH

	CSI reporting periodicity
	Config 1, 2, 4, 5
	slot
	[5] 

	
	Config 3, 6
	
	[10]

	T1
	s
	1

	T2
	s
	0.4

	T3
	s
	[0.6]

	D1
	s
	[0.24]

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.1.6.1-3: Cell specific test parameters for FR1 for CSI-RS in-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	

0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR
	Config 1, 4
	dB
	TBD
	TBD
	TBD

	
	Config 2, 5
	
	TBD
	TBD
	TBD

	
	Config 3, 6
	
	TBD
	TBD
	TBD

	

	Config 1, 4
	dBm/15KHz
	[-98]

	
	Config 2, 5
	
	[-98]

	
	Config 3, 6
	
	[-98]

	Propagation condition
	
	[TDL-C 300ns 100Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.1.6.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.4.5.1.6.1-3A: Measurement gap configuration for FR1 CSI-RS in-sync radio link monitoring in non-DRX mode
	Field
	Test 4

	
	Value

	gapOffset
	[0]

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap)



Table A.4.5.1.6.1-4: NZP-CSI-RS resource configuration for FR1 CSI-RS in-sync radio link monitoring in non-DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1:	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.4.5.1.6.1-1



[image: ]
Figure A.4.5.1.6.1-1: SNR variation for CSI-RS in-sync testing

[bookmark: _Toc535476183]A.4.5.1.6.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (T6 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476184]A.4.5.1.7	EN-DC Radio Link Monitoring Out-of-sync Test for FR1 PSCell configured with CSI-RS-based RLM in DRX mode
[bookmark: _Toc535476185]A.4.5.1.7.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR1 PSCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.4.5.1.7.1-1, A.4.5.1.7.1-2, and A.4.5.1.7.1-3 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.4.5.1.7.1-1 shows the variation of the downlink SNR in the E-UTRAN PCell and the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [5] or [10] ms. In the test, DRX configuration is enabled in PSCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. The UE is configured to perform inter-frequency measurements without gap.
Table A.4.5.1.7.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.7.1-2: General test parameters for FR1 PSCell for CSI-RS out-of-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.1.2

	CORESET Reference Channel
	Config 1, 4
	
	CR. 1.1 FDD

	
	Config 2, 5
	
	CR. 1.1 TDD

	
	Config 3, 6
	
	CR. 2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	csi-RS-Index assigned as RLM RS
	
	[0]

	OCNG parameters
	
	OCNG pattern 1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	640

	Gap pattern ID 
	
	[N.A.]

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	NZP CSI-RS configuration 
	
	[ResourceId 1]

	ZP CSI-RS configuation 
	
	TBD

	CSI-IM configuration 
	
	TBD

	Periodic CSI reporting
	
	PUCCH

	CSI reporting periodicity
	Config 1, 2, 4, 5
	slot
	[5] 

	
	Config 3, 6
	
	[10]

	T1
	s
	1

	T2
	s
	0.4

	T3
	s
	[0.6]

	D1
	s
	[0.24]

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.1.7.1-3: Cell specific test parameters for FR1 for CSI-RS out-of-sync radio link monitoring in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	

0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR
	Config 1, 4
	dB
	TBD
	TBD
	TBD

	
	Config 2, 5
	
	TBD
	TBD
	TBD

	
	Config 3, 6
	
	TBD
	TBD
	TBD

	

	Config 1, 4
	dBm/15KHz
	[-98]

	
	Config 2, 5
	
	[-98]

	
	Config 3, 6
	
	[-98]

	Propagation condition
	
	[TDL-C 300ns 100Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.1.7.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



[bookmark: _Hlk4420408]Table A.4.5.1.7.1-3A: Measurement gap configuration for FR1 CSI-RS out-of-sync radio link monitoring in DRX mode
	Field
	Test 6

	
	Value

	gapOffset
	[0]

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap)



Table A.4.5.1.7.1-4: NZP-CSI-RS resource configuration for FR1 CSI-RS out-of-sync radio link monitoring in DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1:	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.4.5.1.7.1-1



Table A.4.5.1.7.1-5: DRX-Configuration for FR1 CSI-RS out-of-sync radio link monitoring in DRX mode.
	Field
	Test 1

	
	Value

	drx-onDurationTimer
	[ms6]

	drx-InactivityTimer
	[ms1]

	drx-RetransmissionTimerDL
	[sl1]

	drx-RetransmissionTimerUL
	[sl1]

	longDRX-CycleStartOffset
	[ms640]

	shortDRX
	disable



Table A.4.5.1.7.1-6: TimeAlignmentTimer -Configuration for FR1 CSI-RS out-of-sync radio link monitoring in DRX mode.
	Field
	Test 1

	
	Value

	TimeAlignmentTimer
	infinity

	periodicityAndOffset in SchedulingRequestResourceConfig
	Config 1, 2, 4, 5
	[sl5]

	
	Config 3, 6
	[sl10]





Figure A.4.5.1.7.1-1: SNR variation for CSI-RS out-of-sync testing

[bookmark: _Toc535476186]A.4.5.1.7.2	Test Requirements
The UE behaviour during time durations T1, T2, and T3 shall be as follows:
During time durations T1, T2 and T3, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1 (E-UTRAN PCell).
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 (PSCell) at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
The UE shall stop transmitting uplink signal in Cell 2 (PSCell) no later than time point C (D1 = [TBD] ms after the start of the time duration T3) on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476187]A.4.5.1.8	EN-DC Radio Link Monitoring In-sync Test for FR1 PSCell configured with CSI-RS-based RLM in DRX mode
[bookmark: _Toc535476188]A.4.5.1.8.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR1 PSCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.4.5.1.8.1-1, A.4.5.1.8.1-2, A.4.5.1.8.1-3 and A.4.5.1.8.1-4 below. There are two cells, cell 1which is the E-UTRAN PCell, and cell 2 is the NR PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.1.8.1-1 shows the variation of the downlink SNR in the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [5] or [10] ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms).
Table A.4.5.1.8.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.8.1-2: General test parameters for FR1 PSCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 8

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.1.2

	CORESET Reference Channel
	Config 1, 4
	
	CR. 1.1 FDD

	
	Config 2, 5
	
	CR. 1.1 TDD

	
	Config 3, 6
	
	CR. 2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	csi-RS-Index assigned as RLM RS
	
	[0]

	OCNG parameters
	
	OCNG pattern 1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	

In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	640

	Gap pattern ID 
	
	*[gp0]

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	NZP CSI-RS configuration 
	
	[ResourceId 0]

	ZP CSI-RS configuation 
	
	TBD

	CSI-IM configuration 
	
	TBD

	Periodic CSI reporting
	
	PUCCH

	CSI reporting periodicity
	Config 1, 2, 4, 5
	slot
	[5] 

	
	Config 3, 6
	
	[10]

	T1
	s
	1

	T2
	s
	0.4

	T3
	s
	[0.6]

	D1
	s
	[0.44]

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test. 



Table A.4.5.1.8.1-3: Cell specific test parameters for FR1 for CSI-RS in-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	

0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR
	Config 1, 4
	dB
	TBD
	TBD
	TBD

	
	Config 2, 5
	
	TBD
	TBD
	TBD

	
	Config 3, 6
	
	TBD
	TBD
	TBD

	

	Config 1, 4
	dBm/15KHz
	[-98]

	
	Config 2, 5
	
	[-98]

	
	Config 3, 6
	
	[-98]

	Propagation condition
	
	[TDL-C 300ns 100Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.1.8.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.4.5.1.8.1-3A: Measurement gap configuration for FR1 CSI-RS in-sync radio link monitoring in non-DRX mode
	Field
	Test 8

	
	Value

	gapOffset
	[0]

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap)



Table A.4.5.1.8.1-4: NZP-CSI-RS resource configuration for FR1 CSI-RS in-sync radio link monitoring in non-DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1:	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.4.5.1.8.1-1



Table A.4.5.1.8.1-5: DRX-Configuration for FR1 CSI-RS in-sync radio link monitoring in DRX mode.
	Field
	Test 1

	
	Value

	drx-onDurationTimer
	[ms6]

	drx-InactivityTimer
	[ms1]

	drx-RetransmissionTimerDL
	[sl1]

	drx-RetransmissionTimerUL
	[sl1]

	longDRX-CycleStartOffset
	[ms40]

	shortDRX
	disable



Table A.4.5.1.8.1-6: TimeAlignmentTimer -Configuration for FR1 CSI-RS in-sync radio link monitoring in DRX mode.
	Field
	Test 1

	
	Value

	TimeAlignmentTimer
	infinity

	periodicityAndOffset in SchedulingRequestResourceConfig
	Config 1, 2, 4, 5
	[sl5]

	
	Config 3, 6
	[sl10]



[image: ]
Figure A.4.5.1.8.1-1: SNR variation for CSI-RS in-sync testing

[bookmark: _Toc535476189]A.4.5.1.8.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (T6 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476190]A.4.5.2	Interruption
[bookmark: _Toc383691579][bookmark: _Toc535476194]A.4.5.2.1	E-UTRAN – NR FR1 interruptions at transitions between active and non-active during DRX in synchronous EN-DC 
[bookmark: _Toc383691580]A.4.5.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that when LTE PCell is in DRX and NR PSCell is in non-DRX, NR PSCell interruptions due to transitions from active to non-active and from non-active to active during LTE PCell DRX the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for NR PSCell in EN-DC specified in TS38.133 section 8. 2.1.2. Supported test configurations are shown in table A.4.5.2.1.1-1.
The general test parameters and NR cell specific test parameters are given in Table A.4.5.2.1.1-2 and A.4.5.2.1.1-3. The E-UTRAN PCell DRX configuration parameters are given in Table A.4.5.2.1.1-4 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-1. In the test there are two cells: Cell1 and Cell2. Cell1 is LTE PCell  and Cell2 is NR FR1 PSCell . The test consists of one time period, with duration of T1. During T1, NR PSCell is continuously scheduled in DL while LTE PCell is not scheduled and has DRX configured. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell1 and Cell2. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. Prior to start of T1 the DRX inactivity timer for the LTE PCell has already expired. During T1 the UE shall be continuously scheduled on NR PSCell while not scheduled on LTE PCell. CORESET indicating a new transmission on PSCell shall be sent continuously during the whole time duration to ensure UE would not enter DRX state on PSCell.
Table A.4.5.2.1.1-1: Interruption at transitions between active and non-active during DRX supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.2.1.1-2: General test parameters for E-UTRAN – NR FR1 interruptions at transitions between active and non-active during DRX in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and the other is NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to cell1 and cell 2

	DRX
	
	ON
	DRX related parameters are defined in Table A.4.5.2.1.1-3

	Measurement gap pattern Id
	
	OFF
	

	T1
	s
	10
	



Table A.4.5.2.1.1-3: NR cell specific test parameters for E-UTRAN – NR FR1 interruptions at transitions between active and non-active during DRX in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	Initial BWP Configuration
	Config 1,4
	
	DLBWP.0

	
	Config 2,5
	
	DLBWP.0

	
	Config 3,6
	
	DLBWP.0

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	PDCCH CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR2.1 TDD

	OCNG Patterns
	
	OP.1

	SMTC Configuration
	
	SMTC.1

	TCI state
	
	TCI.State.0

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	dBm/15 kHz
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-57.9

	
	Config 3,6
	dBm/
38.16MHz
	-51.8

	Time offset to cell1 Note 4
	s
	33

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for Noc to be fulfilled.
Note 3: 	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselvess.
Note 4:	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell at the UE antenna connector including time alignment error between the two cells



Table A.4.5.2.1.1-4: E-UTRAN PCell DRX-Configuration for E-UTRAN - NR FR1 interruption at transitions between active and non-active during DRX in synchronous DC
	Field
	Cell1
	Comment

	
	Value
	

	onDurationTimer
	psf1
	As specified in clause 6.3.2 in TS 36.331

	drx-InactivityTimerNote 1
	psf1
	

	drx-RetransmissionTimer
	psf1
	

	longDRX-CycleStartOffset
	Sf160
	

	shortDRX
	disable
	

	Note 1:	UE is continuously scheduled in NR PSCell



A.4.5.2.1.2	Test Requirements
The UE shall be continuously scheduled in NR PSCell during the entire length of T1. UE shall not be scheduled in LTE PCell during T1. During the time duration T1 the UE shall transmit at least 99% of ACK/NACK on NR PSCell.
Interruption on NR PSCell shall not exceed X as defined in Table A.4.5.2.1.2-1.
Table A.4.5.2.1.2-1: Interruption length X at transition between active and non-active during DRX
	[image: ]
	NR Slot length (ms)
	Interruption length X 

	
	
	Sync

	0
	1
	1

	1
	0.5
	1



The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476197]A.4.5.2.2	E-UTRAN – NR FR1 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
A.4.5.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that when LTE PCell is in DRX and NR PSCell is in non-DRX, NR PSCell interruptions due to transitions from active to non-active and from non-active to active during LTE PCell DRX the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for NR PSCell in EN-DC specified in TS 38.133 section 8.2.1.2. Supported test configurations are shown in table A.4.5.2.2.1-1.
The general test parameters and NR cell specific test parameters are given in Table A.4.5.2.2.1-2 and A.4.5.2.2.1-3. The E-UTRAN PCell DRX configuration parameters are given in Table A.4.5.2.2.1-4 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-1. In the test there are two cells: Cell1 and Cell2. Cell1 is LTE PCell and Cell2 is NR FR1 PSCell . The test consists of one time period, with duration of T1. During T1, NR PSCell is continuously scheduled in DL while LTE PCell is not scheduled and has DRX configured. Prior to the start of the time duration T1, Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. Prior to start of T1 the DRX inactivity timer for the LTE PCell has already expired. During T1 the UE shall be continuously scheduled on NR PSCell while not scheduled on LTE PCell. PDCCH indicating a new transmission on PSCell shall be sent continuously during the whole time duration to ensure UE would not enter DRX state on PSCell.
Table A.4.5.2.2.1-1: Interruption at transitions between active and non-active during DRX supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.2.2.1-2: General test parameters for E-UTRAN – NR FR1 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and the other is NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to cell1 and cell 2

	DRX
	
	ON
	DRX related parameters are defined in Table A.4.5.2.3.1-3

	Measurement gap pattern Id
	
	OFF
	

	T1
	s
	10
	



Table A.4.5.2.2.1-3: NR cell specific test parameters for E-UTRAN – NR FR1 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	Initial BWP Configuration
	Config 1,4
	
	DLBWP.0

	
	Config 2,5
	
	DLBWP.0

	
	Config 3,6
	
	DLBWP.0

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	PDCCH CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR2.1 TDD

	OCNG Patterns
	
	OP.1

	SMTC Configuration
	
	SMTC.1

	TCI state
	
	TCI.State.0

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	dBm/15 kHz
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-57.9

	
	Config 3,6
	dBm/
38.16MHz
	-51.8

	Time offset to cell1 Note 4
	s
	500

	Propagation Condition 
	
	AWGN

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for Noc to be fulfilled.
Note 3: 	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselvess.
Note 4:	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell at the UE antenna connector including time alignment error between the two cells



Table A.4.5.2.2.1-4: E-UTRAN PCell DRX-Configuration for E-UTRAN – NR FR1 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
	Field
	Cell1
	Comment

	
	Value
	

	onDurationTimer
	psf1
	As specified in clause 6.3.2 in TS 36.331

	drx-InactivityTimerNote 1
	psf1
	

	drx-RetransmissionTimer
	psf1
	

	longDRX-CycleStartOffset
	Sf320
	

	shortDRX
	disable
	

	Note 1:	UE is continuously scheduled in NR PSCell



A.4.5.2.2.2	Test Requirements
The UE shall be continuously scheduled in NR PSCell during the entire length of T1. UE shall not be scheduled in LTE PCell during T1. During the time duration T1 the UE shall transmit at least 99% of ACK/NACK on NR PSCell.
Interruption on NR PSCell shall not exceed X as defined in Table A.4.5.2.2.2-1.
Table A.4.5.2.2.2-1: Interruption length X at transition between active and non-active during DRX
	[image: ]
	NR Slot length (ms)
	Interruption length X 

	
	
	Async

	0
	1
	2

	1
	0.5
	2



The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476209]A.4.5.2.3	E-UTRAN – NR FR1 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
A.4.5.2.3.1	Test Purpose and Environment
The purpose of this test is to verify E-UTRAN PCell and NR PSCell interruptions during the measurement on the deactivated NR SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for E-UTRAN PCell and NR PSCell in EN-DC specified in TS 38.133 section 8.2.1.2. Supported test configurations are shown in table A.4.5.2.3.1-1.
The general test parameters and NR cell specific test parameters are given in Table A.4.5.2.3.1-2 and A.4.5.2.3.1-3 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-1. In the test there are three cells: Cell1 Cell2 and Cell3. Cell1 is LTE PCell, Cell2 and Cell 3 is NR PSCell and NR deactivated SCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated NR SCells is received at the UE antenna connector, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL. 
Table A.4.5.2.3.1-1: Interruptions during measurements on deactivated NR SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.2.3.1-2: General test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in synchronous EN-DC 
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and the other two are NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Active PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to cell1, cell 2 and cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.4.5.2.3.1-3: NR cell specific test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR1
	FR1

	Duplex mode
	Config 1,4
	
	FDD
	FDD

	
	Config 2,3,5,6
	
	TDD
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 
	40: NRB,c = 106 

	Initial BWP Configuration
	Config 1,4
	
	DLBWP.0.1
	DLBWP.0.1

	
	Config 2,5
	
	DLBWP.0.1
	DLBWP.0.1

	
	Config 3,6
	
	DLBWP.0.1
	DLBWP.0.1

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	-

	
	Config 3,6
	
	SR2.1 TDD
	-

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD
	CR2.1 TDD

	PDCCH CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR2.1 TDD
	CCR2.1 TDD

	OCNG Patterns
	
	OP.1
	OP.1

	SMTC Configuration
	
	SMTC.1
	SMTC.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1
	SSB.2 FR1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	NocNote 2
	dBm/15 kHz
	[-104]
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]
	[-87]

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-57.9
	-57.9

	
	Config 3,6
	dBm/
38.16MHz
	-51.8
	-51.8

	Time offset to cell1 Note 4
	s
	33
	33

	Time offset to cell2 Note 5
	s
	-
	3

	Propagation Condition 
	
	AWGN
	AWGN

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselvess.
Note 4:	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell at the UE antenna connector including time alignment error between the two cells
Note 5:	Receive time difference between slot boundaries of signals received from the two cells at the UE antenna connector including time alignment error between the two cells.



A.4.5.2.3.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.4.5.2.3.2-1 if the NR PSCell is not in the same band as the deactivated SCell or Table A.4.5.2.3.2-2 if the NR PSCell is in the same band as the deactivated SCell.
Table A.4.5.2.3.2-1: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
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	NR Slot length (ms)
	Interruption length


	0
	1
	1

	1
	0.5
	1



Table A.4.5.2.3.2-2: Interruption duration if the NR PSCell is in the same band as the deactivated SCell
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	NR Slot length (ms)
	Interruption length


	0
	1
	1 + SMTC duration

	1
	0.5
	2 + SMTC duration



Each interruption on E-UTRAN PCell shall not exceed 1ms + SMTC duration subframes for intraband EN-DC, 1 subframe for synchronous interband EN-DC.
The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.2.4	E-UTRAN – NR FR1 interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
A.4.5.2.4.1	Test Purpose and Environment
The purpose of this test is to verify E-UTRAN PCell and NR PSCell interruptions during the measurement on the deactivated NR SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for E-UTRAN PCell and NR PSCell in EN-DC specified in TS 38.133 section 8.2.1. Supported test configurations are shown in table A.4.5.2.4.1-1.
The general test parameters and NR cell specific test parameters are given in Table A.4.5.2.4.1-2 and A.4.5.2.4.1-3 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-1. In the test there are three cells: Cell1 Cell2 and Cell3. Cell1 is LTE PCell, Cell2 and Cell 3 is NR PSCell and NR deactivated SCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated NR SCells is received at the UE antenna connector, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL. 
Table A.4.5.2.4.1-1: Interruptions during measurements on deactivated NR SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.2.4.1-2: General test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and the other two are NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to cell1, cell 2 and cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.4.5.2.4.1-3: NR cell specific test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR1
	FR1

	Duplex mode
	Config 1,4
	
	FDD
	FDD

	
	Config 2,3,5,6
	
	TDD
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 
	40: NRB,c = 106 

	Initial BWP Configuration
	Config 1,4
	
	DLBWP.0.1
	DLBWP.0.1

	
	Config 2,5
	
	DLBWP.0.1
	DLBWP.0.1

	
	Config 3,6
	
	DLBWP.0.1
	DLBWP.0.1

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	-

	
	Config 3,6
	
	SR2.1 TDD
	-

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD
	CR2.1 TDD

	PDCCH CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR2.1 TDD
	CCR2.1 TDD

	OCNG Patterns
	
	OP.1
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1
	SSB.2 FR1

	SMTC Configuration
	
	
	SMTC.1
	SMTC.1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	NocNote 2
	dBm/15 kHz
	[-104]
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]
	[-87]

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-57.9
	-57.9

	
	Config 3,6
	dBm/
38.16MHz
	-51.8
	-51.8

	Time offset to cell1 Note 4
	ms
	3
	3

	Time offset to cell2 Note 5
	s
	-
	3

	Propagation Condition 
	
	AWGN
	AWGN

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for Noc to be fulfilled.
Note 3: 	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselvess.
Note 4:	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell at the UE antenna connector including time alignment error between the two cells
Note 5:	Receive time difference between slot boundaries of signals received from the two cells at the UE antenna connector including time alignment error between the two cells.



A.4.5.2.4.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.4.5.2.4.2-1 and Table A.4.5.2.4.2-2.
Table A.4.5.2.4.2-1: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
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	NR Slot length (ms)
	Interruption length


	0
	1
	1

	1
	0.5
	1



Table A.4.5.2.4.2-2: Interruption duration if the NR PSCell is in the same band as the deactivated SCell
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	NR Slot length (ms)
	Interruption length


	0
	1
	1 + SMTC duration

	1
	0.5
	2 + SMTC duration



Each interruption on E-UTRAN PCell shall not exceed 1ms + SMTC duration subframes for synchronous intraband EN-DC, or 2 subframes for asynchronous interband EN-DC.
The rate of correct events observed during repeated tests shall be at least 90%.

A.4.5.2.5	E-UTRAN – NR FR1 interruptions during measurements on deactivated E-UTRAN SCC in synchronous EN-DC
A.4.5.2.5.1	Test Purpose and Environment
The purpose of this test is to verify E-UTRAN PCell and NR PSCell interruptions during the measurement on the deactivated E-UTRAN SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for E-UTRAN PCell and NR PSCell in EN-DC specified in TS38.133 section 8. 2.1.2. Supported test configurations are shown in table A.4.5.2.5.1-1.
The general test parameters and NR cell specific test parameters are given in Table A.4.5.2.5.1-2 and A.4.5.2.5.1-3 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-1. In the test there are three cells: Cell1, Cell2 and Cell3. Cell1 and Cell3 is E-UTRAN PCell and E-UTRAN deactivated SCell, Cell2 is NR FR1 PSCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated E-UTRAN SCells is received at the UE antenna connector, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL. 
Table A.4.5.2.5.1-1: Interruptions during measurements on deactivated E-UTRAN SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.2.5.1-2: General test parameters for E-UTRAN – NR interruptions during measurements on deactivated E-UTRAN SCC in synchronous EN-DC 
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and the other two are NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Active PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to cell1, cell 2 and cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.4.5.2.5.1-3: NR cell specific test parameters for E-UTRAN – NR interruptions during measurements on deactivated E-UTRAN SCC in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	Initial BWP Configuration
	Config 1,4
	
	DLBWP.0.1

	
	Config 2,5
	
	DLBWP.0.1

	
	Config 3,6
	
	DLBWP.0.1

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	PDCCH CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR2.1 TDD

	OCNG Patterns
	
	OP.1

	SMTC Configuration
	
	SMTC.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	dBm/15 kHz
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-57.9

	
	Config 3,6
	dBm/
38.16MHz
	-51.8

	Time offset to cell1 Note 4
	s
	33

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for Noc to be fulfilled.
Note 3: 	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselvess.
Note 4:	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell at the UE antenna connector including time alignment error between the two cells



A.4.5.2.5.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed X defined in Table A.4.5.2.5.2-1 if the NR PSCell is not in the same band as the E-UTRAN deactivated SCell or Y in Table A.4.5.2.3.2-1 if the NR PSCell is in the same band as the E-UTRAN deactivated SCell.
Table A.4.5.2.5.2-1: Interruption length X and Y at measurements on deactivated E-UTRA SCC
	[image: ]
	NR Slot length (ms)
	Interruption length X slot
	Interruption length Y slot


	
	
	Sync
	

	0
	1
	1
	1

	1
	0.5
	1
	1



Each interruption on E-UTRAN PCell shall not exceed 1 subframe if the PCell is not in the same band as the deactivated SCell, or 5 subframes if the PCell is in the same band as the deactivated SCell.
The rate of correct events observed during repeated tests shall be at least 90%.

A.4.5.2.6	E-UTRAN – NR FR1 interruptions during measurements on deactivated E-UTRAN SCC in asynchronous EN-DC
A.4.5.2.6.1	Test Purpose and Environment
The purpose of this test is to verify E-UTRAN PCell and NR PSCell interruptions during the measurement on the deactivated NR SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for E-UTRAN PCell and NR PSCell in EN-DC specified in TS 38.133 section 8.2.1. Supported test configurations are shown in table A.4.5.2.6.1-1.
The general test parameters and NR cell specific test parameters are given in Table A.4.5.2.6.1-1 and A.4.5.2.6.1-2 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-1. In the test there are three cells: Cell1 Cell2 and Cell3. Cell1 and Cell3 is E-UTRAN PCell and E-UTRAN deactivated SCell, Cell2 is NR FR1 PSCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated NR SCells is received at the UE antenna connector, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL. 
Table A.4.5.2.6.1-1: Interruptions during measurements on deactivated E-UTRAN SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.2.6.1-2: General test parameters for E-UTRAN – NR interruptions during measurements on deactivated E-UTRAN SCC in asynchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and two is NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on E-UTRAN RF channel number 1.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to cell1, cell 2 and cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.4.5.2.6.1-3: NR cell specific test parameters for E-UTRAN – NR interruptions during measurements on deactivated E-UTRAN SCC in asynchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	Initial BWP Configuration
	Config 1,4
	
	DLBWP.0.1

	
	Config 2,5
	
	DLBWP.0.1

	
	Config 3,6
	
	DLBWP.0.1

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	PDCCH CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR2.1 TDD

	OCNG Patterns
	
	OP.1

	SMTC Configuration
	
	SMTC.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	dBm/15 kHz
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-57.9

	
	Config 3,6
	dBm/
38.16MHz
	-51.8

	Time offset to cell1 Note 4
	s
	500

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselvess.
Note 4:	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell at the UE antenna connector including time alignment error between the two cells



A.4.5.2.6.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on E-UTRAN PCell and NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.4.5.2.4.2-1 and Table A.4.5.2.4.2-2.
Table A.4.5.2.6.2-1: Interruption duration if the NR PSCell is not in the same band as the E-UTRAN deactivated SCell
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	NR Slot length (ms)
	Interruption length


	0
	1
	1

	1
	0.5
	1



Table A.4.5.2.6.2-2: Interruption duration if the NR PSCell is in the same band as the E-UTRAN deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	0
	1
	1 + SMTC duration

	1
	0.5
	2 + SMTC duration



Each interruption on E-UTRAN PCell shall not exceed 1 subframe if the PCell is not in the same band as the deactivated SCell, or 5 subframes if the PCell is in the same band as the deactivated SCell.
The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.2.7	Void
A.4.5.3	SCell Activation and Deactivation Delay
A.4.5.3.1	SCell Activation and deactivation of known SCell in FR1 in non-DRX for 160ms SCell measurement cycle
A.4.5.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SCell activation and deactivation times are within the requirements stated in section 8.3, when the SCell in FR1 is known by the UE at the time of activation.
The supported test configurations are shown in table A.4.5.3.1.1-1 below. The test parameters are given in Tables A.4.5.3.1.1-2 and cell-specific parameters in A.4.5.3.1.1-3 below. The test consists of three successive time periods, with duration of T1, T2 and T3, respectively. There are three carriers, E-UTRA has one cell, NR has two cells. All cells have constant signal levels throughout the test. Before the test starts the UE is connected to Cell 1 (PCell) on E-UTRA and Cell 2 (PSCell) on NR, but is not aware of Cell 3 (SCell) on NR. The UE is monitoring the PCell and PSCell. The UE shall be continuously scheduled in the PCell and PSCell throughout the whole test.
At the beginning of T1 the UE receives an RRC message by which the SCell (Cell 3) becomes configured on NR. The UE now starts monitoring the SCell. The test equipment sends a MAC message for activation of the SCell.
The point in time at which the MAC message is received at the UE antenna connector, in a slot # denoted m, defines the start of time period T2. The UE shall be able to report valid CSI in PSCell for the activated SCell at latest in slot (m+THARQ+Tactivation_time+TCSI_Reporting), as defined in section 8.3. The UE shall start reporting CSI in PSCell in slot (m+k) and shall report CQI index 0 (out-of-range) until the SCell activation has been completed. Any PCell or PSCell interruption due to activation of SCell shall occur in the slot (m+1+[THARQ]) to (m+1+[THARQ+3ms+TSMTC_MAX+TSMTC_duration]), as defined in section 8.3.
Time period T3 starts when a MAC message for deactivation of SCell, sent from the test equipment to the UE in a slot # denoted n, is received at the UE antenna connector. The UE shall carry out deactivation of the SCell in a slot (n+[THARQ+3ms]), as defined in section 8.3, and any PCell and PSCell interruption due to the deactivation shall occur in the slot (n+1+[THARQ]) to (n+1+[THARQ+3ms]), as defined in section 8.3.
The test equipment verifies that potential interruption is carried out in the correct time span by monitoring ACK/NACK sent in PSCell during activation and deactivation of SCell, respectively.
The test equipment verifies the activation time by counting the slots from the time when the SCell activation command is sent until a CSI report with other than CQI index 0 is received.
The test equipment verifies the deactivation time by counting the slots from the time when the SCell deactivation command is sent until CQI reporting for SCell is discontinued.
Table A.4.5.3.1.1-1: known FR1 SCell activation in non-DRX for 160ms SCell measurement cycle supported test configurations
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.3.1.1-2: General test parameters for known FR1 SCell activation case, 160ms SCell measurement cycle
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1,2,3
	One E-UTRAN radio channel (1) and two NR radio channel (2,3) are used for this test

	Active PCell
	
	Cell 1
	Primary cell on E-UTRAN RF channel number 1.
As specified in section A.3.7.2.1

	Active PSCell
	
	Cell 2
	Primary secondary cell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell 3
	Configured deactivated secondary cell on NR RF channel number 3

	CP length
	
	Normal
	

	DRX
	
	OFF
	Continuous monitoring of primary cell

	CQI/PMI periodicity and offset configuration index
	
	0
	CQI reporting for SCell every second subframe

	Cell-individual offset for cells on E-UTRA RF channel number
	dB
	0
	Individual offset for cells on primary component carrier. 

	Cell-individual offset for cells on NR channel number
	dB
	0
	Individual offset for cells on secondary component carrier.

	SCell measurement cycle (measCycleSCell)
	ms
	160
	

	Cell3 timing offset to cell2
	s
	0
	

	Time alignment error between cell3 and cell2
	s
	 Time alignment error as specified in TS 38.104 [13] clause 6.5.3.1.
	The value of time alignment error depends upon the type of carrier aggregation.

	T1
	s
	[7]
	During this time the PSCell shall be known and the SCell configured and detected.

	T2
	s
	[1]
	During this time the UE shall activate the SCell.

	T3
	s
	[1]
	During this time the UE shall deactivate the SCell.

	THARQ
	ms
	TBD
	the timing between DL data transmission and acknowledgement as specified in 38.321 [7]

	TCSI_Reporting
	ms
	[2]
	the delay uncertainty in acquiring the first available CSI reporting resources as specified in 38.331 [2]

	k
	ms
	

	As specified in section 4.3 of 38.213



Table A. 4.5.3.1.1-3: Cell specific test parameters for known FR1 SCell activation case, 160ms SCell measurement cycle
	Parameter
	Unit
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	BWP BW
	Config 1,4
	
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	Config 3,6
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	CR.1.1 FDD 

	
	Config 2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	Config 3,6
	
	CR.2.1 TDD
	CR.2.1 TDD

	RMC CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	Config 2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	 SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 kHz

	
	Config 3,6
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	
dBm/15kHz
	[-104]

	
Note2
	Config 1,2,4,5
	
dBm/SCS
	[-104]

	
	Config 3,6
	
	[-101]

	

	dB
	[17]

	

	dB
	[17]

	SS-RSRPNote3
	Config 1,2,4,5
	dBm/SCS
	[-87]

	
	Config 3,6
	
	[-84]

	SCH_RP Note 3
	dBm/15 kHz
	[-87]

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T2.]



A.4.5.3.1.2	Test Requirements
During T2 the UE shall send the first CSI report for SCell in a slot (m+k), or in a slot (m+1+[THARQ+3ms+TSSB_max+TSMTC_duration]+1) as defined in section 8.3 if the slot (m+k) was subject to interruption. Whether CSI report in slot (m+k) was interrupted or not is checked by monitoring ACK/NACK sent in PCell in slot (m+k).
During T2 the UE shall start sending CSI reports for SCell with non-zero CQI index at latest in a slot (m+THARQ+Tactivation_time+TCSI_Reporting), Tactivation_time = [TSMTC_SCell+5ms], as defined in section 8.3.
During T3 the UE shall stop sending CSI reports for SCell at latest in a slot (n+[THARQ+3ms]), as defined in section 8.3.
During T2 interruption of PCell / PSCell during SCell activation shall not happen outside the slot (m+1+[THARQ]) to (m+1+[THARQ+3ms+TSMTC_max+TSMTC_duration]), as defined in section 8.3.
During T3 interruption of PCell / PSCell during SCell deactivation shall not happen outside the slot (n+1+[THARQ]) to (n+1+[THARQ+3ms]), as defined in section 8.3.
The interruption of PSCell shall not be more than the values specified for EN-DC in Section 8.2.1.2.4.
All of the above test requirements shall be fulfilled in order for the observed SCell activation delay and SCell deactivation delay to be counted as correct. The rate of correct observed SCell activation delay and SCell deactivation delay during repeated tests shall be at least 90%.
NOTE:	During T2 if there are no uplink resources for reporting the valid CSI in a slot (m+THARQ+Tactivation_time+TCSI_Reporting) as defined in section 8.3 then the UE shall use the next available uplink resource for reporting the corresponding valid CSI.
A.4.5.3.2	SCell Activation and deactivation of known SCell in FR1 in non-DRX for 320ms SCell measurement cycle
A.4.5.3.2.1	Test Purpose and Environment
The purpose of this test case is the same as for the test defined in section A.4.5.3.1.1. The supported test configurations are the same as defined in section A.4.5.3.1.1. The test parameters are the same except those described in the following section. The listed parameter values in Tables A.4.5.3.2.1-1 will replace the values of corresponding parameters in Tables A.4.5.3.1.1-2.
Table A.4.5.3.2.1-1: General test parameters for known FR1 SCell activation case, 320ms SCell measurement cycle
	Parameter
	Unit
	Value
	Comment

	SCell measurement cycle (measCycleSCell)
	ms
	320
	



A.4.5.3.2.2	Test Requirements
The test requirements defined in section A.4.5.3.1.2 shall apply to this test case, except Tactivation_time will be replaced with the value [TSMTC_MAX+TSMTC_SCell+5ms].
A.4.5.3.3	SCell Activation and deactivation of unknown SCell in FR1 in non-DRX
A.4.5.3.3.1	Test Purpose and Environment
The purpose of this test is to verify that the SCell activation and deactivation times are within the requirements stated in section 8.3, when the SCell in FR1 is unknown by the UE at the time of activation.
The supported test configurations are the same as defined in section A.4.5.3.1.1. The test parameters are the same except those described in the following section. The listed parameter values in Tables A.4.5.3.3.1-1 will replace the values of corresponding parameters in Tables A.4.5.3.1.1-2. The test consists of three successive time periods, with duration of T1, T2 and T3, respectively. There are three carriers, E-UTRA has one cell, NR has two cells. Cell 1 and Cell 2 have constant signal levels throughout the test. Before the test starts the UE is connected to Cell 1 (PCell) on E-UTRAN and Cell 2 (PSCell) on NR, but is not aware of Cell 3 (SCell) on NR. The UE is monitoring the PCell and PSCell. The UE shall be continuously scheduled in the PCell and PSCell throughout the whole test.
At the beginning of T1 the UE receives an RRC message by which the SCell (Cell 3) becomes configured on NR. During T1 the SCell is powered off and UE is not aware of SCell.
A MAC message for activation of SCell is sent by the test equipment [100ms] after the RRC message, in a slot # denoted m. The point in time at which the MAC message for activation of SCell is received at the UE antenna connector defines the start of time period T2. Immediately at beginning of T2 the transmission power of cell 3 is increased to same level as for cell 2. The UE shall be able to report valid CSI for the activated SCell at latest in slot (m+THARQ+Tactivation_time+TCSI_Reporting) as defined in section 8.3 provided the SCell can be successfully detected on the first attempt. The UE shall start reporting CSI in slot (m+k) and shall report CQI index 0 (out-of-range) until the SCell activation has been completed. Any PCell interruption due to activation of SCell shall occur in the slot (m+1+[THARQ]) to (m+1+[THARQ+3ms+ TSMTC_MAX+TSMTC_duration]) as defined in section 8.3.
Time period T3 starts when a MAC message for deactivation of the SCell, sent from the test equipment to the UE in a slot # denoted n, is received at the UE antenna connector. The UE shall carry out deactivation of the SCell at latest in slot (n+[THARQ+3ms]) as defined in section 8.3, and any PCell and PSCell interruption due to the deactivation shall occur in the (n+1+[THARQ]) to (n+1+[THARQ+3ms]) as defined in section 8.3.
The test equipment verifies that potential interruption is carried out in the correct time span by monitoring ACK/NACK sent in PSCell during activation of SCell, respectively.
The test equipment verifies the activation time by counting the slots from the time when the SCell activation command is sent until a CSI report with other than CQI index 0 is received.
The test equipment verifies the deactivation time by counting the slots from the time when the SCell1 deactivation command is sent until CQI reporting for SCell1 is discontinued.
Table A.4.5.3.3.1-1: General test parameters for unknown FR1 SCell activation case, 160ms SCell measurement cycle
	Parameter
	Unit
	Value
	Comment

	T1
	ms
	[100]
	During this time the PSCell shall be known and the SCell configured, but not detected.



A.4.5.3.3.2	Test Requirements
The test requirements defined in section A.4.5.3.1.2 shall apply to this test case, except Tactivation_time will be replaced with the value [2*TSMTC_MAX+2*TSMTC_SCell+5ms] as defined in section 8.3.
A.4.5.3.4	VoidSCell Activation and deactivation of SCell in FR2 in non-DRX
A.4.5.3.4.1	Test Purpose and Environment
The purpose of this test is to verify that the SCell activation and deactivation times are within the requirements stated in section 8.3, when the SCell is in FR2.
The supported test configurations are shown in table A.4.5.3.4.1-1 below. The test parameters are the same except those described in the following section. The listed parameter values in Tables A.4.5.3.4.1-2 will replace the values of corresponding parameters in Tables A.4.5.3.1.1-2. The test consists of three successive time periods, with duration of T1, T2 and T3, respectively. There are three carriers, E-UTRA has one cell (Cell 1), NR has two cells, PSCell (Cell 2) in FR1 and SCell (Cell 3) in FR2. Cell 1 and Cell 2 have constant signal levels throughout the test. Before the test starts the UE is connected to Cell 1 (PCell) on E-UTRAN and Cell 2 (PSCell) on NR, but is not aware of Cell 3 (SCell) on NR. The UE is monitoring the PCell and PSCell. The UE shall be continuously scheduled in the PCell and PSCell throughout the whole test.
At the beginning of T1 the UE receives an RRC message by which the SCell (Cell 3) becomes configured on NR. During T1 the SCell is powered off and UE is not aware of SCell. 
A MAC message for activation of SCell is sent by the test equipment [100ms] after the RRC message, in a slot # denoted m. The point in time at which the MAC message for activation of SCell is received at the UE antenna connector defines the start of time period T2. Immediately at beginning of T2 the transmission power of cell 3 is increased to same level as for cell 2. The UE shall be able to report valid CSI for the activated SCell at latest in slot (m+THARQ+Tactivation_time+TCSI_Reporting) as defined in section 8.3 provided the SCell can be successfully detected on the first attempt. The UE shall start reporting CSI in slot (m+k) and shall report CQI index 0 (out-of-range) until the SCell activation has been completed. Any PCell interruption due to activation of SCell shall occur in the slot (m+1+[THARQ]) to (m+1+[THARQ+3ms+TSMTC_MAX+TSMTC_duration]) as defined in section 8.3.
Time period T3 starts when a MAC message for deactivation of the SCell, sent from the test equipment to the UE in a slot # denoted n, is received at the UE antenna connector. The UE shall carry out deactivation of the SCell at latest in slot (n+[THARQ+3ms]) as defined in section 8.3, and any PCell and PSCell interruption due to the deactivation shall occur in the (n+1+[THARQ]) to (n+1+[THARQ+3ms]) as defined in section 8.3.
The test equipment verifies that potential interruption is carried out in the correct time span by monitoring ACK/NACK sent in PSCell during activation of SCell, respectively.
The test equipment verifies the activation time by counting the slots from the time when the SCell activation command is sent until a CSI report with other than CQI index 0 is received. 
The test equipment verifies the deactivation time by counting the slots from the time when the SCell1 deactivation command is sent until CQI reporting for SCell1 is discontinued.
Table A.4.5.3.4.1-1: FR2 SCell activation in non-DRX test configurations with FR1 PSCell
	Configuration
	Description

	1
	LTE FDD PCell, Cell 2 NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE FDD PCell, Cell 2 NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	3
	LTE FDD PCell, Cell 2 NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	4
	LTE TDD PCell, Cell 2 NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	5
	LTE TDD PCell, Cell 2 NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	6
	LTE TDD PCell, Cell 2 NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.3.4.1-2: General test parameters for FR2 SCell activation case with FR1 PSCell
	Parameter
	Unit
	Value
	Comment

	Active PCell
	
	Cell 1
	Primary cell on E-UTRAN RF channel number 1.
As specified in section A.3.7.2.2



Table A.4.5.3.4.1-3: Cell specific test parameters for FR2 SCell activation case with FR1 PSCell
	Parameter
	Unit
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	SSB ARFCN
	
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD
	TDD

	
	Config 2,3,5,6
	
	TDD
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable
	TDDConf.3.1

	
	Config 2,5
	
	TDDConf.1.1
	

	
	Config 3,6
	
	TDDConf.2.1
	

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52
	100: NRB,c = 66

	
	Config 2,5
	
	10: NRB,c = 52
	

	
	Config 3,6
	
	40: NRB,c = 106 
	

	BWP BW
	Config 1,4
	
	10: NRB,c = 52
	100: NRB,c = 66

	
	Config 2,5
	
	10: NRB,c = 52
	

	
	Config 3,6
	
	40: NRB,c = 106 
	

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	SR.3.1 TDD

	
	Config 2,5
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	CR.3.1 TDD

	
	Config 2,5
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	

	RMC CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	CCR.3.1 TDD

	
	Config 2,5
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	
	SMTC.1

	TCI state
	
	NA
	CSI-RS.Config.0

	TRS configuration
	
	NA
	TRS.2.1 TDD

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1
	SSB.1 FR2

	
	Config 3,6
	
	 SSB.2 FR1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15kHz
	120kHz

	
	Config 3,6
	
	30kHz
	

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	
dBm/15kHz
	[-104]
	TBD

	
Note2
	Config 1,2,4,5
	
dBm/SCS
	[-104]
	TBD

	
	Config 3,6
	
	[-101]
	TBD

	

	dB
	[17]
	TBD

	

	dB
	[17]
	TBD

	SS-RSRPNote3
	Config 1,2,4,5
	dBm/SCS
	[-87]
	TBD

	
	Config 3,6
	
	[-84]
	TBD

	SCH_RP Note 3
	dBm/15 kHz
	[-87]
	TBD

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T2.]



Table A.4.5.3.4.1-4: OTA related test parameters for FR2 SCell activation case with FR1 PSCell
	Parameter
	Unit
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Angle of arrival configuration
	
	NA
	According to section A.3.15.1

	
Note1
	dBm/15kHz
	[-104]
	TBD

	
Note1
	Config 1,2,4,5
	dBm/SCS
	[-104]
	TBD

	
	Config 3,6
	
	[-101]
	TBD

	SS-RSRPNote2
	Config 1,2,4,5
	dBm/SCS Note3
	[-87]
	TBD

	
	Config 3,6
	
	[-84]
	TBD

	

	dB
	[17]
	TBD

	IoNote2
	dBm/95.04 MHz Note4
	TBD
	TBD

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone




A.4.5.3.4.2	Test Requirements
The test requirements defined in section A.4.5.3.1.2 shall apply to this test case, except Tactivation_time will be replaced with the value [TBD*TSMTC_SCell+5ms] as defined in section 8.3.
A.4.5.4	UE UL carrier RRC reconfiguration Delay
[bookmark: _Toc535476213][bookmark: _Toc535476215]A.4.5.4.1	UE UL carrier RRC reconfiguration Delay
Table A.4.5.4.1-1 - Table A.4.5.4.1-4 : Void
A.4.5.4.1.1 Test Purpose and Environment
The purpose of this test is to verify that when the UE receives a RRC message implying NR UL or Supplementary UL carrier configuration, the UE shall be ready to start transmission on the newly configured carrier within the time limits specified in section 8.4.2 and 8.4.3 for configuring and deconfiguring, respectively.
There are three cells: E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and FR1 SCell (Cell 3). For SCell, both NR uplink and supplementary uplink are broadcast by ServingCellConfigCommonSIB. The test parameters for PSCell and SCell are given in Table A. 4.5.4.1.1-1, Table A. 4.5.4.1.1-2, Table A. 4.5.4.1.1-3 and Table A. 4.5.4.1.1-4 below.  The test parameters and applicability for E-UTRAN PCell are defined in A.3.7.2.  The test consists two tests. In test 1, the test consists of three time periods, with duration of T1, T2 and T3 respectively. During time duration T1, NR uplink of cell 2 is configured to UE. At the start of T2, a supplementary uplink of cell2 is configured to UE through RRCReconfiguration, then UE shall start transmission both on the NR uplink and supplementary uplink. At the start of T3, the supplementary uplink is released through RRCReconfiguration.
In test 2, the test consists of three time periods, with duration of T1, T2 and T3 respectively. During time duration T1, supplementray uplink on cell 3 is configured to UE. At the start of T2, a NR uplink is configured to UE through RRCReconfiguration, then UE shall start transmission both on the NR uplink and supplementary uplink. At the start of T3, the NR uplink is released through RRCReconfiguration.
Table A.4.5.4.1.1-1: Supported test configurations
	Configuration
	PSCell (Cell2)
	SCell (Cell3)

	1
	15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	DL and UL: 15kHz SSB SCS, 10MHz bandwidth, FDD duplex mode;
SUL: 15kHz SCS, 10MHz bandwidth, SUL duplex mode

	2
	15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	DL and UL: 15kHz SSB SCS, 10MHz bandwidth, TDD duplex mode;
SUL: 15kHz SCS, 10MHz bandwidth, SUL duplex mode

	3
	15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	DL and UL: 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode;
SUL: 30kHz SCS, 40MHz bandwidth, SUL duplex mode

	4
	15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	DL and UL: 15kHz SSB SCS, 10MHz bandwidth, FDD duplex mode;
SUL: 15kHz SCS, 10MHz bandwidth, SUL duplex mode

	5
	15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	DL and UL: 15kHz SSB SCS, 10MHz bandwidth, TDD duplex mode;
SUL: 15kHz SCS, 10MHz bandwidth, SUL duplex mode

	6
	15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	DL and UL: 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode;
SUL: 30kHz SCS, 40MHz bandwidth, SUL duplex mode

	7
	30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	DL and UL: 15kHz SSB SCS, 10MHz bandwidth, FDD duplex mode;
SUL: 15kHz SCS, 10MHz bandwidth, SUL duplex mode

	8
	30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	DL and UL: 15kHz SSB SCS, 10MHz bandwidth, TDD duplex mode;
SUL: 15kHz SCS, 10MHz bandwidth, SUL duplex mode

	9
	30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	DL and UL: 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode;
SUL: 30kHz SCS, 40MHz bandwidth, SUL duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.4.1.1-2: General test parameters for EN-DC UE UL carrier RRC reconfiguration Delay
	Parameter
	Unit
	Test configuration
	Value
	Comment

	RF Channel Number
	
	Config 1,2,3, 4, 5, 6, 7, 8, 9
	1, 2, 3
	Three radio channels are used for these two tests.

	Active cell
	
	Config 1,2,3, 4, 5, 6, 7, 8, 9
	Cell 1: E-UTRAN PCell
Cell 2: FR1 PSCell
Cell 3: FR1 SCell
	E-UTRAN PCell on RF channel number 1
FR1 PSCell on RF channel number 2
FR1 SCell on RF channel number 3

	CP length
	
	Config 1,2,3, 4, 5, 6, 7, 8, 9
	Normal
	

	DRX
	
	Config 1,2,3, 4, 5, 6, 7, 8, 9
	OFF
	

	Measurement gap pattern Id
	
	Config 1,2,3, 4, 5, 6, 7, 8, 9
	OFF
	

	Filter coefficient
	
	Config 1,2,3, 4, 5, 6, 7, 8, 9
	0
	L3 filtering is not used

	T1
	s
	Config 1,2,3, 4, 5, 6, 7, 8, 9
	5
	

	T2
	s
	Config 1,2,3, 4, 5, 6, 7, 8, 9
	5
	

	T3
	s
	Config 1,2,3, 4, 5, 6, 7, 8, 9
	5
	



Table A.4.5.4.1.1-3: NR Cell specific test parameters for EN-DC UE UL carrier RRC reconfiguration Delay on PSCell (Cell 2)
	Parameter
	Unit
	Test Configuration
	Test 1
	Test 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Channel number
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	2
	2

	TDD configuration
	
	Conf 1, 2, 3
	N/A
	N/A

	
	
	Conf 4, 5, 6
	TDD Conf.1.1
	TDD Conf.1.1

	
	
	Conf 7, 8, 9
	TDD Conf.2.1
	TDD Conf.2.1

	BWchannel
	MHz
	Conf 1, 2, 3
	10: NRB,c = 52
	10: NRB,c = 52

	
	
	Conf 4, 5, 6
	10: NRB,c = 52
	10: NRB,c = 52

	
	
	Conf 7, 8, 9
	40: NRB,c = 106 
	40: NRB,c = 106 

	PDSCH reference measurement channel as defined in A.3.1.1
	
	Conf 1, 2, 3
	SR.1.1 FDD 
	SR.1.1 FDD 

	
	
	Conf 4, 5, 6
	SR.1.1 TDD
	SR.1.1 TDD

	
	
	Conf 7, 8, 9
	SR 2.1 TDD
	SR 2.1 TDD

	RMSI CORESET reference measurement channel as defined in A.3.1.2
	
	Conf 1, 2, 3
	CR.1.1 FDD  
	CR.1.1 FDD  

	
	
	Conf 4, 5, 6
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	Conf 7, 8, 9
	CR.2.1 TDD
	CR.2.1 TDD

	RMC CORESET reference measurement channel as defined in A.3.1.3
	
	Conf 1, 2, 3
	CCR.1.1 FDD  
	CCR.1.1 FDD  

	
	
	Conf 4, 5, 6
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	Conf 7, 8, 9
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Pattern Note 1
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	OP.1
	OP.1

	SSB configuration
	
	Conf 1, 2, 3, 4, 5, 6
	SSB.1 FR1  
	SSB.1 FR1  

	
	
	Conf 7, 8, 9
	SSB.2 FR1  
	SSB.2 FR1  

	SMTC configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	SMTC.1
	SMTC.1

	DL initial BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	DLBWP.0.1
	DLBWP.0.1

	DL dedicated BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	DLBWP.1.1
	DLBWP.1.1

	UL dedicated BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	ULBWP.1.1
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	
	

	
[image: ] Note 2
	dBm / 15kHz
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	-102
	-102

	
	dBm/ SCS
	Conf 1,2,3,4,5,6 
	-102
	-102

	
	
	Conf 7,8,9
	-99
	-99

	[image: ]
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	16
	16
	16
	16
	16
	16

	[image: ] Note 3
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	16
	16
	16
	16
	16
	16

	SS-RSRP Note 3
	dBm/ SCS
	Conf 1,2,3,4,5,6 
	-86
	-86
	-86
	-86
	-86
	-86

	
	
	Conf 7,8,9
	-83
	-83
	-83
	-83
	-83
	-83

	

Io Note 3
	dBm/ 9.36 MHz
	Conf 1,2,3,4,5,6 
	-57.9
	-57.9
	-57.9
	-57.9
	-57.9
	-57.9

	
	dBm/ 38.16MHz
	Conf 7,8,9
	-51.8
	-51.8
	-51.8
	-51.8
	-51.8
	-51.8

	Propagation Condition 
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	AWGN
	AWGN

	Antenna configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	1 x 2
	1 x 2

	NOTE 1: OCNG shall be used such that both cells are fully allocated, and a constant total transmitted power spectral density is achieved for all OFDM symbols.
NOTE 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
NOTE 3: [image: ], Io, and SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.4.5.4.1.1-4: NR Cell specific test parameters for EN-DC UE UL carrier RRC reconfiguration Delay on SCell (Cell 3)
	Parameter
	Unit
	Test Configuration
	Test 1
	Test 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Channel number
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	3
	3

	TDD configuration
	
	Conf 1, 4, 7
	N/A
	N/A

	
	
	Conf 2, 5, 8
	TDDConf.1.1
	TDDConf.1.1

	
	
	Conf 3, 6, 9
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	MHz
	Conf 1, 4, 7
	10: NRB,c = 52
	10: NRB,c = 52

	
	
	Conf 2, 5, 8
	10: NRB,c = 52
	10: NRB,c = 52

	
	
	Conf 3, 6, 9
	40: NRB,c = 106 
	40: NRB,c = 106 

	PUSCH parameters for NR UL carrier
	
	Conf 1, 4, 7
	[TBD]
	[TBD]
	[TBD]
	N/A
	[TBD]
	N/A

	
	
	Conf 2, 5, 8
	[TBD]
	[TBD]
	[TBD]
	N/A
	[TBD]
	N/A

	
	
	Conf 3, 6, 9
	[TBD]
	[TBD]
	[TBD]
	N/A
	[TBD]
	N/A

	PUCCH parameters
For NR UL carrier
	
	Conf 1, 4, 7
	[TBD]
	[TBD]
	[TBD]
	N/A
	[TBD]
	N/A

	
	
	Conf 2, 5, 8
	[TBD]
	[TBD]
	[TBD]
	N/A
	[TBD]
	N/A

	
	
	Conf 3, 6, 9
	[TBD]
	[TBD]
	[TBD]
	N/A
	[TBD]
	N/A

	PUSCH parameters for supplementary UL
	
	Conf 1, 4, 7
	N/A
	[TBD]
	N/A
	[TBD]
	[TBD]
	[TBD]

	
	
	Conf 2, 5, 8
	N/A
	[TBD]
	N/A
	[TBD]
	[TBD]
	[TBD]

	
	
	Conf 3, 6, 9
	N/A
	[TBD]
	N/A
	[TBD]
	[TBD]
	[TBD]

	PUCCH parameters for supplementary UL
	
	Conf 1, 4, 7
	N/A
	[TBD]
	N/A
	[TBD]
	[TBD]
	[TBD]

	
	
	Conf 2, 5, 8
	N/A
	[TBD]
	N/A
	[TBD]
	[TBD]
	[TBD]

	
	
	Conf 3, 6, 9
	N/A
	[TBD]
	N/A
	[TBD]
	[TBD]
	[TBD]

	PDSCH reference measurement channel as defined in A.3.1.1
	
	Conf 1, 4, 7
	SR.1.1 FDD 
	SR.1.1 FDD 

	
	
	Conf 2, 5, 8
	SR.1.1 TDD
	SR.1.1 TDD

	
	
	Conf 3, 6, 9
	SR 2.1 TDD
	SR 2.1 TDD

	RMSI CORESET reference measurement channel as defined in A.3.1.2
	
	Conf 1, 4, 7
	CR.1.1 FDD  
	CR.1.1 FDD  

	
	
	Conf 2, 5, 8
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	Conf 3, 6, 9
	CR.2.1 TDD
	CR.2.1 TDD

	RMC CORESET reference measurement channel as defined in A.3.1.3
	
	Conf 1, 4, 7
	CCR.1.1 FDD  
	CCR.1.1 FDD  

	
	
	Conf 2, 5, 8
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	Conf 3, 6, 9
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Pattern Note 1
	
	Conf 1, 2, 3
	OP.1
	OP.1

	SSB configuration
	
	Conf 1, 2, 4, 5, 7,8
	SSB.1 FR1  
	SSB.1 FR1  

	
	
	Conf 3, 6, 9
	SSB.2 FR1  
	SSB.2 FR1  

	SMTC configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	SMTC.1
	SMTC.1

	DL initial BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	DLBWP.0.1
	DLBWP.0.1

	DL dedicated BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	DLBWP.1.1
	DLBWP.1.1

	UL dedicated BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	ULBWP.1.1
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	
	

	[image: ] Note 2
	dBm / 15kHz
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	-102
	-102

	
	dBm/ SCS
	Conf 1, 2, 4, 5, 7,8
	-102
	-102

	
	
	Conf 3, 6, 9
	-99
	-99

	[image: ]
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	16
	16
	16
	16
	16
	16

	[image: ] Note 3
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	16
	16
	16
	16
	16
	16

	SS-RSRP Note 3
	dBm/ SCS
	Conf 1, 2, 4, 5, 7,8
	-86
	-86
	-86
	-86
	-86
	-86

	
	
	Conf 3, 6, 9
	-83
	-83
	-83
	-83
	-83
	-83

	Io Note 3
	dBm/ 9.36 MHz
	Conf 1, 2, 4, 5, 7,8
	-57.9
	-57.9
	-57.9
	-57.9
	-57.9
	-57.9

	
	dBm/ 38.16MHz
	Conf 3, 6, 9
	-51.8
	-51.8
	-51.8
	-51.8
	-51.8
	-51.8

	Propagation Condition 
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	AWGN
	AWGN

	Antenna configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	1 x 2
	1 x 2

	NOTE 1: 	OCNG shall be used such that both cells are fully allocated, and a constant total transmitted power spectral density is achieved for all OFDM symbols.
NOTE 2: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
NOTE 3: 	[image: ], Io, and SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476214]A.4.5.4.1.2	Test Requirements
In test 1 the UE shall be ready to start transmission on the supplementary uplink carrier on SCell within [20]ms from the start of T2.
In test 1 the UE shall stop the transmission on the supplementary uplink carrier on SCell within [20]ms from the start of T3.
In test 2 the UE shall be ready to start transmission on the NR uplink carrier on SCell within [20]ms from the start of T2.
In test 2 the UE shall stop the transmission on the NR uplink carrier on SCell within [20]ms from the start of T3.
All of the above test requirements shall be fulfilled in order for the observed UE UL carrier configuration delay and UE UL carrier release delay to be counted as correct. The rate of correct observed UE UL carrier configuration delay and UE UL carrier release delay during repeated tests shall be at least 90%.
A.4.5.5	Beam Failure Detection and Link recovery procedures
[bookmark: _Toc535476216]A.4.5.5.1	EN-DC Beam Failure Detection and Link Recovery Test for FR1 PSCell configured with SSB-based BFD and LR in non-DRX mode
Editor’s note: It is open whether BFD can be based on SSB. This test case will be updated accordingly.
[bookmark: _Toc535476217]A.4.5.5.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct SSB-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.1.1-1, A.4.5.5.1.1-2, A.4.5.5.1.1-3 and A.4.5.5.1.1-4 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.1.1-1 shows the variation of the downlink SNR of the PCell and the SNR of the SSB in set q0 in the active PSCell to emulate SSB based beam failure. Figure A.4.5.5.1.1-1 additionally shows the variation of the downlink SNR of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [2] ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 2.
Table A.4.5.5.1.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.1.1-2: General test parameters for FR1 PSCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	Active PCell 
	
	Cell 1
	Cell 1
	

	RF Channel Number
	
	1
	1
	

	Duplex mode
	Config 1, 4
	
	FDD
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	TDD
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	Not Applicable
	

	
	Config 2, 5
	
	[TDDConf.1.1]
	[TDDConf.1.1]
	

	
	Config 3, 6
	
	[TDDConf.1.2]
	[TDDConf.1.2]
	

	CORESET Reference Channel
	Config 1, 4
	
	[CR. 1.1 FDD]
	[CR. 1.1 FDD]
	

	
	Config 2, 5
	
	[CR. 1.1 TDD]
	[CR. 1.1 TDD]
	

	
	Config 3, 6
	
	[CR. 2.1 TDD]
	[CR. 2.1 TDD]
	

	SSB Configuration
	Config 1, 4
	
	TBD (Note: periodicity is 20ms)
	TBD (Note: periodicity is 20ms)
	

	
	Config 2, 5
	
	TBD (Note: periodicity is 20ms)
	TBD (Note: periodicity is 20ms)
	

	
	Config 3,  6
	
	TBD (Note: periodicity is 20ms)
	TBD (Note: periodicity is 20ms)
	

	SMTC Configuration
	Config 1, 2, 4, 5
	
	FR1 patterm 1
	FR1 patterm 1
	

	
	Config 3, 6
	
	FR1 patterm 2
	FR1 patterm 2
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz
	15 KHz
	

	
	Config 3, 6
	
	30 KHz
	30 KHz
	

	csi-RS-Index assigned as RLM RS
	
	[0]
	[0]
	

	OCNG parameters
	
	TBD
	TBD
	

	CP length	
	
	Normal
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]
	[2x2 Low]
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	2
	

	
	Aggregation level 
	CCE
	8
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	REG bundle size
	

	
	REG bundle size
	
	6
	6
	

	DRX
	
	OFF
	OFF
	

	Gap pattern ID 
	
	[N.A.]
	*[gp0]
	

	ssb-Index
	
	2
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	NA
	NA
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	[n2]
	[n2]
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	[pbfd4]
	[pbfd4]
	see TS 38.321 [7], section 5.17

	ZP CSI-RS configuation 
	
	TBD
	TBD
	

	CSI-IM configuration 
	
	TBD
	TBD
	

	Periodic CSI reporting
	
	PUCCH
	PUCCH
	

	CSI reporting periodicity
	Config 1, 2, 4, 5
	slot
	[5] 
	[5] 
	

	
	Config 3, 6
	
	[10]
	[10]
	

	T1
	s
	1
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	0.4
	

	T3
	s
	[0.6]
	[0.6]
	

	D1
	s
	[0.24]
	[0.44]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.




Table A.4.5.5.1.1-3: Cell specific test parameters for FR1 PSCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1 and Test 2
	Test 1 and Test 2

	
	
	SSB of set q0
	SSB of set q1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	PDCCH_beta
	dB
	4
	4

	PDCCH_DMRS_beta
	dB
	4
	4

	PBCH_beta
	dB
	



0
	



0

	PSS_beta
	dB
	
	

	SSS_beta
	dB
	
	

	PDSCH_beta
	dB
	
	

	OCNG_beta
	dB
	
	

	SNR
	Config 1
	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	Config 2
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	Config 3
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	[image: ]
	Config 1
	dBm/15KHz
	[-98]
	[-98]

	
	Config 2
	
	[-98]
	[-98]

	
	Config 3
	
	[-98]
	[-98]

	Propagation condition
	
	[TDL-C 300ns 100Hz]
	[TDL-C 300ns 100Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.4.5.5.1.1-4: Measurement gap configuration for FR1 PSCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Field
	Test 2

	
	Value

	gapOffset
	[0]



 [image: ]
Figure A.4.5.5.1.1-1: SNR variation SSB for SSB-based beam failure detection and link recovery testing in non-DRX mode

[bookmark: _Toc535476218]A.4.5.5.1.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = [TBD] ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476219]A.4.5.5.2	EN-DC Beam Failure Detection and Link Recovery Test for FR1 PSCell configured with SSB-based BFD and LR in DRX mode
Editor’s note: It is open whether BFD can be based on SSB. This test case will be updated accordingly.
[bookmark: _Toc535476220]A.4.5.5.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct SSB-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.2.1-1, A.4.5.5.2.1-2, A.4.5.5.2.1-3, A.4.5.5.2.1-4 and A.4.5.5.2.1-5 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.2.1-1 shows the variation of the downlink SNR of the PCell and the SNR of the SSB in set q0 in the active PSCell to emulate SSB based beam failure. Figure A.4.5.5.2.1-1 additionally shows the variation of the downlink SNR of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [2] ms. In the test, DRX configuration is enabled in PSCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 2.
Table A.4.5.5.2.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.2.1-2: General test parameters for FR1 PCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	Active PCell 
	
	Cell 1
	Cell 1
	

	RF Channel Number
	
	1
	1
	

	Duplex mode
	Config 1, 4
	
	FDD
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	TDD
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	Not Applicable
	

	
	Config 2, 5
	
	[TDDConf.1.1]
	[TDDConf.1.1]
	

	
	Config 3, 6
	
	[TDDConf.1.2]
	[TDDConf.1.2]
	

	CORESET Reference Channel
	Config 1, 4
	
	[CR. 1.1 FDD]
	[CR. 1.1 FDD]
	

	
	Config 2, 5
	
	[CR. 1.1 TDD]
	[CR. 1.1 TDD]
	

	
	Config 3, 6
	
	[CR. 2.1 TDD]
	[CR. 2.1 TDD]
	

	SSB Configuration
	Config 1, 4
	
	TBD (Note: periodicity is 20ms)
	TBD (Note: periodicity is 20ms)
	

	
	Config 2, 5
	
	TBD (Note: periodicity is 20ms)
	TBD (Note: periodicity is 20ms)
	

	
	Config 3, 6
	
	TBD (Note: periodicity is 20ms)
	TBD (Note: periodicity is 20ms)
	

	SMTC Configuration
	Config 1, 2, 4, 5
	
	FR1 patterm 1
	FR1 patterm 1
	

	
	Config 3, 6
	
	FR1 patterm 2
	FR1 patterm 2
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz
	15 KHz
	

	
	Config 3, 6
	
	30 KHz
	30 KHz
	

	csi-RS-Index assigned as RLM RS
	
	[0]
	[0]
	

	OCNG parameters
	
	TBD
	TBD
	

	CP length	
	
	Normal
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]
	[2x2 Low]
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	2
	

	
	Aggregation level 
	CCE
	8
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	REG bundle size
	

	
	REG bundle size
	
	6
	6
	

	DRX
	
	640
	640
	

	Gap pattern ID 
	
	[N.A.]
	*[gp0]
	

	ssb-Index
	
	2
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	NA
	NA
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	[n2]
	[n2]
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	[pbfd4]
	[pbfd4]
	see TS 38.321 [7], section 5.17

	ZP CSI-RS configuation 
	
	TBD
	TBD
	

	CSI-IM configuration 
	
	TBD
	TBD
	

	Periodic CSI reporting
	
	PUCCH
	PUCCH
	

	CSI reporting periodicity
	Config 1, 2, 4, 5
	slot
	[5] 
	[5] 
	

	
	Config 3, 6
	
	[10]
	[10]
	

	T1
	s
	1
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	0.4
	

	T3
	s
	[0.6]
	[0.6]
	

	D1
	s
	[0.24]
	[0.44]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.4.5.5.2.1-3: Cell specific test parameters for FR1 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1 and Test 2
	Test 1 and Test 2

	
	
	SSB of set q0
	SSB of set q1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	PDCCH_beta
	dB
	4
	4

	PDCCH_DMRS_beta
	dB
	4
	4

	PBCH_beta
	dB
	0
	0

	PSS_beta
	dB
	
	

	SSS_beta
	dB
	
	

	PDSCH_beta
	dB
	
	

	OCNG_beta
	dB
	
	

	SNR
	Config 1
	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	Config 2
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	Config 3
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	[image: ]
	Config 1
	dBm/15KHz
	[-98]
	[-98]

	
	Config 2
	
	[-98]
	[-98]

	
	Config 3
	
	[-98]
	[-98]

	Propagation condition
	
	[TDL-C 300ns 100Hz]
	[TDL-C 300ns 100Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.2.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.4.5.5.2.1-4: Measurement gap configuration for FR1 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Field
	Test 2

	
	Value

	gapOffset
	[0]



Table A.4.5.5.2.1-5: DRX-Configuration for FR1 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode.
	Field
	Test 5
	Test 6

	
	Value
	Value

	drx-onDurationTimer
	[ms6]
	[ms6]

	drx-InactivityTimer
	[ms1]
	[ms1]

	drx-RetransmissionTimerDL
	[sl1]
	[sl1]

	drx-RetransmissionTimerUL
	[sl1]
	[sl1]

	longDRX-CycleStartOffset
	[ms640]
	[ms40]

	shortDRX
	disable
	disable



 [image: ]
Figure A.4.5.5.2.1-1: SNR variation for SSB-based beam failure detection and link recovery testing in non-DRX mode
[bookmark: _Toc535476221]A.4.5.5.2.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = [TBD] ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476228]A.4.5.5.3	EN-DC Beam Failure Detection and Link Recovery Test for FR1 PSCell configured with CSI-RS-based BFD and LR in non-DRX mode
A.4.5.5.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct CSI-RS-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the CSI-RS based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.3.1-1, A.4.5.5.3.1-2, and A.4.5.5.3.1-3, A.4.5.5.3.1-4 and A.4.5.5.3.1-5  below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.3.1-1 shows the variation of the downlink SNR of the PSCell and the SNR of the CSI-RS in set q0 in the active PSCell to emulate CSI-RS based beam failure. Figure A.4.5.5.3.1-1 additionally shows the variation of the downlink SNR of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [2] ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 2without gaps.
Table A.4.5.5.3.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.3.1-2: General test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	Active PCell 
	
	Cell 1
	Cell 1
	

	RF Channel Number
	
	1
	1
	

	Duplex mode
	Config 1, 4
	
	FDD
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	TDD
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	Not Applicable
	

	
	Config 2, 5
	
	[TDDConf.1.1]
	[TDDConf.1.1]
	

	
	Config 3, 6
	
	[TDDConf.1.2]
	[TDDConf.1.2]
	

	CORESET Reference Channel
	Config 1, 4
	
	[CR. 1.1 FDD]
	[CR. 1.1 FDD]
	A.3.1.2

	
	Config 2, 5
	
	[CR. 1.1 TDD]
	[CR. 1.1 TDD]
	

	
	Config 3, 6
	
	[CR. 2.1 TDD]
	[CR. 2.1 TDD]
	

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1
	SSB.1 FR1
	A.3.10

	
	Config 2, 5
	
	SSB.1 FR1
	SSB.1 FR1
	

	
	Config 3, 6
	
	SSB.2 FR1
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2, 4, 5
	
	FR1 patterm 1
	FR1 patterm 1
	A.3.11

	
	Config 3, 6
	
	FR1 patterm 2
	FR1 patterm 2
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz
	15 KHz
	

	
	Config 3, 6
	
	30 KHz
	30 KHz
	

	csi-RS-Index assigned as beam failure RS
	
	[0]
	[0]
	

	OCNG parameters
	
	TBD
	TBD
	A.3.2.1

	CP length	
	
	Normal
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]
	[2x2 Low]
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	2
	

	
	Aggregation level 
	CCE
	8
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	REG bundle size
	

	
	REG bundle size
	
	6
	6
	

	DRX
	
	OFF
	OFF
	

	Gap pattern ID 
	
	[N.A.]
	*[gp0]
	

	csi-RS-Index
	
	2
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	db0
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n2
	n2
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	pbfd4
	pbfd4
	see TS 38.321 [7], section 5.17

	NZP CSI-RS configuration 
	
	[ResourceId 1]
	[ResourceId 0]
	

	ZP CSI-RS configuation 
	
	TBD
	TBD
	

	CSI-IM configuration 
	
	TBD
	TBD
	

	Periodic CSI reporting
	
	PUCCH
	PUCCH
	

	CSI reporting periodicity
	Config 1, 2, 4, 5
	slot
	[5] 
	[5] 
	

	
	Config 3, 6
	
	[10]
	[10]
	

	T1
	s
	1
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	0.4
	

	T3
	s
	[TBD]
	[TBD]
	

	D1
	s
	[0.24]
	[0.44]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.




	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.1.2
	

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1
	A.3.10

	
	Config 2, 5
	
	SSB.1 FR1
	

	
	Config 3, 6
	
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1
	A.3.11

	
	Config 3, 6
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz
	

	
	Config 3, 6
	
	30 KHz
	

	csi-RS-Index assigned as beam failure RS
	
	[0]
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	N.A.
	

	csi-RS-Index
	
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n2
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], section 5.17

	CSI-RS configuration
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	

	T3
	s
	[TBD]
	

	D1
	s
	[0.24]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.4.5.5.3.1-3: Cell specific test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1 and Test 2
	Test 1 and Test 2

	
	
	CSI-RS of set q0
	CSI-RS of set q1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PSS to SSS
	dB
	



0
	



0

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PDCCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PDSCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	dB
	
	

	SNR_CSI-RS
	Config 1, 4
	dB
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1

	
	Config 2, 5
	
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1

	
	Config 3, 6
	
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1
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	Config 1, 4
	dBm/15KHz
	[-98]
	[-98]

	
	Config 2, 5
	
	[-98]
	[-98]

	
	Config 3, 6
	
	[-98]
	[-98]

	SS-RSRPNote 3
	
		dBm/SCS 



	
	

	Ês/Iot
	
	
	
	

	Ês/Noc
	
	
	
	

	Io
	config 1, 2, 4, 5
	dBm/9.36MHz
	
	

	
	Config 3, 46
	dBm/38.1MHz
	
	

	Propagation condition
	
	[TDLC300]
	[TDLC300]

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.4.5.5.3.1-4: Measurement gap configuration for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Field
	Test 2

	
	Value

	gapOffset
	[0]



Table A.4.5.5.3.1-5: NZP-CSI-RS resource configuration for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1: 	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.4.5.1.7.1-1



[image: ]
Figure A.4.5.5.3.1-1: SNR variation SSB for CSI-rs-based beam failure detection and link recovery testing in non-DRX mode
A.4.5.5.3.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = [TBD] ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476225]A.4.5.5.4	EN-DC Beam Failure Detection and Link Recovery Test for FR1 PSCell configured with CSI-RS-based BFD and LR in DRX mode
[bookmark: _Toc535476226]A.4.5.5.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct CSI-RS-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the CSI-RS based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.15.4.1-1, A.4.5.15.4.1-2, A.4.5.15.4.1-3, and A.4.5.15.4.1-4, A.4.5.1.4.1-5 and A.4.5.1.4.1-6 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test.  The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.15.4.1-1 shows the variation of the downlink SNR of the PSCell and the SNR of the CSI-RS in set q0 in the active PSCell to emulate CSI-RS based beam failure. Figure A.4.5.15.4.1-1 additionally shows the variation of the downlink SNR of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [2] ms. In the test, DRX configuration is enabled in PSCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 2.
Table A.4.5.15.4.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.15.14.1-2: General test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	Active PCell 
	
	Cell 1
	Cell 1
	

	RF Channel Number
	
	1
	1
	

	Duplex mode
	Config 1, 4
	
	FDD
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	TDD
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	Not Applicable
	

	
	Config 2, 5
	
	[TDDConf.1.1]
	[TDDConf.1.1]
	

	
	Config 3, 6
	
	[TDDConf.1.2]
	[TDDConf.1.2]
	

	CORESET Reference Channel
	Config 1, 4
	
	[CR. 1.1 FDD]
	[CR. 1.1 FDD]
	A.3.1.2

	
	Config 2, 5
	
	[CR. 1.1 TDD]
	[CR. 1.1 TDD]
	

	
	Config 3, 6
	
	[CR. 2.1 TDD]
	[CR. 2.1 TDD]
	

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1
	SSB.1 FR1
	A.3.10

	
	Config 2, 5
	
	SSB.1 FR1
	SSB.1 FR1
	

	
	Config 3, 6
	
	SSB.2 FR1
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2, 4, 5
	
	FR1 patterm 1
	FR1 patterm 1
	A.3.11

	
	Config 3, 6
	
	FR1 patterm 2
	FR1 patterm 2
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz
	15 KHz
	

	
	Config 3, 6
	
	30 KHz
	30 KHz
	

	csi-RS-Index assigned as beam failure RS
	
	[0]
	[0]
	

	OCNG parameters
	
	TBD
	TBD
	A.3.2.1

	CP length	
	
	Normal
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]
	[2x2 Low]
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	2
	

	
	Aggregation level 
	CCE
	8
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	REG bundle size
	

	
	REG bundle size
	
	6
	6
	

	DRX
	
	640
	640
	

	Gap pattern ID 
	
	[N.A.]
	*[gp0]
	

	csi-RS-Index
	
	2
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	db0
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	[n2]
	[n2]
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	[pbfd4]
	[pbfd4]
	see TS 38.321 [7], section 5.17

	NZP CSI-RS configuration 
	
	[ResourceId 1]
	[ResourceId 0]
	

	ZP CSI-RS configuation 
	
	TBD
	TBD
	

	CSI-IM configuration 
	
	TBD
	TBD
	

	Periodic CSI reporting
	
	PUCCH
	PUCCH
	

	CSI reporting periodicity
	Config 1, 2, 4, 5
	slot
	[5] 
	[5] 
	

	
	Config 3, 6
	
	[10]
	[10]
	

	T1
	s
	1
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	0.4
	

	T3
	s
	[TBD]
	[TBD]
	

	D1
	s
	[0.24]
	[0.44]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.




	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.1.2
	

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1
	A.3.10

	
	Config 2, 5
	
	SSB.1 FR1
	

	
	Config 3, 6
	
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1
	A.3.11

	
	Config 3, 6
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz
	

	
	Config 3, 6
	
	30 KHz
	

	csi-RS-Index assigned as beam failure RS
	
	[0]
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	A.3.3.7

	Gap pattern ID 
	
	*[gp0]
	

	csi-RS-Index
	
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	[n2]
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	[pbfd4]
	see TS 38.321 [7], section 5.17

	CSI-RS configurationperiodicity
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	

	T3
	s
	[TBD]
	

	D1
	s
	[0.44]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.




Table A.4.5.15.4.1-3: Cell specific test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1 and Test 2
	Test 1 and Test 2

	
	
	CSI-RS of set q0
	CSI-RS of set q1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PSS to SSS
	dB
	



0
	



0

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PDCCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PDSCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	dB
	
	

	SNR_CSI-RS
	Config 1,4
	dB
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1

	
	Config 2,5
	
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1

	
	Config 3,6
	
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1
	TBD1
	TBD-7
	TBD-15
	TBD-4.5
	TBD1

	[image: ]
	Config 1,4
	dBm/15KHz
	[-98]
	[-98]

	
	Config 2,5
	
	[-98]
	[-98]

	
	Config 3,6
	
	[-98]
	[-98]

	SS-RSRPNote 3
	
		dBm/SCS 



	
	

	Ês/Iot
	
	
	
	

	Ês/Noc
	
	
	
	

	Io
	config 1, 2, 4, 5
	dBm/9.36MHz
	
	

	
	Config 3, 46
	dBm/38.1MHz
	
	

	Propagation condition
	
	[TDLC300]
	[TDLC300]

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.4.5.15.4.1-4: Measurement gap configuration for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Field
	Test 21

	
	Value

	gapOffset
	[0]



Table A.4.5.1.4.1-5: NZP-CSI-RS resource configuration for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1: 	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.4.5.1.7.1-1



Table A.4.5.1.4.1-6: DRX-Configuration for FR1 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode.
	Field
	Test 5
	Test 6

	
	Value
	Value

	drx-onDurationTimer
	[ms6]
	[ms6]

	drx-InactivityTimer
	[ms1]
	[ms1]

	drx-RetransmissionTimerDL
	[sl1]
	[sl1]

	drx-RetransmissionTimerUL
	[sl1]
	[sl1]

	longDRX-CycleStartOffset
	[ms640]
	[ms40]

	shortDRX
	disable
	disable
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Figure A.4.5.15.4.1-1: SNR variation SSB for CSI-rs-based beam failure detection and link recovery testing in DRX mode

[bookmark: _Toc535476227]A.4.5.5.4.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = [TBD] ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.6	Active BWP switch delay
[bookmark: _Toc535476236]A.4.5.6.1	DCI-based and Timer-based Active BWP Switch 
A.4.5.6.1.1	E-UTRAN – NR PSCell FR1 DL active BWP switch in non-DRX in synchronous EN-DC
A.4.5.6.1.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in TS38.133 section 8.6, and interruption requirement for E-UTRA victim cell defined in TS36.133 section 7.32.2.7. Supported test configurations are shown in Table A.4.5.6.1.1.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1), and one NR PSCell (Cell 2) as given in Table A.4.5.6.1.1.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell is specified in Table A.4.5.6.1.1.1-3 below. 
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending. 
PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 2 and the time duration of T2.
Before the test starts, 
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), and Cell 2 (PSCell) on radio channel 2 (PSCC).
-	UE is configured with 2 different UE-specific bandwidth parts for PSCell, BWP-1 and BWP-2, in Cell 2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in PSCell.
-	UE is configured with a bwp-InactivityTimer timer value for PSCell. 
All cells have constant signal levels throughout the test. 
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively. 
During T1,
Time period T1 starts when a DCI format 1_1 command for PSCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in PSCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
The UE shall be able to receive PDSCH at PSCell’s slot (i+TBWPswitchDelay) as defined in section 8.6 and starts to report valid ACK/NACK for the PSCell no later than at slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-2 starting from slot (i+TBWPswitchDelay).  
The starting time of PCell(Cell 1) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on PSCell(Cell 2). 
During T3,
The time period T3 starts from the slot #j immediately after the slot wherein bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
The UE shall be able to receive PDSCH at PSCell’s slot (j+TBWPswitchDelay) as defined in section 8.6 and starts to report valid ACK/NACK for the PSCell at latest at slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-1 starting from slot (j+TBWPswitchDelay).
The starting time of PCell(Cell 1) interruption due to BWP switch of PSCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in PSCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK is received.
The test equipment verifies that potential interruption to E-UTRA PCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell during BWP switch of PSCell, respectively.
Table A.4.5.6.1.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note 1: The UE is only required to be tested in one of the supported test configurations.
Note 2: A UE which fulfils the requirements in test case A.4.5.6.1.2 can skip the test cases in A.4.5.6.1.1.



Table A.4.5.6.1.1.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	For both PCell and PSCell

	bwp-InactivityTimer
	ms
	[200]
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	T1
	s
	 [0.2]
	

	T2
	s
	 [0.2]
	

	T3
	s
	 [0.2]
	



Table A4.5.6.1.1.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.1.2

	BWchannel
	Config 1,4
	
	10 MHz: NRB,c = 52

	
	Config 2,5
	
	10 MHz: NRB,c = 52

	
	Config 3,6
	
	40 MHz: NRB,c = 106 

	Active BWP ID
	
	1, 2

	Initial DL BWP Configuration
	Config 1,4
	
	
DLBWP.0.2 Note 4

	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active DL BWP-1 Configuration
	Config 1,4
	
	
DLBWP.1.1 Note 4


	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active DL BWP-2 Configuration
	Config 1,4
	
	
DLBWP.1.3 Note 4


	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Initial UL BWP Configuration
	Config 1,4
	
	
ULBWP.0.2 Note 4

	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-1 Configuration
	Config 1,4
	
	
ULBWP.1.1 Note 4


	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-2 Configuration
	Config 1,4
	
	
ULBWP.1.3 Note 4



	
	Config 2,5
	
	

	
	Config 3,6
	
	

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR.2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR.2.1 TDD

	Dedicated CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	
	SMTC.1 

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1,2,4,5
	dBm/SCS
	[-104]

	
	Config 3,6
	
	[-101]

	NocNote 2
	dBm/15kHz
	[-104]

	SS-RSRP Note 3
	Config 1,2,4,5
	dBm/SCS
	[-87]

	
	Config 3,6
	
	[-90]

	Ês/Iot
	dB
	[17]

	Ês/Noc
	dB
	[17]

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	[-59]

	
	Config 3,6
	dBm/
38.16MHz
	[-61.9]

	Propagation Condition 
	
	AWGN

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3: 	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4: 	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in TS 38.213 section 12.



A.4.5.6.1.1.2	Test Requirements
During T1, the UE shall start to send the ACK for PSCell in a slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK for PSCell in a slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7]. 
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
During T1, the start time of PCell interruption during PSCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start time of PCell interruption of during PSCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PCell shall not be longer than the interruption duration specified for active BWP switch in TS36.133 Section 7.32.2.7.
All of the above test requirements shall be fulfilled in order for the observed PCell active BWP switch interruption to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK in a slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK.

[bookmark: _Toc535476233]A.4.5.6.1.2	E-UTRAN – NR PSCell FR1 DL active BWP switch with FR1 SCell in non-DRX in synchronous EN-DC
[bookmark: _Toc535476234]A.4.5.6.1.2.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in section 8.6, and interruption requirements for NR victim cell defined in section 8.2.1.2.7 and interruption requirement for E-UTRA victim cell defined in TS36.133 section 7.32.2.7. Supported test configurations are shown in Table A.4.5.6.1.2.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1), one NR PSCell (Cell 2) and one NR SCell (Cell 3) as given in Table A.4.5.6.1.2.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell and SCell are specified in Table A.4.5.6.1.2.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) and SCell (Cell 3) to ensure that the UE will have ACK/NACK sending.
PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 2 and the time duration of T2.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), Cell 2 (PSCell) on radio channel 2 (PSCC) and Cell 3 (SCell) on radio channel 3 (SCC).
-	UE is configured with 2 different UE-specific bandwidth parts for PSCell, BWP-1 and BWP-2, in Cell 2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is configured with 1 UE-specific bandwidth parts the same as initial BWP for SCell, BWP-0 in Cell 3 before starting the test.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in PSCell.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-0 in SCell.
-	UE is configured with a bwp-InactivityTimer timer value for PSCell.
All cells have constant signal levels throughout the test.
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively.
During T1,
Time period T1 starts when a DCI format 1_1 command for PSCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in PSCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
The UE shall be able to receive PDSCH at PSCell’s slot (i+TBWPswitchDelay) as defined in section 8.6 and starts to report valid ACK/NACK for the PSCell no later than at slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-2 starting from slot (i+TBWPswitchDelay).
PCell(Cell 1) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
SCell(Cell 3) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on PSCell(Cell 2).
During T3,
The time period T3 starts from the slot #j immediately after the slot wherein bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
The UE shall be able to receive PDSCH at PSCell’s slot (j+TBWPswitchDelay) as defined in section 8.6 and starts to report valid ACK/NACK for the PSCell at latest at slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-1 starting from slot (j+TBWPswitchDelay).
PCell(Cell 1) interruption due to BWP switch of PSCell shall occur within the BWP switch delay.
SCell(Cell 3) interruption due to BWP switch of PSCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in PSCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK is received.
The test equipment verifies that potential interruption to E-UTRA PCell and NR SCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell and SCell during BWP switch of PSCell, respectively.
Table A.4.5.6.1.2.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	A UE which fulfils the requirements in test case A.4.5.6.1.2 can skip the test cases in A.4.5.6.1.1.
Note 3:	NR configuration is the same for PSCell and SCells.



Table A.4.5.6.1.2.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2, 3
	Two NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	Active SCell
	
	Cell 3
	SCell on RF channel number 3.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	bwp-InactivityTimer
	ms
	[200]
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell-individual offset for cells on RF channel number 3
	dB
	0
	Individual offset for cells on SCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	Cell3 timing offset to cell2
	s
	3
	Synchronous cells

	T1
	s
	 [0.2]
	

	T2
	s
	 [0.2]
	

	T3
	s
	 [0.2]
	



Table A.4.5.6.1.2.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.1.2

	BWchannel
	Config 1,4
	
	10 MHz: NRB,c = 52

	
	Config 2,5
	
	10 MHz: NRB,c = 52

	
	Config 3,6
	
	40 MHz: NRB,c = 106 

	Active BWP ID
	
	1, 2
	0

	Initial BWP Configuration
	Config 1,4
	
	DLBWP.0.2
	DLBWP.0.2

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active BWP-0 Configuration
	Config 1,4
	
	NA
	DLBWP.0.2

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active BWP-1 Configuration
	Config 1,4
	
	DLBWP.1.3
	NA

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active BWP-2 Configuration
	Config 1,4
	
	DLBWP.1.1
	NA

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	Dedicated CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	NocNote 2
	dBm/15 kHz
	[-104]
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]
	[-87]

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	TBD
	TBD

	
	Config 3,6
	dBm/
38.16MHz
	TBD
	TBD

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Note 4: For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in TS 38.213 [3] section 12.



[bookmark: _Toc535476235]A.4.5.6.1.2.2	Test Requirements
During T1, the UE shall start to send the ACK for PSCell in a slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK for PSCell in a slot (j+TBWPswitchDelay+k11).
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
During T1, the start of the interruption of PCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start of the interruption of PCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PCell shall not be longer than the interruption duration specified for active BWP switch in TS36.133 Section 7.32.2.7.
During T1, the start of the interruption of SCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start of the interruption of SCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of SCell shall not be longer than the interruption duration specified for active BWP switch in Section 8.6.2.
All of the above test requirements shall be fulfilled in order for the observed PCell active BWP switch interruption to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK in a slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK.
Editor’s note: FFS value of k1 for type 1 and type 2 UE.
A.4.5.6.2	RRC-based Active BWP Switch
[bookmark: _Toc535476237]A.4.5.6.2.1	E-UTRAN – NR PSCell FR1 DL active BWP switch in non-DRX in synchronous EN-DC
[bookmark: _Toc535476238]A.4.5.6.2.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement for RRC-based BWP switch defined in section 8.6. Supported test configurations are shown in Table A.4.5.6.2.1.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1) and one NR PSCell (Cell 2) as given in Table A.4.5.6.2.1.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell are specified in Table A.4.5.6.2.1.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC) and to Cell 2 (PSCell) on radio channel 2 (PSCC).
-	UE has bandwidth part BWP-1 in its RRC-configuration for Cell 1 (PSCell).
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in PSCell.
All cells have constant signal levels throughout the test.
The test consists of 1 time period, with duration of T1.
During T1,
Time period T1 starts when a RRCReconfiguration with bandwidth part configuration BWP-2, sent from the test equipment to the UE, is received at the UE side in PSCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
The UE shall be able to receive PDSCH at PSCell’s slot (i+X) as defined in section 8.6 and starts to report valid ACK/NACK for the PSCell no later than at slot (i+X+k1). The UE shall be continuously scheduled on PSCell’s BWP-2 starting from slot (i+X).
The test equipment verifies the DL BWP switch time in PSCell by counting the slots from the time when the RRC Reconfiguration message including BWP switch command is received till an ACK is received.
Table A.4.5.6.2.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.6.2.1.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	T1
	s
	 [0.2]
	



Table A.4.5.6.2.1.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.1.2

	BWchannel
	Config 1,4
	
	10 MHz: NRB,c = 52

	
	Config 2,5
	
	10 MHz: NRB,c = 52

	
	Config 3,6
	
	40 MHz: NRB,c = 106 

	Active BWP ID
	
	1, 2

	Initial BWP Configuration
	Config 1,4
	
	DLBWP.0.2

	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active BWP-0 Configuration
	Config 1,4
	
	NA

	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active BWP-1 Configuration
	Config 1,4
	
	DLBWP.1.3

	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active BWP-2 Configuration
	Config 1,4
	
	DLBWP.1.1

	
	Config 2,5
	
	

	
	Config 3,6
	
	

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	Dedicated CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	dBm/15 kHz
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	TBD

	
	Config 3,6
	dBm/
38.16MHz
	TBD

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in TS 38.213 [3] section 12.



[bookmark: _Toc535476239]A.4.5.6.2.2.2	Test Requirements
During T1, the UE shall start to send the ACK for PSCell in a slot (i+X+k1).
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, if there are no uplink resources for reporting the ACK in a slot (i+X+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK.
Editor’s note: FFS value of X, k1 for type 1 and type 2 UE.
A.4.5.7	PSCell addition and release delay
A.4.5.7.1	Addition and Release Delay of known NR PSCell
A.4.5.7.1.1	Test purpose and environment
The purpose of this test is to verify that the NR PSCell addition and release delays under EN-DC are within the requirements stated in section 7.31.2 [15] for the case when the PSCell is known by the UE at the time of addition.
[bookmark: _Hlk3879570]Supported test configurations are shown in A.4.5.7.1.1-1. The test parameters for the E-UTRA cell are given in Table A.3.7.2.1-1. The E-UTRA cell once set up is not changed across time.
The test parameters for NR cell are given in Tables A.4.5.7.1.1-2 and cell-specific parameters in A.4.5.7.1.1-3 below. The test consists of five successive time periods with duration of T1, T2, T3, T4 and T5 respectively. There are two carriers each with one cell. Before the test starts the UE is connected to Cell 1 (E-UTRA PCell) on radio channel 1 (PCC) but is not aware of Cell 2 (NR PSCell) on radio channel 2. The UE is only monitoring the PCC. During T1 only Cell1 is known to the UE.
Before the start of T2, the UE in the measurement control information that event-triggered reporting with Event A4 is configured for neighbour cell (Cell2). Before the start of T2 the UE is configured with the measurement gaps (gap pattern Id # 0). The Cell2 becomes known to the UE during T2. Therefore, during T2 the UE shall report Event A4. After receiving the Event A4, the test system shall send a RRC message to the UE to release the measurement gaps.
The test system shall send a RRC message to the UE to add PSCell (Cell 2) on radio channel 2. The RRC message (to add PSCell) also includes a request for the UE to start periodic CSI reporting for the PSCell after the PSCell has been successfully added. The RRC message to add PSCell shall be sent to the UE during period T2, after the measurement gaps are released by the test system. The point in time at which the RRC message to add PSCell (Cell2) is received at the UE antenna connector defines the start of period T3.
The test system shall observe the periodic reporting of CSI for PSCell during T4. The point in time at which the UE has sent PRACH to the PSCell (Cell 2) defines the start of period T4.
The test system shall send a RRC message to the UE to release PSCell (Cell 2) on radio channel 2. The RRC message to release PSCell (Cell2) shall be sent to the UE during period T4, after the UE has sent at least one CQI report with non-zero CQI index for PSCell (Cell 2). The point in time at which the RRC message to release PSCell (Cell2) is received at the UE antenna connector defines the start of period T5.
Table A.4.5.7.1.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR SCS 15 kHz, BW 10 MHz, FDD

	2
	LTE FDD, NR SCS 15 kHz, BW 10 MHz, TDD

	3
	LTE FDD, NR SCS 30 kHz, BW 40 MHz, TDD

	4
	LTE FDD, NR SCS 15 kHz, BW 10 MHz, FDD

	5
	LTE FDD, NR SCS 15 kHz, BW 10 MHz, TDD

	6
	LTE FDD, NR SCS 30 kHz, BW 40 MHz, TDD

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.7.1.1-2: General Test Parameters for PSCell Addition and Release
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	Two radio channels are used for this test. One for E-UTRA cell and second for NR Cell

	Initial Condition
	Active PCell
	
	Cell1
	PCell on RF channel number 1.

	
	Neighbour cell
	
	Cell2
	Neighbour cell on RF channel number 2.

	Final Condition 
	Active PCell
	
	Cell1
	PCell on RF channel number 1.

	
	Neighbour Cell
	
	Cell2
	PSCell on RF channel number 2.

	A4
	Hysteresis
	dB
	0
	Hysteresis for evaluation of event A4.

	
	Threshold RSRP
	dBm
	-93
	Actual RSRP threshold for event A4. Needs to take absolute accuracy tolerance in section 9.1.11.1 into account plus margin.  

	
	Time to Trigger
	S
	0
	

	DRX
	
	OFF
	Continuous monitoring of primary cell

	Measurement gap pattern Id
	
	0
	Gaps are configured before T2 and released before T3.

	PRACH configuration on cell2
	
	FR1 PRACH configuration 2
	Captured in [A.3.8.2.1]

	CQI/PMI periodicity and offset configuration index on cell2
	
	TBD
	CQI reporting for PSCell every uplink subframe

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on primary component carrier. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on carrier frequency of cell2. 

	T1
	S
	5
	During this time the PCell shall be known and cell2 shall be unknown.

	T2
	S
	≤ 5
	During this time the UE shall identify neighbour cell (cell2) and report event A4.

	T3
	S
	1
	During this time the UE adds the PSCell.

	T4
	S
	1
	During this time the UE sends CSI reports for PSCell.

	T5
	S
	1
	During this time the UE releases the PSCell.



Table A.4.5.7.1.1-3: Cell Specific Parameters for PSCell Addition and Release
	Parameter
	Unit
	Config
	Test

	
	
	
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1,2,3,4,5,6
	1

	NR RF Channel Number
	
	1,2,3,4,5,6
	2

	TDD configuration
	
	1,4
	Not Applicable

	
	
	2,5
	TDDConf.1.1

	
	
	3,6
	TDDConf.1.2

	BWchannel
	MHz
	1,4
	10: NRB,c = 52

	
	
	2,5
	10: NRB,c = 52

	
	
	3,6
	40: NRB,c = 106

	Initial BWP Configuration
	
	1,2,3
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP Configuration
	
	1,2,3
	DLBWP.1.1
ULBWP.1.1

	PDSCH Reference measurement channel
	
	1,4
	SR.1.1 FDD

	
	
	2,5
	SR.1.1 TDD

	
	
	3,6
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	
	1,4
	CR.1.1 FDD

	
	
	2,5
	CR.1.1 TDD

	
	
	3,6
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	
	1,4
	CCR.1.1 FDD

	
	
	2,5
	CCR.1.1 TDD

	
	
	3,6
	CCR.2.1 TDD

	OCNG Patterns
	
	1,2,3,4,5,6
	OP.1

	SSB configuration
	
	1,2,4,5
	SSB.1 FR1

	
	
	3,6
	SSB.2 FR1

	SMTC configuration
	
	1,2,4,5
	SMTC.1

	
	
	3,6
	SMTC.1

	EPRE ratio of PSS to SSS
	dB
	1,2,3,4,5,6
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15 kHz
	1,2,3,4,5,6
	N/A
	-85

	
Note2
	dBm/SCS
	1,2,4,5
	N/A
	-85

	
	
	3,6
	N/A
	-82

	

	
	1,2,3,4,5,6
	-infinity
	0

	

	
	1,2,3,4,5,6
	-infinity
	0

	SS-RSRPNote3
	dBm/SCS
	1,2,4,5
	-infinity
	-85

	
	
	3,6
	-infinity
	-82

	IoNote3
	dBm/9.36MHz
	1,2,4,5
	N/A
	-57

	
	dBm/38.1MHz
	3,6
	N/A
	-51

	Propagation condition
	
	1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.4.5.7.1.2	Test Requirements
The UE shall transmit the PRACH to PSCell at latest 232 msNote1 into T3.
The UE shall send at least one CSI report for PSCell with non-zero CQI index during T4.
The UE shall periodically send CSI reports for PSCell after the UE has sent first CQI report with non-zero CQI index during T4
The UE shall stop sending CSI reports for PSCell in at latest [20]ms into T5.
All the above test requirements shall be fulfilled in order for the observed PSCell addition delay and PSCell release delay to be counted as correct. The rate of correct observed PSCell addition delay and PSCell release delay during repeated tests shall be at least 90%.
Note1:	The PSCell addition delay can be expressed as follows as specified in Clause 7.31.2 [15]:
	Tconfig_PSCell = TRRC_delay + Tprocessing + Tsearch + T∆ + TPSCell_ DU + 2msWhere:
TRRC_delay = 20ms
Tprocessing = 20ms
Tsearch 	= 0
T∆ = 20ms
TPSCell_ DU = 16*10+10 = 170ms
[bookmark: _Toc535476240]A.4.6	Measurement procedure
[bookmark: _Toc535476241][bookmark: _Toc535476266][bookmark: _Hlk4422580]A.4.6.1	Intra-frequency Measurements
[bookmark: _Toc535476242]A.4.6.1.1	EN-DC event triggered reporting tests without gap under non-DRX
[bookmark: _Toc535476243]A.4.6.1.1.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2.
[bookmark: _Toc535476244]A.4.6.1.1.2	Test parameters
Three cells are deployed in the test, which are E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR1 neighbour cell (Cell 3) on the same frequency as the PSCell. The test parameters for PSCell are given in Table A.4.6.1.1.2-1, A.4.6.1.1.2-2, A.4.6.1.1.2-3 below and the test parameters and applicability for the E-UTRAN cell are defined in A.3.7.2. In the measurement control information a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
Table A.4.6.1.1.2-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.4.6.1.1.2-2: General test parameters for EN-DC intra-frequency event triggered reporting without gap for PSCell in FR1
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Active cell
	
	1, 2, 3
	E-UTRAN Cell 1 and NR Cell 2
	

	Neighbour cell
	
	1, 2, 3
	NR Cell 3
	Cell to be identified.

	RF Channel Number
	
	1, 2, 3
	1: Cell 1
2: Cell 2 and Cell 3
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	A3-Offset
	dB
	1, 2, 3
	-4.5
	

	CP length
	
	1, 2, 3
	Normal
	

	Hysteresis
	dB
	1, 2, 3
	0
	

	Time To Trigger
	s
	1, 2, 3
	0
	

	Filter coefficient
	
	1, 2, 3
	0
	L3 filtering is not used

	DRX
	
	1, 2, 3
	N/A
	OFF

	Time offset between PCell and PSCell
	
	1, 2, 3
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	1
	3 ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	T1
	s
	1, 2, 3
	5
	

	T2
	s
	1, 2, 3
	5
	



Table A.4.6.1.1.2-3: NR Cell specific test parameters for EN-DC intra-frequency event triggered reporting without gap for PSCell in FR1
	Parameter
	Unit
	Test configuration 
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.1
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1, 2, 3
	SSB
	SSB

	
 Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 KHz
	1
	-98

	
	
	2
	

	
	
	3
	

	

	dB
	1
	4
	-1.46
	-Infinity
	-1.46

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	

	dB
	1
	4
	4
	-Infinity
	4

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	SS-RSRP Note 3
	dBm/SCS KHz
	1
	-94
	-94
	-Infinity
	-94

	
	
	2
	-94
	-94
	-Infinity
	-94

	
	
	3
	-91
	-91
	-Infinity
	-91

	Io
	dBm/9.36 MHz
	1
	-64.60
	-62.25
	-Infinity
	-62.25

	
	dBm/9.36 MHz
	2
	-64.60
	-62.25
	-Infinity
	-62.25

	
	dBm/38.16 MHz
	3
	-58.50
	-56.16
	-Infinity
	-56.16

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476245]A.4.6.1.1.3	Test Requirements
The UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 800 ms from the beginning of time period T2. The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476246]A.4.6.1.2	EN-DC event triggered reporting tests without gap under DRX
[bookmark: _Toc535476247]A.4.6.1.2.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2.
[bookmark: _Toc535476248]A.4.6.1.2.2	Test parameters
Three cells are deployed in the test, which are E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR1 neighbour cell (Cell 3) on the same frequency as the PSCell. The test parameters for PSCell are given in Table A.4.6.1.2.1-1, A.4.6.1.2.1-2, A.4.6.1.2.1-3 and A.4.6.1.2.1-4 below and the test parameters and applicability for the E-UTRAN cell are defined in A.3.7.2. In the measurement control information a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
Table A.4.6.1.2.2-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.4.6.1.2.2-2: General test parameters for EN-DC intra-frequency event triggered reporting without gap for PSCell in FR1 with DRX
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	Active cell
	
	1, 2, 3
	E-UTRAN Cell 1 and NR Cell 2
	

	Neighbour cell
	
	1, 2, 3
	NR Cell 3
	Cell to be identified.

	RF Channel Number
	
	1, 2, 3
	1: Cell 1
2: Cell 2 and Cell 3
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	A3-Offset
	dB
	1, 2, 3
	-4.5
	

	CP length
	
	1, 2, 3
	Normal
	

	Hysteresis
	dB
	1, 2, 3
	0
	

	Time To Trigger
	s
	1, 2, 3
	0
	

	Filter coefficient
	
	1, 2, 3
	0
	L3 filtering is not used

	DRX
	
	1, 2, 3
	DRX.1
	DRX.2
	

	Time offset between PCell and PSCell
	
	1, 2, 3
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	1
	3 ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	T1
	s
	1, 2, 3
	5
	

	T2
	s
	1, 2, 3
	5
	10
	



Table A.4.6.1.2.2-3: NR Cell specific test parameters for EN-DC intra-frequency event triggered reporting without gap for PSCell in FR1 with DRX
	Parameter
	Unit
	Test configuration 
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.1
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1, 2, 3
	SSB
	SSB

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 KHz
	1
	-98

	
	
	2
	

	
	
	3
	

	[image: ]
	dB
	1
	4
	-1.46
	-Infinity
	-1.46

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	[image: ]
	dB
	1
	4
	4
	-Infinity
	4

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	SS-RSRP Note 3
	dBm/SCS KHz
	1
	-94
	-94
	-Infinity
	-94

	
	
	2
	-94
	-94
	-Infinity
	-94

	
	
	3
	-91
	-91
	-Infinity
	-91

	Io
	dBm/9.36 MHz
	1
	-64.60
	-62.25
	-Infinity
	-62.25

	
	dBm/9.36 MHz
	2
	-64.60
	-62.25
	-Infinity
	-62.25

	
	dBm/38.16 MHz
	3
	-58.50
	-56.16
	-Infinity
	-56.16

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


[bookmark: _Toc535476249]A.4.6.1.2.2	Test Requirements
In test 1, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 920 ms from the beginning of time period T2. The UE is not required to read the neighbour cell SSB index in this test.
In test 2, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 6400 ms from the beginning of time period T2. The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476250]A.4.6.1.3	EN-DC event triggered reporting tests with per-UE gaps under non-DRX
[bookmark: _Toc535476251]A.4.6.1.3.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.6.2 and 9.2.6.3.
[bookmark: _Toc535476252]A.4.6.1.3.2	Test parameters
Three cells are deployed in the test, which are E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR1 neighbour cell (Cell 3) on the same frequency as the PSCell.The test parameters for PSCell are given in Table A.4.6.1.3.1-1 and A.4.6.1.3.1-2 below and the test parameters and applicability for the E-UTRAN cell are defined in A.3.7.2. In the measurement control information a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
There are two BWPs configured in Cell 2, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 2. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
Table A.4.6.1.3.2-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.4.6.1.3.2-2: General test parameters for EN-DC intra-frequency event triggered reporting with per-UE gaps for PSCell in FR1
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Active cell
	
	1, 2, 3
	E-UTRAN Cell 1 and NR Cell 2
	

	Neighbour cell
	
	1, 2, 3
	NR Cell 3
	Cell to be identified.

	RF Channel Number
	
	1, 2, 3
	1: Cell 1
2: Cell 2 and Cell 3
	

	Measurement gap type
	
	1, 2, 3
	Per-UE gaps
	

	Measurement gap repitition periodicity
	ms
	1, 2, 3
	40
	

	Measurement gap length
	ms
	1, 2, 3
	6
	

	Measurement gap offset
	ms
	1, 2, 3
	39
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	CSI-RS parameters
	
	1
	CSI-RS.1.2 FDD
	

	
	
	2
	CSI-RS.1.2 TDD
	

	
	
	3
	CSI-RS.2.2 TDD
	

	A3-Offset
	dB
	1, 2, 3
	-4.5
	

	CP length
	
	1, 2, 3
	Normal
	

	Hysteresis
	dB
	1, 2, 3
	0
	

	Time To Trigger
	s
	1, 2, 3
	0
	

	Filter coefficient
	
	1, 2, 3
	0
	L3 filtering is not used

	DRX
	
	1, 2, 3
	N/A
	OFF

	Time offset between PCell and PSCell
	
	1, 2, 3
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	1
	3 ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	T1
	s
	1, 2, 3
	5
	

	T2
	s
	1, 2, 3
	5
	



Table A.4.6.1.3.2-3: NR Cell specific test parameters for EN-DC intra-frequency event triggered reporting with per-UE gaps for PSCell in FR1
	Parameter
	Unit
	Test configuration 
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.2
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.2
	ULBWP.1.1

	RLM-RS
	
	1, 2, 3
	CSI-RS
	SSB

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 KHz
	1
	-98

	
	
	2
	

	
	
	3
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	dB
	1
	4
	-1.46
	-Infinity
	-1.46

	
	
	2
	
	
	
	

	
	
	3
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	dB
	1
	4
	4
	-Infinity
	4

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	SS-RSRP Note 3
	dBm/SCS KHz
	1
	-94
	-94
	-Infinity
	-94

	
	
	2
	-94
	-94
	-Infinity
	-94

	
	
	3
	-91
	-91
	-Infinity
	-91

	Io
	dBm/9.36 MHz
	1
	-64.60
	-62.25
	-Infinity
	-62.25

	
	dBm/9.36 MHz
	2
	-64.60
	-62.25
	-Infinity
	-62.25

	
	dBm/38.16 MHz
	3
	-58.50
	-56.16
	-Infinity
	-56.16

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476253]A.4.6.1.3.3	Test Requirements
The UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 800 ms from the beginning of time period T2. The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.4.6.1.4	EN-DC event triggered reporting tests with per-UE gaps under DRX
A.4.6.1.4.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the intra-frequency cell search requirements in clause 9.2.6.2 and 9.2.6.3.
A.4.6.1.4.2	Test parameters
Three cells are deployed in the test, which are E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR1 neighbour cell (Cell 3) on the same frequency as the PSCell.The test parameters for PSCell are given in Table A.4.6.1.4.2-1, A.4.6.1.4.2-2, A.4.6.1.4.2-3 A.4.6.1.4.2-4 and A.4.6.1.4.2-5 below and the test parameters and applicability for the E-UTRAN cell are defined in A.3.7.2. In the measurement control information a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
There are two BWPs configured in Cell 2, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 2. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
Table A.4.6.1.4.2-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.4.6.1.4.2-2: General test parameters for EN-DC intra-frequency event triggered reporting with per-UE gaps for PSCell in FR1 with DRX
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	Active cell
	
	1, 2, 3
	E-UTRAN Cell 1 and NR Cell 2
	

	Neighbour cell
	
	1, 2, 3
	NR Cell 3
	Cell to be identified.

	RF Channel Number
	
	1, 2, 3
	1: Cell 1
2: Cell 2 and Cell 3
	

	Measurement gap type
	
	1, 2, 3
	Per-UE gaps
	

	Measurement gap repitition periodicity
	ms
	1, 2, 3
	40
	

	Measurement gap length
	ms
	1, 2, 3
	6
	

	Measurement gap offset
	ms
	1, 2, 3
	39
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	CSI-RS parameters
	
	1
	CSI-RS.1.2 FDD
	

	
	
	2
	CSI-RS.1.2 TDD
	

	
	
	3
	CSI-RS.2.2 TDD
	

	A3-Offset
	dB
	1, 2, 3
	-4.5
	

	CP length
	
	1, 2, 3
	Normal
	

	Hysteresis
	dB
	1, 2, 3
	0
	

	Time To Trigger
	s
	1, 2, 3
	0
	

	Filter coefficient
	
	1, 2, 3
	0
	L3 filtering is not used

	DRX
	
	1, 2, 3
	DRX.1
	DRX.2
	

	Time offset between PCell and PSCell
	
	1, 2, 3
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	1
	3 ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	T1
	s
	1, 2, 3
	5
	

	T2
	s
	1, 2, 3
	5
	10
	



Table A.4.6.1.4.2-3: NR Cell specific test parameters for EN-DC intra-frequency event triggered reporting with per-UE gaps for PSCell in FR1 with DRX
	Parameter
	Unit
	Test configuration 
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.2
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.2
	ULBWP.1.1

	RLM-RS
	
	1, 2, 3
	CSI-RS
	SSB
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	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 KHz
	1
	-98

	
	
	2
	

	
	
	3
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	dB
	1
	4
	-1.46
	-Infinity
	-1.46

	
	
	2
	
	
	
	

	
	
	3
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	dB
	1
	4
	4
	-Infinity
	4

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	SS-RSRP Note 3
	dBm/SCS KHz
	1
	-94
	-94
	-Infinity
	-94

	
	
	2
	-94
	-94
	-Infinity
	-94

	
	
	3
	-91
	-91
	-Infinity
	-91

	Io
	dBm/9.36 MHz
	1
	-64.60
	-62.25
	-Infinity
	-62.25

	
	dBm/9.36 MHz
	2
	-64.60
	-62.25
	-Infinity
	-62.25

	
	dBm/38.16 MHz
	3
	-58.50
	-56.16
	-Infinity
	-56.16

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


A.4.6.1.4.3	Test Requirements
In test 1, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 920 ms from the beginning of time period T2. The UE is not required to read the neighbour cell SSB index in this test.
In test 2, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 6400 ms from the beginning of time period T2. The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476258]A.4.6.1.5	EN-DC event triggered reporting tests without gap under non-DRX with SSB index reading
[bookmark: _Toc535476259]A.4.6.1.5.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the FDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2.
[bookmark: _Toc535476260]A.4.6.1.5.2	Test parameters
Three cells are deployed in the test, which are E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR1 neighbour cell (Cell 3) on the same frequency as the PSCell.The test parameters for FDD PSCell are given in Table A.4.6.1.5.1-1 and A.4.6.1.5.1-2 below and the test parameters and applicability for the E-UTRAN cell are defined in A.3.7.2. In the measurement control information a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
Table A.4.6.1.5.2-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.4.6.1.5.2-2: General test parameters for EN-DC intra-frequency event triggered reporting without gap for FDD PSCell in FR1 with SSB index reading
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Active cell
	
	1
	E-UTRAN Cell 1 and NR Cell 2
	

	Neighbour cell
	
	1
	NR Cell 3
	Cell to be identified.

	RF Channel Number
	
	1
	1: Cell 1
2: Cell 2 and Cell 3
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	A3-Offset
	dB
	1
	-4.5
	

	CP length
	
	1
	Normal
	

	Hysteresis
	dB
	1
	0
	

	Time To Trigger
	s
	1
	0
	

	Filter coefficient
	
	1
	0
	L3 filtering is not used

	DRX
	
	1
	N/A
	OFF

	Time offset between PCell and PSCell
	
	1
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	1
	3 ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	T1
	s
	1
	5
	

	T2
	s
	1
	5
	



Table A.4.6.1.5.1-3: NR Cell specific test parameters for EN-DC intra-frequency event triggered reporting without gap for FDD PSCell in FR1 with SSB index reading
	Parameter
	Unit
	Test configuration 
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	OCNG Patterns
	
	1
	OP.1
	OP.1

	Initial BWP configuration
	
	1
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1
	DLBWP.1.1
	DLBWP.1.1

	Active UL BWP configuration
	
	1
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1
	SSB
	SSB

	[image: ] Note 2
	dBm/SCS
	1
	-98

	[image: ] Note 2
	dBm/15 KHz
	1
	-98

	[image: ]
	dB
	1
	4
	-1.46
	-Infinity
	-1.46

	[image: ]
	dB
	1
	4
	4
	-Infinity
	4

	SS-RSRP Note 3
	dBm/SCS KHz
	1
	-94
	-94
	-Infinity
	-94

	Io
	dBm/9.36 MHz
	1
	-64.60
	-62.25
	-Infinity
	-62.25

	Propagation Condition 
	
	1
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476261]A.4.6.1.5.3	Test Requirements
The UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 920 ms from the beginning of time period T2. The UE is required to read the neighbour cell SSB index and report the acquired SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476262]A.4.6.1.6	EN-DC event triggered reporting tests with SSB index reading with per-UE gaps
[bookmark: _Toc535476263]A.4.6.1.6.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the intra-frequency cell search requirements in clause 9.2.6.2 and 9.2.6.3.
[bookmark: _Toc535476264]A.4.6.1.6.2	Test parameters
Three cells are deployed in the test, which are E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR1 neighbour cell (Cell 3) on the same frequency as the PSCell.The test parameters for PSCell are given in Table A.4.6.1.6.2-1 A.4.6.1.6.2-2 and A.4.6.1.6.2-3 below and the test parameters and applicability for the E-UTRAN cell are defined in A.3.7.2. In the measurement control information a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
There are two BWPs configured in Cell 2, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 2. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
Table A.4.6.1.6.2-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.4.6.1.6.2-2: General test parameters for EN-DC intra-frequency event triggered reporting with gap for PSCell in FR1 with SSB index reading
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Active cell
	
	1
	E-UTRAN Cell 1 and NR Cell 2
	

	Neighbour cell
	
	1
	NR Cell 3
	Cell to be identified.

	RF Channel Number
	
	1
	1: Cell 1
2: Cell 2 and Cell 3
	

	Measurement gap type
	
	1
	Per-UE gaps
	

	Measurement gap repitition periodicity
	ms
	1
	40
	

	Measurement gap length
	ms
	1
	6
	

	Measurement gap offset
	ms
	1
	39
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	CSI-RS parameters
	
	1
	CSI-RS.1.2 FDD
	

	A3-Offset
	dB
	1
	-4.5
	

	CP length
	
	1
	Normal
	

	Hysteresis
	dB
	1
	0
	

	Time To Trigger
	s
	1
	0
	

	Filter coefficient
	
	1
	0
	L3 filtering is not used

	DRX
	
	1
	N/A
	OFF

	Time offset between PCell and PSCell
	
	1
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	1
	3 ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	T1
	s
	1
	5
	

	T2
	s
	1
	5
	



Table A.4.6.1.6.2-3: NR Cell specific test parameters for EN-DC intra-frequency event triggered reporting with gap for PSCell in FR1 with SSB index reading
	Parameter
	Unit
	Test configuration 
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	OCNG Patterns
	
	1
	OP.1
	OP.1

	Initial BWP configuration
	
	1
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1
	DLBWP.1.2
	DLBWP.1.1

	Active UL BWP configuration
	
	1
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1
	CSI-RS
	SSB
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	dBm/SCS
	1
	-98

	[image: ] Note 2
	dBm/15 KHz
	1
	-98

	[image: ]
	dB
	1
	4
	-1.46
	-Infinity
	-1.46

	[image: ]
	dB
	1
	4
	4
	-Infinity
	4

	SS-RSRP Note 3
	dBm/SCS KHz
	1
	-94
	-94
	-Infinity
	-94

	Io
	dBm/9.36 MHz
	1
	-64.60
	-62.25
	-Infinity
	-62.25

	Propagation Condition 
	
	1
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476265]A.4.6.1.6.3	Test Requirements
The UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 920 ms from the beginning of time period T2. The UE is required to read the neighbour cell SSB index and report the acquired SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
<End of Change1>
<Start of Change2>
A.4.6.2	Inter-frequency Measurements
[bookmark: _Toc535476267]A.4.6.2.1	EN-DC event triggered reporting tests for FR1 cell without SSB time index detection when DRX is not used
[bookmark: _Toc535476268]A.4.6.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR1 on NR RF channel 2.  The test parameters and configurations are given in Tables A.4.6.2.1.1-1, A.4.6.2.1.1-2, and A.4.6.2.1.1-3.
In test 1 measurement gap pattern configuration # 0 as defined in Table A.4.6.2.1.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #4 as defined in Table A.4.6.2.1.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.4.6.2.1.1-1.
Table A.4.6.2.1.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR1
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table A.4.6.2.1.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	4
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	19
	

	SMTC-SSB parameters

	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	A3-Offset
	dB
	Config 1,2,3,4,5,6
	-6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	TBD1
	TBD1
	



Table A.4.6.2.1.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD

	
	
	Config 2,3,5,6
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106 

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106 

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.1.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.2.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	SMTC configuration defined in A.3.2.11.1 and A.3.2.11.2
	
	Config 1,4
	SMTC.2 

	
	
	Config 2,3,5,6
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15

	
	
	Config 3,6
	30

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz
	
	-98

	
Note2
	dBm/SCS
	Config 1,2,4,5
	-98

	
	
	Config 3,6
	-95

	SS-RSRP Note 3
	dBm/SCS
	Config 1,2,4,5
	-94
	-94
	-Infinity
	-91

	
	
	Config 3,6
	-91
	-91
	-Infinity
	-88

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	-67.11
	-67.11
	-Infinity
	-65.38

	
	dBm/38.16MHz
	Config 3,6
	-62.27
	-62.27
	-Infinity
	-61.06

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



[bookmark: _Toc535476269]A.4.6.2.1.2	Test Requirements
In test 1 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD920] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD760] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1 and 2 UE is not required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476270]A.4.6.2.2	EN-DC event triggered reporting tests for FR1 cell without SSB time index detection when DRX is used
[bookmark: _Toc535476271]A.4.6.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR1 on NR RF channel 2.  The test parameters and configurations are given in Tables A.4.6.2.2.1-1, A.4.6.2.2.1-2, and A.4.6.2.2.1-3.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.4.6.2.2.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #4 as defined in Table A.4.6.2.2.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.4.6.2.2.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
Table A.4.6.2.2.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR1
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table A.4.6.2.2.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	4
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	19
	

	SMTC-SSB parameters

	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	A3-Offset
	dB
	Config 1,2,3,4,5,6
	-6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	ms
	Config 1,2,3,4,5,6
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	DRX is usedAs specified in clause A.3.3

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	TBD1.1
	TBD11
	TBD1.1
	TBD11
	



Table A.4.6.2.2.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD

	
	
	Config 2,3,5,6
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106 

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106 

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.1.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.2.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1,4
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15

	
	
	Config 3,6
	30

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz
	
	-98

	
Note2
	dBm/SCS
	Config 1,2,4,5
	-98

	
	
	Config 3,6
	-95

	SS-RSRP Note 3
	dBm/SCS
	Config 1,2,4,5
	-94
	-94
	-Infinity
	-91

	
	
	Config 3,6
	-91
	-91
	-Infinity
	-88

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	-67.11
	-67.11
	-Infinity
	-65.38

	
	dBm/38.16MHz
	Config 3,6
	-62.27
	-62.27
	-Infinity
	-61.06

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



[bookmark: _Toc535476272]A.4.6.2.2.2	Test Requirements
In test 1 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD1080] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [10240TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 3 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD1080] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD10240] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1, 2 , 3 and 4 UE is not required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476273]A.4.6.2.3	Void
[bookmark: _Toc535476276]A.4.6.2.4	Void
[bookmark: _Toc535476279]A.4.6.2.5	EN-DC event triggered reporting tests for FR1 cell with SSB time index detection when DRX is not used
[bookmark: _Toc535476280]A.4.6.2.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR1 on NR RF channel 2.  The test parameters and configurations are given in Tables A.4.6.2.5.1-1, A.4.6.2.5.1-2, and A.4.6.2.5.1-3.
In test 1 measurement gap pattern configuration # 0 as defined in Table A.4.6.2.5.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #4 as defined in Table A.4.6.2.5.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.4.6.2.5.1-1.
Table A.4.6.2.5.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR1
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table A.4.6.2.5.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	4
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	19
	

	SMTC-SSB parameters

	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	A3-Offset
	dB
	Config 1,2,3,4,5,6
	-6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	TBD1.1
	TBD1
	



Table A.4.6.2.5.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD

	
	
	Config 2,3,5,6
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106 

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106 

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.1.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.2.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	SMTC configuration defined in A.3.2.11.1 and A.3.2.11.2
	
	Config 1,4
	SMTC.2 

	
	
	Config 2,3,5,6
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15

	
	
	Config 3,6
	30

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz
	
	-98

	
Note2
	dBm/SCS
	Config 1,2,4,5
	-98

	
	
	Config 3,6
	-95

	SS-RSRP Note 3
	dBm/SCS
	Config 1,2,4,5
	-94
	-94
	-Infinity
	-91

	
	
	Config 3,6
	-91
	-91
	-Infinity
	-88

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	-67.11
	-67.11
	-Infinity
	-65.38

	
	dBm/38.16MHz
	Config 3,6
	-62.27
	-62.27
	-Infinity
	-61.06

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



[bookmark: _Toc535476281]A.4.6.2.5.2	Test Requirements
In test 1 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD1040] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD880] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1 and 2 UE is required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476282]A.4.6.2.6	EN-DC event triggered reporting tests for FR1 cell with SSB time index detection when DRX is used
[bookmark: _Toc535476283]A.4.6.2.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR1 on NR RF channel 2.  The test parameters and configurations are given in Tables A.4.6.2.6.1-1, A.4.6.2.6.1-2, and A.4.6.2.6.1-3.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.4.6.2.6.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #4 as defined in Table A.4.6.2.6.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.4.6.2.6.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
Table A.4.6.2.6.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR1
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table A.4.6.2.6.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	4
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	19
	

	SMTC-SSB parameters

	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	A3-Offset
	dB
	Config 1,2,3,4,5,6
	-6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	ms
	Config 1,2,3,4,5,6
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	As specified in clause A.3.3DRX is used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	TBD1.3
	TBD13.5
	TBD1.3
	TBD13.5
	



Table A.4.6.2.6.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD

	
	
	Config 2,3,5,6
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106 

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106 

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	TDD configuration
	
	Config 2,5
	TDDConf.1.1

	
	
	Config 3,6
	TDDConf.2.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1,4
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15

	
	
	Config 3,6
	30

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz
	
	-98

	
Note2
	dBm/SCS
	Config 1,2,4,5
	-98

	
	
	Config 3,6
	-95

	SS-RSRP Note 3
	dBm/SCS
	Config 1,2,4,5
	-94
	-94
	-Infinity
	-91

	
	
	Config 3,6
	-91
	-91
	-Infinity
	-88

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	-67.11
	-67.11
	-Infinity
	-65.38

	
	dBm/38.16MHz
	Config 3,6
	-62.27
	-62.27
	-Infinity
	-61.06

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



[bookmark: _Toc535476284]A.4.6.2.6.2	Test Requirements
In test 1 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD1280] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [13440TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 3 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [1280TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [13440TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1, 2 , 3 and 4 UE is required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476285]A.4.6.2.7	Void
[bookmark: _Toc535476288]A.4.6.2.8	Void
A.4.7	Measurement Performance requirements
[bookmark: _Toc535476292]A.4.7.1	SS-RSRP
[bookmark: _Toc535476293]A.4.7.1.1	EN-DC Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 10.1.2.1.1and 10.1.2.1.2 for intra frequency measurements.
A.4.7.1.1.2	Test parameters
In this set of test cases all NR cells are on the same carrier frequency. Supported test configurations are shown in table A.4.7.1.1.2-1. Both absolute and relative accuracy of SS-RSRP intra frequency measurements are tested by using the parameters in A.4.7.1.1.2-2. The configuration of cell 1 (E-UTRA PCell) is specified in section A.3.7.2.1 In all test cases, Cell 2 is the PSCell, and Cell 3 the target cell.
Table A.4.7.1.1.2-1: SS-RSRP Intra frequency SS-RSRP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: The UE is only required to be tested in one of the supported test configurations



Table A.4.7.1.1.2-2: SS-RSRP Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control Channel RMC
	Config 1,4
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	SSB configuration
	Config 1,4
	
	SSB 1 FR1  
	-
	SSB 1 FR1  
	-
	SSB 1 FR1  
	-

	
	Config 2,5
	
	SSB 1 FR1  
	
	SSB 1 FR1  
	
	SSB 1 FR1  
	

	
	Config 3,6
	
	SSB 2 FR1  
	
	SSB 2 FR1  
	
	SSB 2 FR1  
	

	SSB configuration
	Config 1,4
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2,5
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 2
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3,5,6
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3,5,6
	
	SMTC.1

	SMTC configuration
	
	SMTC.1

	OCNG Patterns
	
	OP.1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 kHz

	
	Config 3,6
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A
	
dBm/15KhZ
	-106
	-88
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A
	
	-113
	-94
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
Note2
	Config 1,2,4,5
	
dBm/SCS
	-106
	-88
	Same as Noc/15kHz

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A
	
	-110
	-91
	-113

	
	
	NR_FDD_FR1_B
	
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	
	-112

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-111.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-111

	
	
	NR_FDD_FR1_G
	
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	
	-109.5

	

	dB
	2.5
	-6
	2.5
	-6
	0.46
	-5.76

	

	dB
	6
	1
	6
	1
	3
	-1

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/SCS
	-100
	-105
	-82
	-87
	-113
	-117

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-112.5
	-116.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-112
	-116

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-111.5
	-115.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-111
	-115

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-110
	-114

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-109.5
	-113.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A
	
	-106
	-109
	-85
	-90
	-110
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-109.5
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	109
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-108.55
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-108
	-112

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-107
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-106.5
	-110.5

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/
9.36MHz
	-70.09
	-52.09
	-82.26

	
	
	NR_FDD_FR1_B
	
	
	
	-81.76

	
	
	NR_TDD_FR1_C
	
	
	
	-81.26

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-80.76

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-80.26

	
	
	NR_FDD_FR1_G
	
	
	
	-79.26

	
	
	NR_FDD_FR1_H
	
	
	
	-78.76

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/
38.16MHz
	-70.99
	-51.99
	-76.16

	
	
	NR_FDD_FR1_B
	
	
	
	-75.66

	
	
	NR_TDD_FR1_C
	
	
	
	-75.16

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-74.66

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-74.16

	
	
	NR_FDD_FR1_G
	
	
	
	-73.16

	
	
	NR_FDD_FR1_H
	
	
	
	-72.66

	Propagation condition
	-
	AWGN

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.4.7.1.1.3	Test Requirements
The SS-RSRP measurement accuracy for cell 1 and cell 2 shall fulfil absolute requirement in section 10.1.2.1.1 and relative requirement in section 10.1.2.1.2. 
A.4.7.1.2	EN-DC inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 10.1.4.1.1 and 10.1.4.1.2 for inter-frequency measurements with the testing configurations in Table A.4.7.1.2.1-1.
Table A.4.7.1.2.1-1: Applicable NR configurations for FR1 inter-frequency SS-RSRP accuracy test
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



A.4.7.1.2.2	Test parameters
In this set of test cases there are three cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR1 neighbour cell (Cell 3) on a different frequency than the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.4.7.1.2.2-1 below. Both absolute and relative accuracy of RSRP intra frequency measurements are tested by using the parameters in Table A.4.7.1.2.2-1. The inter frequency measurements are supported by a measurement gap.
Table A.4.7.1.2.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	1~6
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106
	40: NRB,c = 106

	Duplex mode
	1,4
	
	FDD
	FDD

	
	2,5
	
	TDD
	TDD

	
	3,6
	
	TDD
	TDD

	TDD configuration
	1,4
	
	N/A
	N/A

	
	2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3,6
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2,5
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3,6
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2,5
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3,6
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1,4
	
	SSB.1 FR1
	SSB.1 FR1

	
	2,5
	
	SSB.1 FR1
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	Initial BWP ConfigurationDL BWP
	1~61~6
	
	DLBWP.0.1
ULBWP.0.1DLBWP.1.1
	DLBWP.0.1
ULBWP.0.1DLBWP.1.1

	Dedicated BWP configurationUL BWP
	1~61~6
	
	DLBWP.1.1
ULBWP.1.1ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1ULBWP.1.1

	SMTC configuration
	1~6
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 3
	1~6
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A
	1~6
	dBm/15kHz
	-94.65

	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	TBD

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SSB SCS
	-94.65

	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	TBD

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-91.65
	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	TBD

	[image: ]
	1~6
	dB
	10
	10
	TBD
	TBD

	SS-RSRPNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SCS
	-84.65
	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	TBD

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-81.65
	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	TBD

	IoNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/
9.36MHz
	-56.28
	TBD

	
	NR_FDD_FR1_B
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	TBD

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	dBm/
38.16MHz
	-50.19
	TBD

	
	NR_FDD_FR1_B
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	TBD

	[image: ]
	1~6
	dB
	10
	10
	TBD
	TBD

	Propagation condition
	1~6
	-
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.4.7.1.2.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 2 and Cell 3 shall fulfil the Absolute requirement in section 10.1.4.1.1 and Relative requirement in section 10.1.4.1.2.
[bookmark: _Toc535476297]A.4.7.1.3	Void
[bookmark: _Toc535476299]A.4.7.2	SS-RSRQ
[bookmark: _Toc535476304]A.4.7.2.1	EN-DC Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.7.1.1.
A.4.7.2.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.4.7.2.1.2-1. The absolute accuracy of SS-RSRQ intra-frequency measurement is test by using the parameters in Table A.4.7.2.1.2-2. The configuration of cell 1 (E-UTRA PCell) is specified in section A.3.7.2.1. In all test cases, Cell 2 is the PSCell and Cell 3 is the target cell.
Table A.4.7.2.1.2-1: SS-RSRQ Intra frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.2.1.2-2: SS-RSRQ Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	BWP configuration
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Control Channel RMC
	Config 1,4
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP. 1

	SS-RSSI-Measurement
	
	Not Applicable

	STMC configruation 
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 kHz

	
	Config 3,6
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/15kHz
	-91
	[-110.05]
	[-120]

	
	NR_FDD_FR1_B
	
	
	
	[-119.5]

	
	NR_TDD_FR1_C
	
	
	
	[-119]

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	[-118.5]

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	[-118]

	
	NR_FDD_FR1_G
	
	
	
	[-117]

	
	NR_FDD_FR1_H
	
	
	
	[-116.5]

	
Note2
	Config 1,2,4,5
	
dBm/SCS
	-91
	[-110.05]
	Same as Noc for 15kHz

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A
	
	-88
	[-107.05]
	[-117]

	
	
	NR_FDD_FR1_B
	
	
	
	[-116.5]

	
	
	NR_TDD_FR1_C
	
	
	
	[-116]

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	[-115.5]

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	[-115]

	
	
	NR_FDD_FR1_G
	
	
	
	[-114]

	
	
	NR_FDD_FR1_H
	
	
	
	[-113.5]

	

	dB
	-1.76
	-4.7
	-5.46
	-5.46

	

	dB
	3
	3
	-2.9
	-2.9
	-4
	-4

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/SCS
	-88
	-88
	[-112.95]
	[-112.95]
	[-124]
	[-124]

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	[-123.5]
	[-123.5]

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	[-123]
	[-123]

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	[-122.5]
	[-122.5]

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	[-122]
	[-122]

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	[-121]
	[-121]

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	[-120.5]
	[-120.5]

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A
	
	-85
	-85
	[-109.95]
	[-109.95]
	[-121]
	[-121]

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	[-120.5]
	[-120.5]

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	[-120]
	[-120]

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	[-119.5]
	[-119.5]

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	[-119]
	[-119]

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	[-118]
	[-118]

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	[-117.5]
	[-117.5]

	SS-RSRQ Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	[-17.34]
	[-17.34]

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/
9.36MHz
	-56
	[-79]
	[-89.5]

	
	
	NR_FDD_FR1_B
	
	
	
	[-89]

	
	
	NR_TDD_FR1_C
	
	
	
	[-88.5]

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	[-88]

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	[-87.5]

	
	
	NR_FDD_FR1_G
	
	
	
	[-86.5]

	
	
	NR_FDD_FR1_H
	
	
	
	[-86]

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/
38.16MHz
	-50.00
	[-73]
	[-83.41]

	
	
	NR_FDD_FR1_B
	
	
	
	[-82.91]

	
	
	NR_TDD_FR1_C
	
	
	
	[-82.41]

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	[-81.91]

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	[81.41]

	
	
	NR_FDD_FR1_G
	
	
	
	[80.41]

	
	
	NR_FDD_FR1_H
	
	
	
	[-79.91]

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Section 3.5.2.



A.4.7.2.1.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in section 10.1.7.1.1. 
A.4.7.2.2	EN-DC Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
[bookmark: _Toc535476305]A.4.7.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.9.1.1 and 10.1.9.1.2 for inter frequency measurement.
[bookmark: _Toc535476306]A.4.7.2.2.2	Test Parameters
In this test case the two NR cells (i.e., Cell 2 and Cell 3) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.4.7.2.2.2-1. Both absolute accuracy and relative accuracy requirements of SS-RSRQ inter-frequency measurement are tested by using test parameters in Table A.4.7.2.2.2-2. In all test cases, Cell 2 is the PSCell and Cell 3 is target cell. Cell 1 is the E-UTRA cell which specific test parameters for this test case are specified in Table A.3.7.2.1-1.
Table A.4.7.2.2.2-1: SS-RSRQ Inter frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.2.2.2-1: SS-RSRQ Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	BWP BW
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	Config 1,2,4,5
	
	SMTC pattern 1

	
	Config 3,6
	
	SMTC pattern 2

	 SSB configuration
	Config 1,2,4,5
	
	 SSB pattern 1 in FR1

	
	Config 3,6
	
	 SSB pattern 2 in FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 kHz

	
	Config 3,6
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dBm/15kHz
	-80.18
	TBD
	TBD

	
	
	NR_FDD_FR1_B
	
	
	
	TBD

	
	
	NR_TDD_FR1_C
	
	
	
	TBD

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	TBD

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	TBD

	
	
	NR_FDD_FR1_G
	
	
	
	TBD

	
	
	NR_FDD_FR1_H
	
	
	
	TBD

	
Note2
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dBm/15kHz
	-86.27
	
	

	
	
	NR_FDD_FR1_B
	
	
	
	

	
	
	NR_TDD_FR1_C
	
	
	
	

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	

	
	
	NR_FDD_FR1_G
	
	
	
	

	
	
	NR_FDD_FR1_H
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
	
dBm/SCS
	-80.18
	TBD
	TBD

	
	
	NR_FDD_FR1_B
	
	
	
	TBD

	
	
	NR_TDD_FR1_C
	
	
	
	TBD

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	TBD

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	TBD

	
	
	NR_FDD_FR1_G
	
	
	
	TBD

	
	
	NR_FDD_FR1_H
	
	
	
	TBD

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
	
	-83.27
	TBD
	TBD

	
	
	NR_FDD_FR1_B
	
	
	
	TBD

	
	
	NR_TDD_FR1_C
	
	
	
	TBD

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	TBD

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	TBD

	
	
	NR_FDD_FR1_G
	
	
	
	TBD

	
	
	NR_FDD_FR1_H
	
	
	
	TBD

	

	dB
	-1.75
	TBD
	TBD
	TBD

	

	dB
	-1.75
	TBD
	TBD
	TBD

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dBm/SCS
	-81.93
	-81.93
	TBD
	TBD
	TBD
	TBD

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	TBD
	TBD

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	TBD
	TBD

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	TBD
	TBD

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	TBD
	TBD

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	TBD
	TBD

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	TBD
	TBD

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
	
	-85.02
	-85.02
	TBD
	TBD
	TBD
	TBD

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	TBD
	TBD

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	TBD
	TBD

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	TBD
	TBD

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	TBD
	TBD

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	TBD
	TBD

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	TBD
	TBD

	SS-RSRQ Note3
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dB
	-14.77
	-14.77
	TBD
	TBD
	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	
	TBD
	TBD

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	TBD
	TBD

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	TBD
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	
	TBD
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	
	TBD
	TBD

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dBm/
9.36MHz
	-50
	TBD
	TBD

	
	
	NR_FDD_FR1_B
	
	
	
	TBD

	
	
	NR_TDD_FR1_C
	
	
	
	TBD

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	TBD

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	TBD

	
	
	NR_FDD_FR1_G
	
	
	
	TBD

	
	
	NR_FDD_FR1_H
	
	
	
	TBD

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dBm/
38.16MHz
	-50
	TBD
	TBD

	
	
	NR_FDD_FR1_B
	
	
	
	TBD

	
	
	NR_TDD_FR1_C
	
	
	
	TBD

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	TBD

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	TBD

	
	
	NR_FDD_FR1_G
	
	
	
	TBD

	
	
	NR_FDD_FR1_H
	
	
	
	TBD

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Section 3.5.2.



[bookmark: _Toc535476307]A.4.7.2.2.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in section 10.1.9.1.1 and 10.1.9.1.2.
[bookmark: _Toc535476308]A.4.7.3	SS-SINR
[bookmark: _Toc535476300][bookmark: _Toc535476314]A.4.7.3.1	EN-DC Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
[bookmark: _Toc535476301]A.4.7.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.12.1.1.
[bookmark: _Toc535476302]A.4.7.3.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.4.7.3.1.2-1. The absolute accuracy of SS-SINR intra-frequency measurement is test by using the parameters in Table A.4.7.3.1.2-2. The configuration of cell 1 (E-UTRA PCell) is specified in section A.3.7.2.1. In all test cases, Cell 2 is the PSCell and Cell 3 is the target cell.
Table A.4.7.3.1.2-1: SS-SINR Intra frequency SS-SINR supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.3.1.2-2: SS-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	TRS configuration
	
	TRS.2.1 TDD

	TCI state
	
	TCI.State.0

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	SMTC configruation 
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 

	
	Config 3,6
	
	30 

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/15kHz
	[-90]TBD
	[-116]TBD

	
	NR_FDD_FR1_B
	
	
	[-115.5]TBD

	
	NR_TDD_FR1_C
	
	
	[-115]TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	[-114.5]TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	[-114]TBD

	
	NR_FDD_FR1_G
	
	
	[-113]TBD

	
	NR_FDD_FR1_H
	
	
	[-112.5]TBD

	
Note2
	Config 1,2,4,5
	dBm/SCS
	[-90]TBD
	Same as Noc for 15kHz

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A
	
	[-87]TBD
	[-113]TBD

	
	
	NR_FDD_FR1_B
	
	
	[-112.5]TBD

	
	
	NR_TDD_FR1_C
	
	
	[-112]TBD

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	[-111.5]TBD

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	[-111]TBD

	
	
	NR_FDD_FR1_G
	
	
	[-110]TBD

	
	
	NR_FDD_FR1_H
	
	
	[-109.5]TBD

	

	dB
	[0][5]
	[-3.19]
	[-5.46]
	[-5.46]

	

	dB
	[4.54]TBD
	[2.66]TBD
	[-4]TBD
	[-4]TBD

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/SCS
	[-85.46]TBD
	[-87.34]TBD
	[-120]TBD
	[-120]TBD

	
	
	NR_FDD_FR1_B
	
	
	
	[-119.5]TBD
	[-119.5]TBD

	
	
	NR_TDD_FR1_C
	
	
	
	[-119]TBD
	[-119]TBD

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	[-118.5]TBD
	[-118.5]TBD

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	[-118]TBD
	[-118]TBD

	
	
	NR_FDD_FR1_G
	
	
	
	[-117]TBD
	[-117]TBD

	
	
	NR_FDD_FR1_H
	
	
	
	[-116.5]TBD
	[-116.5]TBD

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A
	
	[-82.46]TBD
	[-84.34]TBD
	[-117]TBD
	[-117]TBD

	
	
	NR_FDD_FR1_B
	
	
	
	[-116.5]TBD
	[-116.5]TBD

	
	
	NR_TDD_FR1_C
	
	
	
	[-116]TBD
	[-116]TBD

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	[-115.5]TBD
	[-115.5]TBD

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	[-115]TBD
	[-115]TBD

	
	
	NR_FDD_FR1_G
	
	
	
	[-114]TBD
	[-114]TBD

	
	
	NR_FDD_FR1_H
	
	
	
	[-113.5]TBD
	[-113.5]TBD

	SS-SINR Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dB
	[0][5]
	[-3.19]
	[-5.46]
	[-5.46]

	
	NR_FDD_FR1_B
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/
9.36MHz
	[-54.5]TBD
	[-85.51]TBD

	
	
	NR_FDD_FR1_B
	
	
	[-85.01]TBD

	
	
	NR_TDD_FR1_C
	
	
	[-84.51]TBD

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	[-84.01]TBD

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	[-83.51]TBD

	
	
	NR_FDD_FR1_G
	
	
	[-82.51]TBD

	
	
	NR_FDD_FR1_H
	
	
	[-82.01]TBD

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/
38.16MHz
	[-48.41]TBD
	[-79.41]TBD

	
	
	NR_FDD_FR1_B
	
	
	[-78.91]TBD

	
	
	NR_TDD_FR1_C
	
	
	[-78.41]TBD

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	[-77.91]TBD

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	[-77.41]TBD

	
	
	NR_FDD_FR1_G
	
	
	[-76.41]TBD

	
	
	NR_FDD_FR1_H
	
	
	[-75.91]TBD

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Section 3.5.2.



[bookmark: _Toc535476303]A.4.7.3.1.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in section 10.1.12.1.1.
A.4.7.3.2	EN-DC Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.3.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.14.1.1 and 10.1.14.1.2 for inter frequency measurement.
A.4.7.3.2.2	Test Parameters
In this test case the two NR cells (i.e., Cell 2 and Cell 3) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.4.7.3.2.2-1. Both absolute accuracy and relative accuracy requirements of SS-SINR inter-frequency measurement are tested by using test parameters in Table A.4.7.3.2.2-2. In all test cases, Cell 2 is the PSCell and Cell 3 is target cell. Cell 1 is the E-UTRA cell of which specific test parameters for this test case are specified in Table A.3.7.2.1-1.
Table A.4.7.3.2.2-1: SS-SINR Inter frequency SS-SINR supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.3.2.2-1: SS-SINR Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	

	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	TRS configuration
	
	TRS.2.1 TDD

	TCI state
	
	TCI.State.0

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	SMTC configruation 
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 

	
	Config 3,6
	
	30 

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dBm/15kHz
	[-80]TBD
	[-108.5]TBD
	[-119.5]TBD

	
	
	NR_FDD_FR1_B
	
	
	
	[-119]TBD

	
	
	NR_TDD_FR1_C
	
	
	
	[-118.5]TBD

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	[-118]TBD

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	[-117.5]TBD

	
	
	NR_FDD_FR1_G
	
	
	
	[-116.5]TBD

	
	
	NR_FDD_FR1_H
	
	
	
	[-116]TBD

	
Note2
	Config 1,2,4,5
NR_FDD_FR1_A
NR_TDD_FR1_A
NR_FDD_FR1_B
NR_TDD_FR1_C
NR_FDD_FR1_D
NR_TDD_FR1_D
NR_FDD_FR1_E
NR_TDD_FR1_E
NR_FDD_FR1_G
NR_FDD_FR1_H
	
dBm/SCS
	[-80]TBD
	[-108.5]TBD
	Same as Noc for 15kHz TBD
TBD
TBD
TBD
TBD
TBD
TBD

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
	
	[-77]TBD
	[-105.5]TBD
	[-116.5]TBD

	
	
	NR_FDD_FR1_B
	
	
	
	[-116]TBD

	
	
	NR_TDD_FR1_C
	
	
	
	[-115.5]TBD

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	[-115]TBD

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	[-114.5]TBD

	
	
	NR_FDD_FR1_G
	
	
	
	[-114.5]TBD

	
	
	NR_FDD_FR1_H
	
	
	
	[-113]TBD

	

	dB
	[-1.75]
	[20]
	[-4.0]

	

	dB
	[-1.75]TBD

	[20]TBD

	[-4.0]TBD


	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dBm/SCS
	[-81.75]TBD

	[-88.5]TBD

	[-123.5]TBD


	
	
	NR_FDD_FR1_B
	
	
	
	[-123]TBD


	
	
	NR_TDD_FR1_C
	
	
	
	[-122.5]TBD


	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	[-122]TBD


	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	[-121.5]TBD


	
	
	NR_FDD_FR1_G
	
	
	
	[-120.5]TBD


	
	
	NR_FDD_FR1_H
	
	
	
	[-120]TBD


	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
	
	[-78.75]TBD

	[-85.5]TBD

	[-120.5]TBD


	
	
	NR_FDD_FR1_B
	
	
	
	[-120]TBD


	
	
	NR_TDD_FR1_C
	
	
	
	[-119.5]TBD


	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	[-119]TBD


	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	[-118.5]TBD


	
	
	NR_FDD_FR1_G
	
	
	
	[-117.5]TBD


	
	
	NR_FDD_FR1_H
	
	
	
	[-117]TBD


	SS-SINR Note3
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dB
	[-1.75]
	[20]
	[-4.0]

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dBm/
9.36MHz
	[-49.83]TBD
	[-60.5]TBD
	[-90.09]TBD

	
	
	NR_FDD_FR1_B
	
	
	
	[-89.59]TBD

	
	
	NR_TDD_FR1_C
	
	
	
	[-89.09]TBD

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	[-88.59]TBD

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	[-88.09]TBD

	
	
	NR_FDD_FR1_G
	
	
	
	[-87.09]TBD

	
	
	NR_FDD_FR1_H
	
	
	
	[-86.59]TBD

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dBm/
38.16MHz
	[-43.73]TBD
	[-54.41]TBD
	[-84]TBD

	
	
	NR_FDD_FR1_B
	
	
	
	[-83.5]TBD

	
	
	NR_TDD_FR1_C
	
	
	
	[-83]TBD

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	[-82.5]TBD

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	[-82]TBD

	
	
	NR_FDD_FR1_G
	
	
	
	[-81]TBD

	
	
	NR_FDD_FR1_H
	
	
	
	[-80.5]TBD

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Section 3.5.2.



A.4.7.3.2.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in section 10.1.14.1.1 and 10.1.14.1.2.
A.4.7.4	L1-RSRP measurement for beam reporting
[bookmark: _Toc535476310]A.4.7.4.1	SSB based L1-RSRP measurement
[bookmark: _Toc535476311]A.4.7.4.1.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.5.2 and section 10.1.19.1 for L1-RSRP measurements based on SSB with the testing configurations for NR cells in Table A.4.7.4.1.1-1.
Table A.4.7.4.1.1-1: Applicable NR configurations for FR1 SSB based L1-RSRP test
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



[bookmark: _Toc535476312]A.4.7.4.1.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.4.7.4.1.2-1 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.4.7.4.1.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one SSB resource set with two SSB resources. UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSB resources 0 and 1.
Table A.4.7.4.1.2-1: FR1 SSB based L1-RSRP test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~6
	
	freq1
	freq1

	Duplex mode
	1,4
	
	FDD
	FDD

	
	2,5
	
	TDD
	TDD

	
	3,6
	
	TDD
	TDD

	TDD Configuration
	1,4
	
	N/A
	N/A

	
	2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD 
	CR.1.1 FDD 

	
	2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD 
	CCR.1.1 FDD 

	
	2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.3 FR1  
	SSB.3 FR1  

	
	2,5
	
	SSB.3 FR1
	SSB.3 FR1  

	
	3,6
	
	SSB.4 FR1
	SSB.4 FR1 

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~6
	
	SMTC.1
	SMTC.1 

	reportConfigType
	1~6
	
	periodic
	periodic

	reportQuantity
	1~6
	
	ssb-Index-RSRP
	ssb-Index-RSRP

	Number of reported RS
	1~6
	
	2
	2

	L1-RSRP reporting period
	1~6
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A
	1~6
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SSB SCS

	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	[image: ]
	1~6
	dB
	10
	-3

	SSB RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SSB SCS
	-84.65
	-120

	
	NR_FDD_FR1_B
	
	
	
	-119.5

	
	NR_TDD_FR1_C
	
	
	
	-119

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118

	
	NR_FDD_FR1_G
	
	
	
	-117

	
	NR_FDD_FR1_H
	
	
	
	-116.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-81.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/9.36 MHz

	-56.28
	-87.28

	
	NR_FDD_FR1_B
	
	
	
	-86.78

	
	NR_TDD_FR1_C
	
	
	
	-86.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-85.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-85.28

	
	NR_FDD_FR1_G
	
	
	
	-84.28

	
	NR_FDD_FR1_H
	
	
	
	-83.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	dBm/38.16 MHz
	-50.19
	-81.19

	
	NR_FDD_FR1_B
	
	
	
	-80.69

	
	NR_TDD_FR1_C
	
	
	
	-80.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-79.19

	
	NR_FDD_FR1_G
	
	
	
	-78.19

	
	NR_FDD_FR1_H
	
	
	
	-77.69

	[image: ]
	1~6
	dB
	10
	-3

	Propagation condition
	1~6
	
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



[bookmark: _Toc535476313]A.4.7.4.1.3	Test Requirements
For at least one reported L1-RSRP during 480ms, the accuracy for SSB#0 and SSB#1 of Cell 2 shall fulfil the requirements in sections 10.1.19.1.
A.4.7.4.2	CSI-RS based L1-RSRP measurement on resource set with repetition off
A.4.7.4.2.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.5.3 and section 10.1.19.2 for L1-RSRP measurements based on CSI-RS with the testing configurations for NR cells in Table A.4.7.4.2.1-1.
Table A.4.7.4.2.1-1: Applicable NR configurations for FR1 CSI-RS based L1-RSRP test
	Config
	Description

	1
	LTE FDD, NR 15 kHz CSI-RS SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz CSI-RS SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz CSI-RS SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz CSI-RS SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz CSI-RS SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz CSI-RS SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



A.4.7.4.2.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.4.7.4.2.2-1 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.4.7.4.2.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one CSI-RS resource set with two CSI-RS resources. UE is configured to perform RLM and BFD based on SSB 0 and 1. CSI-RS is not transmitted in the same OFDM symbols as SSB. 
Table A.4.7.4.2.2-1: FR1 CSI-RS based L1-RSRP test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~6
	
	freq1
	freq1

	Duplex mode
	1,4
	
	FDD
	FDD

	
	2,5
	
	TDD
	TDD

	
	3,6
	
	TDD
	TDD

	TDD Configuration
	1,4
	
	N/A
	N/A

	
	2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD 
	CR.1.1 FDD 

	
	2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD 
	CCR.1.1 FDD 

	
	2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.1 FR1  
	SSB.1 FR1  

	
	2,5
	
	SSB.1 FR1
	SSB.1 FR1  

	
	3,6
	
	SSB.2 FR1
	SSB.2 FR1 

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~6
	
	SMTC.1
	SMTC.1 

	CSI-RS
	1,4
	
	CSI-RS 1.2 FDD
	CSI-RS 1.2 FDD

	
	2,5
	
	CSI-RS 1.2 TDD
	CSI-RS 1.2 TDD

	
	3,6
	
	CSI-RS 2.2 TDD
	CSI-RS 2.2 FDD

	reportConfigType
	1~6
	
	periodic
	periodic

	reportQuantity
	1~6
	
	cri-RSRP
	cri-RSRP

	Number of reported RS
	1~6
	
	2
	2

	L1-RSRP reporting period
	1~6
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A
	1~6
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/CSI-RS SCS

	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	[image: ]
	1~6
	dB
	TBD
	10

	CSI-RS RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/CSI-RS SCS
	-84.65
	-120

	
	NR_FDD_FR1_B
	
	
	
	-119.5

	
	NR_TDD_FR1_C
	
	
	
	-119

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118

	
	NR_FDD_FR1_G
	
	
	
	-117

	
	NR_FDD_FR1_H
	
	
	
	-116.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-81.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/9.36 MHz

	-56.28
	-87.28

	
	NR_FDD_FR1_B
	
	
	
	-86.78

	
	NR_TDD_FR1_C
	
	
	
	-86.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-85.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-85.28

	
	NR_FDD_FR1_G
	
	
	
	-84.28

	
	NR_FDD_FR1_H
	
	
	
	-83.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	dBm/38.16 MHz
	-50.19
	-81.19

	
	NR_FDD_FR1_B
	
	
	
	-80.69

	
	NR_TDD_FR1_C
	
	
	
	-80.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-79.19

	
	NR_FDD_FR1_G
	
	
	
	-78.19

	
	NR_FDD_FR1_H
	
	
	
	-77.69

	[image: ]
	1~6
	dB
	10
	-3

	Propagation condition
	1~6
	
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.4.7.4.2.3	Test Requirements
The L1-RSRP measurement accuracy for CSI-RS#0 and CSI-RS#1 of Cell 2 shall fulfil the requirements in sections 10.1.19.2.
A.4.7.5	SFTD accuracy
A.4.7.5.1	SFTD accuracy
A.4.7.5.1.1	Test Purpose and Environment
The purpose of this set of tests is to verify that the SFTD measurement accuracy is within the specified limits. This test will verify the requirements as specified in section 9.1.27 in TS 36.133 [15] for EN-DC SFTD measurements. 
A.4.7.5.1.2	Test ParametersRequirements
Supported test configurations are shown in Table A.4.7.5.1.2-1. In this set of test cases there are two cells on different carriers. Cell 1 is E-UTRAN PCell and Cell 2 is NR FR1 PSCell. The test parameters of cell 1 are given in section A.3.7.2.1. The test parameters of cell 2 are given in Table A.4.7.5.1.2-2. The SFTD between PCell and PSCell shall be set by the test equipment to one of the time differences in Table A.4.7.5.1.2-3. 
Table A.4.7.5.1.2-1: Supported test configurations for SFTD accuracy
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode, LTE FDD

	2
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode, LTE FDD

	3
	NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode, LTE FDD

	4
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode, LTE TDD

	5
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode, LTE TDD

	6
	NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode, LTE TDD

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.5.1.2-2: Test parameters for SFTD accuracy
	Parameter
	Config
	Unit
	Test 1

	SSB GSCN
	1~6
	
	freq1

	Duplex mode
	1,4
	
	FDD

	
	2,5
	
	TDD

	
	3,6
	
	TDD

	TDD Configuration
	1,4
	
	N/A

	
	2,5
	
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD 

	
	2,5
	
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD

	RMC CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD 

	
	2,5
	
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.1 FR1  

	
	2,5
	
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1

	SMTC configuration
	1~6
	
	SMTC.1

	DL BWP configuration
	1~6
	
	DLBWP.1.1

	UL BWP configuration
	1~6
	
	ULBWP.1.1

	OCNG Patterns
	1~6
	
	OP.1

	EPRE ratio of PSS to SSS
	1~6
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1~6
	dBm/15kHz
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SSB SCS

	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-101

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	

	1~6
	dB
	-3

	

	1~6
	dB
	-3

	SS-RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SCS
	-107

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/9.36 MHz
	-74.28

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	dBm/38.16 MHz
	-68.18

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	Propagation condition
	1~6
	
	AWGN

	Antenna configuration
	1~6
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



Table A.4.7.5.1.2-3: Timing offsets for SFTD accuracy test
	Configuration
	SFN offset between PCell and PSCell
	Frame boundary offset between PCell and PSCell (Ts)

	1
	100
	-122000

	2
	300
	-60540

	3
	500
	1000

	4
	700
	62540

	5
	900
	124000



A.4.7.5.1.3	Test Requirements
The SFTD reported by the UE consists of 2 elements, SFN offset and frame boundary offset between PCell and PSCell. The reported SFTD accuracy shall fulfil the requirement in section 9.1.27 in TS 36.133 [15].
A.4.8	Void

[bookmark: _Toc535476291]A.5	EN-DC tests with one or more NR cells in FR2
[bookmark: _Toc535476319]A.5.1	Void
[bookmark: _Toc535476320]A.5.2	Void
[bookmark: _Toc535476321]A.5.3	RRC_CONNECTED state mobility
[bookmark: _Toc535476322]A.5.3.1	Void
[bookmark: _Toc535476323]A.5.3.2	RRC Connection Mobility Control
[bookmark: _Toc535476324]A.5.3.2.1	Void
[bookmark: _Toc535476325]A.5.3.2.2	Random Access
[bookmark: _Toc535476326][bookmark: _Toc535476327]A.5.3.2.2.1	Contention based random access test in FR2 for PSCell/SCell in EN-DC
A.5.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in section A.3.7.2.1 and Cell 2 configured as PSCell or SCell in FR2. Supported test parameters are shown in Table A.5.3.2.2.1.1-1. UE capble of EN-DC with PSCell or SCell in FR2 needs to be tested by using the parameters in Table A.5.3.2.2.1.1-2 and Table A.5.3.2.2.1.1-3.
Table A.5.3.2.2.1.1-1: Supported test configurations for non-contention based random access test in FR2 for PSCell/SCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR PSCell/SCell 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR PSCell/SCell 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.5.3.2.2.1.1-2: General test parameters for contention based random access test in FR2 for PSCell/SCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 1 in FR2
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 2
	Config 1,2
	
	TDD
	

	TDD Configuration
	Config 1,2
	
	TDDConf.3.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 2
	Config 1,2
	
	SR3.1 TDD
	As defined in A.3.1.1.

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



Table A.5.3.2.2.1.1-3: OTA-related test parameters for contention based random access test in FR2 for PSCell/SCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	AoA setup
	
	TBD
	As defined in A.x.

	
SSB with index 0
	

	dB
	3
	SSB with index 0 is signalled to be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	TBD
	

	
	

	dB
	3
	

	
	SS-RSRP Note 2
	dBm/ SCS
	TBD
	

	
SSB with index 1
	

	dB
	-17
	SSB with index 1 is signalled to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	TBD
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 2
	dBm/ SCS
	TBD
	

	Io Note 1
	Config 1,2
	dBm
	TBD
	For symbols without SSB index 1

	ss-PBCH-BlockPower
	dBm/ SCS
	TBD
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	TBD
	As defined in clause 6.2.4 in TS 38.101-2.

	PRACH Configuration
	
	FR2 PRACH configuration 1
	As defined in A.3.8.3.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	Io level has been derived from other parameters for information purpose. It is not a settable parameter.
Note 2:	RSRP level has been derived from other parameters for information purposes. It is not a settable parameter.



A.5.3.2.2.1.2	Test Requirements
Contention based random access is triggered by not explicitly assigning a random access preamble via dedicated signalling in the downlink.
A.5.3.2.2.1.2.1	Random Access Preamble Transmission
To test the UE behavior specified in Subclause 6.2.2.2.1.1 the System Simulator shall receive the Random Access Preamble which belongs to one of the Random Access Preambles associated with the SSB with index 0, which has SS-RSRP above the configured rsrp-ThresholdSSB.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.1.2.2	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.1.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.1.2.3	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.1.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2.. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.1.2.4	Receiving a NACK on msg3 an UL grant for msg3 retransmission
To test the UE behavior specified in subclause 6.2.2.2.1.4 the System Simulator shall NACK all UE msg3 provide an UL grant for msg3 retransmission following a successful Random Access Response.
The UE shall re-transmit the msg3 upon the reception of an UL grant for msg3 retransmissiona NACK on msg3 until the maximum number of HARQ re-transmissions is reached.
A.5.3.2.2.1.2.5	Reception of an Incorrect Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires unless the received message includes a UE Contention Resolution Identity MAC control element and the UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.
A.5.3.2.2.1.2.6	Reception of a Correct Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.
The UE shall send ACK if the Contention Resolution is successful.
A.5.3.2.2.1.2.7	Contention Resolution Timer expiry
To test the UE behavior specified in Subclause 6.2.2.2.1.6 the System Simulator shall not send a response to a msg3.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if the Contention Resolution Timer expires.
A.5.3.2.2.2	Non-contention based random access test in FR2 for PSCell/SCell in EN-DC
A.5.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in section A.3.7.2.1 and Cell 2 configured as PSCell or SCell in FR2. Supported test parameters are shown in Table A.5.3.2.2.2.1-1. UE capble of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.5.3.2.2.2.1-2 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2).
Table A.5.3.2.2.2.1-1: Supported test configurations for non-contention based random access test in FR2 for PSCell/SCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR PSCell/SCell 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR PSCell/SCell 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.5.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR2 for PSCell/SCell in EN-DC
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 1 in FR2
	SSB pattern 1 in FR2
	As defined in A.3.10, except of Number of SSBs per SS-burst and SS/PBCH block index as below

	Number of SSBs per SS-burst
	
	2
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	0,1
	Different from the definition in A.3.10

	CSI-RS Configuration
	Config 1,2
	
	N/A
	CSI-RS.3.1 TDD
	As defined in A.3.1.4

	Duplex Mode for Cell 2
	Config 1,2
	
	TDD
	TDD
	

	TDD Configuration
	Config 1,2
	
	TDDConf.3.1
	TDDConf.3.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 2
	Config 1,2
	
	SR3.1 TDD
	SR3.1 TDD
	As defined in A.3.1.1.

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



Table A.5.3.2.2.2.1-3: OTA-related test parameters for non-contention based random access test in FR2 for PSCell/SCell in EN-DC
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	AoA setup
	
	TBD
	TBD
	As defined in A.x.

	
SSB with index 0
	

	dB
	3
	3
	SSB with index 0 is signalled to be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	TBD
	TBD
	

	
	

	dB
	3
	3
	

	
	SS-RSRP Note 2
	dBm/ SCS
	TBD
	TBD
	

	
SSB with index 1
	

	dB
	-17
	-17
	SSB with index 1 is signalled to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	TBD
	TBD
	

	
	

	dB
	-17
	-17
	

	
	SS-RSRP Note 2
	dBm/ SCS
	TBD
	TBD
	

	Io Note 1
	Config 1,2
	dBm
	TBD
	TBD
	For symbols without SSB index 1

	ss-PBCH-BlockPower
	dBm/ SCS
	TBD
	TBD
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	TBD
	TBD
	As defined in clause 6.2.4 in TS 38.101-2.

	PRACH Configuration
	
	FR2 PRACH configuration 2
	FR2 PRACH configuration 3
	As defined in A.3.8.3.

	Propagation Condition 
	-
	AWGN
	AWGN
	

	Note 1:	Io level has been derived from other parameters for information purpose. It is not a settable parameter.
Note 2:	RSRP level has been derived from other parameters for information purposes. It is not a settable parameter.




A.5.3.2.2.2.2	Test Requirements
Non-Contention based random access is triggered by explicitly assigning a random access preamble via dedicated signalling in the downlink. In the test, the non-contention based random access procedure is not initialized for Other SI requested from UE or beam failure recovery.
A.5.3.2.2.2.2.1	SSB-based Random Access Preamble Transmission
In Test-1, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for SSB-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with SSBs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the SSB with index 0.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the SSB with index 0, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-ssb-OccasionMaskIndex.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.2.2.2	CSI-RS-based Random Access Preamble Transmission
In Test-2, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for CSI-RS-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with CSI-RSs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the CSI-RS configured.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the CSI-RS configured, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-OccasionList.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.2.2.3	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.2.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.5.3.2.2.2.2.4	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.2.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window configured in RACH-ConfigCommon.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be [TBD] dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-2 [19]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-2 [19].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
[bookmark: _Toc535476328]A.5.3.2.3	Void
[bookmark: _Toc535476329]A.5.4	Timing
[bookmark: _Toc535476334]A.5.4.1	UE transmit timing
A.5.4.1.1	NR UE Transmit Timing Test for FR2
A.5.4.1.1.1	Test Purpose and environment
The purpose of this test is to verify that the UE can follow frame timing change of the connected gNodeb and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2.
Supported test configurations are shown in Table 5.4.1.1.1-1.
Table A.5.4.1.1.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	TDD, SSB SCS 240 KHz, data SCS 120kHz, BW 100MHz



For this test a single NR cell is used. Table A.5.4.1.1.1-2 defines the parameters to be configured and strength of the transmitted signals. The transmit timing is verified by the UE transmitting SRS using the configuration defined in Table A.5.4.1.1.1-3.
Table A.5.4.1.1.1-2: Cell Specific Test Parameters for UL Transmit Timing test
	Parameter
	Unit
	Config
	Test1
	Test2
	Band Group

	SSB ARFCN
	
	1
	Freq1
	Freq1
	

	Duplex Mode
	
	1
	TDD
	

	TDD configuration
	
	1
	TDDConf.1.2
	

	BWchannel
	MHz
	1
	100: NRB,c = 66
	

	Initial BWP Configuration
	
	1
	DLBWP.0.1
ULBWP.0.1
	

	Dedicated BWP Configuration
	
	1
	DLBWP.1.1
ULBWP.1.1
	

	TRS Configuration
	
	1
	TRS.2.1 TDD
	

	TCI State
	
	1
	CSI-RS.Config.0
	

	DRx Cycle
	ms
	1
	N/A
	DRX.5Note5
	

	PDSCH Reference measurement channel
	
	1
	SR.3.1 TDD
	

	CORESET Reference Channel
	
	1
	CR.3.1 TDD
	

	OCNG Patterns
	
	1
	OCNG pattern 1
	

	SMTC configuration
	
	1
	FR2 pattern 2
	

	PDSCH/PDCCH subcarrier spacing
	kHz
	1

	120
	

	EPRE ratio of PSS to SSS
	dB
	1
	0
	0
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	dBm/15 kHz
	1
	TBD
	TBD
	

	
Note2
	dBm/SCS
	1
	TBD
	TBD
	

	

	
	1
	3
	3
	

	

	
	1
	3
	3
	

	SS-RSRPNote3
	dBm/SCS
	1
	TBD
	TBD
	

	IoNote3
	dBm/95MHz
	1
	TBD
	TBD
	

	Propagation condition
	
	1
	AWGN
	

	SRS Config
	
	1
	Config1Note6
	Config2Note6
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	DRx related parameters are given in Table A.3.3.4-1
Note 6:	SRS configs are given in Table A.5.4.1.1.1-3



Table A.5.4.1.1.1-3: SRS Configuration for Timing Accuracy Test
	
	Field
	Config1
	Config 2
	Comments

	SRS-ResourceSet
	srs-ResourceSetId
	0
	0
	

	
	srs-ResourceIdList
	0
	0
	

	
	resourceType
	Periodic
	Periodic
	

	
	Usage
	Codebook
	Codebook
	

	
	SRS-ResourceSetId
	0
	0
	

	SRS-Resource
	nrofSRS-Ports
	Port1
	Port1
	

	
	transmissionComb 
	n2
	n2
	

	
	combOffset-n2
	0
	0
	

	
	cyclicShift-n2
	0
	0
	

	
	resourceMapping
startPosition
	0
	0
	

	
	resourceMapping
nrofSymbols	
	n1
	n1
	

	
	resourceMapping
repetitionFactor
	n1
	n1
	

	
	freqDomainPosition
	0
	0
	

	
	freqDomainShift
	0
	0
	

	
	freqHopping
c-SRS
	sl1
	sl1
	

	
	freqHopping
b-SRS
	0
	0
	

	
	freqHopping
b-hop
	0
	0
	

	
	groupOrSequenceHopping
	Neither
	Neither
	

	
	resourceType
	Periodic
	Periodic
	

	
	periodicityAndOffset-p
	sl1
	sl640
	Offset to align with DRx periodicity 

	
	sequenceId
	0
	0
	Any 10 bit number



Table A.5.4.1.1.1-4: Void
[bookmark: _Toc535476333]A.5.4.1.1.2	Test requirements
The test sequence shall be carried out in RRC_CONNECTED for every test case.
Following will be the test sequence for this test
1)	Set up E-UTRA PCell according to parameters given in Table A.3.7.2.1-1 and setup NR PSCell according to parameters given in Table A.5.4.1.1.1-1.
2)	After connection set up with the cell, the test equipment will verify that the timing of the NR cell is within (NTA + NTA_offset) ± Te of the first detected path of DL SSB.
a.	The NTA offset value (in Tc units) is 25600 for FR1 and 13792 for FR2
b.	The Te values depend on the DL and UL SCS for which the test is being run and are given in Table 7.1.2-1
3)	The test system shall adjust the timing of the DL path by values given in Table A.5.4.1.1.2-1
Table A.5.4.1.1.2-1 Adjustment Value for DL Timing
	SCS of SSB signals (KHz)
	Adjustment Value

	
	Test1
	Test2

	15
	+64*64Tc
	+32*64Tc

	30
	+32*64Tc
	+16*64Tc

	120
	+16*64Tc
	+8*64Tc

	240
	+8*64Tc
	+4*64Tc



4)	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in Section 7.1.2 Table 7.1.2-3. This will only be done for Test1.
5)	The test system shall verify that the UE transmit timing offset stays within (NTA + NTA_offset) ± Te of the first detected path of DL SSB. For Test 2 and Test 4 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment
A.5.4.2	UE timer accuracy
[bookmark: _Toc535476335][bookmark: _Toc535476340]A.5.4.3	Timing advance
[bookmark: _Toc535476336]A.5.4.3.1 EN-DC FR2 timing advance adjustment accuracy
[bookmark: _Toc535476337]A.5.4.3.1.1 Test Purpose and Environment
The purpose of the test is to verify UE Timing Advance adjustment delay and accuracy requirement defined in clause 7.3.
[bookmark: _Toc535476338]A.5.4.3.1.2 Test Parameters
Supported test configurations are shown in table A.5.4.3.1.2-1. Both timing advance adjustment delay and accuracy are tested by using the parameters in table A.5.4.3.1.2-2, A.5.4.3.1.2-3 and A.5.4.3.1.2-4. The configuration of Cell 1 (LTE PCell) is specified in section A.3.7.2.1.
In all test cases, two cells are used. Cell 1 is the PCell in the primary Timing Advance Group (pTAG) and cell 2 is the PSCell is in the secondary Timing Advance Group (sTAG). Each test consists of two successive time periods, with time duration of T1 and T2 respectively. In each time period, timing advance commands for sTAG are sent to the UE and Sounding Reference Signals (SRS), as specified in table A.5.4.3.1.2-3, are sent from the UE and received by the test equipment. By measuring the reception of the SRS, the transmit timing, and hence the timing advance adjustment accuracy, can be measured for PSCell in sTAG.
During time period T1, the test equipment shall send one message with a Timing Advance Command MAC Control Element for sTAG, as specified in Clause 6.1.3.4 in TS 38.321 [7]. The Timing Advance Command value shall be set to 31, which according to Clause 4.2 in TS 38.213 results in zero adjustment of the Timing Advance. In this way, a reference value for the timing advance for sTAG used by the UE is established.
During time period T2, the test equipment shall send a sequence of messages with Timing Advance Command MAC Control Elements for sTAG, with Timing Advance Command value specified in table A.5.4.3.1.2-2. This value shall result in changes of the timing advance for sTAG used by the UE, and the accuracy of the change shall then be measured, using the SRS sent from the UE.
As specified in Clause 7.3.2.1, the UE adjusts its uplink timing at slot n+k for a timing advance command received in slot n. This delay must be taken into account when measuring the timing advance adjustment accuracy, via the SRS sent from the UE.
The UE Time Alignment Timer, described in Clause 5.2 in TS 38.321, shall be configured so that it does not expire in the duration of the test.
Table A.5.4.3.1.2-1: Timing advance supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.4.3.1.2-2: General test parameters for timing advance
	Parameter
	Unit
	Value
	Comment

	RF channel number
	
	Cell 1: 1
Cell 2: 2
	1 for E-UTRAN PCell
2 for NR PSCell

	Initial DL BWP
	
	DLBWP.0.1
	As specified in Table A.3.9.2.1-1

	Dedicated DL BWP
	
	DLBWP.1.1
	As specified in Table A.3.9.2.2-1

	Initial UL BWP
	
	ULBWP.0.1
	As specified in Table A.3.9.3.1-1

	Dedicated UL BWP
	
	ULBWP.1.1
	As specified in Table A.3.9.3.2-1

	Timing Advance Command (TA) value during T1
	
	31
	NTA_new = NTA_old  for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	NTA_new = NTA_old  + 8192*Tc (based on equation in TS 38.213 [3] section 4.2)

	T1
	s
	5
	

	T2
	s
	5
	



Table A.5.4.3.1.2-3: Cell specific test parameters for timing advance
	Parameter
	Unit
	Test1

	
	
	T1
	T2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66

	BWP BW
	MHz
	100: NRB,c = 66

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	
	SR.3.1 TDD 

	CORESET Reference Channel
	
	CR.3.1 TDD 

	TRS configuration
	
	TRS.2.1 TDD

	TCI configuration
	
	CSI-RS.Config.0

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	
	SMTC.1 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 kHz

	PUCCH/PUSCH subcarrier spacing
	kHz
	120 kHz

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	UE orientation around TBD axis and TBD axis
	degrees
	TBD

	
Note2
	dBm/15kHz
	-98

	
Note2
	
dBm/SCS
	-89

	

	dB
	3

	

	dB
	3

	IoNote3
	dBm/
95.04MHz
	-57.96

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table A.5.4.3.1.2-4: Sounding Reference Symbol Configuration for timing advance
	Field
	Value
	Comment

	c-SRS
	16
	Frequency hopping is disabled

	b-SRS
	0
	

	b-hop
	0
	

	freqDomainPosition
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	

	groupOrSequenceHopping
	neither
	No group or sequence hopping

	SRS-PeriodicityAndOffset
	sl5=0
	Once every 5 slots

	pathlossReferenceRS
	ssb-Index=0
	SSB #0 is used for SRS path loss estimation

	usage
	nonCodebook
	Non-codebook based UL transmission

	startPosition
	0
	resourceMapping setting. SRS on last symbol of slot, and 1symbols for SRS without repetition.

	nrofSymbols
	n1
	

	repetitionFactor
	n1
	

	combOffset-n2
	0
	transmissionComb setting

	cyclicShift-n2
	0
	

	nrofSRS-Ports
	port1
	Number of antenna ports used for SRS transmission

	Note:	For further information see clause 6.3.2 in TS 38.331 [2].



[bookmark: _Toc535476339]A.5.4.3.1.3	Test Requirements
The UE shall apply the signalled Timing Advance value for PSCell in sTAG to the transmission timing at the designated activation time i.e. k+1 slots after the reception of the timing advance command, where k = 24.
The Timing Advance adjustment accuracy for PSCell in sTAG shall be within the limits specified in clause 7.3.2.2.
The rate of correct Timing Advance adjustments observed during repeated tests shall be at least 90%.
A.5.5	Signaling characteristics
[bookmark: _Toc535476354][bookmark: _Toc535476366]A.5.5.1	Radio link Monitoring
In the following section, any uplink signal transmitted by the UE is used for detecting the In-/Out-of-Sync state of the UE. In terms of measurement, the uplink signal is verified on the basis of the UE output power:
Editor note: The metric for the detection of the UE UL transmitted signal by the TE is FFS.
A.5.5.1.1	Radio Link Monitoring Out-of-sync Test for FR2 PSCell configured with SSB-based RLM RS in non-DRX mode
A.5.5.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.5.5.1.1.1-1. The test parameters are given in Tables A.5.5.1.1.1-2, A.5.5.1.1.1-3, and A. 5.5.1.1.1-4 below. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-2. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.5.5.1.1.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. UE is configured to perform inter-frequency measurements using Gap Pattern ID #0 (40ms) in test 1.
Table A.5.5.1.1.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	FDD LTE PCell, NR 120 KHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, NR 120 KHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.1.1-2: General test parameters for FR2 out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 2
	
	TDD

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 2
	
	TBD

	CORESET Reference Channel
	Config 1, 2
	
	CR.3.1 TDD  

	SSB Configuration
	Config 1, 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1, 2
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	120 KHz

	PRACH Configuration
	Config 1, 2
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1, 2
	
	0,1

	TCI Configuration
	Config 1, 2
	
	TBD

	OCNG parameters
	
	OP.1

	CP length
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration
	Config 1, 2
	
	[CSI-RS.3.3 TDD]

	T1
	s
	[1]

	T2
	s
	[10]

	T3
	s
	[12]

	D1
	s
	[9.64]

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.1.1-3: OTA related cell specific test parameters for FR2 (Cell 2) for out-of-sync radio link monitoring tests in non-DRX mode

	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	ssb-Index 0 AoA Configuration 
	Config 1, 2
	
	TBD

	ssb-Index 1 AoA Configuration
	Config 1, 2
	
	TBD

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	ssb-Index 0 SNR
	Config 1, 2
	dB
	1
	-7
	-15

	ssb-Index 1 SNR
	Config 1, 2
	
	1
	-15
	-15

	

	Config 1, 2
	dBm/15KHz
	-98

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.



Table A.5.5.1.1.1-4: Measurement gap configuration for out-of-sync tests in non-DRX mode
	Field
	Test 1

	
	Value

	gapOffset
	0

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap).



[image: ]
Figure A.5.5.1.1.1-1: SNR variation for out-of-sync testing
A.5.5.1.1.2	Test Requirements
The UE behavior in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The UE shall stop transmitting uplink signal no later than time point C (D1 second after the start of the time duration T3).
The rate of correct events observed during repeated tests shall be at least 90%.
A.5.5.1.2	Radio Link Monitoring In-sync Test for FR2 PSCell configured with SSB-based RLM RS in non-DRX mode
A.5.5.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.5.5.1.2.1-1. The test parameters are given in Tables A.5.5.1.2.1-2, and A.5.5.1.2.1-3 below. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-2. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.1.2.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5ms. 
Table A.5.5.1.2.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	FDD LTE PCell, NR 120 KHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, NR 120 KHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.2.1-2: General test parameters for FR2 in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell
	
	Ce1l 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1
	
	TDD

	BWchannel
	Config 1
	
	100: NRB,c = 66

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.1

	TDD Configuration
	Config 1
	
	TBD

	CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD  

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.3TBD
(Note SMTC periodicity =160ms)

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	PRACH Configuration
	Config 1
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1
	
	0,1

	TCI Configuration
	Config 1
	
	TBD

	OCNG parameters
	
	OP.1

	CP length
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	[6000]

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration
	Config 1
	
	[CSI-RS.3.3 TDD]

	T1
	s
	[0.5]

	T2
	s
	[2]

	T3
	s
	[1.86]

	T4
	s
	[0.02]

	T5
	s
	[7]

	D1
	s
	[6.5]

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3: 	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.2.1-3: OTA related cell specific test parameters for FR2 (Cell 2) for in-sync radio link monitoring tests in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	ssb-Index 0 AoA Configuration 
	Config 1, 2
	
	TBD

	ssb-Index 1 AoA Configuration
	Config 1, 2
	
	TBD

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	ssb-Index 0 SNR
	Config 1, 2
	dB
	1
	-7
	-15
	-4.5
	1

	ssb-Index 1 SNR
	Config 1, 2
	
	1
	-15
	-15
	-15
	-15

	

	Config 1, 2
	dBm/15KHz
	-98

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.



Table A.5.5.1.2.1-4: Void
[image: ]
Figure A.5.5.1.2.1-1: SNR variation for in-sync testing

A.5.5.1.2.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
A.5.5.1.3	Radio Link Monitoring Out-of-sync Test for FR2 PSCell configured with SSB-based RLM RS in DRX mode
A.5.5.1.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell when DRX is used. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.5.5.1.3.1-1. The test parameters are given in Tables A.5.5.1.3.1-2, and A.5.5.1.3.1-3. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-2. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.5.5.1.3.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CSI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.5.5.1.3.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	FDD LTE PCell, NR 120 KHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, NR 120 KHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.3.1-2: General test parameters for FR2 out-of-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 2
	
	TDD

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 2
	
	TBD

	CORESET Reference Channel
	Config 1, 2
	
	CR.3.1 TDD  

	SSB Configuration
	Config 1, 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1, 2
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	120 KHz

	PRACH Configuration
	Config 1, 2
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1, 2
	
	0,1

	TCI Configuration
	Config 1, 2
	
	TBD

	OCNG parameters
	
	OP.1

	CP length
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX Configuration
	
	[DRX.3]

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration
	Config 1, 2
	
	[CSI-RS.3.3 TDD]

	T1
	s
	[41]

	T2
	s
	[15]

	T3
	s
	[15]

	D1
	s
	[14.44]

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.3.1-3: OTA related cell specific test parameters for FR2 (Cell 2) for out-of-sync radio link monitoring tests in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	ssb-Index 0 AoA Configuration 
	Config 1, 2
	
	TBD

	ssb-Index 1 AoA Configuration
	Config 1, 2
	
	TBD

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	ssb-Index 0 SNR
	Config 1, 2
	dB
	1
	-7
	-15

	ssb-Index 1 SNR
	Config 1, 2
	
	1
	-15
	-15

	

	Config 1, 2
	dBm/15KHz
	-98

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.


Table A.5.5.1.3.1-4: Void
Table A.5.5.1.3.1-5: Void
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Figure A.5.5.1.3.1-1: SNR variation for out-of-sync testing

A.5.5.1.3.2	Test Requirements
The UE behavior in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The UE shall stop transmitting uplink signal no later than time point C (D1 second after the start of the time duration T3).
The rate of correct events observed during repeated tests shall be at least 90%.
A.5.5.1.4	Radio Link Monitoring In-sync Test for FR2 PSCell configured with SSB-based RLM RS in DRX mode
A.5.5.1.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell when DRX is used. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.5.5.1.4.1-1. The test parameters are given in Tables A.5.5.1.4.1-2, and A.5.5.1.4.1-3. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-2. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.1.4.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CSI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.5.5.1.4.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	FDD LTE PCell, NR 120 KHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, NR 120 KHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.4.1-2: General test parameters for FR2 in-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 2
	
	TDD

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 2
	
	TBD

	CORESET Reference Channel
	Config 1, 2
	
	CR.3.1 TDD  

	SSB Configuration
	Config 1, 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1, 2
	
	SMTC.3TBD
(SMTC periodicity = 160ms)

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	120 KHz

	PRACH Configuration
	Config 1, 2
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1, 2
	
	0,1

	TCI Configuration
	Config 1, 2
	
	TBD

	OCNG parameters
	
	OP.1

	CP length
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX Configuration
	
	[DRX.3]

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	[6000]

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration
	Config 1, 2
	
	[CSI-RS.3.3 TDD]

	T1
	s
	[4]

	T2
	s
	[6]

	T3
	s
	[5.54]

	T4
	s
	[0.02]

	T5
	s
	[7]

	D1
	s
	[6.5]

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.4.1-3: OTA related cell specific test parameters for FR2 (Cell 2) for in-sync radio link monitoring test in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	ssb-Index 0 AoA Configuration 
	Config 1, 2
	
	TBD

	ssb-Index 1 AoA Configuration
	Config 1, 2
	
	TBD

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	ssb-Index 0 SNR
	Config 1, 2
	dB
	1
	-7
	-15
	-4.5
	1

	ssb-Index 1 SNR
	Config 1, 2
	
	1
	-15
	-15
	-15
	-15

	

	Config 1, 2
	dBm/15KHz
	-98

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.3
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.



Table A.5.5.1.4.1-4: Void
Table A.5.5.1.4.1-5: Void
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Figure A.5.5.1.4.1-1: SNR variation for in-sync testing.

[bookmark: _Toc535476353]A.5.5.1.4.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
A.5.5.1.5	EN-DC Radio Link Monitoring Out-of-sync Test for FR2 PSCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476355]A.5.5.1.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR2 TDD PSCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.5.5.1.5.1-1, A.5.5.1.5.1-2, and A.5.5.1.5.1-3 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.5.5.1.5.1-1 shows the variation of the downlink SNR in the E-UTRAN PCell and the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [5] or [10] ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms).
Table A.5.5.1.5.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.5.1-2: General test parameters for FR2 PSCell for CSI-RS out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex Mode
	
	TDD

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	
	Config 2
	
	TDDConf.3.1

	CORESET Reference Channel
	Config 1
	
	CR. 3.1 TDD

	
	Config 2
	
	CR. 3.1 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	
	Config 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	
	Config 2
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	
	Config 2
	
	120 KHz

	csi-RS-Index assigned as RLM RS
	
	[0]

	TRS configuration
	
	TRS.2.1 TDD

	TCI configuration
	
	CSI-RS.Config.0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	*[gp0]

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	NZP CSI-RS configuration 
	
	[ResourceId 0]

	ZP CSI-RS configuation 
	
	TBD

	CSI-IM configuration 
	
	TBD

	Periodic CSI reporting
	
	PUCCH

	CSI reporting periodicity
	Config 1
	slot
	[5] 

	
	Config 2
	
	[10]

	T1
	s
	1

	T2
	s
	0.4

	T3
	s
	[0.6]

	D1
	s
	[0.44]

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test. 



Table A.5.5.1.5.1-3: Cell specific test parameters for FR2 for CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	



0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR
	Config 1
	dB
	TBD
	TBD
	TBD

	
	Config 2
	
	TBD
	TBD
	TBD

	

	Config 1
	dBm/15KHz
	TBD

	
	Config 2
	
	TBD

	Propagation condition
	
	[TDL-A 30ns 75Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.5.5.1.5.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.5.5.1.5.1-3A: Measurement gap configuration for FR2 CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Field
	Test 2

	
	Value

	gapOffset
	[0]

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap)



Table A.5.5.1.5.1-4: NZP-CSI-RS resource configuration for FR2 CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1:	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.5.5.1.5.1-1





Figure A.5.5.1.5.1-1: SNR variation for CSI-RS out-of-sync testing

[bookmark: _Toc535476356]A.5.5.1.5.2	Test Requirements
The UE behaviour during time durations T1, T2, and T3 shall be as follows:
During time durations T1, T2 and T3, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1 (E-UTRAN PCell).
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 (PSCell) at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
The UE shall stop transmitting uplink signal in Cell 2 (PSCell) no later than time point C (D1 = [TBD] ms after the start of the time duration T3) on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476357]A.5.5.1.6	EN-DC Radio Link Monitoring In-sync Test for FR2 PSCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476358]A.5.5.1.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR2 TDD PSCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.5.5.1.6.1-1, A.5.5.1.6.1-2, A.5.5.1.6.1-3, A.5.5.1.6.1-4, A.5.5.1.6.1-5, and A.5.5.1.6.1-6 below. There are two cells, cell 1which is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.1.6.1-1 shows the variation of the downlink SNR in the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [5] or [10] ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements without gap.
Table A.5.5.1.6.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.6.1-2: General test parameters for FR2 PSCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex Mode
	
	TDD

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	
	Config 2
	
	TDDConf.3.1

	CORESET Reference Channel
	Config 1
	
	CR. 3.1 TDD

	
	Config 2
	
	CR. 3.1 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	
	Config 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	
	Config 2
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	
	Config 2
	
	120 KHz

	csi-RS-Index assigned as RLM RS
	
	[0]

	OCNG parameters
	
	OCNG pattern 1

	TRS configuration
	
	TRS.2.1 TDD

	TCI configuration
	
	CSI-RS.Config.0

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	

In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	[N.A.]

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	NZP CSI-RS configuration 
	
	[ResourceId 1]

	ZP CSI-RS configuation 
	
	TBD

	CSI-IM configuration 
	
	TBD

	Periodic CSI reporting
	
	PUCCH

	CSI reporting periodicity
	Config 1
	slot
	[5] 

	
	Config 2
	
	[10]

	T1
	s
	1

	T2
	s
	0.4

	T3
	s
	[0.6]

	D1
	s
	[0.24]

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.6.1-3: Cell specific test parameters for FR2 for CSI-RS in-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	



0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR
	Config 1
	dB
	TBD
	TBD
	TBD

	
	Config 2
	
	TBD
	TBD
	TBD

	

	Config 1
	dBm/15KHz
	TBD

	
	Config 2
	
	TBD

	Propagation condition
	
	[TDL-A 30ns 75Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.5.5.1.6.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.5.5.1.6.1-3A: Measurement gap configuration for FR2 CSI-RS in-sync radio link monitoring in non-DRX mode
	Field
	Test 4

	
	Value

	gapOffset
	[0]

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap)



Table A.5.5.1.6.1-4: NZP-CSI-RS resource configuration for FR2 CSI-RS in-sync radio link monitoring in non-DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1:	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.5.5.1.6.1-1



[image: ]
Figure A.5.5.1.6.1-1: SNR variation for CSI-RS in-sync testing

[bookmark: _Toc535476359]A.5.5.1.6.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (T6 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476360]A.5.5.1.7	EN-DC Radio Link Monitoring Out-of-sync Test for FR2 PSCell configured with CSI-RS-based RLM in DRX mode
[bookmark: _Toc535476361]A.5.5.1.7.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR2 TDD PSCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.5.5.1.7.1-1, A.5.5.1.7.1-2, and A.5.5.1.7.1-3 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.5.5.1.7.1-1 shows the variation of the downlink SNR in the E-UTRAN PCell and the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [5] or [10] ms. In the test, DRX configuration is enabled in PSCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. The UE is configured to perform inter-frequency measurements without gap.
Table A.5.5.1.7.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.7.1-2: General test parameters for FR2 PSCell for CSI-RS out-of-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex Mode
	
	TDD

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	
	Config 2
	
	TDDConf.3.1

	CORESET Reference Channel
	Config 1
	
	CR. 3.1 TDD

	
	Config 2
	
	CR. 3.1 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	
	Config 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	
	Config 2
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	
	Config 2
	
	120 KHz

	csi-RS-Index assigned as RLM RS
	
	[0]

	TRS configuration
	
	TRS.2.1 TDD

	TCI configuration
	
	CSI-RS.Config.0

	OCNG parameters
	
	OCNG pattern 1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	640

	Gap pattern ID 
	
	[N.A.]

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	NZP CSI-RS configuration 
	
	[ResourceId 1]

	ZP CSI-RS configuation 
	
	TBD

	CSI-IM configuration 
	
	TBD

	Periodic CSI reporting
	
	PUCCH

	CSI reporting periodicity
	Config 1
	slot
	[5] 

	
	Config 2
	
	[10]

	T1
	s
	1

	T2
	s
	0.4

	T3
	s
	[0.6]

	D1
	s
	[0.24]

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.7.1-3: Cell specific test parameters for FR2 for CSI-RS out-of-sync radio link monitoring in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	



0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR
	Config 1
	dB
	TBD
	TBD
	TBD

	
	Config 2
	
	TBD
	TBD
	TBD

	

	Config 1
	dBm/15KHz
	TBD

	
	Config 2
	
	TBD

	Propagation condition
	
	[TDL-A 30ns 75Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.5.5.1.7.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.5.5.1.7.1-3A: Measurement gap configuration for FR2 CSI-RS out-of-sync radio link monitoring in DRX mode
	Field
	Test 6

	
	Value

	gapOffset
	[0]

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap)



Table A.5.5.1.7.1-4: NZP-CSI-RS resource configuration for FR2 CSI-RS out-of-sync radio link monitoring in DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1:	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.5.5.1.7.1-1



Table A.5.5.1.7.1-5: DRX-Configuration for FR2 CSI-RS out-of-sync radio link monitoring in DRX mode.
	Field
	Test 1

	
	Value

	drx-onDurationTimer
	[ms6]

	drx-InactivityTimer
	[ms1]

	drx-RetransmissionTimerDL
	[sl1]

	drx-RetransmissionTimerUL
	[sl1]

	longDRX-CycleStartOffset
	[ms640]

	shortDRX
	disable



Table A.5.5.1.7.1-6: TimeAlignmentTimer -Configuration for FR2 CSI-RS out-of-sync radio link monitoring in DRX mode.
	Field
	Test 1

	
	Value

	TimeAlignmentTimer
	infinity

	periodicityAndOffset in SchedulingRequestResourceConfig
	Config 1, 2, 4, 5
	[sl5]

	
	Config 3, 6
	[sl10]





Figure A.5.5.1.7.1-1: SNR variation for CSI-RS out-of-sync testing

[bookmark: _Toc535476362]A.5.5.1.7.2	Test Requirements
The UE behaviour during time durations T1, T2, and T3 shall be as follows:
During time durations T1, T2 and T3, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1 (E-UTRAN PCell).
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 (PSCell) at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
The UE shall stop transmitting uplink signal in Cell 2 (PSCell) no later than time point C (D1 = [TBD] ms after the start of the time duration T3) on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476363]A.5.5.1.8	EN-DC Radio Link Monitoring In-sync Test for FR2 PSCell configured with CSI-RS-based RLM in DRX mode
[bookmark: _Toc535476364]A.5.5.1.8.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR2 TDD PSCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.5.5.1.8.1-1, A.5.5.1.8.1-2, A.5.5.1.8.1-3 and A.5.5.1.8.1-4 below. There are two cells, cell 1which is the E-UTRAN PCell, and cell 2 is the NR PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.1.8.1-1 shows the variation of the downlink SNR in the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [5] or [10] ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms).
Table A.5.5.1.8.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.8.1-2: General test parameters for FR2 PSCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex Mode
	
	TDD

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	
	Config 2
	
	TDDConf.3.1

	CORESET Reference Channel
	Config 1
	
	CR. 3.1 TDD

	
	Config 2
	
	CR. 3.1 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	
	Config 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	
	Config 2
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	
	Config 2
	
	120 KHz

	csi-RS-Index assigned as RLM RS
	
	[0]

	TRS configuration
	
	TRS.2.1 TDD

	TCI configuration
	
	CSI-RS.Config.0

	OCNG parameters
	
	OCNG pattern 1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	

In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	640

	Gap pattern ID 
	
	*[gp0]

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	NZP CSI-RS configuration 
	
	[ResourceId 0]

	ZP CSI-RS configuation 
	
	TBD

	CSI-IM configuration 
	
	TBD

	Periodic CSI reporting
	
	PUCCH

	CSI reporting periodicity
	Config 1
	slot
	[5] 

	
	Config 2
	
	[10]

	T1
	s
	1

	T2
	s
	0.4

	T3
	s
	[0.6]

	D1
	s
	[0.44]

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.8.1-3: Cell specific test parameters for FR2 for CSI-RS in-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	



0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR
	Config 1
	dB
	TBD
	TBD
	TBD

	
	Config 2
	
	TBD
	TBD
	TBD

	

	Config 1
	dBm/15KHz
	TBD

	
	Config 2
	
	TBD

	Propagation condition
	
	[TDL-A 30ns 75Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.5.5.1.8.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.5.5.1.8.1-3A: Measurement gap configuration for FR2 CSI-RS in-sync radio link monitoring in non-DRX mode
	Field
	Test 8

	
	Value

	gapOffset
	[0]

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap)



Table A.5.5.1.8.1-4: NZP-CSI-RS resource configuration for FR2 CSI-RS in-sync radio link monitoring in non-DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1:	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.5.5.1.8.1-1



Table A.5.5.1.8.1-5: DRX-Configuration for FR2 CSI-RS in-sync radio link monitoring in DRX mode.
	Field
	Test 1

	
	Value

	drx-onDurationTimer
	[ms6]

	drx-InactivityTimer
	[ms1]

	drx-RetransmissionTimerDL
	[sl1]

	drx-RetransmissionTimerUL
	[sl1]

	longDRX-CycleStartOffset
	[ms40]

	shortDRX
	disable



Table A.5.5.1.8.1-6: TimeAlignmentTimer -Configuration for FR2 CSI-RS in-sync radio link monitoring in DRX mode.
	Field
	Test 1

	
	Value

	TimeAlignmentTimer
	infinity

	periodicityAndOffset in SchedulingRequestResourceConfig
	Config 1, 2, 4, 5
	[sl5]

	
	Config 3, 6
	[sl10]



[image: ]
Figure A.5.5.1.8.1-1: SNR variation for CSI-RS in-sync testing

[bookmark: _Toc535476365]A.5.5.1.8.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (T6 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476386]A.5.5.1.9	UE Radio Link Monitoring Scheduling Restrictions on FR2
A.5.5.1.9.1	Test Purpose and Environment
The purpose is to verify that the NR UE correctly follows the RLM scheduling restrictions requirements due to Rx beam sweeping in FR2 defined in clause 8.1.7.3. This test verifies that the UE correctly receive the PDCCH scheduled on the symbols right before and the RLM SSB symbols without overlap so that it sends ACK/NACK correctly in FR2.
The test parameters are given in table A.5.5.1.9.1-1, table A.5.5.1.9.1-2 and table A.5.5.1.9.1-3 below. The UE is required during time period T1 and T3 to transmit ACK/NACK correctly upon scheduling of PDSCH.
Table A.5.5.1.9.1-1: Supported test configurations
	Configuration
	Description

	1
	120 kHz SSB SCS, 120 kHz RMC SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.5.5.1.9.1-2: General test parameters for NR intra-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Value
	Comment

	RF Channel Number
	
	1
	1
	

	SSB configuration
	
	1
	SSB.4 FR2
	

	SMTC configuration
	
	1
	SMTC pattern 1
	

	DRX cycle length
	s
	1
	OFF
	

	T1
	s
	1
	3
	During T1 the UE is required to correctly transmit ACK/NACK

	T2
	symbol
	1
	[4]
	The UE is not required to transmit or receive at the RLM-RS symbols

	T3
	s
	1
	3
	During T3 the UE is required to correctly transmit ACK/NACK


Table A.5.5.1.9.1-3: Cell specific test parameters for NR intra-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Cell 1

	
	
	
	T1

	TDD configuration
	
	1
	TDDConf.3.1

	AoA setup
	
	1
	TBD

	PDSCH RMC configuration
	
	1
	TBD

	RMSI CORESET RMC configuration
	
	1
	TBD

	Dedicated CORESET RMC configuration
	
	1
	TBD

	TRS configuration
	
	1
	TRS.2.1 TDD

	PDCCH/PDSCH TCI state
	
	1
	TCI.State.2

	OCNG Pattern
	
	1
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1
	ULBWP.0.1

	RLM-RS
	
	1
	SSB

	AoA setup
	
	1
	Setup 1 defined in A.3.15.1

	

	dB
	1
	TBD

	
 Note2
	dBm/SCS
	1
	TBD

	
 Note2
	dBm/15 kHz
	1
	TBD

	

	dB
	1
	TBD

	SS-RSRP Note3
	dBm/SCS
	1
	TBD

	Io
	dBm/95.04 MHz
	1
	TBD


A.5.5.1.9.2	Test Requirements
When the reference signal to be measured for RLM on frequency range FR2, there are restrictions on the scheduling availability as described in the clause 8.1.7.3.
The UE is not expected to transmit PUCCH/PUSCH or receive PDCCH/PDSCH on RLM-RS symbols to be measured for radio link monitoring. The UE behaviour is required to follow the requirements defined in clause 8.1.7.3. 
A.5.5.2	Interruption
[bookmark: _Toc535476367]A.5.5.2.1	E-UTRAN – NR FR2 interruptions at transitions between active and non-active during DRX in synchronous EN-DC
[bookmark: _Toc535476368]A.5.5.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that when LTE PCell is in DRX and NR PSCell is in non-DRX, NR PSCell interruptions due to transitions from active to non-active and from non-active to active during LTE PCell DRX the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for NR PSCell in EN-DC specified in section 8. 2.1.2. Supported test configurations are shown in table A.5.5.2.1.1-1.
The general test parameters are given in Table A.5.5.2.1.1-2, and NR cell specific test parameters are given in Table A.5.5.2.1.1-3 and A.5.5.2.1.1-4. The E-UTRAN PCell DRX configuration parameters are given in Table A.5.5.2.1.1-5 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.2-1. In the test there are two cells: Cell1 and Cell2. Cell1 is LTE PCell on  and Cell2 is NR FR2 PSCell. The test consists of one time period, with duration of T1. During T1, NR PSCell is continuously scheduled in DL while LTE PCell is not scheduled and has DRX configured. Prior to the start of the time duration T1, Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. Prior to start of T1 the DRX inactivity timer for the LTE PCell have already expired. During T1 the UE shall be continuously scheduled on NR PSCell while not scheduled on LTE PCell. PDCCH indicating a new transmission on PSCell shall be sent continuously during the whole time duration to ensure UE would not enter DRX state on PSCell.
Table A.5.5.2.1.1-1: Interruption at transitions between active and non-active during DRX supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode



Table A.5.5.2.1.1-2: General test parameters for E-UTRAN – NR FR2 interruptions at transitions between active and non-active during DRX in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and the other is NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to cell1 and cell 2

	DRX
	
	ON
	DRX related parameters are defined in Table A.5.5.2.1.1-3

	Measurement gap pattern Id
	
	OFF
	

	T1
	s
	10
	



Table A.5.5.2.1.1-3: NR cell specific test parameters for E-UTRAN – NR FR2 interruptions at transitions between active and non-active during DRX in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Connection Type
	
	Conducted

	Frequency Range
	
	FR2

	Duplex mode
	Config 1,2
	
	TDD

	TDD configuration
	Config 1,2
	
	TBD

	BWchannel
	Config 1,2
	MHz
	100: NRB,c = 66

	Initial BWP Configuration
	Config 1,2
	
	TBD

	PDSCH Reference measurement channel
	Config 1,2
	
	SR.3.1 TDD

	RMSI CORESET parameters
	Config 1,2
	
	CR.3.1 TDD  

	PDCCH CORESET parameters
	Config 1,2
	
	TBD

	OCNG Patterns
	
	OP.1

	SMTC Configuration
	Config 1,2
	
	SMTC.1 FR2

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Ês/Noc
	dB
	TBD
TBD

	Propagation Condition 
	
	AWGN

	Time offset to cell1 Note 2
	s
	3

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell including time alignment error between the two cells



Table A.5.5.2.1.1-4: NR cell specific OTA related test parameters for E-UTRAN – NR FR2 interruptions at transitions between active and non-active during DRX in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	UE orientation around TBD axis and TBD axis
	
	TBD 

	Relative difference in angle of arrival of cell 2 relative to cell 1
	degrees
	TBD

	
Note1

	NR_TDD_FR2_A
	dBm/15kHzNote4
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	
Note1

	NR_TDD_FR2_A
	dBm/SCSNote3
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	

	dB
	TBD

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	TBD 

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the center of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the center of the quiet zone



Table A.5.5.2.1.1-5: E-UTRAN PCell DRX-Configuration for E-UTRAN TDD – NR FR2 TDD interruptions at transitions between active and non-active during DRX in synchronous EN-DC
	Field
	Cell1
	Comment

	
	Value
	

	onDurationTimer
	psf1
	As specified in clause 6.3.2 in TS 36.331

	drx-InactivityTimerNote 1
	psf1
	

	drx-RetransmissionTimer
	psf1
	

	longDRX-CycleStartOffset
	Sf160
	

	shortDRX
	disable
	

	Note 1:	UE is continuously scheduled in NR PSCell



[bookmark: _Toc535476369]A.5.5.2.1.2	Test Requirements
The UE shall be continuously scheduled in NR PSCell during the entire length of T1. UE shall not be scheduled in LTE PCell during T1. During the time duration T1 the UE shall transmit at least 99% of ACK/NACK on NR PSCell.
Interruption on NR PSCell shall not exceed 0.625ms (5 slots) as defined in section 8. 2.1.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476370]A.5.5.2.2	E-UTRAN – NR FR2 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
[bookmark: _Toc535476371]A.5.5.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that when LTE PCell is in DRX and NR PSCell is in non-DRX, NR PSCell interruptions due to transitions from active to non-active and from non-active to active during LTE PCell DRX the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for NR PSCell in EN-DC specified in section 8. 2.1.2. Supported test configurations are shown in table A.5.5.2.2.1-1.
The general test parameters are given in Table A.5.5.2.2.1-2, and NR cell specific test parameters are given in Table A.5.5.2.2.1-3 and A.5.5.2.2.1-4. The E-UTRAN PCell DRX configuration parameters are given in Table A.5.5.2.2.1-5 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.2-1. In the test there are two cells: Cell1 and Cell2. Cell1 is LTE PCell and Cell2 is NR PSCell. The test consists of one time period, with duration of T1. During T1, NR PSCell is continuously scheduled in DL while LTE PCell is not scheduled and has DRX configured. Prior to the start of the time duration T1, Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. Prior to start of T1 the DRX inactivity timer for the LTE PCell have already expired. During T1 the UE shall be continuously scheduled on NR PSCell while not scheduled on LTE PCell. PDCCH indicating a new transmission on PSCell shall be sent continuously during the whole time duration to ensure UE would not enter DRX state on PSCell.
Table A.5.5.2.2.1-1: Interruption at transitions between active and non-active during DRX supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode



Table A.5.5.2.2.1-2: General test parameters for E-UTRAN – NR FR2 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and the other is NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to cell1 and cell 2

	DRX
	
	ON
	DRX related parameters are defined in Table A.5.5.2.2.1-3

	Measurement gap pattern Id
	
	OFF
	

	T1
	s
	10
	



Table A.5.5.2.2.1-3: NR cell specific test parameters for E-UTRAN – NR FR2 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
	Parameter
	Unit
	Cell 2

	Connection Type
	
	Conducted

	Frequency Range
	
	FR2

	Duplex mode
	Config 1,2
	
	TDD

	TDD configuration
	Config 1,2
	
	TBD

	BWchannel
	Config 1,2
	MHz
	100: NRB,c = 66

	Initial BWP Configuration
	Config 1,2
	
	TBD

	PDSCH Reference measurement channel
	Config 1,2
	
	SR.3.1 TDD

	RMSI CORESET parameters
	Config 1,2
	
	CR.3.1 TDD  

	PDCCH CORESET parameters
	Config 1,2
	
	TBD

	OCNG Patterns
	
	OP.1

	SMTC Configuration
	Config 1,2
	
	SMTC.1 FR2

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Ês/Noc
	dB
	TBD
TBD

	Propagation Condition 
	
	AWGN

	Time offset to cell1 Note 2
	ms
	3

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell including time alignment error between the two cells



Table A.5.5.2.2.1-4: NR cell specific OTA related test parameters for E-UTRAN – NR FR2 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
	Parameter
	Unit
	Cell 2

	UE orientation around TBD axis and TBD axis
	
	TBD 

	Relative difference in angle of arrival of cell 2 relative to cell 1
	degrees
	TBD

	
Note1

	NR_TDD_FR2_A
	dBm/15kHzNote4
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	
Note1

	NR_TDD_FR2_A
	dBm/SCSNote3
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	

	dB
	TBD

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	TBD 

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the center of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the center of the quiet zone



Table A.5.5.2.2.1-5: E-UTRAN PCell DRX-Configuration for E-UTRAN – NR FR2 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
	Field
	Cell1
	Comment

	
	Value
	

	onDurationTimer
	psf1
	As specified in clause 6.3.2 in TS 36.331

	drx-InactivityTimerNote 1
	psf1
	

	drx-RetransmissionTimer
	psf1
	

	longDRX-CycleStartOffset
	Sf320
	

	shortDRX
	disable
	

	Note 1:	UE is continuously scheduled in NR PSCell



[bookmark: _Toc535476372]A.5.5.2.2.2	Test Requirements
The UE shall be continuously scheduled in NR PSCell during the entire length of T1. UE shall not be scheduled in LTE PCell during T1. During the time duration T1 the UE shall transmit at least 99% of ACK/NACK on NR PSCell.
Interruption on NR PSCell shall not exceed 0.625ms (5 slots) as defined in section 8. 2.1.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476373]A.5.5.2.3	E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
[bookmark: _Toc535476374]A.5.5.2.3.1	Test Purpose and Environment
The purpose of this test is to verify NR PSCell interruptions during the measurement on the deactivated NR SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for NR PSCell in EN-DC specified in section 8. 2.1.2. Supported test configurations are shown in table A.5.5.2.3.1-1.
The general test parameters are given in Table A.5.5.2.3.1-2, and NR cell specific test parameters are given in Table A.5.5.2.3.1-3 and A.5.5.2.3.1-4 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-2. In the test there are three cells: Cell1 Cell2 and Cell3. Cell1 is LTE PCell, Cell2 and Cell 3 is NR FR2 PSCell and NR FR2 deactivated SCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated NR SCells is received by the UE, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL.
Table A.5.5.2.3.1-1: Interruption during measurements on deactivated NR SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode



Table A.5.5.2.3.1-2: General test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and the other two are NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to cell1, cell 2 and cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.5.5.2.3.1-3: NR cell specific test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Connection Type
	
	Conducted
	Conducted

	Frequency Range
	
	FR2
	FR2

	Duplex mode
	Config 1
	
	FDD
	FDD

	
	Config 2
	
	TDD
	TDD

	TDD configuration
	Config 1
	
	N.A
	N.A

	
	Config 2
	
	TBD
	TBD

	BWchannel
	Config 1,2
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Initial BWP Configuration
	Config 1,2
	
	TBD
	TBD

	PDSCH Reference measurement channel
	Config 1,2
	
	SR.3.1 TDD
	-

	RMSI CORESET parameters
	Config 1,2
	
	CR.3.1 TDD  
	CR.3.1 TDD  

	PDCCH CORESET parameters
	Config 1,2
	
	TBD
	TBD

	OCNG Patterns
	
	OP.1
	OP.1

	SMTC Configuration
	Config 1,2
	
	SMTC.1 FR2
	SMTC.1 FR2

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	Ês/Noc
	dB
	TBD
	TBD

	Propagation Condition 
	
	AWGN
	AWGN

	Time offset to cell1 Note 2
	s
	3
	3

	Time offset to cell1 Note 3
	s
	-
	3

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell including time alignment error between the two cells
Note 3: 	Receive time difference of signals received between slot timing boundary from two NR Cells including time alignment error between the two cells



Table A.5.5.2.3.1-4: NR cell specific OTA related test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	UE orientation around TBD axis and TBD axis
	
	TBD 

	Relative difference in angle of arrival of cell 2 and cell 3 relative to cell 1
	degrees
	TBD

	
Note1

	NR_TDD_FR2_A
	dBm/15kHzNote4
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_C
	
	
	

	
	NR_TDD_FR2_D
	
	
	

	
	NR_TDD_FR2_E
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
Note1

	NR_TDD_FR2_A
	dBm/SCSNote3
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_C
	
	
	

	
	NR_TDD_FR2_D
	
	
	

	
	NR_TDD_FR2_E
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_C
	
	
	

	
	NR_TDD_FR2_D
	
	
	

	
	NR_TDD_FR2_E
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	

	dB
	TBD
	TBD

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	TBD 
	TBD 

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the center of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the center of the quiet zone



[bookmark: _Toc535476375]A.5.5.2.3.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.5.5.2.3.2-1 and Table A.5.5.2.3.2-2.
Table A.5.5.2.3.2-1: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	3
	0.125
	4



Table A.5.5.2.3.2-2: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	3
	0.125
	8 + SMTC duration



The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476376]A.5.5.2.4	E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
[bookmark: _Toc535476377]A.5.5.2.4.1	Test Purpose and Environment
The purpose of this test is to verify NR PSCell interruptions during the measurement on the deactivated NR SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for NR PSCell in EN-DC specified in section 8. 2.1.2. Supported test configurations are shown in table A.5.5.2.4.1-1.
The general test parameters are given in Table A.5.5.2.4.1-2, and NR cell specific test parameters are given in Table A.5.5.2.4.1-3 and A.5.5.2.4.1-4 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-2. In the test there are three cells: Cell1 Cell2 and Cell3. Cell1 is LTE PCell, Cell2 and Cell 3 is NR FR2 PSCell and NR FR2 deactivated SCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated NR SCells is received by the UE, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL.
Table A.5.5.2.4.1-1: Interruption during measurements on deactivated NR SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode



Table A.5.5.2.4.1-2: General test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and the other two are NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to cell1, cell 2 and cell3

	AoA number
	
	1
	Applicable to cell2 and cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.5.5.2.3.1-3: NR cell specific test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Connection Type
	
	Conducted
	Conducted

	Frequency Range
	
	FR2
	FR2

	Duplex mode
	Config 1
	
	FDD
	FDD

	
	Config 2
	
	TDD
	TDD

	TDD configuration
	Config 1
	
	N.A
	N.A

	
	Config 2
	
	TBD
	TBD

	BWchannel
	Config 1,2
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Initial BWP Configuration
	Config 1,2
	
	TBD
	TBD

	PDSCH Reference measurement channel
	Config 1,2
	
	SR.3.1 TDD
	-

	RMSI CORESET parameters
	Config 1,2
	
	CR.3.1 TDD  
	CR.3.1 TDD  

	PDCCH CORESET parameters
	Config 1,2
	
	TBD
	TBD

	OCNG Patterns
	
	OP.1
	OP.1

	SMTC Configuration
	Config 1,2
	
	SMTC.1 FR2
	SMTC.1 FR2

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	Ês/Noc
	dB
	TBD
	TBD

	Propagation Condition 
	
	AWGN
	AWGN

	Time offset to cell1 Note 2
	ms
	3
	3

	Time offset to cell1 Note 3
	s
	-
	3

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell including time alignment error between the two cells
Note 3: 	Receive time difference of signals received between slot timing boundary from two NR Cells including time alignment error between the two cells



Table A.5.5.2.4.1-4: NR cell specific OTA related test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	UE orientation around TBD axis and TBD axis
	
	TBD 

	Relative difference in angle of arrival of cell 2 and cell 3 relative to cell 1
	degrees
	TBD

	
Note1

	NR_TDD_FR2_A
	dBm/15kHzNote4
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_C
	
	
	

	
	NR_TDD_FR2_D
	
	
	

	
	NR_TDD_FR2_E
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
Note1

	NR_TDD_FR2_A
	dBm/SCSNote3
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_C
	
	
	

	
	NR_TDD_FR2_D
	
	
	

	
	NR_TDD_FR2_E
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_C
	
	
	

	
	NR_TDD_FR2_D
	
	
	

	
	NR_TDD_FR2_E
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	

	dB
	TBD
	TBD

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	TBD 
	TBD 

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the center of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the center of the quiet zone



[bookmark: _Toc535476378]A.5.5.2.4.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.5.5.2.4.2-1 and Table A.5.5.2.4.2-2.
Table A.5.5.2.4.2-1: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	3
	0.125
	4



Table A.5.5.2.4.2-2: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	3
	0.125
	8 + SMTC duration



The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476379]A.5.5.2.5	E-UTRAN – NR FR2 interruptions during measurements on deactivated E-UTRAN SCC in synchronous EN-DC
[bookmark: _Toc535476380]A.5.5.2.5.1	Test Purpose and Environment
The purpose of this test is to verify NR PSCell interruptions during the measurement on the deactivated E-UTRAN SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for NR PSCell in EN-DC specified in section 8. 2.1.2. Supported test configurations are shown in table A.5.5.2.5.1-1.
The general test parameters are given in Table A.5.5.2.5.1-2, and NR cell specific test parameters are given in Table A.5.5.2.5.1-3 and A.5.5.2.5.1-4 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-2. In the test there are three cells: Cell1 Cell2 and Cell3. Cell1 and Cell3 is LTE PCell and LTE deactivated SCell, Cell2 is NR FR2 PSCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated NR SCells is received by the UE, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL.
Table A.5.5.2.5.1-1: Interruption during measurements on deactivated E-UTRAN SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode



Table A.5.5.2.5.1-2: General test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated E_UTRAN SCC in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and two is NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on E-UTRAN RF channel number 1.

	CP length
	
	Normal
	Applicable to cell1, cell 2 and cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.5.5.2.5.1-3: NR cell specific test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated E_UTRAN SCC in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Connection Type
	
	Conducted

	Frequency Range
	
	FR2

	Duplex mode
	Config 1,2
	
	TDD

	TDD configuration
	Config 1,2
	
	TBD

	BWchannel
	Config 1,2
	MHz
	100: NRB,c = 66

	Initial BWP Configuration
	Config 1,2
	
	TBD

	PDSCH Reference measurement channel
	Config 1,2
	
	SR.3.1 TDD

	RMSI CORESET parameters
	Config 1,2
	
	CR.3.1 TDD  

	PDCCH CORESET parameters
	Config 1,2
	
	TBD

	OCNG Patterns
	
	OP.1

	SMTC Configuration
	Config 1,2
	
	SMTC.1 FR2

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Ês/Noc
	dB
	TBD

	Propagation Condition 
	
	AWGN

	Time offset to cell1 Note 2
	s
	3

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell including time alignment error between the two cells



Table A.5.5.2.5.1-4: NR cell specific OTA related test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated E_UTRAN SCC in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	UE orientation around TBD axis and TBD axis
	
	TBD 

	Relative difference in angle of arrival of cell 2 relative to cell 1
	degrees
	TBD

	
Note1

	NR_TDD_FR2_A
	dBm/15kHzNote4
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	
Note1

	NR_TDD_FR2_A
	dBm/SCSNote3
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	

	dB
	TBD

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	TBD 

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the center of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the center of the quiet zone



[bookmark: _Toc535476381]A.5.5.2.5.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.5.5.2.5.2-1 and Table A.5.5.2.5.2-2.
Table A.5.5.2.5.2-1: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	3
	0.125
	5



Table A.5.5.2.5.2-2: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	3
	0.125
	4 + SMTC duration



The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476382]A.5.5.2.6	E-UTRAN – NR FR2 interruptions during measurements on deactivated E-UTRAN SCC in asynchronous EN-DC
[bookmark: _Toc535476383]A.5.5.2.6.1	Test Purpose and Environment
The purpose of this test is to verify NR PSCell interruptions during the measurement on the deactivated E-UTRAN SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for NR PSCell in EN-DC specified in section 8. 2.1.2. Supported test configurations are shown in table A.5.5.2.6.1-1.
The general test parameters are given in Table A.5.5.2.6.1-2, and NR cell specific test parameters are given in Table A.5.5.2.6.1-3 and A.5.5.2.6.1-4 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-2. In the test there are three cells: Cell1 Cell2 and Cell3. Cell1 and Cell3 is LTE PCell and LTE deactivated SCell, Cell2 is NR FR2 PSCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated NR SCells is received by the UE, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL.
Table A.5.5.2.6.1-1: Interruption during measurements on deactivated E-UTRAN SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode



Table A.5.5.2.6.1-2: General test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated E_UTRAN SCC in asynchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and two is E-UTRAN RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on E-UTRAN RF channel number 1.

	CP length
	
	Normal
	Applicable to cell1, cell 2 and cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.5.5.2.6.1-3: NR cell specific test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated E_UTRAN SCC in asynchronous EN-DC
	Parameter
	Unit
	Cell 2

	Connection Type
	
	Conducted

	Frequency Range
	
	FR2

	Duplex mode
	Config 1,2
	
	TDD

	TDD configuration
	Config 1,2
	
	TBD

	BWchannel
	Config 1,2
	MHz
	100: NRB,c = 66

	Initial BWP Configuration
	Config 1,2
	
	TBD

	PDSCH Reference measurement channel
	Config 1,2
	
	SR.3.1 TDD

	RMSI CORESET parameters
	Config 1,2
	
	CR.3.1 TDD  

	PDCCH CORESET parameters
	Config 1,2
	
	TBD

	OCNG Patterns
	
	OP.1

	SMTC Configuration
	Config 1,2
	
	SMTC.1 FR2

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Ês/Noc
	dB
	TBD

	Propagation Condition 
	
	AWGN

	Time offset to cell1 Note 2
	ms
	3

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell including time alignment error between the two cells



Table A.5.5.2.6.1-4: NR cell specific OTA related test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated E_UTRAN SCC in asynchronous EN-DC
	Parameter
	Unit
	Cell 2

	UE orientation around TBD axis and TBD axis
	
	TBD 

	Relative difference in angle of arrival of cell 2 relative to cell 1
	degrees
	TBD

	
Note1

	NR_TDD_FR2_A
	dBm/15kHzNote4
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	
Note1

	NR_TDD_FR2_A
	dBm/SCSNote3
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	TBD

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_C
	
	

	
	NR_TDD_FR2_D
	
	

	
	NR_TDD_FR2_E
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	

	dB
	TBD

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	TBD 

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the center of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the center of the quiet zone



[bookmark: _Toc535476384]A.5.5.2.6.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.5.5.2.6.2-1 and Table A.5.5.2.6.2-2.
Table A.5.5.2.6.2-1: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	3
	0.125
	5



Table A.5.5.2.6.2-2: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	3
	0.125
	4 + SMTC duration



The rate of correct events observed during repeated tests shall be at least 90%.
A.5.5.3	SCell Activation and Deactivation Delay
A.5.5.3.1	SCell Activation and deactivation of SCell in FR2 intra-band in non-DRX
A.5.5.3.1.1	Test Purpose and Environment
The purpose of this test case is the same as for the test defined in section A.4.5.3.1.1 except the SCell is in FR2 intra-band.
The supported test configurations are shown in table A.5.5.3.1.1-1 below. The general and cell specific test parameters are the same except those described in the following section. The listed parameter values in Tables A.5.5.3.1.1-2 and A.5.5.3.1.1-3 will replace the values of corresponding parameters in Tables A.4.5.3.1.1-2 and A.4.5.3.1.1-3. In this case, OTA related test parameters are shown in table A.5.5.3.1.1-4 below.
Table A.5.5.3.1.1-1: Supported test configurations for FR2 SCell activation case with FR2 PSCell
	Configuration
	Description

	1
	FDD LTE PCell, Cell 2&3 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, Cell 2&3 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations



Table A.5.5.3.1.1-2: General test parameters for FR2 SCell activation case with FR2 PSCell
	Parameter
	Unit
	Value
	Comment

	Active PCell
	
	Cell 1
	Primary cell on E-UTRAN RF channel number 1.
As specified in section A.3.7.2.2



[bookmark: _Hlk535249881]Table A.5.5.3.1.1-3: Cell specific test parameters for FR2 SCell activation case with FR2 PSCell
	ParameterNote 5
	Unit
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	SSB ARFCN
	
	freq2
	freq2

	Duplex mode
	
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	PDSCH Reference measurement channel 
	
	SR.3.1 TDD 
	SR.3.1 TDD  

	RMSI CORESET Reference Channel
	
	CR.3.1 TDD
	CR.3.1 TDD

	RMC CORESET Reference Channel
	
	CCR.3.1 TDD
	CCR.3.1 TDD

	OCNG Patterns
	
	OP.1

	SMTC configuration
	
	SMTC.1

	SSB configuration
	
	SSB.1 FR2

	TCI state
	
	CSI-RS.Config.0

	TRS configuration
	
	TRS.2.1 TDD

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	

	

	dB
	TBD

	Propagation conditions
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	All parameters apply for configuration 1 and 2




Table A.5.5.3.1.1-4: OTA related test parameters for FR2 SCell activation case with FR2 PSCell
	ParameterNote 6
	Unit
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Angle of arrival configuration
	
	According to table A.3.15.1
	According to table A.3.15.1

	
Note1
	dBm/15kHzNote4
	TBD
	TBD

	
Note1
	dBm/SCSNote3
	TBD
	TBD

	SS-RSRPNote2
	dBm/SCS Note4
	TBD
	TBD

	

	dB
	TBD
	TBD

	IoNote2
	dBm/95.04 MHz Note4
	TBD 
	TBD

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6: 	All parameters apply for configuration 1 and 2




A.5.5.3.1.2	Test Requirements
The test requirements defined in section A.4.5.3.1.2 shall apply to this test case, except Tactivation_time will be replaced with the value [TSMTC_SCell + 5ms] as defined in section 8.3.
A.5.5.3.2	SCell Activation and deactivation of known SCell in FR1 in non-DRX for 160ms SCell measurement cycle
A.5.5.3.2.1	Test Purpose and Environment
The purpose of this test case is the same as for the test defined in section A.4.5.3.1.1, except PSCell is in FR2.
The supported test configurations are shown in table A.5.5.3.2.1-1 below. The general test parameters are the same in Tables A.4.5.3.1.1-2. The cell specific test parameters are given in Tables A.5.5.3.2.1-2. In this case, OTA related test parameters are the same as in table A.5.5.3.2.1-3.
Table A.5.5.3.2.1-1: Supported test configurations for FR1 SCell activation case with PSCell is FR2
	Configuration
	Description

	1
	FDD LTE PCell, Cell 2 NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode
Cell 3 NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	FDD LTE PCell, Cell 2 NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode
Cell 3 NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	FDD LTE PCell, Cell 2 NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode
Cell 3 NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	TDD LTE PCell, Cell 2 NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode
Cell 3 NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	TDD LTE PCell, Cell 2 NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode
Cell 3 NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	TDD LTE PCell, Cell 2 NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode
Cell 3 NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations



Table A.5.5.3.2.1-2: Cell specific test parameters for FR1 SCell activation case with FR2 PSCell
	Parameter
	Unit
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	SSB ARFCN
	
	freq2
	freq1

	Duplex mode
	Config 1,4
	
	TDD
	FDD

	
	Config 2,3,5,6
	
	TDD
	TDD

	TDD configuration
	Config 1,4
	
	TDDConf.3.1
	Not Applicable

	
	Config 2,5
	
	
	TDDConf.1.1

	
	Config 3,6
	
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	100: NRB,c = 66
	10: NRB,c = 52

	
	Config 2,5
	
	
	10: NRB,c = 52

	
	Config 3,6
	
	
	40: NRB,c = 106 

	BWP BW
	Config 1,4
	
	100: NRB,c = 66
	10: NRB,c = 52

	
	Config 2,5
	
	
	10: NRB,c = 52

	
	Config 3,6
	
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.3.1 TDD
	SR.1.1 FDD

	
	Config 2,5
	
	
	SR.1.1 TDD

	
	Config 3,6
	
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.3.1 TDD
	CR.1.1 FDD

	
	Config 2,5
	
	
	CR.1.1 TDD

	
	Config 3,6
	
	
	CR.2.1 TDD

	RMC CORESET Reference Channel
	Config 1,4
	
	CCR.3.1 TDD
	CCR.1.1 FDD

	
	Config 2,5
	
	
	CCR.1.1 TDD

	
	Config 3,6
	
	
	CCR.2.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	
	SMTC.1

	TCI state
	
	CSI-RS.Config.0
	NA

	TRS configuration
	
	TRS.2.1 TDD
	NA

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR2
	SSB.1 FR1

	
	Config 3,6
	
	
	 SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	120kHz
	15kHz

	
	Config 3,6
	
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	
dBm/15kHz
	TBD
	[-104]

	
Note2
	Config 1,2,4,5
	
dBm/SCS
	TBD
	[-104]

	
	Config 3,6
	
	TBD
	[-101]

	

	dB
	TBD
	[17]

	

	dB
	TBD
	[17]

	SS-RSRPNote3
	Config 1,2,4,5
	dBm/SCS
	TBD
	[-87]

	
	Config 3,6
	
	TBD
	[-84]

	SCH_RP Note 3
	dBm/15 kHz
	TBD
	[-87]

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T2.]



Table A.5.5.3.2.1-3: OTA related test parameters for FR1 SCell activation case with FR2 PSCell
	Parameter
	Unit
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Angle of arrival configuration
	
	According to section A.3.15.1
	NA

	
Note1
	dBm/15kHz
	TBD
	[-104]

	
Note1
	Config 1,2,4,5
	dBm/SCS
	TBD
	[-104]

	
	Config 3,6
	
	TBD
	[-101]

	SS-RSRPNote2
	Config 1,2,4,5
	dBm/SCS Note3
	TBD
	[-87]

	
	Config 3,6
	
	TBD
	[-84]

	

	dB
	TBD
	[17]

	IoNote2
	dBm/95.04 MHz Note4
	TBD
	TBD

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone




A.5.5.3.2.2	Test Requirements
The test requirements defined in section A.4.5.3.1.2 shall apply to this test case.
A.5.5.3.3	SCell Activation and deactivation of known SCell in FR1 in non-DRX for 320ms SCell measurement cycle
A.5.5.3.3.1	Test Purpose and Environment
The purpose of this test case is the same as for the test defined in section A.4.5.3.2.1, except PSCell is in FR2.
The supported test configurations are same as defined in section A.5.5.3.2.1. The general test parameters are the same as defined in section A.4.5.3.2.1. The cell specific test parameters are the same as in Tables A.5.5.3.2.1-2. In this case, OTA related test parameters are the same as in Table A.5.5.3.2.1-3.
A.5.5.3.3.2	Test Requirements
The test requirements defined in section A.4.5.3.2.2 shall apply to this test case.
A.5.5.3.4	SCell Activation and deactivation of unknown SCell in FR1 in non-DRX
A.5.5.3.4.1	Test Purpose and Environment
The purpose of this test case is the same as for the test defined in section A.4.5.3.3.1, except PSCell is in FR2.
The supported test configurations are same as defined in section A.5.5.3.2.1. The general test parameters are the same as defined in section A.4.5.3.3.1. The cell specific test parameters are the same as in Tables A.5.5.3.2.1-2. In this case, OTA related test parameters are the same as in Table A.5.5.3.2.1-3.
A.5.5.3.4.2	Test Requirements
The test requirements defined in section A.4.5.3.3.2 shall apply to this test case.
A.5.5.3.5	SCell Activation and deactivation of SCell in FR2 in non-DRX
A.5.5.3.5.1	Test Purpose and Environment
The purpose of this test is to verify that the SCell activation and deactivation times are within the requirements stated in section 8.3, when the SCell is in FR2.
The supported test configurations are shown in table A.5.5.3.5.1-1 below. The test parameters are the same except those described in the following section. The listed parameter values in Tables A.5.5.3.5.1-2 will replace the values of corresponding parameters in Tables A.5.5.3.5.1-2. The test consists of three successive time periods, with duration of T1, T2 and T3, respectively. There are three carriers, E-UTRA has one cell (Cell 1), NR has two cells, PSCell (Cell 2) in FR1 and SCell (Cell 3) in FR2. Cell 1 and Cell 2 have constant signal levels throughout the test. Before the test starts the UE is connected to Cell 1 (PCell) on E-UTRAN and Cell 2 (PSCell) on NR, but is not aware of Cell 3 (SCell) on NR. The UE is monitoring the PCell and PSCell. The UE shall be continuously scheduled in the PCell and PSCell throughout the whole test.
At the beginning of T1 the UE receives an RRC message by which the SCell (Cell 3) becomes configured on NR. During T1 the SCell is powered off and UE is not aware of SCell. 
A MAC message for activation of SCell is sent by the test equipment [100ms] after the RRC message, in a slot # denoted m. The point in time at which the MAC message for activation of SCell is received at the UE antenna connector defines the start of time period T2. Immediately at beginning of T2 the transmission power of cell 3 is increased to same level as for cell 2. The UE shall be able to report valid CSI for the activated SCell at latest in slot (m+THARQ+Tactivation_time+TCSI_Reporting) as defined in section 8.3 provided the SCell can be successfully detected on the first attempt. The UE shall start reporting CSI in slot (m+k) and shall report CQI index 0 (out-of-range) until the SCell activation has been completed. Any PCell interruption due to activation of SCell shall occur in the slot (m+1+[THARQ]) to (m+1+[THARQ+3ms+TSMTC_MAX+TSMTC_duration]) as defined in section 8.3.
Time period T3 starts when a MAC message for deactivation of the SCell, sent from the test equipment to the UE in a slot # denoted n, is received at the UE antenna connector. The UE shall carry out deactivation of the SCell at latest in slot (n+[THARQ+3ms]) as defined in section 8.3, and any PCell and PSCell interruption due to the deactivation shall occur in the (n+1+[THARQ]) to (n+1+[THARQ+3ms]) as defined in section 8.3.
The test equipment verifies that potential interruption is carried out in the correct time span by monitoring ACK/NACK sent in PSCell during activation of SCell, respectively.
The test equipment verifies the activation time by counting the slots from the time when the SCell activation command is sent until a CSI report with other than CQI index 0 is received. 
The test equipment verifies the deactivation time by counting the slots from the time when the SCell1 deactivation command is sent until CQI reporting for SCell1 is discontinued.
Table A.5.5.3.5.1-1: FR2 SCell activation in non-DRX test configurations with FR1 PSCell
	Configuration
	Description

	1
	LTE FDD PCell, Cell 2 NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE FDD PCell, Cell 2 NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	3
	LTE FDD PCell, Cell 2 NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	4
	LTE TDD PCell, Cell 2 NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	5
	LTE TDD PCell, Cell 2 NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	6
	LTE TDD PCell, Cell 2 NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
Cell 3 NR 120kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.5.5.3.5.1-2: General test parameters for FR2 SCell activation case with FR1 PSCell
	Parameter
	Unit
	Value
	Comment

	Active PCell
	
	Cell 1
	Primary cell on E-UTRAN RF channel number 1.
As specified in section A.3.7.2.2



Table A.5.5.3.5.1-3: Cell specific test parameters for FR2 SCell activation case with FR1 PSCell
	Parameter
	Unit
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	SSB ARFCN
	
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD
	TDD

	
	Config 2,3,5,6
	
	TDD
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable
	TDDConf.3.1

	
	Config 2,5
	
	TDDConf.1.1
	

	
	Config 3,6
	
	TDDConf.2.1
	

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52
	100: NRB,c = 66

	
	Config 2,5
	
	10: NRB,c = 52
	

	
	Config 3,6
	
	40: NRB,c = 106 
	

	BWP BW
	Config 1,4
	
	10: NRB,c = 52
	100: NRB,c = 66

	
	Config 2,5
	
	10: NRB,c = 52
	

	
	Config 3,6
	
	40: NRB,c = 106 
	

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	SR.3.1 TDD

	
	Config 2,5
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	CR.3.1 TDD

	
	Config 2,5
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	

	RMC CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	CCR.3.1 TDD

	
	Config 2,5
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	
	SMTC.1

	TCI state
	
	NA
	CSI-RS.Config.0

	TRS configuration
	
	NA
	TRS.2.1 TDD

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1
	SSB.1 FR2

	
	Config 3,6
	
	 SSB.2 FR1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15kHz
	120kHz

	
	Config 3,6
	
	30kHz
	

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	
dBm/15kHz
	[-104]
	TBD

	
Note2
	Config 1,2,4,5
	
dBm/SCS
	[-104]
	TBD

	
	Config 3,6
	
	[-101]
	TBD

	

	dB
	[17]
	TBD

	

	dB
	[17]
	TBD

	SS-RSRPNote3
	Config 1,2,4,5
	dBm/SCS
	[-87]
	TBD

	
	Config 3,6
	
	[-84]
	TBD

	SCH_RP Note 3
	dBm/15 kHz
	[-87]
	TBD

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T2.]



Table A.5.5.3.5.1-4: OTA related test parameters for FR2 SCell activation case with FR1 PSCell
	Parameter
	Unit
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Angle of arrival configuration
	
	NA
	According to section A.3.15.1

	
Note1
	dBm/15kHz
	[-104]
	TBD

	
Note1
	Config 1,2,4,5
	dBm/SCS
	[-104]
	TBD

	
	Config 3,6
	
	[-101]
	TBD

	SS-RSRPNote2
	Config 1,2,4,5
	dBm/SCS Note3
	[-87]
	TBD

	
	Config 3,6
	
	[-84]
	TBD

	

	dB
	[17]
	TBD

	IoNote2
	dBm/95.04 MHz Note4
	TBD
	TBD

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone




A.5.5.3.5.2	Test Requirements
The test requirements defined in section A.5.5.3.5.2 shall apply to this test case, except Tactivation_time will be replaced with the value [TBD*TSMTC_SCell+5ms] as defined in section 8.3.
A.5.5.4	UE UL carrier RRC reconfiguration Delay
[bookmark: _Toc535476387]A.5.5.5	Beam Failure Detection and Link recovery procedures
[bookmark: _Toc535476388]A.5.5.5.1	EN-DC Beam Failure Detection and Link Recovery Test for FR2 PSCell configured with SSB-based BFD and LR in non-DRX mode
Editor’s note: It is open whether BFD can be based on SSB. This test case will be updated accordingly.
[bookmark: _Toc535476389]A.5.5.5.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct SSB-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR2 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.5.5.5.1.1-1, A.5.5.5.1.1-2, A.5.5.5.1.1-3 and A.5.5.5.1.1-4 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.5.1.1-1 shows the variation of the downlink SNR of the PCell and the SNR of the SSB in set q0 in the active PSCell to emulate SSB based beam failure. Figure A.5.5.5.1.1-1 additionally shows the variation of the downlink SNR of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [2] ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 2.
Table A.5.5.5.1.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, TDD duplex mode, 120 kHz SSB SCS, 100MHz bandwidth

	2
	LTE TDD, TDD duplex mode, 240 kHz SSB SCS, 100MHz bandwidth

	Note: 	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.5.1.1-2: General test parameters for FR2 PCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	Active E-UTRA PCell 
	
	Cell 1
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	1
	

	Active PCell 
	
	Cell 2
	Cell 2
	

	RF Channel Number
	
	2
	2
	

	Duplex mode
	Config 1
	
	TDD
	TDD
	

	
	Config 2
	
	TDD
	TDD
	

	TDD Configuration
	Config 1
	
	[TDDConf.3.1]
	[TDDConf.3.1]
	

	
	Config 2
	
	[TDDConf.3.1]
	[TDDConf.3.1]
	

	CORESET Reference Channel
	Config 1
	
	[CR. 3.1 TDD] 
	[CR. 3.1 TDD] 
	

	
	Config 2
	
	[CR. 3.1 TDD] 
	[CR. 3.1 TDD] 
	

	SSB Configuration
	Config 1
	
	TBD (Note: periodicity is 20ms)
	TBD (Note: periodicity is 20ms)
	

	
	Config 2
	
	TBD (Note: periodicity is 20ms)
	TBD (Note: periodicity is 20ms)
	

	SMTC Configuration
	Config 1
	
	TDD
	TDD
	

	
	Config 2
	
	TDD
	TDD
	

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz
	120 KHz
	

	
	Config 2
	
	120 KHz
	120 KHz
	

	csi-RS-Index assigned as RLM RS
	
	[0]
	[0]
	

	OCNG parameters
	
	TBD
	TBD
	

	CP length	
	
	Normal
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]
	[2x2 Low]
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	2
	

	
	Aggregation level 
	CCE
	8
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	REG bundle size
	

	
	REG bundle size
	
	6
	6
	

	DRX
	
	OFF
	OFF
	

	Gap pattern ID 
	
	[N.A.]
	*[gp0]
	

	ssb-Index
	
	2
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	NA
	NA
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	[n2]
	[n2]
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	[pbfd4]
	[pbfd4]
	see TS 38.321 [7], section 5.17

	ZP CSI-RS configuation 
	
	TBD
	TBD
	

	CSI-IM configuration 
	
	TBD
	TBD
	

	Periodic CSI reporting
	
	PUCCH
	PUCCH
	

	CSI reporting periodicity
	Config 1
	slot
	[5] 
	[5] 
	

	
	Config 2
	
	[10]
	[10]
	

	T1
	s
	1
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	0.4
	

	T3
	s
	[0.6]
	[0.6]
	

	D1
	s
	[0.24]
	[0.44]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.5.5.5.1.1-3: Cell specific test parameters for FR2 PSCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1 and Test 2
	Test 1 and Test 2

	
	
	SSB of set q0
	SSB of set q1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	PDCCH_beta
	dB
	4
	4

	PDCCH_DMRS_beta
	dB
	4
	4

	PBCH_beta
	dB
	0
	0

	PSS_beta
	dB
	
	

	SSS_beta
	dB
	
	

	PDSCH_beta
	dB
	
	

	OCNG_beta
	dB
	
	

	SNR
	Config 1
	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	Config 2
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	Config 3
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	

	Config 1
	dBm/15KHz
	[-98]
	[-98]

	
	Config 2
	
	[-98]
	[-98]

	
	Config 3
	
	[-98]
	[-98]

	Propagation condition
	
	[TDL-C 300ns 100Hz]
	[TDL-C 300ns 100Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.5.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.5.5.5.1.1-4: Measurement gap configuration for FR2 PSCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Field
	Test 2

	
	Value

	gapOffset
	[0]



 [image: ]
Figure A.5.5.5.1.1-1: SNR variation SSB for SSB-based beam failure detection and link recovery testing in non-DRX mode

[bookmark: _Toc535476390]A.5.5.5.1.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = [TBD] ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476391]A.5.5.5.2	EN-DC Beam Failure Detection and Link Recovery Test for FR2 PSCell configured with SSB-based BFD and LR in DRX mode
Editor’s note: It is open whether BFD can be based on SSB. This test case will be updated accordingly.
[bookmark: _Toc535476392]A.5.5.5.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct SSB-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR2 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.5.5.5.2.1-1, A.5.5.5.2.1-2, A.5.5.5.2.1-3, A.5.5.5.2.1-4 and A.5.5.5.2.1-5 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.5.2.1-1 shows the variation of the downlink SNR of the PCell and the SNR of the SSB in set q0 in the active PSCell to emulate SSB based beam failure. Figure A.5.5.5.2.1-1 additionally shows the variation of the downlink SNR of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [2] ms. In the test, DRX configuration is enabled in PCSell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 2.
Table A.5.5.5.2.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, TDD duplex mode, 120 kHz SSB SCS, 100MHz bandwidth

	2
	LTE TDD, TDD duplex mode, 240 kHz SSB SCS, 100MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.5.2.1-2: General test parameters for FR2 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	Active E-UTRA PCell 
	
	Cell 1
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	1
	

	Active PCell 
	
	Cell 2
	Cell 2
	

	RF Channel Number
	
	2
	2
	

	Duplex mode
	Config 1
	
	TDD
	TDD
	

	
	Config 2
	
	TDD
	TDD
	

	TDD Configuration
	Config 1
	
	[TDDConf.3.1]
	[TDDConf.3.1]
	

	
	Config 2
	
	[TDDConf.3.1]
	[TDDConf.3.1]
	

	CORESET Reference Channel
	Config 1
	
	[CR. 3.1 TDD] 
	[CR. 3.1 TDD] 
	

	
	Config 2
	
	[CR. 3.1 TDD] 
	[CR. 3.1 TDD] 
	

	SSB Configuration
	Config 1
	
	TBD (Note: periodicity is 20ms)
	TBD (Note: periodicity is 20ms)
	

	
	Config 2
	
	TBD (Note: periodicity is 20ms)
	TBD (Note: periodicity is 20ms)
	

	SMTC Configuration
	Config 1
	
	TDD
	TDD
	

	
	Config 2
	
	TDD
	TDD
	

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz
	120 KHz
	

	
	Config 2
	
	120 KHz
	120 KHz
	

	csi-RS-Index assigned as RLM RS
	
	[0]
	[0]
	

	OCNG parameters
	
	TBD
	TBD
	

	CP length	
	
	Normal
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]
	[2x2 Low]
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	2
	

	
	Aggregation level 
	CCE
	8
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	REG bundle size
	

	
	REG bundle size
	
	6
	6
	

	DRX
	
	640
	640
	

	Gap pattern ID 
	
	[N.A.]
	*[gp0]
	

	ssb-Index
	
	2
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	NA
	NA
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	[n2]
	[n2]
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	[pbfd4]
	[pbfd4]
	see TS 38.321 [7], section 5.17

	ZP CSI-RS configuation 
	
	TBD
	TBD
	

	CSI-IM configuration 
	
	TBD
	TBD
	

	Periodic CSI reporting
	
	PUCCH
	PUCCH
	

	CSI reporting periodicity
	Config 1, 2
	slot
	[5] 
	[5] 
	

	
	Config 3
	
	[10]
	[10]
	

	T1
	s
	1
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	0.4
	

	T3
	s
	[0.6]
	[0.6]
	

	D1
	s
	[0.24]
	[0.44]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.5.5.5.2.1-3: Cell specific test parameters for FR2 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1 and Test 2
	Test 1 and Test 2

	
	
	SSB of set q0
	SSB of set q1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	PDCCH_beta
	dB
	4
	4

	PDCCH_DMRS_beta
	dB
	4
	4

	PBCH_beta
	dB
	

0
	

0

	PSS_beta
	dB
	
	

	SSS_beta
	dB
	
	

	PDSCH_beta
	dB
	
	

	OCNG_beta
	dB
	
	

	SNR
	Config 1
	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	Config 2
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	Config 3
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	

	Config 1
	dBm/15KHz
	[-98]
	[-98]

	
	Config 2
	
	[-98]
	[-98]

	
	Config 3
	
	[-98]
	[-98]

	Propagation condition
	
	[TDL-C 300ns 100Hz]
	[TDL-C 300ns 100Hz]

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.5.5.5.2.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.5.5.5.2.1-4: Measurement gap configuration for FR2 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Field
	Test 2

	
	Value

	gapOffset
	[0]



Table A.5.5.5.2.1-5: DRX-Configuration for FR2 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode.
	Field
	Test 5
	Test 6

	
	Value
	Value

	drx-onDurationTimer
	[ms6]
	[ms6]

	drx-InactivityTimer
	[ms1]
	[ms1]

	drx-RetransmissionTimerDL
	[sl1]
	[sl1]

	drx-RetransmissionTimerUL
	[sl1]
	[sl1]

	longDRX-CycleStartOffset
	[ms640]
	[ms40]

	shortDRX
	disable
	disable



 [image: ]
Figure A.5.5.5.2.1-1: SNR variation for SSB-based beam failure detection and link recovery testing in non-DRX mode
[bookmark: _Toc535476393]A.5.5.5.2.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = [TBD] ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476394][bookmark: _Hlk531974220][bookmark: _Toc535476400]A.5.5.5.3	EN-DC Beam Failure Detection and Link Recovery Test for FR2 PSCell configured with CSI-RS-based BFD and LR in non-DRX mode
[bookmark: _Toc535476395]A.5.5.5.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct CSI-RS-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the CSI-RS based beam failure detection and link recovery for an FR2 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.5.5.5.3.1-1, A.5.5.5.3.1-2, and A.5.5.5.3.1-3, A.5.5.5.3.1-4 and A.5.5.5.3.1-5 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.5.3.1-1 shows the variation of the downlink SNR of the PCell and the SNR of the CSI-RS in set q0 in the active PSCell to emulate CSI-RS based beam failure. Figure A.5.5.5.3.1-1 additionally shows the variation of the downlink SNR of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [2] ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 2without gaps.
Table A.5.5.5.3.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, TDD duplex mode, 120 kHz SSB SCS, 100MHz bandwidth



Table A.5.5.5.3.1-2: General test parameters for FR2 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	Active E-UTRA PCell 
	
	Cell 1
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	1
	

	Active PCell 
	
	Cell 2
	Cell 2
	

	RF Channel Number
	
	2
	2
	

	Duplex mode
	Config 1

	
	TDD
	TDD
	

	TDD Configuration
	Config 1
	
	[TDDConf.3.1]
	[TDDConf.3.1]
	

	CORESET Reference Channel
	Config 1
	
	[CR. 3.1 TDD] 
	[CR. 3.1 TDD] 
	A.3.1.2

	SSB Configuration
	Config 1
	
	SSB.1 FR2
	SSB.1 FR2
	A.3.10

	SMTC Configuration
	Config 1
	
	SMTC.1
	SMTC.1
	A.3.11

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz
	120 KHz
	

	csi-RS-Index assigned as RLM RS
	
	[0]
	[0]
	

	OCNG parameters
	
	TBD
	TBD
	A.3.2.1

	CP length	
	
	Normal
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]
	[2x2 Low]
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	2
	

	
	Aggregation level 
	CCE
	8
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	REG bundle size
	

	
	REG bundle size
	
	6
	6
	

	DRX
	
	OFF
	OFF
	

	Gap pattern ID 
	
	[N.A.]
	*[gp0]
	

	csi-RS-Index
	
	2
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	NA
	NA
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	[n2]
	[n2]
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	[pbfd4]
	[pbfd4]
	see TS 38.321 [7], section 5.17

	ZP CSI-RS configuation 
	
	TBD
	TBD
	

	CSI-IM configuration 
	
	TBD
	TBD
	

	Periodic CSI reporting
	
	PUCCH
	PUCCH
	

	CSI reporting periodicity
	Config 1, 2
	slot
	[5] 
	[5] 
	

	
	Config 3
	
	[10]
	[10]
	

	T1
	s
	1
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	0.4
	

	T3
	s
	[TBD]
	[TBD]
	

	D1
	s
	[0.24]
	[0.44]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active E-UTRA PCell 
	
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number
	
	2
	

	Duplex mode
	Config 1

	
	TDD
	

	TDD Configuration
	Config 1
	
	TDDConf.3.1
	

	CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD
	A.3.1.2

	SSB Configuration
	Config 1
	
	SSB.1 FR2
	A.3.10

	SMTC Configuration
	Config 1
	
	SMTC.1
	A.3.11

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz
	

	csi-RS-Index assigned as RLM RS
	
	[0]
	

	TRS configuration
	
	TRS.2.1 TDD
	

	TCI configuration
	
	CSI-RS.Config.0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	N.A.
	

	csi-RS-Index
	
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	NA
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	[n2]
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	[pbfd4]
	see TS 38.321 [7], section 5.17

	CSI-RS configuration
	Config 1
	
	CSI-RS.3.2 TDD
	A.3.14.2

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	

	T3
	s
	[TBD]
	

	D1
	s
	[0.24]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.5.5.5.3.1-3: Cell specific test parameters for FR2 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1 and Test 2
	Test 1 and Test 2

	
	
	CSI-RS of set q0
	CSI-RS of set q1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PSS to SSS
	dB
	



0
	



0

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PDCCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PDSCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	dB
	
	

	SNR_CSI-RS
	Config 1
	dB
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]

	
	Config 2
	
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]

	
	Config 3
	
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]

	

	Config 1
	dBm/15KHz
	[-98]
	[-98]

	
	Config 2
	
	[-98]
	[-98]

	
	Config 3
	
	[-98]
	[-98]

	SS-RSRPNote 3
	
		dBm/SCS 



	
	

	Ês/Iot
	
	
	
	

	Ês/Noc
	
	
	
	

	Io
	config 1, 2
	dBm/9.36MHz
	
	

	
	Config 3, 4
	dBm/38.1MHz
	
	

	Propagation condition
	
	[TDLA30-75]
	[TDLA30-75]

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are
not settable parameters themselves.



Table A.5.5.5.3.1-4: Measurement gap configuration for FR2 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Field
	Test 2

	
	Value

	gapOffset
	[0]



Table A.5.5.5.3.1-5: NZP-CSI-RS resource configuration for FR2 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1: 	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.4.5.1.7.1-1



[image: ]
Figure A.5.5.5.3.1-1: SNR variation SSB for CSI-RS based beam failure detection and link recovery testing in non-DRX mode
[bookmark: _Toc535476396]A.5.5.5.3.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = [TBD] ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476397]A.5.5.5.4	EN-DC Beam Failure Detection and Link Recovery Test for FR2 PSCell configured with CSI-RS-based BFD and LR in DRX mode
[bookmark: _Toc535476398]A.5.5.5.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct CSI-RS-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the CSI-RS based beam failure detection and link recovery for an FR2 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.5.5.5.4.1-1, A.5.5.5.4.1-2, A.5.5.5.4.1-3, and A.5.5.5.4.1-4, A.5.5.5.4.1-5 and A.5.5.5.4.1-6 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.5.4.1-1 shows the variation of the downlink SNR of the PCell and the SNR of the CSI-RS in set q0 in the active PSCell to emulate CSI-RS based beam failure. Figure A.5.5.5.4.1-1 additionally shows the variation of the downlink SNR of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of [2] ms. In the test, DRX configuration is enabled in PCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 2.
Table A.5.5.5.4.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, TDD duplex mode, 120 kHz SSB SCS, 100MHz bandwidth



Table A.5.5.5.4.1-2: General test parameters for FR2 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	Active E-UTRA PCell 
	
	Cell 1
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	1
	

	Active PCell 
	
	Cell 2
	Cell 2
	

	RF Channel Number
	
	2
	2
	

	Duplex mode
	Config 1

	
	TDD
	TDD
	

	TDD Configuration
	Config 1
	
	[TDDConf.3.1]
	[TDDConf.3.1]
	

	CORESET Reference Channel
	Config 1
	
	[CR. 3.1 TDD] 
	[CR. 3.1 TDD] 
	A.3.1.2

	SSB Configuration
	Config 1
	
	SSB.1 FR2
	SSB.1 FR2
	A.3.10

	SMTC Configuration
	Config 1
	
	SMTC.1
	SMTC.1
	A.3.11

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz
	120 KHz
	

	csi-RS-Index assigned as RLM RS
	
	[0]
	[0]
	

	OCNG parameters
	
	TBD
	TBD
	A.3.2.1

	CP length	
	
	Normal
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	[2x2 Low]
	[2x2 Low]
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	2
	

	
	Aggregation level 
	CCE
	8
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	REG bundle size
	

	
	REG bundle size
	
	6
	6
	

	DRX
	
	640
	640
	

	Gap pattern ID 
	
	[N.A.]
	*[gp0]
	

	csi-RS-Index
	
	2
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	NA
	NA
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	[n2]
	[n2]
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	[pbfd4]
	[pbfd4]
	see TS 38.321 [7], section 5.17

	ZP CSI-RS configuation 
	
	TBD
	TBD
	

	CSI-IM configuration 
	
	TBD
	TBD
	

	Periodic CSI reporting
	
	PUCCH
	PUCCH
	

	CSI reporting periodicity
	Config 1, 2
	slot
	[5] 
	[5] 
	

	
	Config 3
	
	[10]
	[10]
	

	T1
	s
	1
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	0.4
	

	T3
	s
	[TBD]
	[TBD]
	

	D1
	s
	[0.24]
	[0.44]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active E-UTRA PCell 
	
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number
	
	2
	

	Duplex mode
	Config 1

	
	TDD
	

	TDD Configuration
	Config 1
	
	TDDConf.3.1
	

	CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD
	A.3.1.2

	SSB Configuration
	Config 1
	
	SSB.1 FR2
	A.3.10

	SMTC Configuration
	Config 1
	
	SMTC.1
	A.3.11

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz
	

	csi-RS-Index assigned as RLM RS
	
	[0]
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	

Beam failure detection transmission parameters 
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	A.3.3.7

	Gap pattern ID 
	
	*[gp0]
	

	csi-RS-Index
	
	2
	Number of SSB indexes used for beam failure detection

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	
	TBD
	Threshold used for Qout_LR_SSB

	powerControlOffsetSS
	
	NA
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	[n2]
	see TS 38.321 [7], section 5.17

	beamFailureDetectionTimer
	
	[pbfd4]
	see TS 38.321 [7], section 5.17

	CSI-RS configuration
	Config 1
	
	CSI-RS.3.2 TDD
	A.3.14.2

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.4
	

	T3
	s
	[TBD]
	

	D1
	s
	[0.44]
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.5.5.5.4.1-3: Cell specific test parameters for FR2 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1 and Test 2
	Test 1 and Test 2

	
	
	CSI-RS of set q0
	CSI-RS of set q1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PSS to SSS
	dB
	



0
	



0

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PDCCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PDSCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	dB
	
	

	SNR_CSI-RS
	Config 1
	dB
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]

	
	Config 2
	
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]

	
	Config 3
	
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]
	TBD[1]
	TBD[-7]
	TBD[-15]
	TBD[-4.5]
	TBD[1]

	

	Config 1
	dBm/15KHz
	[-98]
	[-98]

	
	Config 2
	
	[-98]
	[-98]

	
	Config 3
	
	[-98]
	[-98]

	SS-RSRPNote 3
	
		dBm/SCS 



	
	

	Ês/Iot
	
	
	
	

	Ês/Noc
	
	
	
	

	Io
	config 1, 2
	dBm/9.36MHz
	
	

	
	Config 3, 4
	dBm/38.1MHz
	
	

	Propagation condition
	
	[TDLA30-75]
	[TDLA30-75]

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.5.5.5.4.1-4: Measurement gap configuration for FR2 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Field
	Test 21

	
	Value

	gapOffset
	[0]



Table A.5.5.5.4.1-5: NZP-CSI-RS resource configuration for FR2 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Field
	ResourceId 0
	ResourceId 1

	
	Value
	Value

	frequencyDomainAllocationNote 1
	row1
	row2

	startingRB
	0
	0

	nrofRBs
	Note 2
	Note 2

	Note 1: 	TS 38.211 [6] table 7.4.1.5.3-1
Note 2:	nrofRBs is derived based on the Configuration in Table A.4.5.1.7.1-1



Table A.5.5.5.4.1-6: DRX-Configuration for FR2 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode.
	Field
	Test 5
	Test 6

	
	Value
	Value

	drx-onDurationTimer
	[ms6]
	[ms6]

	drx-InactivityTimer
	[ms1]
	[ms1]

	drx-RetransmissionTimerDL
	[sl1]
	[sl1]

	drx-RetransmissionTimerUL
	[sl1]
	[sl1]

	longDRX-CycleStartOffset
	[ms640]
	[ms40]

	shortDRX
	disable
	disable



[image: ]
Figure A.5.5.5.4.1-1: SNR variation SSB for CSI-RS-based beam failure detection and link recovery testing in DRX mode
[bookmark: _Toc535476399]A.5.5.5.4.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = [TBD] ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
A.5.5.6	Active BWP switch delay
[bookmark: _Toc535476405]A.5.5.6.1	DCI-based and Timer-based Active BWP Switch
A.5.5.6.1.1	E-UTRAN – NR PSCell FR2 DL active BWP switch with non-DRX in synchronous EN-DC
A.5.5.6.1.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in TS38.133 section 8.6, and interruption requirement for E-UTRA victim cell defined in TS36.133 section 7.32.2.7. Supported test configurations are shown in Table A.5.5.6.1.1.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1), and one NR PSCell (Cell 2) as given in Table A.5.5.6.1.1.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell is specified in Table A.5.5.6.1.1.1-3 below. The OTA related test parameters for FR2 is shown in Table A.5.5.6.1.1.1-4.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending. 
PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 2 and the time duration of T2.
Before the test starts, 
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), and Cell 2 (PSCell) on radio channel 2 (PSCC).
-	UE is configured with 2 different UE-specific bandwidth parts for PSCell, BWP-1 and BWP-2, in Cell 2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in PSCell.
-	UE is configured with a bwp-InactivityTimer timer value for PSCell. 
All cells have constant signal levels throughout the test. 
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively. 
During T1,
Time period T1 starts when a DCI format 1_1 command for PSCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in PSCell’s slot # denoted i. The UE should switch its bandwidth part from BWP-1 to BWP-2.
The UE shall be able to receive PDSCH at PSCell’s slot (i+TBWPswitchDelay) as defined in section 8.6 and starts to report valid ACK/NACK for the PSCell no later than at slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-2 starting from slot (i+TBWPswitchDelay).  
The starting time of PCell(Cell 1) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on PSCell(Cell 2). 
During T3,
The time period T3 starts from the slot #j immediately after the slot wherein bwp-InactivityTimer timer expires. The UE should switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
The UE shall be able to receive PDSCH at PSCell’s slot (j+TBWPswitchDelay) as defined in section 8.6 and starts to report valid ACK/NACK for the PSCell at latest at slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-1 starting from slot (j+TBWPswitchDelay).
The starting time of PCell(Cell 1) interruption due to BWP switch of PSCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in PSCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK is received.
The test equipment verifies that potential interruption to E-UTRA PCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell during BWP switch of PSCell, respectively.
Table A.5.5.6.1.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1: The UE is only required to be tested in one of the supported test configurations
Note 2: A UE which fulfils the requirements in test case A.5.5.2.2 can skip the test cases in A.5.5.2.1.



Table A.5.5.6.1.1.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	For both PCell and PSCell

	bwp-InactivityTimer
	ms
	[200]
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	T1
	s
	 [0.2]
	

	T2
	s
	 [0.2]
	

	T3
	s
	 [0.2]
	



Table A.5.5.6.1.1.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	
	100 MHz: NRB,c = 66

	Active BWP ID
	
	1, 2

	Initial DL BWP Configuration
	
	DLBWP.0.2 Note 2

	Active DL BWP-1 Configuration
	
	DLBWP.1.1 Note 2

	Active DL BWP-2 Configuration
	
	DLBWP.1.3 Note 2

	Initial UL BWP Configuration
	
	ULBWP.0.2 Note 2

	Active UL BWP-1 Configuration
	
	ULBWP.1.1 Note 2

	Active UL BWP-2 Configuration
	
	ULBWP.1.3 Note 2

	PDSCH Reference measurement channel
	
	SR.3.1 TDD 

	RMSI CORESET parameters
	
	CR.3.1 TDD 

	Dedicated CORESET parameters
	
	CCR.3.1 TDD 

	OCNG Patterns
	
	OP.1

	SSB Configuration
	
	SSB.1 FR2

	SMTC Configuration
	
	SMTC.1 

	TCI State
	
	TRS.2.1 TDD

	TRS Configuration
	
	TCI.State.0

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Propagation Condition
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in TS38.213 section 12.



Table A.5.5.6.1.1.1-4: OTA related test parameters for DL BWP switch in synchronous EN-DC 
	Parameter
	Unit
	Cell 2

	Angle of arrival configuration
	
	According to section A.3.8.1

	NocNote 1
	dBm/15 kHz
	TBD

	NocNote 1
	dBm/SCS
	TBD

	SS-RSRP Note 2
	dBm/120 kHz Note3
	TBD

	Ês/Iot
	dB
	TBD

	IoNote2
	dBm/95.04 MHz Note4
	TBD

	Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone.



A.5.5.6.1.1.2	Test Requirements
During T1, the UE shall start to send the ACK for PSCell in a slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK for PSCell in a slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7]. 
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
During T1, the start time of PCell interruption during PSCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start time of PCell interruption during PSCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PCell shall not be longer than the interruption duration specified for active BWP switch in TS36.133 Section 7.32.2.7.
All of the above test requirements shall be fulfilled in order for the observed PCell active BWP switch interruption to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE: During T1, T3 if there are no uplink resources for reporting the ACK in a slot (i+Y1), (j+Y2), then the UE shall use the next available uplink resource for reporting the corresponding ACK.
Editor’s note: whether E-UTRA PCell’s interruption test requirement is needed or not depends on whether E-UTRA Pcell’s interruption could be tested when PSCell is FR2 cell.
[bookmark: _Toc535476408]A.5.5.6.1.2	E-UTRAN – NR PSCell FR2 DL active BWP switch with FR2 SCell in non-DRX in synchronous EN-DC
[bookmark: _Toc535476406]A.5.5.6.1.2.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in section 8.6.2, and interruption requirements for NR victim cell defined in section 8.2.1.2.7 and interruption requirement for E-UTRA victim cell defined in TS36.133 section 7.32.2.7. Supported test configurations are shown in Table A.5.5.6.1.2.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1), one NR PSCell (Cell 2) and one NR SCell (Cell 3) as given in Table A.5.5.6.1.2.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell and SCell are specified in Table A.5.5.6.1.2.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) and SCell (Cell 3) to ensure that the UE will have ACK/NACK sending.
PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 2 and the time duration of T2.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), Cell 2 (PSCell) on radio channel 2 (PSCC) and Cell 3 (SCell) on radio channel 3 (SCC).
-	UE is configured with 2 different UE-specific bandwidth parts for PSCell, BWP-1 and BWP-2, in Cell 2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is configured with 1 UE-specific bandwidth parts the same as initial BWP for SCell, BWP-0 in Cell 3 before starting the test.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in PSCell.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-0 in SCell.
-	UE is configured with a bwp-InactivityTimer timer value for PSCell.
All cells have constant signal levels throughout the test.
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively.
During T1,
Time period T1 starts when a DCI format 1_1 command for PSCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in PSCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
The UE shall be able to receive PDSCH at PSCell’s slot (i+TBWPswitchDelay) as defined in section 8.6 and starts to report valid ACK/NACK for the PSCell no later than at slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-2 starting from slot (i+TBWPswitchDelay).
PCell(Cell 1) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
SCell(Cell 3) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on PSCell(Cell 2).
During T3,
The time period T3 starts from the slot #j immediately after the slot wherein bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
The UE shall be able to receive PDSCH at PSCell’s slot (j+TBWPswitchDelay) as defined in section 8.6 and starts to report valid ACK/NACK for the PSCell at latest at slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-1 starting from slot (j+TBWPswitchDelay).
PCell(Cell 1) interruption due to BWP switch of PSCell shall occur within the BWP switch delay.
SCell(Cell 3) interruption due to BWP switch of PSCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in PSCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK is received.
The test equipment verifies that potential interruption to E-UTRA PCell and NR SCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell and SCell during BWP switch of PSCell, respectively.
Table A.5.5.6.1.2.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	A UE which fulfils the requirements in test case A.5.5.6.1.2 can skip the test cases in A.5.5.6.1.1.
Note 3: 	NR configuration is the same for PSCell and SCells.



Table A.5.5.6.1.2.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2, 3
	Two NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	Active SCell
	
	Cell 3
	SCell on RF channel number 3.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	bwp-InactivityTimer
	ms
	[200]
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell-individual offset for cells on RF channel number 3
	dB
	0
	Individual offset for cells on SCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	Cell3 timing offset to cell2
	s
	3
	Synchronous cells

	T1
	s
	 [0.2]
	

	T2
	s
	 [0.2]
	

	T3
	s
	 [0.2]
	



Table A.5.5.6.1.2.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	
	100 MHz: NRB,c = 66

	Active BWP ID
	
	1, 2
	0

	Initial DL BWP Configuration
	
	DLBWP.0.2
	DLBWP.0.2

	Active DL BWP-0 Configuration
	
	NA
	DLBWP.0.2

	Active DL BWP-1 Configuration
	
	DLBWP.1.3
	NA

	Active DL BWP-2 Configuration
	
	DLBWP.1.1
	NA

	Initial UL BWP Configuration
	
	ULBWP.0.2 
	ULBWP.0.2 

	Active UL BWP-0 Configuration
	
	NA
	ULBWP.0.2 

	Active UL BWP-1 Configuration
	
	ULBWP.1.3
	NA

	Active UL BWP-2 Configuration
	
	ULBWP.1.1 
	NA

	PDSCH Reference measurement channel
	
	SR.3.1 TDD

	RMSI CORESET parameters
	
	CR.3.1 TDD  

	Dedicated CORESET parameters
	
	CCR.3.1 TDD  

	OCNG Patterns
	
	OP.1

	SSB Configuration
	
	SSB.1 FR2

	SMTC Configuration
	
	SMTC.1

	TCI State
	
	TRS.2.1 TDDTBD

	TRS Configuration
	
	TCI.State.0TBD

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3: 	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4: 	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3.



Table A.5.5.6.1.2.1-4: OTA related test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Angle of arrival configuration
	
	According to section A.3.158.1
	According to section A.3.8.115

	NocNote 1
	dBm/15 kHz
	TBD
	TBD

	SS-RSRP Note 2
	dBm/120 kHz Note3
	TBD
	TBD

	Ês/Iot
	dB
	TBD
	TBD

	IoNote2
	dBm/95.04 MHz Note4
	TBD
	TBD

	Note 1: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 2: 	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5: 	As observed with 0dBi gain antenna at the centre of the quiet zone.



[bookmark: _Toc535476407]A.5.5.6.1.2.2	Test Requirements
During T1, the UE shall start to send the ACK for PSCell in a slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK for PSCell in a slot (j+TBWPswitchDelay+k1).
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
During T1, the start of the interruption of PCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start of the interruption of PCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PCell shall not be longer than the interruption duration specified for active BWP switch in TS36.133 Section 7.32.2.7.
During T1, the start of the interruption of SCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start of the interruption of SCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of SCell shall not be longer than the interruption duration specified for active BWP switch in Section 8.6.2.
All of the above test requirements shall be fulfilled in order for the observed PCell active BWP switch interruption to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK in a slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK.
Editor’s note: FFS value of k1 for type 1 and type 2 UE.
A.5.5.6.2	RRC-based Active BWP Switch
A.5.5.6.2.1	E-UTRAN – NR PSCell FR2 DL active BWP switch with non-DRX in synchronous EN-DC
[bookmark: _Toc535476409]A.5.5.6.2.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement for RRC-based BWP switch defined in section 8.6. Supported test configurations are shown in Table A.5.5.6.2.1.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1) and one NR PSCell (Cell 2) as given in Table A.5.5.6.2.1.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell are specified in Table A.5.5.6.2.1.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC) and to Cell 2 (PSCell) on radio channel 2 (PSCC).
-	UE has bandwidth part BWP-1 in its RRC-configuration for Cell 2 (PSCell).
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in PSCell.
All cells have constant signal levels throughout the test.
The test consists of 1 time period, with duration of T1.
During T1,
Time period T1 starts when a RRCReconfiguration with bandwidth part configuration BWP-2, sent from the test equipment to the UE, is received at the UE side in PSCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
The UE shall be able to receive PDSCH at PSCell’s slot (i+X) as defined in section 8.6 and starts to report valid ACK/NACK for the PSCell no later than at slot (i+X+k1). The UE shall be continuously scheduled on PSCell’s BWP-2 starting from slot (i+X).
The test equipment verifies the DL BWP switch time in PSCell by counting the slots from the time when the RRC Reconfiguration message including BWP switch command is received till an ACK is received.
Table A.5.5.6.2.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1: The UE is only required to be tested in one of the supported test configurations



Table A.5.5.6.2.1.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	T1
	s
	 [0.2]
	



Table A.5.5.6.2.1.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	
	100 MHz: NRB,c = 66

	Active BWP ID
	
	1, 2

	Initial BWP Configuration
	
	DLBWP.0.2

	Active BWP-0 Configuration
	
	NA

	Active BWP-1 Configuration
	
	DLBWP.1.3

	Active BWP-2 Configuration
	
	DLBWP.1.1

	PDSCH Reference measurement channel
	
	SR.3.1 TDD

	RMSI CORESET parameters
	
	CR.3.1 TDD  

	Dedicated CORESET parameters
	
	CCR.3.1 TDD  

	OCNG Patterns
	
	OP.1

	SSB Configuration
	
	SSB.1 FR2

	SMTC Configuration
	
	SMTC.1

	TCI State
	
	TBD

	TRS Configuration
	
	TBD

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3: 	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4: 	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in TS 38.213 [3] section 12.



[bookmark: _Toc535476410]A.5.5.6.1.2.2	Test Requirements
During T1, the UE shall start to send the ACK for PSCell in a slot (i+X+k1).
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, if there are no uplink resources for reporting the ACK in a slot (i+X+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK.
Editor’s note: FFS value of X, k1 for type 1 and type 2 UE.
[bookmark: _Toc535476411]A.5.5.7	PSCell addition and release delay
A.5.5.7.1	Addition and Release Delay of NR PSCell 
A.5.5.7.1.1	Test purpose and environment
The purpose of this test is to verify that the NR PSCell addition and release delays under EN-DC are within the requirements stated in section 7.31.2 of TS 36.133 [15] for the case when the PSCell is unknown by the UE at the time of addition.
Supported test configurations are shown in A.5.5.7.1.1-1. The test parameters for the E-UTRA cell are given in Table A.3.7.2.1-1. The E-UTRA cell once set up is not changed across time. 
The test parameters for NR cell are given in Tables A.5.5.7.1.1-2 and cell-specific parameters in A.5.5.7.1.1-3 below. The test consists of four successive time periods with duration of T1, T2, T3 and T4. There are two carriers each with one cell. Before the test starts the UE is connected to Cell 1 (E-UTRA PCell) on radio channel 1 (PCC) but is not aware of Cell 2 (NR PSCell) on radio channel 2. The UE is only monitoring the PCC. During T1 only Cell1 is known to the UE.
The test system shall send a RRC message to the UE to add PSCell (Cell 2) on radio channel 2. The RRC message (to add PSCell) also includes a request for the UE to start periodic CSI reporting for the PSCell after the PSCell has been successfully added. The RRC message to add PSCell shall be sent to the UE during period T1. The point in time at which the RRC message to add PSCell (Cell2) is received at the UE antenna connector defines the start of period T2.
The test system shall observe the periodic reporting of CSI for PSCell during T3. The point in time at which the UE has sent PRACH to the PSCell (Cell 2) defines the start of period T3.
The test system shall send a RRC message to the UE to release PSCell (Cell 2) on radio channel 2. The RRC message to release PSCell (Cell2) shall be sent to the UE during period T3, after the UE has sent at least one CQI report with non-zero CQI index for PSCell (Cell 2). The point in time at which the RRC message to release PSCell (Cell2) is received at the UE antenna connector defines the start of period T4.
Table A.5.5.7.1.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR TDD, SSB SCS 240 kHz, data SCS 120kHz, BW 100MHz

	2
	LTE TDD, NR TDD, SSB SCS 240 kHz, data SCS 120kHz, BW 100MHz

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.5.5.7.1.1-2: General Test Parameters for PSCell Addition and Release
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	Two radio channels are used for this test. One for E-UTRA cell and second for NR Cell

	Initial Condition
	Active PCell
	
	Cell1
	PCell on RF channel number 1.

	
	Neighbour cell
	
	Cell2
	Neighbour cell on RF channel number 2.

	Final Condition 
	Active PCell
	
	Cell1
	PCell on RF channel number 1.

	
	Neighbour Cell
	
	Cell2
	PSCell on RF channel number 2.

	A4
	Hysteresis
	dB
	0
	Hysteresis for evaluation of event A4.

	
	Threshold RSRP
	dBm
	-93
	Actual RSRP threshold for event A4. Needs to take absolute accuracy tolerance in section 9.1.11.1 into account plus margin.  

	
	Time to Trigger
	s
	0
	

	DRX
	
	OFF
	Continuous monitoring of primary cell

	PRACH configuration on cell2
	
	FR2 configuration 2
	Captured in [A.3.8.3.2]

	CQI/PMI periodicity and offset configuration index on cell2
	
	TBD
	CQI reporting for PSCell every uplink subframe

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on primary component carrier. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on carrier frequency of cell2. 

	T1
	s
	5
	During this time the PCell shall be known and cell2 shall be unknown.

	T2
	s
	1
	During this time the UE adds the PSCell.

	T3
	s
	1
	During this time the UE sends CSI reports for PSCell.

	T4
	s
	1
	During this time the UE releases the PSCell.



Table A.5.5.7.1.1-3: Cell Specific Parameters for PSCell Addition and Release
	Parameter
	Unit
	Config
	Test

	
	
	
	T1
	T2
	T3
	T4

	E-UTRA Channel Number
	
	1,2
	1

	NR Channel Number
	
	1,2
	2

	Duplex Mode
	
	1,2
	TDD

	TDD configuration
	
	1,2
	TDDConf.1.2

	BWchannel
	MHz
	1,2
	100: NRB,c = 66

	Initial BWP Configuration
	
	1,2
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP Configuration
	
	1,2
	DLBWP.1.1
ULBWP.1.1

	TRS Configuration
	
	1
	TRS.2.1 TDD

	TCI State
	
	1
	CSI-RS.Config.0

	PDSCH Reference measurement channel
	
	1,2
	SR.3.1 TDD

	RMSI CORESET Reference Channel
	
	1,2
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	
	1,2
	CCR.3.1 TDD

	OCNG Patterns
	
	1,2
	OP.1

	SSB configuration
	
	1,2
	SSB.1 FR2

	SMTC configuration
	
	1,2
	SMTC.2

	EPRE ratio of PSS to SSS
	dB
	1,2
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15 kHz
	1,2
	N/A
	TBD

	
Note2
	dBm/SCS
	1,2
	N/A
	TBD

	

	
	1,2
	-infinity
	TBD

	

	
	1,2
	-infinity
	TBD

	SS-RSRPNote3
	dBm/SCS
	1,2
	-infinity
	TBD

	IoNote3
	dBm/95MHz
	1,2
	N/A
	TBD

	Propagation condition
	
	1,2
	AWGN



A.5.5.7.1.2	Test Requirements
The UE shall transmit the PRACH to PSCell at latest [732] msNote1 into T2.
The UE shall send at least one CSI report for PSCell with non-zero CQI index during T4.
The UE shall periodically send CSI reports for PSCell after the UE has sent first CQI report with non-zero CQI index during T4
The UE shall stop sending CSI reports for PSCell in at latest [20] ms into T5.
All the above test requirements shall be fulfilled for the observed PSCell addition delay and PSCell release delay to be counted as correct. The rate of correct observed PSCell addition delay and PSCell release delay during repeated tests shall be at least 90%.
Note1:	The PSCell addition delay can be expressed as follows as specified in Clause 7.31.2 of TS 36.133 [15]: 
	Tconfig_PSCell = TRRC_delay + Tprocessing + Tsearch + T∆ + TPSCell_ DU + 2ms
Where:
TRRC_delay = 20ms
Tprocessing = 40ms 
Tsearch 	= 8*3*20 = 480 ms
T∆ = 20ms
TPSCell_ DU = 16*10+10 = 170 ms
A.5.6	Measurement procedure
[bookmark: _Toc535476412][bookmark: _Toc535476425][bookmark: _Toc535476438]A.5.6.1	Intra-frequency Measurements
[bookmark: _Toc535476413]A.5.6.1.1	EN-DC event triggered reporting test without gap under non-DRX
[bookmark: _Toc535476414]A.5.6.1.1.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.5.6.1.1.1-1.
Table A.5.6.1.1.1-1: supported test configurations
	Configuration
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	3
	LTE FDD, 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	4
	LTE TDD, 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are three cells in the test, E-UTRAN PCell (Cell 1), FR2 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on the same frequency as the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.6.1.1.1-2, A.5.6.1.1.1-3 and A.5.6.1.1.1-4 below.
In the measurement control information a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
Table A.5.6.1.1.1-2: General test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap without DRX
	Parameter
	Unit
	Config
	Value
	Comment

	Active cell
	
	1~4
	E-UTRAN PCell (Cell 1)
PSCell (Cell 2)
	

	Neighbour cell
	
	1~4
	Cell 3
	Cell to be identified.

	RF Channel Number
	
	1~4
	1: Cell 1
2: Cell 2 and Cell 3
	One TDD carrier frequency is used for the NR cells and one TDD or FDD carrier frequency is used for E-UTRAN cell.

	SMTC configuration
	
	1~4
	SMTC.1
	

	A3-Offset
	dB
	1~4
	-6
	

	CP length
	
	1~4
	Normal
	

	Hysteresis
	dB
	1~4
	0
	

	Time To Trigger
	s
	1~4
	0
	

	Filter coefficient
	
	1~4
	0
	L3 filtering is not used

	DRX
	
	1~4
	OFF
	

	Time offset between Cell 1 and Cell 2
	
	1~4
	3 s
	Synchronous EN-DC

	Time offset between Cell 2 and Cell 3
	
	1~4
	3 s
	Synchronous cells

	T1
	s
	1~4
	5
	

	T2
	s
	1~4
	5
	



Table A.5.6.1.1.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap without DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1~4
	TDDConf.3.1
	TDDConf.3.1

	Intial BWP configuration
	
	1~4
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1~4
	DLBWP.1.1
	DLBWP.1.1

	Active UL BWP configuration
	
	1~4
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1~4
	SSB
	SSB

	PDSCH RMC configuration
	
	1~4
	SR.3.1 TDD 
	N/A

	RMSI CORESET RMC configuration
	
	1~4
	CR.3.1 TDD
	CR.3.1 TDD 

	Dedicated CORESET RMC configuration
	
	1~4
	CCR.3.1 TDD
	CCR.3.1 TDD 

	OCNG Patterns
	
	1~4
	OP.1
	OP.1

	TRS configuration
	
	1~4
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	1~4
	CSI-RS.Config.0TCI.State.2
	N/A

	SSB configuration
	
	1, 2
	SSB.1 FR2
	SSB.1 FR2

	
	
	3, 4
	SSB.2 FR2
	SSB.2 FR2

	Propagation Condition 
	
	1~4
	AWGN



Table A.5.6.1.1.1-4: NR OTA Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap without DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1~4
	Setup 3 defined in A.3.815.x3

	[image: ]
	dB
	1~4
	TBD
	TBD
	TBD
	TBD

	[image: ] Note 2
	dBm/15 KHz
	1~4
	TBD

	[image: ] Note 2
	dBm/SCS
	1, 2
	TBD

	
	
	3, 4
	TBD

	SS-RSRP
	dBm/SCS
	1, 2
	TBD
	TBD
	TBD
	TBD

	
	
	3, 4
	TBD
	TBD
	TBD
	TBD

	[image: ]
	dB
	1~4
	TBD
	TBD
	TBD
	TBD

	[image: ]
	dBm/95.04MHz
	1~4
	TBD
	TBD

	Note 1: 	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3: 	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476415]A.5.6.1.1.2	Test Requirements
In the test, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	2.4s for a UE supporting power class 1,
-	1.44s for a UE supporting power class 2 or 3,
-	[1.44s] for a UE supporting power class 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.1.2	EN-DC event triggered reporting test without gap under DRX
A.5.6.1.2.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.5.6.1.2.1-1.
Table A.5.6.1.2.1-1: supported test configurations
	Configuration
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	3
	LTE FDD, 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	4
	LTE TDD, 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are three cells in the test, E-UTRAN PCell (Cell 1), FR2 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on the same frequency as the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.6.1.2.1-2 ~ Table A.5.6.1.2.1-6 below.
In the measurement control information a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
Table A.5.6.1.2.1-2: General test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap with DRX
	Parameter
	Unit
	Config
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	Active cell
	
	1~4
	E-UTRAN PCell (Cell 1)
PSCell (Cell 2)
	

	Neighbour cell
	
	1~4
	Cell 3
	Cell to be identified.

	RF Channel Number
	
	1~4
	1: Cell 1
2: Cell 2 and Cell 3
	One TDD carrier frequency is used for the NR cells and one TDD or FDD carrier frequency is used for E-UTRAN cell.

	SMTC configuration
	
	1~4
	SMTC.1
	

	A3-Offset
	dB
	1~4
	-6
	

	CP length
	
	1~4
	Normal
	

	Hysteresis
	dB
	1~4
	0
	

	Time To Trigger
	s
	1~4
	0
	

	Filter coefficient
	
	1~4
	0
	L3 filtering is not used

	DRX
	
	1~4
	DRX.1
	DRX.2
	DRX related parameters are defined in Table A.5.6.1.2.1-4

	Time offset between Cell 1 and Cell 2
	
	1~4
	3 s
	Synchronous EN-DC

	Time offset between Cell 2 and Cell 3
	
	1~4
	3 s
	Synchronous cells

	T1
	s
	1~4
	5
	

	T2
	s
	1~4
	10
	52
	



Table A.5.6.1.2.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap with DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1~4
	TDDConf.3.1
	TDDConf.3.1

	Intial BWP configuration
	
	1~4
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1~4
	DLBWP.1.1
	DLBWP.1.1

	Active UL BWP configuration
	
	1~4
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1~4
	SSB
	SSB

	PDSCH RMC configuration
	
	1~4
	SR.3.1 TDD 
	N/A

	RMSI CORESET RMC configuration
	
	1~4
	CR.3.1 TDD
	CR.3.1 TDD 

	Dedicated CORESET RMC configuration
	
	1~4
	CCR.3.1 TDD
	CCR.3.1 TDD 

	OCNG Patterns
	
	1~4
	OP.1
	OP.1

	PDSCH/PDCCH TCI stateTRS configuration
	
	1~41~4
	TCI.State.2TRS.2.1 TDD
	N/A

	TCI state
	
	1~4
	CSI-RS.Config.0
	N/A

	SSB configuration
	
	1, 2
	SSB.1 FR2
	SSB.1 FR2

	
	
	3, 4
	SSB.2 FR2
	SSB.2 FR2

	Propagation Condition 
	
	1~4
	AWGN



Table A.5.6.1.2.1-4: NR OTA Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap with DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1~4
	A.3.815.x

	[image: ]
	dB
	1~4
	TBD
	TBD
	TBD
	TBD

	[image: ] Note 2
	dBm/15 KHz
	1~4
	TBD

	[image: ] Note 2
	dBm/SCS
	1, 2
	TBD

	
	
	3, 4
	TBD

	SS-RSRP
	dBm/SCS
	1, 2
	TBD
	TBD
	TBD
	TBD

	
	
	3, 4
	TBD
	TBD
	TBD
	TBD

	[image: ]
	dB
	3, 4
	TBD
	TBD
	TBD
	TBD

	[image: ]
	dBm/95.04MHz
	1~4
	TBD
	TBD

	Note 1: 	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3: 	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


A.5.6.1.2.2	Test Requirements
In test 1, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	7.2s for a UE supporting power class 1,
-	4.32s for a UE supporting power class 2 or 3,
-	[4.32s] for a UE supporting power class 4
In test 2, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	51.2s for a UE supporting power class 1,
-	30.72s for a UE supporting power class 2 or 3,
-	[30.72s] for a UE supporting power class 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476419]A.5.6.1.3	EN-DC event triggered reporting test with per-UE gaps under non-DRX
[bookmark: _Toc535476420]A.5.6.1.3.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.5.6.1.3.1-1.
Table A.5.6.1.3.1-1: supported test configurations
	Configuration
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	3
	LTE FDD, 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	4
	LTE TDD, 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are three cells in the test, E-UTRAN PCell (Cell 1), FR2 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on the same frequency as the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.6.1.3.1-2 ~ 4 below.
There are two BWPs configured in Cell 2, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 2. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
In the measurement control information a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
Table A.5.6.1.3.1-2: General test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps without DRX
	Parameter
	Unit
	Config
	Value
	Comment

	Active cell
	
	1~4
	E-UTRAN PCell (Cell 1)
PSCell (Cell 2)
	

	Neighbour cell
	
	1~4
	Cell 3
	Cell to be identified.

	RF Channel Number
	
	1~4
	1: Cell 1
2: Cell 2 and Cell 3
	One TDD carrier frequency is used for the NR cells and one TDD or FDD carrier frequency is used for E-UTRAN cell.

	Gap type
	
	1~4
	Per-UE gaps
	

	Measurement gap repitition periodicity
	ms
	1~4
	40
	

	Measurement gap length
	ms
	1~4
	6
	

	Measurement gap offset
	ms
	1~4
	39
	

	SMTC configuration
	
	1~4
	SMTC.1
	

	CSI-RS parameters
	
	1~4
	CSI-RS.3.2 TDD
	

	A3-Offset
	dB
	1~4
	-6
	

	CP length
	
	1~4
	Normal
	

	Hysteresis
	dB
	1~4
	0
	

	Time To Trigger
	s
	1~4
	0
	

	Filter coefficient
	
	1~4
	0
	L3 filtering is not used

	DRX
	
	1~4
	OFF
	

	Time offset between Cell 1 and Cell 2
	
	1~4
	3 s
	Synchronous EN-DC

	Time offset between Cell 2 and Cell 3
	
	1~4
	3 s
	Synchronous cells

	T1
	s
	1~4
	5
	

	T2
	s
	1~4
	5
	



Table A.5.6.1.3.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps without DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1~4
	TDDConf.3.1
	TDDConf.3.1

	Intial BWP configuration
	
	1~4
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1~4
	DLBWP.1.2
	DLBWP.1.1

	Active UL BWP configuration
	
	1~4
	ULBWP.1.2
	ULBWP.1.1

	RLM-RS
	
	1~4
	CSI-RS
	SSB

	PDSCH RMC configuration
	
	1~4
	SR.3.1 TDD 
	N/A

	RMSI CORESET RMC configuration
	
	1~4
	CR.3.1 TDD
	CR.3.1 TDD 

	Dedicated CORESET RMC configuration
	
	1~4
	CCR.3.1 TDD
	CCR.3.1 TDD 

	TRS configuration
	
	1~4
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI stateTCI state
	
	1~41~4
	TCI.State.2CSI-RS.Config.0
	N/A

	OCNG Patterns
	
	1~4
	OP.1
	OP.1

	SSB 
	
	1, 2
	SSB.1 FR2
	SSB.1 FR2

	
	
	3, 4
	SSB.2 FR2
	SSB.2 FR2

	Propagation Condition 
	
	1~4
	AWGN



Table A.5.6.1.3.1-4: NR OTA Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps without DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1~4
	Setup 3 defined in A.3.15.3A.3.8.x

	[image: ]
	dB
	1~4
	TBD
	TBD
	TBD
	TBD

	[image: ] Note 2
	dBm/15 KHz
	1~4
	TBD

	[image: ] Note 2
	dBm/SCS
	1, 2
	TBD

	
	
	3, 4
	TBD

	SS-RSRP
	dBm/SCS
	1, 2
	TBD
	TBD
	TBD
	TBD

	
	
	3, 4
	TBD
	TBD
	TBD
	TBD

	[image: ]
	dB
	3, 4
	TBD
	TBD
	TBD
	TBD

	[image: ]
	dBm/95.04MHz
	1~4
	TBD
	TBD

	Note 1: 	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3: 	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476421]A.5.6.1.3.2	Test Requirements
In the test, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	3.2s for a UE supporting power class 1,
-	1.92s for a UE supporting power class 2 or 3,
-	[1.92s] for a UE supporting power class 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.1.4	EN-DC event triggered reporting test with per-UE gaps under DRX
A.5.6.1.4.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.5.6.1.4.1-1.
Table A.5.6.1.4.1-1: supported test configurations
	Configuration
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	3
	LTE FDD, 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	4
	LTE TDD, 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are three cells in the test, E-UTRAN PCell (Cell 1), FR2 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on the same frequency as the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.6.1.4.1-2 ~ 6.
During the test, Cell 2 and Cell 3 are transmitted from the direction determined according to A3.8.
There are two BWPs configured in Cell 2, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 2. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
In the measurement control information a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
Table A.5.6.1.4.1-2: General test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps with DRX
	Parameter
	Unit
	Config
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	Active cell
	
	1~4
	E-UTRAN PCell (Cell 1)
PSCell (Cell 2)
	

	Neighbour cell
	
	1~4
	Cell 3
	Cell to be identified.

	RF Channel Number
	
	1~4
	1: Cell 1
2: Cell 2 and Cell 3
	One TDD carrier frequency is used for the NR cells and one TDD or FDD carrier frequency is used for E-UTRAN cell.

	Gap type
	
	1~4
	Per-UE gaps
	

	Measurement gap repitition periodicity
	ms
	1~4
	40
	

	Measurement gap length
	ms
	1~4
	6
	

	Measurement gap offset
	ms
	1~4
	39
	

	SMTC configuration
	
	1~4
	SMTC.1 
	

	CSI-RS parameters
	
	1~4
	CSI-RS.3.2 TDD
	

	A3-Offset
	dB
	1~4
	-6
	

	CP length
	
	1~4
	Normal
	

	Hysteresis
	dB
	1~4
	0
	

	Time To Trigger
	s
	1~4
	0
	

	Filter coefficient
	
	1~4
	0
	L3 filtering is not used

	DRX
	
	1~4
	DRX.1
	DRX.2
	DRX related parameters are defined in Table A.5.6.1.4.1-5

	Time offset between Cell 1 and Cell 2
	
	1~4
	3 s
	Synchronous EN-DC

	Time offset between Cell 2 and Cell 3
	
	1~4
	3 s
	Synchronous cells

	T1
	s
	1~4
	5
	

	T2
	s
	1~4
	10
	52
	



Table A.5.6.1.4.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps with DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1~4
	TDDConf.3.1
	TDDConf.3.1

	Intial BWP configuration
	
	1~4
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1~4
	DLBWP.1.2
	DLBWP.1.1

	Active UL BWP configuration
	
	1~4
	ULBWP.1.2
	ULBWP.1.1

	RLM-RS
	
	1~4
	CSI-RS
	SSB

	PDSCH RMC configuration
	
	1~4
	SR.3.1 TDD 
	N/A

	RMSI CORESET RMC configuration
	
	1~4
	CR.3.1 TDD
	CR.3.1 TDD 

	Dedicated CORESET RMC configuration
	
	1~4
	CCR.3.1 TDD
	CCR.3.1 TDD 

	TRS configuration
	
	1~4
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI stateTCI state
	
	1~41~4
	TCI.State.2CSI-RS.Config.0
	N/A

	OCNG Patterns
	
	1~4
	OP.1
	OP.1

	SSB 
	
	1, 2
	SSB.1 FR2
	SSB.1 FR2

	
	
	3, 4
	SSB.2 FR2
	SSB.2 FR2

	Propagation Condition 
	
	1~4
	AWGN



Table A.5.6.1.4.1-4: NR Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps with DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1~4
	A.3.815.x

	[image: ]
	dB
	1~4
	TBD
	TBD
	TBD
	TBD

	[image: ] Note 2
	dBm/15 KHz
	1~4
	TBD

	[image: ] Note 2
	dBm/SCS
	1, 2
	TBD

	
	
	3, 4
	TBD

	SS-RSRP
	dBm/SCS
	1, 2
	TBD
	TBD
	TBD
	TBD

	
	
	3, 4
	TBD
	TBD
	TBD
	TBD

	[image: ]
	dB
	3, 4
	TBD
	TBD
	TBD
	TBD

	[image: ]
	dBm/95.04MHz
	1~4
	TBD
	TBD

	
	Note 1: The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3: SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


A.5.6.1.4.2	Test Requirements
In test 1, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	7.2s for a UE supporting power class 1,
-	4.32s for a UE supporting power class 2 or 3,
-	[4.32s] for a UE supporting power class 4
In test 2, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	51.20s for a UE supporting power class 1,
-	30.72s for a UE supporting power class 2 or 3,
-	[30.72s] for a UE supporting power class 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2	Inter-frequency Measurements
[bookmark: _Toc535476426]A.5.6.2.1 	EN-DC event triggered reporting tests for FR2 cell without SSB time index detection when DRX is not used
[bookmark: _Toc535476427]A.5.6.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.1.1-1, A.5.6.2.1.1-2, and A.5.6.2.1.1-3. 
In test 1 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.1.1-2 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table A.5.6.2.1.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.1.1-1.
Table A.5.6.2.1.1-1 EN-DC event triggered reporting tests without SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table A.5.6.2.1.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.1 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1,2
	-6
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	TBD5.2 for PC1; 3.5 for other PC
	TBD5.2 for PC1; 3.5 for other PC
	



Table A.5.6.2.1.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	
OP.1 
	
OP.1

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	TCI configuration
	
	Config 1,2
	CSI-RS.Config.0
	NA

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD

	-

	SMTC configuration defined in A.3.11.1 and A.3.11. 2
	
	Config 1,2
	SMTC.1 
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	UE orientation around TBD axis and TBD axis
	degrees
	Config 1,2
	NA
	TBD

	Relative difference in angle of arrival of cell 3 relative to cell 2
	degrees
	Config 1,2
	NA
	NA
	TBD

	
Note2
	dBm/15kHz Note5
	
	TBD
	TBD

	
Note2
	dBm/SCS Note4
	Config 1,2
	TBD
	TBD

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	

	dB
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	

	dB
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	Propagation Condition 
	
	Config 1,2
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6: 	As observed with 0dBi gain antenna at the centre of the quiet zone



[bookmark: _Toc535476428]A.5.6.2.1.2	Test Requirements
In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBDX] ms from the beginning of time period T2, where X is
5120 for UE supporting power class 1, or
3200 for UE supporting other power class. 
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1 and 2 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476429]A.5.6.2.2 	EN-DC event triggered reporting tests for FR2 cell without SSB time index detection when DRX is used
[bookmark: _Toc535476430]A.5.6.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.2.1-1, A.5.6.2.2.1-2, and A.5.6.2.2.1-3.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.2.1-2 is provided for UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table A.5.6.2.2.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.2.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
Table A.5.6.2.2.1-1 EN-DC event triggered reporting tests without SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table A.5.6.2.2.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.1 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1,2
	-6
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	DRX is not usedAs specified in clause A.3.3

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	TBD8 for PC1;
5 for other PC
	TBD82 for PC1; 52 for other PC
	8 for PC1;
5 for other PCTBD
	82 for PC1; 52 for other PCTBD
	



Table A.5.6.2.2.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	ULBWP.0.1
	

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	
OP.1 
	
OP.1

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	TCI configuration
	
	Config 1,2
	CSI-RS.Config.0
	NA

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD

	-

	SMTC configuration defined in A.3.11.1 and A.3.11. 2
	
	Config 1,2
	SMTC.1 
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	UE orientation around TBD axis and TBD axis
	degrees
	Config 1,2
	NA
	TBD

	Relative difference in angle of arrival of cell 3 relative to cell 2
	degrees
	Config 1,2
	NA
	NA
	TBD

	
Note2
	dBm/15kHz Note5
	
	TBD
	TBD

	
Note2
	dBm/SCS Note4
	Config 1,2
	TBD
	TBD

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	

	dB
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	

	dB
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	Propagation Condition 
	
	Config 1,2
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6: 	As observed with 0dBi gain antenna at the centre of the quiet zone



[bookmark: _Toc535476431]A.5.6.2.2.2	Test Requirements
In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBDX1] ms from the beginning of time period T2, where X1 is
7680 for UE supporting power class 1, or
4800 for UE supporting other power class. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR UE gap and in test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBDX2] ms from the beginning of time period T2, where X2 is
81920 for UE supporting power class 1, or
51200 for UE supporting other power class. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 3 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1, 2, 3 and 4 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476432]A.5.6.2.3 	EN-DC event triggered reporting tests for FR2 cell with SSB time index detection when DRX is not used
[bookmark: _Toc535476433]A.5.6.2.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.3.1-1, A.5.6.2.3.1-2, and A.5.6.2.3.1-3. 
In test 1 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.3.1-1 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table A.5.6.2.3.1-1 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.3.1-1.
Table A.5.6.2.3.1-1 EN-DC event triggered reporting tests with SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table A.5.6.2.3.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.1 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1,2
	-6
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	TBD7 for PC1; 4.5 for other PC
	7 for PC1; 4.5 for other PCTBD
	



Table A.5.6.2.3.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	DLBWP.0.1
	

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD

	-

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	TCI configuration
	
	Config 1,2
	CSI-RS.Config.0
	NA

	SMTC configuration defined in A.3.11.1 and A.3.11. 2
	
	Config 1,2
	SMTC.1 
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	UE orientation around TBD axis and TBD axis
	degrees
	Config 1,2
	NA
	TBD

	Relative difference in angle of arrival of cell 3 relative to cell 2
	degrees
	Config 1,2
	NA
	NA
	TBD

	
Note2
	dBm/15kHz Note5
	
	TBD
	TBD

	
Note2
	dBm/SCS Note4
	Config 1,2
	TBD
	TBD

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	

	dB
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	

	dB
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	Propagation Condition 
	
	Config 1,2
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6: 	As observed with 0dBi gain antenna at the centre of the quiet zone



[bookmark: _Toc535476434]A.5.6.2.3.2	Test Requirements
In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD]X ms from the beginning of time period T2, where X is
6720 for UE supporting power class 1, or
4160 for UE supporting other power class. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1 and 2 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476435]A.5.6.2.4	EN-DC event triggered reporting tests for FR2 cell with SSB time index detection when DRX is used
[bookmark: _Toc535476436]A.5.6.2.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.4.1-1, A.5.6.2.4.1-2, and A.5.6.2.4.1-3. 
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.4.1-2 is provided for UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table A.5.6.2.4.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.4.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
Table A.5.6.2.4.1-1: EN-DC event triggered reporting tests with SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table A.5.6.2.4.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.1 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1,2
	-6
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	As specified in clause A.3.3DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	TBD11 for PC1; 6.5 for other PC
	TBD108 for PC1; 67 for other PC
	11 for PC1; 6.5 for other PCTBD
	108 for PC1; 67 for other PCTBD
	



Table A.5.6.2.4.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	ULBWP.0.1
	

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD

	-

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	TCI configuration
	
	Config 1,2
	CSI-RS.Config.0
	NA

	SMTC configuration defined in A.3.11.1 and A.3.11. 2
	
	Config 1,2
	SMTC.1 
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	UE orientation around TBD axis and TBD axis
	degrees
	Config 1,2
	NA
	TBD

	Relative difference in angle of arrival of cell 3 relative to cell 2
	degrees
	Config 1,2
	NA
	NA
	TBD

	
Note2
	dBm/15kHz Note5
	
	TBD
	TBD

	
Note2
	dBm/SCS Note4
	Config 1,2
	TBD
	TBD

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	

	dB
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	

	dB
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2
	TBD
	TBD
	TBD
	TBD

	Propagation Condition 
	
	Config 1,2
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6: 	As observed with 0dBi gain antenna at the centre of the quiet zone



[bookmark: _Toc535476437]A.5.6.2.2.4	Test Requirements
In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1[TBD] ms from the beginning of time period T2, where X1 is
10080 for UE supporting power class 1, or
6240 for UE supporting other power class. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR UE gap and in test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD]X2 ms from the beginning of time period T2, where X2 is
107520 for UE supporting power class 1, or
66560 for UE supporting other power class. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 3 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1, 2, 3 and 4 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.

NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2.5	EN-DC event triggered reporting tests for FR2 cell without SSB time index detection when DRX is not used
A.5.6.2.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.5.1-1, A.5.6.2.5.1-2, and A.5.6.2.5.1-3.
In test 1 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.5.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table A.5.6.2.5.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.5.6.2.5.1-1.
Table A.5.6.2.5.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR2
	Config
	Description of serving cell
	Description of target cell

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.6.2.5.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.1 FR2
	As specified in clause A.3.10.2

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	TBD
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	5.2 for PC1; 3.5 for other PCTBD
	5.2 for PC1; 3.5 for other PCTBD
	



Table A.5.6.2.5.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1,4
	SMTC.2
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	UE orientation around TBD axis and TBD axis
	degrees
	Config 1,2,3,4,5,6
	NA
	TBD

	Relative difference in angle of arrival of cell 3 relative to cell 2
	degrees
	Config 1,2,3,4,5,6
	NA
	NA
	TBD

	
Note2
	dBm/15kHz Note5
	
	NA
	TBD

	
Note2
	dBm/SCS Note4
	Config 1,2,4,5
	NA
	TBD

	
	
	Config 3,6
	NA
	TBD

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2,4,5
	NA
	NA
	-Infinity
	TBD

	
	
	Config 3,6
	NA
	NA
	-Infinity
	TBD

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	TBD

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	TBD

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3,6
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	-
	-
	-Infinity
	TBD

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone




A.5.6.2.5.2	Test Requirements
In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD]X ms from the beginning of time period T2, where X is
5120 for UE supporting power class 1, or
3200 for UE supporting other power class. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1 and 2 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2.6	EN-DC event triggered reporting tests for FR2 cell without SSB time index detection when DRX is used
A.5.6.2.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.6.1-1, A.5.6.2.6.1-2, and A.5.6.2.6.1-3.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.6.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table A.5.6.2.6.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.5.6.2.6.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
Table A.5.6.2.6.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR2
	Config
	Description of serving cell
	Description of target cell

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.6.2.6.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.1 FR2
	As specified in clause A.3.10.2

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	TBD
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	As specified in clause A.3.3DRX is used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	8 for PC1;
5 for other PCTBD
	82 for PC1; 52 for other PCTBD
	8 for PC1;
5 for other PCTBD
	82 for PC1; 52 for other PCTBD
	



Table A.5.6.2.6.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1,4
	SMTC.2
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	UE orientation around TBD axis and TBD axis
	degrees
	Config 1,2,3,4,5,6
	NA
	TBD

	Relative difference in angle of arrival of cell 3 relative to cell 2
	degrees
	Config 1,2,3,4,5,6
	NA
	NA
	TBD

	
Note2
	dBm/15kHz Note5
	
	NA
	TBD

	
Note2
	dBm/SCS Note4
	Config 1,2,4,5
	NA
	TBD

	
	
	Config 3,6
	NA
	TBD

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2,4,5
	NA
	NA
	TBD
	TBD

	
	
	Config 3,6
	NA
	NA
	TBD
	TBD

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	TBD
	TBD

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	TBD
	TBD

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3,6
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	-
	-
	TBD
	TBD

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone




A.5.6.2.6.2	Test Requirements
In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
7680 for UE supporting power class 1, or
4800 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
81920 for UE supporting power class 1, or
51200 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.In test 1 with per-UE gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 3 with per-UE gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 4 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1, 2, 3 and 4 UE is not required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2.7	EN-DC event triggered reporting tests for FR2 cell with SSB time index detection when DRX is not used
A.5.6.2.7.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.7.1-1, A.5.6.2.7.1-2, and A.5.6.2.7.1-3.
In test 1 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.7.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table A.5.6.2.7.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.5.6.2.7.1-1.
Table A.5.6.2.7.1-1: EN-DC event triggered reporting tests with SSB index reading for FR1-FR2
	Config
	Description of serving cell
	Description of target cell

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.6.2.7.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.1 FR2
	As specified in clause A.3.10.2

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	TBD
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	7 for PC1; 4.5 for other PCTBD
	7 for PC1; 4.5 for other PCTBD
	



Table A.5.6.2.7.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1,4
	SMTC.2
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	UE orientation around TBD axis and TBD axis
	degrees
	Config 1,2,3,4,5,6
	NA
	TBD

	Relative difference in angle of arrival of cell 3 relative to cell 2
	degrees
	Config 1,2,3,4,5,6
	NA
	NA
	TBD

	
Note2
	dBm/15kHz Note5
	
	NA
	TBD

	
Note2
	dBm/SCS Note4
	Config 1,2,4,5
	NA
	TBD

	
	
	Config 3,6
	NA
	TBD

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2,4,5
	NA
	NA
	-Infinity
	TBD

	
	
	Config 3,6
	NA
	NA
	-Infinity
	TBD

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	TBD

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	TBD

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3,6
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	-
	-
	-Infinity
	TBD

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone



A.5.6.2.7.2	Test Requirements
In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
6720 for UE supporting power class 1, or
4160 for UE supporting other power class. 
In test 1 and 2 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1 with per-UE gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1 and 2 UE is required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2.8	EN-DC event triggered reporting tests for FR2 cell with SSB time index detection when DRX is used
A.5.6.2.8.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.8.1-1, A.5.6.2.8.1-2, and A.5.6.2.8.1-3.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.8.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table A.5.6.2.8.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.5.6.2.8.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
Table A.5.6.2.8.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR2
	Config
	Description of serving cell
	Description of target cell

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.6.2.8.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.1 FR2
	As specified in clause A.3.10.2

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	TBD
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	As specified in clause A.3.3DRX is used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	11 for PC1; 6.5 for other PCTBD
	108 for PC1; 67 for other PCTBD
	11 for PC1; 6.5 for other PCTBD
	108 for PC1; 67 for other PCTBD
	



Table A.5.6.2.8.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1,4
	SMTC.2
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	UE orientation around TBD axis and TBD axis
	degrees
	Config 1,2,3,4,5,6
	NA
	TBD

	Relative difference in angle of arrival of cell 3 relative to cell 2
	degrees
	Config 1,2,3,4,5,6
	NA
	NA
	TBD

	
Note2
	dBm/15kHz Note5
	
	NA
	TBD

	
Note2
	dBm/SCS Note4
	Config 1,2,4,5
	NA
	TBD

	
	
	Config 3,6
	NA
	TBD

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2,4,5
	NA
	NA
	TBD
	TBD

	
	
	Config 3,6
	NA
	NA
	TBD
	TBD

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	TBD
	TBD

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	TBD
	TBD

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3,6
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	-
	-
	TBD
	TBD

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone



A.5.6.2.8.2	Test Requirements
In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
10080 for UE supporting power class 1, or
6240 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
107520 for UE supporting power class 1, or
66560 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1 with per-UE gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 3 with per-UE gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 4 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than [TBD] ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1, 2 , 3 and 4 UE is required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.7	Measurement Performance requirements
[bookmark: _Toc535476439]A.5.7.1	SS-RSRP
[bookmark: _Toc535476440][bookmark: _Toc535476441][bookmark: _Toc535476444][bookmark: _Toc535476453]A.5.7.1.1	EN-DC intra-frequency case measurement accuracy with FR2 serving cell and FR2 target cell
A.5.7.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 10.1.2.1.1and 10.1.2.1.1 for intra-frequency measurements.
[bookmark: _Toc535476442]A.5.7.1.1.2	Test parameters
In this set of test cases all NR cells are on the same carrier frequency. Supported test configurations are shown in table A.5.7.1.1.2-1. Both absolute and relative accuracy of SS-RSRP intra frequency measurements are tested by using the parameters in Table A.5.7.1.1.2-2 and A.5.7.1.1.2-3. The E-UTRA PCell is configured as specified in section A.3.7.2.2. In all test cases, Cell 1 is the PCell, cell 2 is the PSCell and Cell 3 the target cell.
Table A.5.7.1.1.2-1: SS-RSRP  Intra frequency SS-RSRP supported test configurations
	Configuration
	Description

	1
	FDD LTE PCell, Cell 2&3 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, Cell 2&3 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations



Table A.5.7.1.1.2-2: SS-RSRP  Intra frequency general test parameters
	ParameterNote 5
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	
	TDD
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66
	100: NRB,c = 66

	PDSCH Reference measurement channel 
	
	SR.3.1 TDD

	-
	SR.3.1 TDD

	-
	SR.3.1 TDD

	-

	RMSI CORESET Reference Channel
	
	CR.3.1 TDD

	-
	CR.3.1 TDD

	-
	CR.3.1 TDD

	-

	Dedicated CORESET Reference Channel
	
	CCR.3.1 TDD

	-
	CCR.3.1 TDD

	-
	CCR.3.1 TDD

	-

	OCNG Patterns
	
	OP.1

	OP.1

	OP.1

	OP.1

	OP.1

	OP.1


	SSB configuration
	
	SSB.1 FR2
	SSB.1 FR2
	SSB.1 FR2
	SSB.1 FR2
	SSB.1 FR2
	SSB.1 FR2

	SMTC configuration
	
	SMTC.1 
	SMTC.1
	SMTC.1
	SMTC.1
	SMTC.1
	SMTC.1

	Time offset with Cell 2
	s
	-
	3
	-
	3
	-
	3

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 
	120 
	120 
	120 
	120 
	120 

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	
	

	

	dB
	6
	1
	6
	1
	3
	-1

	Propagation conditions
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	All parameters apply for configuration 1 and 2




Table A.5.7.1.1.2-3: SS-RSRP  Intra frequency OTA related test parameters
	ParameterNote 6
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	Angle of arrival configuration
	
	According to section A.3.8.X
	According to section A.3.8.X
	According to section A.3.8.X

	
Note1

	NR_TDD_FR2_A
	dBm/15kHzNote4
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	
Note1

	NR_TDD_FR2_A
	dBm/SCSNote3
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	
	TBD
	TBD

	

	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	TBD 
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5: 	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6: 	All parameters apply for configuration 1 and 2




[bookmark: _Toc535476443]A.5.7.1.1.3	Test Requirements
The SS-RSRP measurement accuracy shall fulfil the absolute accuracy requirements in sections 10.1.3.1.1 and relative accuracy requirements in section 10.1.3.1.2.
A.5.7.1.2	EN-DC inter-frequency case measurement accuracy with FR2 serving cell and FR2 target cell
[bookmark: _Toc535476445]A.5.7.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 10.1.5.1.1 and 10.1.5.1.2 for intra frequency measurements with the testing configurations for NR cells in Table A.5.7.1.2.1-1.
Table A.5.7.1.2.1-1: Applicable NR configurations for FR2 inter-frequency SS-RSRP accuracy test
	Configuration
	Description

	1
	FDD LTE PCell, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	3
	FDD LTE PCell, 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	4
	TDD LTE PCell, 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode



[bookmark: _Toc535476446]A.5.7.1.2.2	Test parameters
In this set of test cases there are three cells in the test, E-UTRAN PCell (Cell 1), FR2 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on a different frequency than the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.7.1.2.2-1 and Table A.5.7.1.2.2-2 below. Both absolute and relative accuracy of RSRP intra frequency measurements are tested by using the parameters in Table A.5.7.1.2.2-1 and Table A.5.7.1.2.2-2. The inter frequency measurements are supported by a measurement gap. The TCI status for Cell 2 is defined in Table [TBD] and TRS configuration for Cell 2 is defined in Table [TBD].
Table A.5.7.1.2.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	1~4
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1~4
	
	100:
NRB,c = 66
	100:
NRB,c = 66

	Duplex mode
	1~4
	
	TDD
	TDD
	TDD
	TDD

	TDD configuration
	1~4
	
	TDDConf.3.1
	TDDConf.3.1

	PDSCH Reference measurement channel
	1~4
	
	SR.3.1 TDD
	-
	SR.3.1 TDD
	-

	RMSI CORESET Reference Channel
	1~4
	
	CR.3.1 TDD
	-
	CR.3.1 TDD
	-

	Dedicated CORESET Reference Channel
	1~4
	
	CCR.3.1 TDD
	-
	CCR.3.1 TDD
	-

	SSB configuration
	1,2
	
	SSB.1 FR2
	SSB.1 FR2

	
	3,4
	
	SSB.2 FR2
	SSB.2 FR2

	OCNG Patterns
	1~4
	
	OP.1
	OP.1

	Initial BWP ConfigurationDL BWP
	1~4
	
	DLBWP.0.1
ULBWP.0.1DLBWP.1.1
	DLBWP.0.1
ULBWP.0.1DLBWP.1.1

	Dedicated BWP configurationUL BWP
	1~4
	
	DLBWP.1.3
ULBWP.1.3ULBWP.1.1
	DLBWP.1.3
ULBWP.1.3ULBWP.1.1

	TRS Configuration
	1~4
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~4
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~4
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 3
	1~4
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~4
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~4
	-
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.



Table A.5.7.1.2.2-2: SS-RSRP inter-frequency OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	[image: ]

	NR_TDD_FR2_A
	1~4
	dBm/15kHz
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	TBD

	[image: ] 
	NR_TDD_FR2_A
	1,2
	dBm/SSB SCS
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	TBD

	
	NR_TDD_FR2_A
	3,4
	
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	TBD

	[image: ]
	1~4
	dB
	TBD
	TBD
	TBD
	TBD

	SS-RSRPNote1
	NR_TDD_FR2_A
	1,2
	dBm/SCS
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	TBD

	
	NR_TDD_FR2_A
	3,4
	
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	TBD

	IoNote1
	NR_TDD_FR2_A
	1~4
	dBm/
95.04MHz
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	[image: ]
	1~4
	dB
	TBD
	TBD
	TBD
	TBD

	Note 1:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 2:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



[bookmark: _Toc535476447]A.5.7.1.2.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 2 and Cell 3 shall fulfil the requirements in sections 10.1.5.1.1 and 10.1.5.1.2.
A.5.7.1.3	EN-DC inter-frequency measurement accuracy with FR1 serving cell and FR2 target cell
A.5.7.1.3.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 10.1.5.1.1 for inter-frequency measurements with the testing configurations in Table A.5.7.1.3.1-1.
Table A.5.7.1.3.1-1: Applicable NR configurations for FR1 inter-frequency SS-RSRP accuracy test
	Config
	Description of serving cell
	Description of target cell

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note:	The UE is only required to be tested in one of the supported test configurations



A.5.7.1.3.2	Test parameters
In this set of test cases there are three cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR1 neighbour cell (Cell 3) on a different frequency than the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.7.1.3.2-1 and Table A.5.7.1.3.2-2 below. Both absolute and relative accuracy of RSRP intra frequency measurements are tested by using the parameters in Table A.5.7.1.3.2-1 and Table A.5.7.1.3.2-2. The inter frequency measurements are supported by a measurement gap.
Table A.5.7.1.3.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	1~6
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1,4
	MHz
	10:
NRB,c = 52
	100:
NRB,c = 66
	10:
NRB,c = 52
	100:
NRB,c = 66

	
	2,5
	
	10:
NRB,c = 52
	
	10:
NRB,c = 52
	

	
	3,6
	
	40:
NRB,c = 106
	
	40:
NRB,c = 106
	

	Duplex mode
	1,4
	
	FDD
	TDD
	FDD
	TDD

	
	2,5
	
	TDD
	
	TDD
	

	
	3,6
	
	TDD
	
	TDD
	

	TDD configuration
	1,4
	
	N/A
	TDDConf.3.1
	N/A
	TDDConf.3.1

	
	2,5
	
	TDDConf.1.1
	
	TDDConf.1.1
	

	
	3,6
	
	TDDConf.2.1
	
	TDDConf.2.1
	

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3,6
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2,5
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3,6
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2,5
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3,6
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1,4
	
	SSB.1 FR1
	SSB.1 FR2
	SSB.1 FR1
	SSB.1 FR2

	
	2,5
	
	SSB.1 FR1
	
	SSB.1 FR1
	

	
	3,6
	
	SSB.2 FR1
	
	SSB.2 FR1
	

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	Initial BWP ConfigurationDL BWP
	1~6
	
	DLBWP.0.1
ULBWP.0.1DLBWP.1.1
	DLBWP.0.1
ULBWP.0.1DLBWP.1.1

	Dedicated BWP configurationUL BWP
	1~6
	
	DLBWP.1.3
ULBWP.1.3ULBWP.1.1
	DLBWP.1.3
ULBWP.1.3ULBWP.1.1

	TRS Configuration
	1~6
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~6
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~6
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 3
	1~6
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~6
	-
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.



Table A.5.7.1.3.2-2: SS-RSRP inter-frequency OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A
	1~6
	dBm/15kHz
	TBD
	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	TBD

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SSB SCS
	TBD
	N/A
	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	TBD
	
	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	
	TBD

	[image: ]
	1~6
	dB
	TBD
	TBD
	TBD
	TBD

	SS-RSRPNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SCS
	TBD
	TBD
	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	TBD
	
	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	
	TBD

	IoNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/
9.36MHz
	N/A
	TBD
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	TBD

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	dBm/
38.16MHz
	N/A
	
	TBD

	
	NR_FDD_FR1_B
	
	
	
	
	TBD

	
	NR_TDD_FR1_C
	
	
	
	
	TBD

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	TBD

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	TBD

	
	NR_FDD_FR1_G
	
	
	
	
	TBD

	
	NR_FDD_FR1_H
	
	
	
	
	TBD

	
	NR_TDD_FR2_A
	1~6
	dBm/
95.04MHz
	N/A
	TBD
	N/A
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	
	TBD

	[image: ]
	1~6
	dB
	TBD
	TBD
	TBD
	TBD

	Note 1:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 2:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.5.7.1.3.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 3 shall fulfil the Absolute requirement in section 10.1.5.1.1.
A.5.7.2	SS-RSRQ
A.5.7.2.1	EN-DC Intra-frequency measurement accuracy with FR2 serving cell and FR2 TDD target cell Intra-frequency case
A.5.7.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.8.1.1.
A.5.7.2.1.2	Test Parameters
[bookmark: _GoBack]In this test case all cells are on the same carrier frequency. Supported test configurations are shown in Table A.5.7.2.1.2-1. The absolute accuracy of SS-RSRQ intra-frequency measurement is test by using the parameters in Table A.5.7.2.1.2-2 and Table A.5.7.2.1.2-3. The configuration of cell 1 (E-UTRA PCell) is specified in section A.3.7.2.1. In all test cases, Cell 2 is the PSCell and Cell 3 is the target cell.
Table A.5.7.2.1.2-1: SS-RSRQ Intra frequency SS-RSRQ supported test configurations
	Configuration
	Description

	1
	FDD LTE PCell, Cell 2&3 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, Cell 2&3 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations



Table A.5.7.2.1.2-2: SS-RSRQ Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	Freq1
	Freq1
	Freq1

	Duplex mode
	
	TDD
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	TRS configuration
	
	TRS.2.1 TDD
	
	TRS.2.1 TDD
	
	TRS.2.1 TDD
	

	TCI state
	
	TCI.State.0
	
	TCI.State.0
	
	TCI.State.0
	

	PDSCH Reference measurement channel 
	
	SR.3.1 TDD
	
	SR.3.1 TDD
	
	SR.3.1 TDD
	

	RMSI CORESET Reference Channel
	
	CR.3.1 TDD 
	-
	CR.3.1 TDD 
	-
	CR.3.1 TDD
	-

	Control channel RMC
	
	CCR.3.1 TDD
	-
	CCR.3.1 TDD
	-
	CCR.3.1 TDD
	-

	OCNG Patterns
	
	OP.1 
	OP.1 
	OP.1 
	OP.1
	OP.1
	OP.1 

	SMTC configuration
	
	SMTC.1

	SSB configuration
	
	SSB.1 FR2 
	SSB.1 FR2
	SSB.1 FR2
	SSB.1 FR2
	SSB.1 FR2
	SSB.1 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 
	120 
	120 
	120 
	120 
	120 

	SS-RSSI-Measurement
	
	Not Applicable

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	
	

	

	dB
	3
	3
	-2.9
	-2.9
	-4
	-4

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ and SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



Table A.5.7.2.1.2-3: SS-RSRQ Intra frequency OTA related test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Angle of arrival configuration
	
	According to section A.3.15.x1
	According to section A.3.15.x1
	According to section A.3.15.x1

	
Note1

	NR_TDD_FR2_A
	dBm/15kHzNote4
	TBD-95
	TBD-100
	TBD-118

	
	NR_TDD_FR2_B
	
	
	
	TBD-117.5

	
	NR_TDD_FR2_F
	
	
	
	TBD-115.5

	
	NR_TDD_FR2_G
	
	
	
	TBD-115

	
	NR_TDD_FR2_T
	
	
	
	TBD-109

	
	NR_TDD_FR2_Y
	
	
	
	TBD-106

	
Note1

	NR_TDD_FR2_A
	dBm/SCSNote3
	TBD-86
	TBD-91
	TBD-109

	
	NR_TDD_FR2_B
	
	
	
	TBD-108.5

	
	NR_TDD_FR2_F
	
	
	
	TBD-106.5

	
	NR_TDD_FR2_G
	
	
	
	TBD-106

	
	NR_TDD_FR2_T
	
	
	
	TBD-100

	
	NR_TDD_FR2_Y
	
	
	
	TBD-97

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	TBD-83
	TBD-83
	TBD-94
	TBD-94
	-113TBD
	TBD-113

	
	NR_TDD_FR2_B
	
	
	
	
	
	-112.5TBD
	TBD-112.5

	
	NR_TDD_FR2_F
	
	
	
	
	
	-110.5TBD
	TBD-110.5

	
	NR_TDD_FR2_G
	
	
	
	
	
	-110TBD
	TBD-110

	
	NR_TDD_FR2_T
	
	
	
	
	
	-104TBD
	TBD-104

	
	NR_TDD_FR2_Y
	
	
	
	
	
	-101TBD
	TBD-101

	SS-RSRQ Note2
	NR_TDD_FR2_A
	dB
	TBD-14.77
	TBD-14.77
	TBD-16.76
	TBD-16.76
	TBD
TBD
TBD
TBD
TBD
TBD-17.34
	TBD
TBD
TBD
TBD
TBD
TBD-17.34

	
	NR_TDD_FR2_B
	
	
	
	
	
	
	

	
	NR_TDD_FR2_C
	
	
	
	
	
	
	

	
	NR_TDD_FR2_D
	
	
	
	
	
	
	

	
	NR_TDD_FR2_E
	
	
	
	
	
	
	

	
	NR_TDD_FR2_F
	
	
	
	
	
	
	

	

	dB
	TBD-1.76
	TBD-1.76
	TBD-4.7
	TBD-4.7
	TBD-5.46
	TBD-5.46

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	TBD -50 
	TBD-59
	TBD-77.47

	
	NR_TDD_FR2_B
	
	
	
	TBD-76.97

	
	NR_TDD_FR2_F
	
	
	
	TBD-74.97

	
	NR_TDD_FR2_G
	
	
	
	TBD-74.47

	
	NR_TDD_FR2_T
	
	
	
	TBD-68.47

	
	NR_TDD_FR2_Y
	
	
	
	TBD-65.47

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRQ and SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	NR operating band groups are as defined in Section 3.5.2.



A.5.7.2.1.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in section 10.1.8.1.1. 
A.5.7.2.2	EN-DC Inter-frequency measurement accuracy with FR2 serving cell and FR2 TDD target cell
[bookmark: _Toc535476454]A.5.7.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.9.1.1 and 10.1.9.1.2 for inter-frequency measurement.
[bookmark: _Toc535476455]A.5.7.2.2.2	Test Parameters
In this test case the two NR cells (i.e., Cell 2 alnd Cell 3) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.5.7.2.2.2-1. Both absolute accuracy and relative accuracy requirements of SS-RSRQ inter-frequency measurement are tested by using test setup in Table A.5.7.2.2.2-2 and Table A.5.7.2.2.2-3. In all test cases, Cell 2 is the PSCell and Cell 3 is target cell. Cell 1 is the E-UTRA cell which specific test parameters for this test case are specified in Table A.3.7.2.1-1.
Table A.5.7.2.2.2-1: SS-RSRQ Inter frequency SS-RSRQ supported test configurations
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode



Table A. 5.7.2.2.2-2: SS-RSRQ Inter frequency general test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	Freq1
	freq2
	freq1
	Freq2
	freq1
	Freq2

	Duplex mode
	
	TDD
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66
	100: NRB,c = 66

	PDSCH Reference measurement channel 
	
	SR.3.1 TDD

	-
	SR.3.1 TDD

	-
	SR.3.1 TDD

	-

	RMSI CORESET Reference Channel
	
	CR.3.1 TDD

	-
	CR.3.1 TDD

	-
	CR.3.1 TDD

	-

	OCNG Patterns
	
	OP.1

	OP.1

	OP.1

	OP.1

	OP.1

	OP.1


	SMTC configuration
	
	SMTC.1 FR2 
	SMTC.1 FR2 
	SMTC.1 FR2 
	SMTC.1 FR2 
	SMTC.1 FR2 
	SMTC.1 FR2 

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 
	120 
	120 
	120 
	120 
	120 

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	

	dB
	TBD
	 TBD
	TBD 
	TBD 
	TBD 
	TBD 

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ and SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.




Table A. 5.7.2.2.2-3: SS-RSRQ Inter frequency OTA related test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	UE orientation around TBD axis and TBD axis
	degrees
	TBD 
	TBD 
	TBD

	Relative difference in angle of arrival of cell 2 relative to cell 1
	degrees
	NA
	TBD
	NA
	0
	NA
	0

	
Note1

	NR_TDD_FR2_A
	dBm/15kHzNote4
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	
Note1

	NR_TDD_FR2_A
	dBm/SCSNote3
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	
	TBD
	TBD

	SS-RSRQNote2
	NR_TDD_FR2_A
	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	
	TBD
	TBD

	

	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	TBD 
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRQ and SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	NR operating band groups are as defined in Section 3.5.2.



[bookmark: _Toc535476456]A.5.7.2.2.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in section 10.1.9.1.1 and 10.1.9.1.2.
[bookmark: _Toc535476457]A.5.7.3	SS-SINR
[bookmark: _Toc535476458]A.5.7.3.1	EN-DC Intra-frequency measurement accuracy with FR2 serving cell and FR2 TDD target cellIntra-frequency case
A.5.7.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.13.1.1.
A.5.7.3.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configurations are shown in Table A.5.7.3.1.2-1. The absolute accuracy of SS-SINR intra-frequency measurement is test by using the parameters in Table A.5.7.3.1.2-2 and Table A.5.7.3.1.2-3. The configuration of cell 1 (E-UTRA PCell) is specified in section A.3.7.2.1. In all test cases, Cell 2 is the PSCell and Cell 3 is the target cell. The TCI status for Cell 1 is defined in Table [TBD] and TRS configuration for Cell 1 is defined in Table [TBD].  

Table A.5.7.3.1.2-1: SS-SINR Intra frequency SS-SINR supported test configurations
	Configuration
	Description

	1
	FDD LTE PCell, Cell 2&3 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, Cell 2&3 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations



Table A.5.7.3.1.2-2: SS-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	Freq2
	Freq2
	Freq2

	Duplex mode
	
	TDD
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66
	100: NRB,c = 66

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX cycle configuration
	ms
	Not applicable

	TRS configuration
	
	TRS.2.1 TDD

	TCI state
	
	TCI.State.0

	PDSCH Reference measurement channel 
	
	SR.3.1 TDD
	
	SR.3.1 TDD
	
	SR.3.1 TDD
	

	RMSI CORESET Reference Channel
	
	CR.3.1 TDD 
	-
	CR.3.1 TDD 
	-
	CR.3.1 TDD
	-

	Dedicated RMSI CORESET Reference Channel
	
	CCR.3.1 TDD
	-
	CCR.3.1 TDD
	-
	CCR.3.1 TDD
	-

	OCNG Patterns
	
	OP.1 
	OP.1 
	OP.1 
	OP.1
	OP.1
	OP.1 

	SMTC configuration
	
	SMTC.1

	SSB configuration
	
	SSB.1 FR2 
	SSB.1 FR2
	SSB.1 FR2
	SSB.1 FR2
	SSB.1 FR2
	SSB.1 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 
	120 
	120 
	120 
	120 
	120 

	SS-RSSI-Measurement
	
	Not Applicable

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	
	

	

	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR and SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



Table A.5.7.3.1.2-3: SS-SINR Intra frequency OTA related test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	Angle of arrival configuration
	
	According to section A.3.8.X
	According to section A.3.8.X
	According to section A.3.8.X

	
Note1

	NR_TDD_FR2_A
	dBm/15kHz
Note4
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	
Note1

	NR_TDD_FR2_A
	dBm/SCS
Note3
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	
	TBD
	TBD

	SS-SINR Note2
	NR_TDD_FR2_A
	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_C
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_D
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_E
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	
	TBD
	TBD

	

	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz 
Note4
	TBD 
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-SINR and SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	NR operating band groups are as defined in Section 3.5.2.



[bookmark: _Toc535476452]A.5.7.3.1.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in section 10.1.13.1.1.
A.5.7.3.2	EN-DC Inter-frequency measurement accuracy with FR2 serving cell and FR2 TDD target cell
A.5.7.3.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.15.1.1 and 10.1.15.1.2 for inter-frequency measurement.
A.5.7.3.2.2	Test Parameters
In this test case the two NR cells (i.e., Cell 2 alnd Cell 3) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.5.7.3.2.2-1. Both absolute accuracy and relative accuracy requirements of SS-SINR inter-frequency measurement are tested by using test setup in Table A.5.7.3.2.2-2 and Table A.5.7.3.2.2-3. In all test cases, Cell 2 is the PSCell and Cell 3 is target cell. Cell 1 is the E-UTRA cell which specific test parameters for this test case are specified in Table A.3.7.2.1-1. The TCI status for Cell 1 is defined in Table [TBD] and TRS configuration for Cell 1 is defined in Table [TBD].  

Table A.5.7.3.2.2-1: SS-SINR Inter frequency SS-SINR supported test configurations
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode



Table A. 5.7.2.2.2-2: SS-SINR Inter frequency general test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	Freq1
	freq2
	freq1
	Freq2
	freq1
	Freq2

	Duplex mode
	
	TDD
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66
	100: NRB,c = 66

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX cycle configuration
	ms
	Not applicable

	TRS configuration
	
	TRS.2.1 TDD

	TCI state
	
	TCI.State.0

	PDSCH Reference measurement channel 
	
	SR.3.1 TDD

	-
	SR.3.1 TDD

	-
	SR.3.1 TDD

	-

	RMSI CORESET Reference Channel
	
	CR.3.1 TDD

	-
	CR.3.1 TDD

	-
	CR.3.1 TDD

	-

	OCNG Patterns
	
	OP.1

	OP.1

	OP.1

	OP.1

	OP.1

	OP.1


	SMTC configuration
	
	SMTC.1 FR2 
	SMTC.1 FR2 
	SMTC.1 FR2 
	SMTC.1 FR2 
	SMTC.1 FR2 
	SMTC.1 FR2 

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 
	120 
	120 
	120 
	120 
	120 

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	

	dB
	TBD
	 TBD
	TBD 
	TBD 
	TBD 
	TBD 

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR and SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



Table A. 5.7.2.2.2-3: SS-SINR Inter frequency OTA related test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	UE orientation around TBD axis and TBD axis
	degrees
	TBD 
	TBD 
	TBD

	Relative difference in angle of arrival of cell 2 relative to cell 1
	degrees
	NA
	TBD
	NA
	0
	NA
	0

	
Note1

	NR_TDD_FR2_A
	dBm/15kHz
Note4
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	
Note1

	NR_TDD_FR2_A
	dBm/SCS
Note3
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	
	TBD
	TBD

	SS-SINRNote2
	NR_TDD_FR2_A
	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_F
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_G
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_T
	
	
	
	
	
	TBD
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	
	
	TBD
	TBD

	

	dB
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	TBD 
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-SINR and SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	NR operating band groups are as defined in Section 3.5.2.



A.5.7.3.2.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in section 10.1.15.1.1 and 10.1.15.1.2.
A.5.7.4	L1-RSRP measurement for beam reporting
[bookmark: _Toc535476459]A.5.7.4.1	SSB based L1-RSRP measurement
[bookmark: _Toc535476460]A.5.7.4.1.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.5.2 and section 10.1.20.1 for L1-RSRP measurements based on SSB with the testing configurations for NR cells in Table A.5.7.4.1.1-1.
The AoA setup for this test is Setup 1 as defined in section A.3.15.
Table A.5.7.4.1.1-1: Applicable NR configurations for FR2 SSB based L1-RSRP test
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 240 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



[bookmark: _Toc535476461]A.5.7.4.1.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.5.7.4.1.2-1 and Table A.5.7.4.1.2-2 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.5.7.4.1.2-1 and Table A.5.7.4.1.2-2.
There is no measurement gap configured in the test. Before the test, UE is configured one SSB resource set with two SSB resources. UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSB resources 0 and 1. The TCI status for Cell 2 is defined in Table [TBD] and TRS configuration for Cell 2 is defined in Table [TBD].
Table A.5.7.4.1.2-1: FR2 SSB based L1-RSRP general test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~4
	
	freq1
	freq1

	Duplex mode
	1~4
	
	TDD
	TDD

	TDD Configuration
	1~4
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	1~4
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	PDSCH Reference measurement channel
	1~4
	
	SR.3.1 TDD
	SR.3.1 TDD

	RMSI CORESET Reference Channel
	1~4
	
	CR.3.1 TDD
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	1~4
	
	CCR.3.1 TDD
	CCR.3.1 TDD

	SSB configuration
	1,2
	
	SSB.1 FR2
	SSB.1 FR2

	
	3,4
	
	SSB.2 FR2
	SSB.2 FR2

	OCNG Patterns
	1~4
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~4
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~4
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~4
	
	SMTC.1
	SMTC.1 

	reportConfigType
	1~4
	
	periodic
	periodic

	reportQuantity
	1~4
	
	ssb-Index-RSRP
	ssb-Index-RSRP

	Number of reported RS
	1~4
	
	2
	2

	L1-RSRP reporting period
	1~4
	
	slot640
	slot640

	Propagation condition
	1~4
	
	AWGN
	AWGN

	EPRE ratio of PSS to SSS
	1~4
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.



Table A.5.7.4.1.2-2: FR2 SSB based L1-RSRP OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	[image: ]Note1

	NR_TDD_FR2_A
	1~4
	dBm/15kHz
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	[image: ]Note1
	NR_TDD_FR2_A
	1,2
	dBm/SSB SCS

	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	
	NR_TDD_FR2_A
	3,4
	
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	[image: ]
	1~4
	dB
	TBD
	TBD

	SSB RSRP Note1
	NR_TDD_FR2_A
	1,2
	dBm/SSB SCS
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	
	NR_TDD_FR2_A
	3,4
	
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	Io Note1
	NR_TDD_FR2_A
	1,2
	dBm/95.04MHz

	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	
	NR_TDD_FR2_A
	3,4
	
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	[image: ]
	1~4
	dB
	TBD
	TBD

	Note 1:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 2:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



[bookmark: _Toc535476462]A.5.7.4.1.3	Test Requirements
For at least one reported L1-RSRP during 480ms, the accuracy for SSB#0 and SSB#1 of Cell 2 shall fulfil the requirements in sections 10.1.20.1. The reported L1-RSRP value shall include the Rx antenna gain in the range of TBD.
[bookmark: _Toc535476463]A.5.7.4.2	CSI-RS based L1-RSRP measurement on resource set with repetition off
[bookmark: _Toc535476464]A.5.7.4.2.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.5.3 and section 10.1.20.2 for L1-RSRP measurements based on CSI-RS with the testing configurations for NR cells in Table A.5.7.4.2.1-1.
The AoA setup for this test is Setup 1 as defined in section A.3.15.
Table A.5.7.4.2.1-1: Applicable NR configurations for FR2 CSI-RS based L1-RSRP test
	Config
	Description

	1
	LTE FDD, NR 120 kHz CSI-RS SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz CSI-RS SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



[bookmark: _Toc535476465]A.5.7.4.2.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.5.7.4.2.2-1 and Table A.5.7.4.2.2-2 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.5.7.4.2.2-1 and Table A.5.7.4.2.2-2.
There is no measurement gap configured in the test. Before the test, UE is configured one CSI-RS resource set with two CSI-RS resources. UE is configured to perform RLM and BFD based on SSB 0 and 1. CSI-RS is not transmitted in the same OFDM symbols as SSB. The TCI status for Cell 2 is defined in Table [TBD] and TRS configuration for Cell 2 is defined in Table [TBD].
Table A.5.7.4.2.2-1: FR2 CSI-RS based L1-RSRP general test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~2
	
	freq1
	freq1

	Duplex mode
	1~2
	
	TDD
	TDD

	TDD Configuration
	1~2
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	1~2
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	PDSCH Reference measurement channel
	1~2
	
	SR.3.1 TDD
	SR.3.1 TDD

	RMSI CORESET Reference Channel
	1~2
	
	CR.3.1 TDD
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	1~2
	
	CCR.3.1 TDD
	CCR.3.1 TDD

	SSB configuration
	1~2
	
	SSB.1 FR2
	SSB.1 FR2

	OCNG Patterns
	1~2
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~2
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~2
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~2
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~2
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~2
	
	SMTC.1
	SMTC.1 

	CSI-RS
	1~2
	
	CSI-RS.3.2 TDD
	CSI-RS.3.2 TDD

	reportConfigType
	1~2
	
	periodic
	periodic

	reportQuantity
	1~2
	
	cri-RSRP
	cri-RSRP

	Number of reported RS
	1~2
	
	2
	2

	L1-RSRP reporting period
	1~2
	
	slot640
	slot640

	Propagation condition
	1~2
	
	AWGN
	AWGN

	EPRE ratio of PSS to SSS
	1~2
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.



Table A.5.7.4.2.2-2: FR2 CSI-RS based L1-RSRP OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	[image: ]Note2

	NR_TDD_FR2_A
	1~2
	dBm/15kHz
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	[image: ]Note2
	NR_TDD_FR2_A
	1~2
	dBm/CSI-RS SCS

	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	[image: ]
	1~2
	dB
	TBD
	TBD

	CSI-RS RSRP Note3
	NR_TDD_FR2_A
	1~2
	dBm/CSI-RS SCS
	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	Io Note3
	NR_TDD_FR2_A
	1~2
	dBm/95.04MHz

	TBD
	TBD

	
	NR_TDD_FR2_B
	
	
	
	TBD

	
	NR_TDD_FR2_F
	
	
	
	TBD

	
	NR_TDD_FR2_G
	
	
	
	TBD

	
	NR_TDD_FR2_T
	
	
	
	TBD

	
	NR_TDD_FR2_Y
	
	
	
	TBD

	[image: ]
	1~2
	dB
	TBD
	TBD

	Note 1:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 2:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



[bookmark: _Toc535476466]A.5.7.4.2.3	Test Requirements
The L1-RSRP measurement accuracy for CSI-RS#0 and CSI-RS#1 of Cell 2 shall fulfil the requirements in sections 10.1.20.2. The reported L1-RSRP value shall include the Rx antenna gain in the range of TBD.
A.5.8	VoidPSCell addition and release delay
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