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< start of changes >
[bookmark: _Toc5266497]6.2D.2	UE maximum output power reduction for modulation / channel bandwidth for UL-MIMO
[bookmark: _Toc5266498]6.2D.2.1	UE maximum output power reduction for modulation / channel bandwidth for UL-MIMO for power class 1
For UE with UL-MIMO, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2D.1.1-1 is specified in Table 6.2.2.1-1 subclause 6.2.2.1. The requirements shall be met with UL-MIMO configurations specified in sub-clause 6.2D.1.1.
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2D.4 apply.
[bookmark: _Toc5266499]6.2D.2.2	UE maximum output power reduction for modulation / channel bandwidth for UL-MIMO for power class 2
For UE with UL-MIMO, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2D.1.2-1 is specified in Table 6.2.2.2-1 subclause 6.2.2.2. The requirements shall be met with UL-MIMO configurations specified in sub-clause 6.2D.1.2.
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2D.4 apply.
[bookmark: _Toc5266500]6.2D.2.3	UE maximum output power reduction for modulation / channel bandwidth for UL-MIMO for power class 3
For UE with UL-MIMO, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2D.1.3-1 is specified in Table 6.2.2.3-1 subclause 6.2.2.3. The requirements shall be met with UL-MIMO configurations specified in sub-clause 6.2D.1.3.
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2D.4 apply.
[bookmark: _Toc5266501]6.2D.2.4	UE maximum output power reduction for modulation / channel bandwidth for UL-MIMO for power class 4
For UE with UL-MIMO, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2D.1.4-1 is specified in Table 6.2.2.4-1 subclause 6.2.2.4. The requirements shall be met with UL-MIMO configurations specified in sub-clause 6.2D.1.4.
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2D.4 apply.
< end of changes >

