3GPP TSG-RAN WG4 Meeting #91
R4-1905850
Reno, US, 13th– 17th May, 2019

Title:
LS reply on reporting criteria limitation in MR-DC
Release:
Release 15
Work Item:
NR_newRAT-Core
Source:
RAN WG4
To:
RAN WG2
Contact Person:


Name:
Rongyi Hu
E-mail Address:
hurongyi@oppo.com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 


Attachments:


1. Overall Description:

RAN2 ask RAN4 to clarify what limitations (e.g. separate or joint) of the reporting criteria are currently supported for NE-DC, and NR-DC (LS R2-1902696). For EN-DC, a separate limit of the total number of reporting criteria for measurements configured by MN (i.e. LTE) and SN (i.e. NR) has been defined. 
And RAN4 has also defined the total number of reporting criteria for UE configured with NE-DC, and NR-DC as blow.

[image: image1]
From RAN4’s perspective, the observations below can be considered: 
· For NE-DC, similar to EN-DC, RAN4 define the separate limit of the total number of reporting criteria for measurements configured by MN (i.e. NR) and SN (i.e. LTE).
· For NR-DC, RAN4 define the joint limit of the total number of reporting criteria for NR measurements configured by MN and SN. Meanwhile, as in Rel-15 NR-DC only includes the scenarios where all serving cells in MCG in FR1 and all serving cells in SCG in FR2, the total number of reporting criteria for inter-RAT E-UTRA is only allowed to be configured by MN.
2. Actions
RAN4 respectfully asks RAN2 WG to take the information above into account.  
3. Date of Next RAN4 Meetings:

TSG-RAN4 Meeting #92

26 – 30 Aug 2019
Ljubljana, Slovenia
For UE configured with NE-DC: � EMBED Equation.3 ���� QUOTE � ��, where


� EMBED Equation.3  ���� QUOTE � �� is the total number of NR reporting criteria according to TS 38.133 (Table 9.1.4.2-1), and � EMBED Equation.3 ��� is the number of configured NR serving frequencies, including PCell and SCells carrier frequencies.


� EMBED Equation.3  ���� QUOTE � ��, 


� EMBED Equation.3  ���� QUOTE � �� is the total number of E-UTRA inter-RAT reporting criteria for PCell according to TS 38.133 (Table 9.1.4.2-1),


� QUOTE � �� � EMBED Equation.3  ���is the total number of reporting criteria for E-UTRA PSCell as specified in TS 36.133 (Table 8.2.2-1) for UE configured with NE-DC.





For UE configured with NR-DC：� QUOTE � ���, where


� QUOTE � ���  is the total number of NR reporting criteria according to TS 38.133 (Table 9.1.4.2-1), and � EMBED Equation.3 ��� is the number of configured NR serving frequencies, including PCell, PSCell and SCells carrier frequencies,


� QUOTE � ��� is the total number of inter-RAT E-UTRA reporting criteria according to TS 38.133 (Table 9.1.4.2-1).
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