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[bookmark: _Toc535319238]-------------------- Start of changes #1 --------------------

[bookmark: _Toc535317384]7.6C	Blocking characteristics for SUL
[bookmark: _Toc535317385]7.6C.1	General
[bookmark: _Toc535317386]7.6C.2	In-band blocking for SUL
For SUL operation, the in-band blocking requirement for downlink bands specified in subclause 7.6.2 shall be met. 
[bookmark: _Toc535317387]7.6C.3	Out-of-band blocking for SUL
For SUL operation, the out-of-band blocking requirement for downlink bands specified in subclause 7.6.3 shall be met. For operation band combination listed in Table 7.6C.3-1, exceptions to the requirement specified in Table 7.6C.3-2 are allowed when the second order intermodulation product of the SUL carrier and the CW interfering signal fully or partially overlaps with the DL carrier.
Table 7.6C.3-1: SUL operating band combination with exceptions allowed
	NR Band combination for SUL

	SUL_n78-n81

	SUL_n78-n82

	SUL_n78-n83



Table 7.6C.3-2: Requirement for out-of-band blocking exceptions 
	
Parameter
	Unit
	Level

	PInterferer (CW)
	dBm
	-501

	NOTE 1:	The requirement applies when, where and are the channel bandwidths configured for SUL and DL (victim) bands in MHz, respectively.



[bookmark: _Toc535317388]7.6C.4	Narrow band blocking for SUL
Narrow band blocking is not specified for SUL band combination.

-------------------- End of changes #1 --------------------



