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< Start of Changes >
[bookmark: _Toc5268480]5.3B.1.2	BCS for Intra-band contiguous EN-DC
For intra-band contiguous EN-DC, an EN-DC configuration is a single operating band supporting an intra-band contiguous EN-DC bandwidth class.
Bandwidth combination sets for intra-band contiguous EN-DC are specified in Table 5.3B.1.2-1.
Table 5.3B.1.2-1: EN-DC configurations and bandwidth combination sets defined for intra-band contiguous EN-DC
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for LTEE-UTRA carrier (MHz)
	Channel bandwidths NR for NR carrier (MHz)
	Channel bandwidths for LTEE-UTRA carrier (MHz)
	
	

	DC_(n)41AA
	DC_(n)41AA
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	DC_(n)41CA
	DC_(n)41AA1, DC_41A_n41A2
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_(n)41DA
	DC_(n)41AA1, DC_41A_n41A2
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	DC_(n)71AA
	DC_(n)71AA
	15
	5
	
	20
	0

	
	
	10
	5, 10
	
	
	

	
	
	5
	5, 10, 15
	
	
	

	
	
	
	5
	15
	
	

	
	
	
	5, 10
	10
	
	

	
	
	
	5, 10, 15
	5
	
	

	NOTE 1:	Contiguous intra-band EN-DC uplink requirements shall apply.
NOTE 2:	LTE and NR ACLR requirements and non-contiguous intra-band EN-DC uplink requirements shall apply.



[bookmark: _Toc5268481]5.3B.1.3	BCS for Intra-band non-contiguous EN-DC
For intra-band non-contiguous EN-DC, an EN-DC configuration is a single operating band supporting E-UTRA and NR carriers, where E-UTRA configuration is indicated by using E-UTRA CA bandwidth class as defined in TS 36.101 [4] and NR configuration is indicated by using NR CA bandwidth class as defined in TS 38.101-1 [2].
Requirements for intra-band non-contiguous EN-DC are defined for the EN-DC configurations and bandwidth combination sets specified in Table 5.3B.1.3-1.
Table 5.3B.1.3-1: EN-DC configurations and bandwidth combination sets defined for intra-band non-contiguous EN-DC
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for LTEE-UTRA carrier (MHz)
	Channel bandwidths NR for NR carrier (MHz)
	Channel bandwidths for LTEE-UTRA carrier (MHz)
	
	

	DC_3A_n3A 
	DC_3A_n3A(1)
	
	5, 10, 15, 20, 25, 30
	5, 10, 15, 20
	50
	0

	DC_41A_n41A 
	DC_41A_n41A
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	DC_41C_n41A
	DC_41A_n41A
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_41D_n41A
	DC_41A_n41A
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	NOTE 1:	Only single switched UL is supported in Rel.15


< Unchanged sections omitted >
[bookmark: _Toc5268514]6.1	General
Unless otherwise stated the transmitter characteristics are specified at the antenna connector(s) of the UE for the bands operating on frequency range 1 and over the air of the UE for the bands operating on frequency range 2. The requirements for frequency range 1 and frequency range 2 can be verified separately. For the carrier in frequency range 1, requirements can be verified with NR FR2 link disabled. For the carrier in frequency range 2, requirements can be verified in OTA mode with LTEE-UTRA connecting to the network by OTA without calibration.
Unless otherwise stated, requirements for NR transmitter written in TS 38.101-1 [2] and TS 38.101-2 [3] apply and are assumed anchor agnostic. Requirements are verified under conditions where anchor resources do not interfere NR operation.
< Unchanged sections omitted >
[bookmark: _Toc5268528]6.2B.1.1	Intra-band contiguous EN-DC
The following UE Power Classes define the total maximum output power for any transmission bandwidth(s) of the CG(s) configured.
The maximum output power is measured as the total maximum output power across the UE antenna connector(s). The period of measurement shall be at least one sub frame.
Table 6.2B.1.1-1: Maximum output power for EN-DC (continuous sub-blocks)
	DC configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_(n)71AA
	
	
	23
	+2/-3

	DC_(n)41AA
	26
	+2/-21
	23
	+2/-21

	NOTE 1:	If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	Power Class 3 is the default power class unless otherwise stated.



If UE supports a different power class than the default UE power class for EN-DC band combination, and the supported power class enables higher maximum output power than that of the default power class:
-	if the LTEE-UTRA UL/DL configuration is 0 or 6; or
-	if the LTEE-UTRA UL/DL configuration is 1 and special subframe configuration is 0 or 5; or
-	if the IE p-maxUE-FR1-r15 as defined in TS 368.331 [47] is provided and set to the maximum output power of the default power class or lower;
-	apply all requirements for the default power class, and set the configured transmitted power as specified in sub-clause 6.2B.4;
-	else
-	apply all requirements for the supported power class, and set the configured transmitted power class as specified in sub-clause 6.2B.4;
[bookmark: _Toc5268529]6.2B.1.2	Intra-band non-contiguous EN-DC
Table 6.2B.1.2-1: Maximum output power for EN-DC (non-continuous sub-blocks)
	DC configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_3A_n3A2
	
	
	23
	+2/-3

	DC_41A_n41A
	26
	+2/-21
	23
	+2/-21

	NOTE 1:	If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	Only single switched UL is supported in Rel.15
NOTE 3:	Power Class 3 is the default power class unless otherwise stated.



If UE supports a different power class than the default UE power class for EN-DC band combination, and the supported power class enables higher maximum output power than that of the default power class:
-	if the LTEE-UTRA UL/DL configuration is 0 or 6; or
-	if the LTEE-UTRA UL/DL configuration is 1 and special subframe configuration is 0 or 5; or
-	if the IE p-maxUE-FR1-r15 as defined in TS 368.331 [47] is provided and set to the maximum output power of the default power class or lower;
-	apply all requirements for the default power class, and set the configured transmitted power as specified in sub-clause 6.2B.4;
-	else
-	apply all requirements for the supported power class, and set the configured transmitted power class as specified in sub-clause 6.2B.4;
[bookmark: _Toc5268530]6.2B.1.3	Inter-band EN-DC within FR1
For inter-band EN-DC of LTEE-UTRA and NR in FR1, the following UE Power Classes define the maximum output power for any transmission bandwidth within the aggregated channel bandwidth. The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms). UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector.
Table 6.2B.1.3-1: Maximum output power for inter-band EN-DC (two bands)
	EN-DC configuration
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_1A_n28A
	23
	+2/-3

	DC_1A_n40A
	23
	+2/-3

	DC_1A_n51A
	23
	+2/-3

	DC_1A_n77A
	23
	+2/-3

	DC_1A_n78A
DC_1A_n84A_ULSUP-TDM_n78A
DC_1A_n84A_ULSUP-FDM_n78A
	23
	+2/-3

	DC_1A_n79A
	23
	+2/-3

	DC_2A_n5A
	23
	+2/-31

	DC_2A_n66A
	23
	+2/-31

	DC_2A_n71A
	23
	+2/-3

	DC_2A_n78A
	23
	+2/-3

	DC_3A_n7A
	23
	+2/-31

	DC_3A_n28A
	23
	+2/-31

	DC_3A_n40A
	23
	+2/-31

	DC_3A_n51A
	23
	+2/-31

	DC_3A_n77A
	23
	+2/-31

	DC_3A_n78A
DC_3A_n80A_ULSUP-TDM_n78A,
DC_3A_n80A_ULSUP-FDM_n78A
	23
	+2/-31

	DC_3A_n79A
DC_3A_n80A_ULSUP-TDM_n79A,
DC_3A_n80A_ULSUP-FDM_n79A
	23
	+2/-31

	DC_3A_n82A
	23
	+2/-31

	DC_5A_n40A
	23
	+2/-31

	DC_5A_n66A
	23
	+2/-31

	DC_5A_n78A
	23
	+2/-3

	DC_7A_n28A
	23
	+2/-31

	DC_7A_n51A
	23
	+2/-31

	DC_7A_n78A
DC_7C_n78A
	23
	+2/-3

	DC_8A_n40A
	23
	+2/-31

	DC_8A_n77A
	23
	+2/-3

	DC_8A_n78A
DC_8A_n81A_ULSUP-TDM_n78A,
DC_8A_n81A_ULSUP-FDM_n78A
	23
	+2/-3

	DC_8A_n79A
DC_8A_n81A_ULSUP-TDM_n79A,
DC_8A_n81A_ULSUP-FDM_n79A
	23
	+2/-3

	DC_11A_n77A
	23
	+2/-3

	DC_11A_n78A
	23
	+2/-3

	DC_11A_n79A
	23
	+2/-3

	DC_12A_n5A
	23
	+2/-3

	DC_12A_n66A
	23
	+2/-3

	DC_18A_n77A
	23
	+2/-3

	DC_18A_n78A
	23
	+2/-3

	DC_18A_n79A
	23
	+2/-3

	DC_19A_n77A
	23
	+2/-3

	DC_19A_n78A
	23
	+2/-3

	DC_19A_n79A
	23
	+2/-3

	DC_20A_n8A
	23
	+2/-3

	DC_20A_n28A
DC_20A_n83A
	23
	+2/-3

	DC_20A_n51A
	23
	+2/-3

	DC_20A_n77A
	23
	+2/-3

	DC_20A_n78A
DC_20A_n82A_ULSUP-TDM_n78A,
DC_20A_n82A_ULSUP-FDM_n78A
	23
	+2/-3

	DC_21A_n77A
	23
	+2/-3

	DC_21A_n78A
	23
	+2/-3

	DC_21A_n79A
	23
	+2/-3

	DC_25A_n41A
	23
	+2/-3

	DC_26A_n41A
	23
	+2/-3

	DC_26A_n77A
	23
	+2/-3

	DC_26A_n78A
	23
	+2/-3

	DC_26A_n79A
	23
	+2/-3

	DC_28A n51A
	23
	+2/-3

	DC_28A_n77A
	23
	+2/-3

	DC_28A_n78A
DC_28A_n83A_ULSUP-TDM_n78A,
DC_28A_n83A_ULSUP-FDM_n78A
	23
	+2/-3

	DC_28A_n79A
	23
	+2/-3

	DC_30A_n5A
	23
	+2/-3

	DC_30A_n66A
	23
	+2/-3

	DC_38A_n78A
	N/A
	N/A

	DC_39A_n78A
	23
	+2/-31

	DC_39A_n79A
	23
	+2/-31

	DC_40A_n77A
	N/A
	N/A

	DC_41A_n77A
DC_41C_n77A
	23
	+2/-31

	DC_41A_n78A
DC_41C_n77A
	23
	+2/-31

	DC_41A_n79A
DC_41C_n77A
	23
	+2/-31

	DC_42A_n51A
	23
	+2/-3

	DC_42A_n77A
	N/A
	N/A

	DC_42A_n78A
	N/A
	N/A

	DC_42A_n79A
	N/A
	N/A

	DC_66A_n5A
	23
	+2/-31

	DC_66A_n71A
	23
	+2/-3

	DC_66A_n78A, DC_66A_n86A_ULSUP-TDM_n78A,
DC_66A_n86A_ULSUP-FDM_n78A
	23
	+2/-3

	NOTE 1:	For thetransmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	PPowerClass_EN-DC is the maximum UE power specified without taking into account the tolerance
NOTE 3:	For inter-band EN-DC the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	Power Class 3 is the default power class unless otherwise stated.



[bookmark: _Toc5268531]6.2B.1.4	Inter-band EN-DC including FR2
For inter-band EN-DC of LTEE-UTRA and NR in FR2, the UE shall meet each transmitter power requirement specified in clause 6.2.1 of TS 36.101 [4] and clause 6.2.1 TS 38.101-2 [3] independently.
[bookmark: _Toc5268532]6.2B.1.5	Inter-band EN-DC including both FR1 and FR2
For inter-band EN-DC of LTEE-UTRA and NR in both FR1 and FR2, the UE shall meet each transmitter power requirement for inter-band EN-DC of LTEE-UTRA and NR in FR1specified in clause 6.2B.1.3 of TS 38.101-3 and for NR in FR2 clause 6.2.1 of TS 38.101-2 [3] independently.
< Unchanged sections omitted >
[bookmark: _Toc5268547]6.2B.3.1.1	A-MPR for DC_(n)71AA
For UE supporting dynamic power sharing the following:
-	for the MCG, A-MPRc in accordance with [4]
-	for the SCG, A-MPR'c = [A-MPRDC]
-	for the total configured transmission power, A-MPRtot = A-MPRDC
with A-MPRDC as defined in this sub-clause.
For UEs not supporting dynamic power sharing the following
-	for the MCG,
	A-MPRc = A-MPRLTEE-UTRA
-	for the SCG,
	A-MPR'c = A-MPRNR
with A-MPRLTEE-UTRA and A-MPRNR as defined in this sub-clause.
For DC_(n)71AA with configured with network signaling values as per Table 6.2B.3.1.1-1 the allowed A-MPR is defined by
-	for UE indicating support of dynamicPowerSharing in the UE-MRDC-Capability IE
	A-MPRDC = CEIL{ MA,DC (A), 0.5}
where A-MPRDC is the total power reduction allowed (dB),
-	for OFDM:
MA,DC =	11.00 - 11.67*A;		0.00 < A ≤ 0.30
8.10 - 2.00*A;					0.30 < A ≤ 0.80
6.50;								0.80 < A ≤ 1.00
-	for DFT-S-OFDM:
MA,DC =	11.00 - 13.33*A;  	0.00 < A ≤ 0.30
8.00 - 3.33*A;   					0.30 < A ≤ 0.60
6.00;								0.60 < A ≤ 1.00
where

with LCRB, E-UTRA and NRB, E-UTRA the number of allocated PRB and transmission bandwidth for the respective MCG, LCRB,NR and NRB,NR the number of allocated PRB and transmission bandwidth for SCG with SCS = 15 kHz.
-	for UE not indicating support of dynamicPowerSharing
A-MPRLTEE-UTRA = CEIL{ MA,LTEE-UTRA , 0.5}
A-MPRNR = CEIL{ MA,NR, 0.5}
where A-MPR is the total power reduction allowed per CG with






Where LCRB,NR and NRB,NR the number of allocated PRB and transmission bandwidth for SCG with SCS = 15 kHz.
< Unchanged sections omitted >
[bookmark: _Toc5268557]6.2B.4.1.1	Intra-band contiguous EN-DC
The following requirements apply for one component carrier per CG configured for synchronous DC.
For intra-band dual connectivity with one uplink serving cell per CG on E-UTRA and NR respectively, the UE is allowed to set its configured maximum output power PCMAX,c(i),i for serving cell c(i) of CG i, i = 1,2, and its total configured maximum transmission power for EN-DC operation = 10log10() with  as specified in sub-clause 7.6 of [10].
The configured maximum output power PCMAX_ E-UTRA,c (p) in sub-frame p for the configured E-UTRA uplink carrier shall be set within the bounds:
	PCMAX_L_ E-UTRA,c (p) ≤ PCMAX_ E-UTRA,c (p) ≤  PCMAX H _ E-UTRA,c (p)
where PCMAX_L_ E-UTRA,c and PCMAX H _ E-UTRA,c are the limits for a serving cell c as specified in TS 36.101 [4] sub-clause 6.2.5 modified by PLTEE-UTRA as follows:

PCMAX_L_ E-UTRA,c = MIN {MIN(PEMAX,c , PEMAX, EN-DC, PLTEE-UTRA) – tC_ E-UTRA, c,  (PPowerClass – ΔPPowerClass) – MAX(MPRc + A-MPRc + ΔTIB,c  + TC_ E-UTRA, c + TProSe, P-MPRc)}
	PCMAX H _ E-UTRA,c = MIN {PEMAX,c, PEMAX, EN-DC , PLTEE-UTRA, PPowerClass – ΔPPowerClass}
where
-	PEMAX,EN-DC is the value given by the field p-maxUE-FR1 of the RRCConnectionReconfiguration-v1530 IE as defined in [8];
-	PE-UTRA is the value given by the field p-maxEUTRA-FR1 of the RRCConnectionReconfiguration-v1510 as defined in [8];
-	∆tC_EUTRA, c = 1.5 dB when NOTE 2 in Table 6.2.2-1 of [4] applies; ∆tC_EUTRA, c = 0 dB otherwise;
and whenever NS_01 is not indicated within CG 1:
-	for a UE indicating support of dynamicPowerSharing, the A-MPRc is determined in accordance with the DCI of serving cell c of the CG 1 and the specification in sub-clause 6.2.4 of [4];
-	for a UE not indicating support of dynamicPowerSharing, the A-MPRc is determined in accordance with sub-clause 6.2B.3.1 with parameters applicable for UEs not indicating support of dynamicPowerSharing and MPRc = 0 dB;
and whenever NS_01 is indicated in CG 1:
-	for a UE indicating support of dynamicPowerSharing, the MPRc is determined in accordance with the DCI of serving cell c of the CG 1 and the specification in sub-clause 6.2.4 of [4];
-	for a UE not indicating support of dynamicPowerSharing, the MPRc is determined in accordance with sub-clause 6.2B.2.1 with parameters applicable for UEs not indicating support of dynamicPowerSharing and A-MPRc = 0 dB;
The configured maximum output power PCMAX_ NR,c (q) in physical channel q for the configured NR carrier shall be set within the bounds:
	PCMAX_L,f,c,,NR (q) ≤  PCMAX,f,c,NR (q) ≤  PCMAX_H,f,c,NR (q)
where PCMAX_L_ NR,c and PCMAX H _ NR,c are the limits for a serving cell c as specified in sub-clause 6.2.4 of TS 38.101-1 [2] modified by PNR as follows:
PCMAX_L,f,c,,NR = MIN {MIN(PEMAX,c , PEMAX, EN-DC, PNR) - TC_NR, c, (PPowerClass – ΔPPowerClass) – MAX(MPRc + A-MPRc+ ΔTIB,c + TC_NR, c + ∆TRxSRS,  P-MPRc) }
	PCMAX_H,f,c,NR = MIN {PEMAX,c, PEMAX, EN-DC, PNR , PPowerClass – ΔPPowerClass }
where
-	PEMAX,EN-DC is the value given by the field p-maxUE-FR1 of the RRCConnectionReconfiguration-v1530 IE as defined in [8];
-	PLTE and PNR are the linear values for the PLTE and PNR respectively signaled by RRC defined in [7]
-	PE-UTRA signalled by RRC as p-MaxEUTRA in 36.331 [8]
-	PNR is the value given by the field  p-NR-FR1 of the PhysicalCellGroupConfig IE as defined in  [9] and signalled by RRC;
-	ΔTc_E-UTRA, c = 1.5dB when NOTE 2 in Table 6.2.2-1 in TS 36.101 [4] applies for a serving cell c, otherwise TC_ E-UTRA,c = 0dB;
-	TC_NR,c = 1.5dB when NOTE 3 in Table 6.2.1-1 in TS 38.101-1 [2] applies for a serving cell c, otherwise TC_NR,c = 0dB;
-	ΔTIB,c specified in sub-clause 6.2.7 for EN-DC, the individual Power Class defined in table 6.2B.1-3 and any other additional power reductions parameters specified in sub-clauses 6.2.3 and 6.2.4 for EN-DC are applicable to PCMAX_ E-UTRA,c and PCMAX_ NR,c evaluations.
and whenever NS_01 is not indicated within CG 2:
[bookmark: _Hlk531561815]-	for a UE indicating support of dynamicPowerSharing, A-MPRc = A-MPR'c with A-MPR'c determined in accordance with sub-clause 6.2B.3.1 and MPRc = 0 dB if transmission(s) in subframe p on CG 1 overlap in time with physical channel q on CG 2;
[bookmark: _Hlk531561928]-	for a UE indicating support of dynamicPowerSharing, A-MPRc is determined in accordance with [2] if transmission(s) in subframe p on CG 1 does not overlap in time with physical channel q on CG 2;
-	for a UE not indicating support of dynamicPowerSharing, the A-MPRc is determined in accordance with sub-clause 6.2B.3.1 with parameters applicable for UEs not indicating support of dynamicPowerSharing and MPRc = 0 dB;
and whenever NS_01 is indicated in CG 2.
-	for a UE indicating support of dynamicPowerSharing, MPRc = MPR'c with MPR'c determined in accordance with sub-clause 6.2B.2.1 and A-MPRc = 0 dB if transmission(s) in subframe p on CG 1 overlap in time with physical channel q on CG 2;
-	for a UE indicating support of dynamicPowerSharing, MPRc is determined in accordance with [2] if transmission(s) in subframe p on CG 1 does not overlap in time with physical channel q on CG 2;
-	for a UE not indicating support of dynamicPowerSharing, the MPRc is determined in accordance with sub-clause 6.2B.2.1 with parameters applicable for UEs not indicating support of dynamicPowerSharing and MPRc = 0 dB;
If the transmissions from NR and E-UTRA do not overlap, then the complete sub-clauses for configured transmitted power for E-UTRA and NR respectively from their own specifications apply with the modifications specified above. The lower value between PPowerClass, EN-DC or PEMAX, EN-DC shall not be exceeded at any time by UE.
If the EN-DC UE is not supporting dynamic power sharing, then the complete sub-clauses for configured transmitted power for E-UTRA and NR respectively from their own specifications TS 36.101 [4] and TS 38.101-1 [2] respectively apply with the modifications specified above.
[bookmark: _Hlk2779157]P_EN-DC_Total is the dB value of  , which is used in [38.213] and PEMAX, EN-DC is  p-maxUE-FR1-r15 value signaled by RRC and defined in [36.331];
If the UE does not support dynamic power sharing,
PEN-DC,tot = MIN { PEMAX, EN-DC , PPowerClass, EN-DC } + 0.3 dB
For UEs indicating support of dynamicPowerSharing in the UE-MRDC-Capability IE the UE can configure the total maximum transmission power  within the range
	PEN-DC,tot_L ≤ PEN-DC,tot ≤  PEN-DC,tot_H
where
	PEN-DC,tot_L (p,q) = MIN{ PPowerClass,EN-DC – MAX{MPRtot, A-MPRtot}, PEMAX,EN-DC}
	PEN-DC,tot_H (p,q) = MIN{PPowerClass,EN-DC, PEMAX,EN-DC}
for sub-frame p on CG 1 overlapping with physical channel q on CG 2 and with MPRtot and A-MPRtot in accordance with 6.2B.2.1 and sub-clause 6.2B.3.1, respectively.
The measured total maximum output power PUMAX over both CGs/RATs, measured over the transmission reference time duration is
[bookmark: _Hlk531562913]	PUMAX = 10 log10 [pUMAX,c,E-UTRA + pUMAX,f,c,NR],
where pUMAX,c,E-UTRA and pUMAX,c,NR denotes the measured output power of serving cell c for E-UTRA and NR respectively, expressed in linear scale.
For UEs indicating support of dynamicPowerSharing, the measured total configured maximum output power PUMAX shall be within the following bounds:
	PCMAX_L -TLOW (PCMAX_L)  ≤  PUMAX  ≤  PCMAX_H + THIGH (PCMAX_H)
with the tolerances TLOW(PCMAX_L) and THIGH(PCMAX_H) for applicable values of PCMAX_L and PCMAX_L specified in Table 6.2B.4.1.1-2.
When an UL subframe transmission p from E-UTRA overlap with a physical channel q from the NR, then for PUMAX evaluation, the E-UTRA subframe p is taken as reference period TREF and always considered as the reference measurement duration and the following rules are applicable.
TREF and Teval are specified in Table 6.2B.4.1.1-1 when same or different subframes and physical channel durations are used in aggregated carriers. PPowerClass ,EN-DC shall not be exceeded by the UE during any evaluation period of time.
Table 6.2B.4.1.1-1: PCMAX evaluation window
	transmission duration
	TREF
	Teval

	Different transmission duration in different RAT carriers
	LTEE-UTRA Subframe 
	Min(Tno_hopping, Physical Channel Length)



For each TREF, the PCMAX_H is evaluated per Teval and given by the maximum value over the transmission(s) within the Teval as follows:
	PCMAX_H  = MAX { PCMAX_ EN-DC _H (p,q) , PCMAX_ EN-DC _H (p,q+1), … , PCMAX_ EN-DC _H (p,q+n) }
where PCMAX_ EN-DC _H are the applicable upper limits for each overlapping scheduling unit pairs (p,q) , (p, q+1) , up to (p, q+n) for each applicable Teval duration, where q+n is the last NR UL physical channel overlapping with LTEE-UTRA subframe p.
While PCMAX_L is computed as follows:
	PCMAX_L = MIN { PCMAX_ EN-DC _L (p,q) , PCMAX_ EN-DC _L (p,q+1), … , PCMAX_ EN-DC _L (p,q+n)}
where PCMAX_EN-DC_L are the applicable lower limits for each overlapping scheduling unit pairs (p,q) , (p, q+1) , up to (p, q+n) for each applicable Teval duration, where q+n is the last NR UL physical channel overlapping with LTEE-UTRA subframe p,
With
	PCMAX_ EN-DC _H(p,q) = MIN {10 log10 [pCMAX H _ E-UTRA,c (p) + pCMAX H,f,c,NR c(q)], PEMAX, EN-DC ,PPowerClass, EN-DC}
And:
a= 10 log10 [pCMAX_ E-UTRA,c (p) +pCMAX,f,c,NR (q) ] > PEN-DC,tot_L
b= 10 log10 [pCMAX_ E-UTRA,c (p) +pCMAX,f,c,NR (q) /X_scale] > PEN-DC,tot_L
If a= FALSE and the configured transmission power spectral density between the MCG and SCG differs by less than [6] dB
	PCMAX_ EN-DC _L(p,q) = MIN {10 log10 [pCMAX L _ E-UTRA,c (p) + pCMAX L,f,c,,NR c(q)], PEMAX, EN-DC ,PPowerClass, EN-DC}
ELSE If (a=TRUE) AND (b=FALSE) and the configured transmission power spectral density between the MCG and SCG differs by less than [6] dB
	PCMAX_ EN-DC _L(p,q) = MIN {10 log10 [pCMAX L _ E-UTRA,c (p) + pCMAX L,f,c,,NR c(q) /X_scale ], PEMAX, EN-DC ,PPowerClass, EN-DC}
ELSE If b= TRUE or the configured transmission power spectral density between the MCG and SCG differs by more than [6] dB
	PCMAX_ EN-DC _L(p,q) = MIN {10 log10 [pCMAX L _ E-UTRA,c (p) ], PEMAX, EN-DC ,PPowerClass, EN-DC}
where
[bookmark: _Hlk531553486]-	pCMAX H _ E-UTRA,c (p) is the E-UTRA higher limit of the maximum configured power expressed in linear scale;
-	pCMAX H _ NR,c (q) is the NR higher limit of the maximum configured power expressed in linear scale;
-	pCMAX L _ E-UTRA,c (p) is the E-UTRA lower limit of the maximum configured power expressed in linear scale;
-	pCMAX L _ NR,c(q) is the NR lower limit of the maximum configured power expressed in linear scale;
-	PPowerClass, EN-DC is defined in sub-clause 6.2B.1.1-1 for intra-band EN-DC;
-	X_scale is the linear value of X dB which is configured by RRC and can only take values [0 , 6] dB
-	pCMAX  E-UTRA,c (p) is the linear value of PCMAX  E-UTRA,c (p), the real configured max power for LTEE-UTRA
-	pCMAX,f,c  NR (q) is the linear value of PCMAX,f,c  NR (q), the real configured max power of NR
Table 6.2B.4.1.1-2: PCMAX tolerance for Dual Connectivity LTEE-UTRA-NR
	PCMAX(dBm)
	Tolerance
TLOW (PCMAX_L) (dB)
	Tolerance
THIGH (PCMAX_H) (dB)

	23 ≤ PCMAX ≤ 33
	[3.0]
	[2.0]

	22 ≤ PCMAX < 23
	[5.0]
	[2.0]

	21 ≤ PCMAX< 22
	[5.0]
	[3.0]

	20 ≤ PCMAX < 21
	[6.0]
	[4.0]

	16 ≤ PCMAX < 20
	[5.0]

	11 ≤ PCMAX < 16
	[6.0]

	-40 ≤ PCMAX < 11
	[7.0]



If the UE supports dynamic power sharing, and when LTEE-UTRA and NR transmissions overlap and the condition (If (a=TRUE) AND (b=FALSE)) is met, SCG shall be transmitted and the following supplementary minimum requirement apply for the measured SCG power, PUMAX,f,c,NR (q), under nominal conditions and unless otherwise stated
	10log(pCMAX L,f,c,,NR(q)/X_scale)  –  TLOW (10log(pCMAX L,f,c,,NR(q)/X_scale) )}  ≤  PUMAX,f,c,NR (q) ≤  10log(pCMAX H, f,c,,NR (q)) + THIGH (10log(pCMAX H, f,c,,NR (q))).
with the tolerances TLOW and THIGH for applicable values of PCMAX specified in Table 6.2B.4.1.1-2.
If the UE supports dynamic power sharing, the measured maximum output power in subframe p on CG 1, pUMAX,c,E-UTRA,  shall meet the requirements in subclause 6.2.5 in [4] with the limits PCMAX_L,c and PCMAX_H,c replaced by PCMAX_L_ E-UTRA,c and PCMAX_H_ E- UTRA,c as specified above, respectively.
[bookmark: _Hlk531562151]If the configured transmission power spectral density between the MCG and SCG differs by more than [6] dB, then
	PUMAX,f,c,NR (q) ≤ 10log(pCMAX H, f,c,,NR (q)) + THIGH (10log(pCMAX H, f,c,NR (q))).
< Unchanged sections omitted >
6.2B.4.1.3	Inter-band EN-DC within FR1
For inter-band dual connectivity with one uplink serving cell per CG on E-UTRA and NR respectively, the UE is allowed to set its configured maximum output power PCMAX,c(i),i for serving cell c(i) of CG i, i = 1,2, and its total configured maximum transmission  power for EN-DC operation, = 10log10() with  as specified in sub-clause 7.6 of [10].
The configured maximum output power PCMAX_ E-UTRA,c (p) in sub-frame p for the configured E-UTRA uplink carrier shall be set within the bounds:
PCMAX_L_ E-UTRA,c (p) ≤  PCMAX_ E-UTRA,c (p) ≤  PCMAX H _ E-UTRA,c (p)
where PCMAX_L_ E-UTRA,c and PCMAX H _ E-UTRA,c are the limits for a serving cell c as specified in TS 36.101 [4] sub-clause 6.2.5 modified by PLTEE-UTRA as follows:
[bookmark: _Hlk529357013]PCMAX_L_ E-UTRA,c = MIN { PEMAX, EN-DC , (PPowerClass, EN-DC – ΔPPowerClass,EN-DC ), MIN(PEMAX,c , PLTEE-UTRA) – tC_ E-UTRA, c,  (PPowerClass – ΔPPowerClass) – MAX(MPRc + A-MPRc + ΔTIB,c  + TC_ E-UTRA, c + TProSe, P-MPRc)}
	PCMAX H _ E-UTRA,c = MIN {PEMAX,c,  PEMAX, EN-DC  , (PPowerClass, EN-DC – ΔPPowerClass,EN-DC ), PLTEE-UTRA, PPowerClass – ΔPPowerClass}
The configured maximum output power PCMAX_ NR,c (q) in physical-channel q for the configured NR carrier shall be set within the bounds:
	PCMAX_L,f,c,,NR (q) ≤  PCMAX,f,c,NR (q) ≤  PCMAX_H,f,c,NR (q)
where PCMAX_L_ NR,c and PCMAX H _ NR,c are the limits for a serving cell c as specified in sub-clause 6.2.4 of TS 38.101-1 [2] modified by PNR as follows:
PCMAX_L,f,c,,NR = MIN { PEMAX, EN-DC  , (PPowerClass, EN-DC – ΔPPowerClass,EN-DC ), MIN(PEMAX,c , PNR ) - TC_NR, c,  (PPowerClass – ΔPPowerClass) – MAX(MPRc + A-MPRc+ ΔTIB,c + TC_NR, c + ∆TRxSRS,  P-MPRc) }
	PCMAX_H,f,c,NR = MIN {PEMAX,c, PEMAX, EN-DC  , (PPowerClass, EN-DC – ΔPPowerClass,EN-DC ), PNR , PPowerClass – ΔPPowerClass }
[bookmark: _Hlk529357941]where
-	PEMAX,EN-DC is the value given by the field p-maxUE-FR1 of the RRCConnectionReconfiguration-v1530 IE as defined in [8];
-	PE-UTRA is the value given by the field p-maxEUTRA-FR1 of the RRCConnectionReconfiguration-v1510 as defined in [8];
-	PNR is the value given by the field p-NR-FR1 of the PhysicalCellGroupConfig IE as defined in [9];
-	PLTE signalled by RRC as p-MaxEUTRA in [36.331]
-	PNR signalled by RRC as p-NR-FR1 defined in [38.331]
-	ΔTc_E-UTRA, c = 1.5dB when NOTE 2 in Table 6.2.2-1 in TS 36.101 [4] applies for a serving cell c, otherwise TC_ E-UTRA,c = 0dB;
-	TC_NR,c = 1.5dB when NOTE 3 in Table 6.2.1-1 in TS 38.101-1 [2] applies for a serving cell c, otherwise TC_NR,c = 0dB;
-	ΔTIB,c specified in sub-clause 6.2.7 for EN-DC, the individual Power Class defined in table 6.2B.1-3 and any other additional power reductions parameters specified in sub-clauses 6.2.3 and 6.2.4 for EN-DC are applicable to PCMAX_ E-UTRA,c and PCMAX_ NR,c evaluations.
-	ΔPPowerClass,EN-DC = 3 dB for a power class 2 capable EN-DC UE when  LTEE-UTRA UL/DL configuration is 0 or 6; or LTEE-UTRA UL/DL configuration is 1 and special subframe configuration is 0 or 5; or the IE p-maxUE-FR1 as defined in TS 38.331 [7] is provided and set to the maximum output power of the default power class or lower; otherwise ΔPPowerClass,EN-DC = 0 dB;
If the transmissions from NR and E-UTRA do not overlap, then the complete sub-clauses for configured transmitted power for E-UTRA and NR respectively from their own specifications apply with the modifications specified above. The lower value between PPowerClass, EN-DC or PEMAX, EN-DC shall not be exceeded at any time by UE.
 = 10log10() with  the configured maximum transmission power for EN-DC operation as specified in sub-clause 7.6 of [10].
The total configured maximum transmission power for both synchronous and non-synchronous operation is
	P_EN-DC_Total = MIN { PEMAX, EN-DC ,PPowerClass, EN-DC – ΔPPowerClass, EN-DC }
P_EN-DC_Total is the dB value of  , which is used in [38.213] and PEMAX, EN-DC is  p-maxUE-FR1-r15 value signaled by RRC and defined in [36.331];
If the UE does not support dynamic power sharing,
	P_EN-DC_Total = MIN { PEMAX, EN-DC ,PPowerClass, EN-DC  – ΔPPowerClass, EN-DC } + 0.3 dB
If the EN-DC UE does not support dynamic power sharing, then the complete sub-clauses for configured transmitted power for E-UTRA and NR respectively from their own specifications TS 36.101 [4] and TS 38.101-1 [2] respectively apply with the modifications specified above and P_EN-DC_Total  applies.
When a UE supporting dynamic sharing is configured for overlapping E-UTRA uplink and NR uplink transmissions, the UE can set its configured maximum output power PCMAX_ E-UTRA,c and PCMAX_ NR,c for the configured E-UTRA and NR uplink carriers, respectively, and its configured maximum transmission power for EN-DC operation, , as specified above.
The measured total maximum output power PUMAX over both CGs/RATs, measured over the transmission reference time duration is
	PUMAX = 10 log10 [pUMAX,c,E-UTRA + pUMAX,c,NR],
where pUMAX,c,E-UTRA and pUMAX,c,NR denotes the measured output power of serving cell c for E-UTRA and NR respectively, expressed in linear scale.
The measured total configured maximum output power PUMAX shall be within the following bounds:
	PCMAX_L -TLOW (PCMAX_L)  ≤  PUMAX  ≤  PCMAX_H + THIGH (PCMAX_H)
with the tolerances TLOW(PCMAX_H) and THIGH(PCMAX_H) for applicable values of PCMAX specified in Table 6.2B.4.1.3-2.
When an UL subframe transmission p from E-UTRA overlap with a physical-channel q from the NR, then for PUMAX evaluation, the E-UTRA subframe p is taken as reference period TREF and always considered as the reference measurement duration and the following rules are applicable.
TREF and Teval are specified in Table 6.2B.4.1.3-1 when same or different subframe and physical-channel durations are used in aggregated carriers. PPowerClass ,EN-DC shall not be exceeded by the UE during any evaluation period of time.
Table 6.2B.4.1.3-1: PCMAX evaluation window
	transmission duration
	TREF
	Teval

	Different transmission duration in different RAT carriers
	LTEE-UTRA Subframe 
	Min(Tno_hopping, Physical Channel Length)



For each TREF, the PCMAX_H is evaluated per Teval and given by the maximum value over the transmission(s) within the Teval as follows:
	PCMAX_H  = MAX { PCMAX_ EN-DC _H (p,q) , PCMAX_ EN-DC _H (p,q+1), … , PCMAX_ EN-DC _H (p,q+n) }
where PCMAX_ EN-DC _H are the applicable upper limits for each overlapping scheduling unit pairs (p,q) , (p, q+1) , up to (p, q+n) for each applicable Teval duration, where q+n is the last NR UL physical-channel overlapping with LTEE-UTRA subframe p.
While PCMAX_L is computed as follows:
	PCMAX_L = MIN { PCMAX_ EN-DC _L (p,q) , PCMAX_ EN-DC _L (p,q+1), … , PCMAX_ EN-DC _L (p,q+n)}
where PCMAX_EN-DC_L are the applicable lower limits for each overlapping scheduling unit pairs (p,q) , (p, q+1) , up to (p, q+n) for each applicable Teval duration, where q+n is the last NR UL physical-channel overlapping with LTEE-UTRA subframe p,
With
	PCMAX_ EN-DC _H(p,q) = MIN {10 log10 [pCMAX H _ E-UTRA,c (p) + pCMAX H,f,c,NR c(q)], PEMAX, EN-DC ,PPowerClass, EN-DC}
And:
a= 10 log10 [pCMAX_ E-UTRA,c (p) +pCMAX,f,c,NR (q) ] > P_EN-DC_Total
b= 10 log10 [pCMAX_ E-UTRA,c (p) +pCMAX,f,c,NR (q) /X_scale] > P_EN-DC_Total
If a= FALSE
PCMAX_ EN-DC _L(p,q) = MIN {10 log10 [pCMAX L _ E-UTRA,c (p) + pCMAX L,f,c,,NR c(q)], PEMAX, EN-DC ,PPowerClass, EN-DC}
ELSE If (a=TRUE) AND (b=FALSE)
PCMAX_ EN-DC _L(p,q) = MIN {10 log10 [pCMAX L _ E-UTRA,c (p) + pCMAX L,f,c,,NR c(q) /X_scale ], PEMAX, EN-DC ,PPowerClass, EN-DC}
ELSE If b= TRUE
PCMAX_ EN-DC _L(p,q) = MIN {10 log10 [pCMAX L _ E-UTRA,c (p) ], PEMAX, EN-DC ,PPowerClass, EN-DC}
where
-	pCMAX H _ E-UTRA,c (p) is the E-UTRA higher limit of the maximum configured power expressed in linear scale;
-	pCMAX H _ NR,c (q) is the NR higher limit of the maximum configured power expressed in linear scale;
-	pCMAX L _ E-UTRA,c (p) is the E-UTRA lower limit of the maximum configured power expressed in linear scale;
-	pCMAX L _ NR,c(q) is the NR lower limit of the maximum configured power expressed in linear scale;
-	PPowerClass, EN-DC is defined in sub-clause 6.2B.1.3-1 for inter-band EN-DC;
-	X_scale is the linear value of X dB which is configured by RRC and can only take values [0 , 6]
-	pCMAX_ E-UTRA,c (p) is the linear value of PCMAX_ E-UTRA,c (p), the real configured max power for LTEE-UTRA
-	pCMAX,f,c,NR (q) is the linear value of PCMAX,f,c,NR (q), the real configured max power of NR
Table 6.2B.4.1.3-2: PCMAX tolerance for Dual Connectivity LTEE-UTRA-NR
	PCMAX(dBm)
	Tolerance
TLOW (PCMAX_L) (dB)
	Tolerance
THIGH (PCMAX_H) (dB)

	23 ≤ PCMAX ≤ 33
	[3.0]
	[2.0]

	22 ≤ PCMAX < 23
	[5.0]
	[2.0]

	21 ≤ PCMAX< 22
	[5.0]
	[3.0]

	20 ≤ PCMAX < 21
	[6.0]
	[4.0]

	16 ≤ PCMAX < 20
	[5.0]

	11 ≤ PCMAX < 16
	[6.0]

	-40 ≤ PCMAX < 11
	[7.0]

	NOTE 1:	For UEs not indicating support of dynamic power sharing, the upper tolerance Thigh shall be reduced by 0.3 dB for P ≥ 20 dBm.



When LTEE-UTRA and NR transmissions overlap and the condition (If (a=TRUE) AND (b=FALSE)) is met, SCG shall be transmitted and the following supplementary minimum requirement apply for the measured SCG power, PUMAX,f,c,NR (q), under nominal conditions.
	10log(pCMAX L,f,c,,NR c(q)/X_scale)  –  TLOW (10log(pCMAX L,f,c,,NR c(q)/X_scale) )}  ≤  PUMAX,f,c,NR (q) ≤  10log(pCMAX H, f,c,,NR c (q)) + THIGH (10log(pCMAX H, f,c,,NR c (q))).
with the tolerances TLOW and THIGH for applicable values of PCMAX specified in Table 6.2B.4.1.3-2.
< Unchanged sections omitted >
[bookmark: _Toc5268619]6.5B.2.1.2.2	Requirements for network signalled value "NS_04"
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
The Band 41/n41 SEM transition point from -13 dBm/MHz to -25 dBm/MHz is based on the emission bandwidth. The emission bandwidth is defined as the width of the signal between two points, one below the carrier center frequency and one above the carrier center frequency, outside of which all emissions are attenuated at least 26 dB below the transmitter power.  Since the 26 dB emission bandwidth is implementation dependent, the transmission bandwidths occupied by RBs is used for the SEM. The emission bandwidth for LTEE-UTRA carriers is document in TS 36.101 [4], and the emission bandwidth for NR carriers is documented in 38.101-1 [2]. The total emission bandwidth for contiguous intra-band EN-DC is the sum of the emission bandwidth for each CC plus the guard band between contiguous CCs.
When "NS_04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5B.2.1.2.2-1.
Table 6.5B.2.1.2.2-1: DC_(n)41 SEM with NS_04
	
	Spectrum emission limit (dBm) / measurement bandwidth
for each ENBW

	ΔfOOB
MHz
	
	15 
MHz
	20 
MHz
	40 
MHz
	50 
MHz
	> 50 
MHz
	Measurement
bandwidth

	± 0 - 1
	
	-10
	-10
	-10
	
	2 % ENBW

	
	
	
	
	
	-10
	1 MHz

	± 1 - 5
	-10
	1 MHz

	± 5 - X
	-13
	

	± X - (ENBW+ 5 MHz)
	-25
	

	NOTE:	X is defined as the sum of the emission bandwidth of the component carriers plus the guard band between contiguous CCs.


< Unchanged sections omitted >
[bookmark: _Toc5268651]7.1	General
Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE for the bands operating on frequency range 1 and over the air of the UE for the bands operating on frequency range 2. The requirements for frequency range 1 and frequency range 2 can be verified separately. For the carrier in frequency range 1, requirements can be verified with NR FR2 link disabled. For the carrier in frequency range 2, requirements can be verified in OTA mode with LTEE-UTRA connecting to the network by OTA without calibration.
The requirements defined in this clause are the extra requirements compared with the single carrier requirements defined in [2] and [3].
Unless otherwise stated, the UL and DL reference measurement channels are the same with the configurations specified in [2] and [3].
Unless otherwise stated, requirements for NR receiver written in TS 38.101-1 [2] and TS 38.101-2 [3] apply and are assumed anchor agnostic. Requirements are verified under conditions where anchor resources do not interfere NR operation.
RX requirements for intra-band contiguous and non-contiguous EN-DC only apply for bands < 2.7GHz.
For intra-band non-contiguous EN-DC, the output power is configured as follows:
-	One E-UTRA uplink carrier with the output power set to 4dB Below PCMAX_L and the NR band whose downlink is being tested has its uplink carrier output power set to minimum output power as defined in sub-clause 6.3.1 of [2].
-	One NR uplink carrier with the output power set to 4dB Below PCMAX_L and the E-UTRA band whose downlink is being tested has its uplink carrier output power set to minimum output power as defined in sub-clause 6.3.2.1 of [4].
For the additional requirements for intra-band non-contiguous EN-DC of two sub-blocks, an in-gap test refers to the case when the interfering signal is located at a negative offset with respect to the assigned lowest channel frequency of the highest sub-block and located at a positive offset with respect to the assigned highest channel frequency of the lowest sub-block.
For the additional requirements for intra-band non-contiguous EN-DC of two sub-blocks, an out-of-gap test refers to the case when the interfering signal(s) is (are) located at a positive offset with respect to the assigned channel frequency of the highest carrier frequency or located at a negative offset with respect to the assigned channel frequency of the lowest carrier frequency.
For the additional requirements for intra-band non-contiguous EN-DC of two sub-blocks with channel bandwidth larger than or equal to 5 MHz, the existing adjacent channel selectivity requirements, in-band blocking requirements (for each case), and narrow band blocking requirements apply for in-gap tests only if the corresponding interferer frequency offsets with respect to the two measured carriers satisfy the following condition in relation to the sub-block gap size Wgap for at least one of the E-UTRA or NR sub-blocks, so that the interferer frequency position does not change the nature of the core requirement tested:
	Wgap ≥ 2∙|FInterferer (offset)| – BWChannel
For the E-UTRA sub-block, the FInterferer (offset), for a sub-block with a single component carrier is the interferer frequency offset with respect to carrier as specified in subclause 7.5.1, subclause 7.6.1 and subclause 7.6.3 for the respective requirement in [4] and BWChannel. FInterferer (offset) for the E-UTRA sub-block with two or more contiguous component carriers is the interference frequency offset with respect to the carrier adjacent to the gap is specified in subclause 7.5.1A, 7.6.1A and 7.6.3A in [4].
For the NR sub-block, the FInterferer (offset), for a sub-block with a single component carrier is the interferer frequency offset with respect to carrier as specified in subclause 7.5.1, subclause 7.6.1 and subclause 7.6.3 for the respective requirement in [2] and BWChannel.
The interferer frequency offsets for adjacent channel selectivity, each in-band blocking case and narrow-band blocking shall be tested separately with a single in-gap interferer at a time.
< Unchanged sections omitted >
[bookmark: _Toc5268677]7.3B.2.5.1	Reference sensitivity exceptions due to UL harmonic interference for EN-DC including both FR1 and FR2
For inter-band EN-DC of LTEE-UTRA and NR in both FR1 and FR2, the UE is allowed to apply each sensitivity degradation for EN-DC in FR1 specified in clause 7.3B.2.3 TS 38.101-3 and for EN-DC including FR2 specified in clause 7.3B.2.3 of TS 38.101-3 independently.
< Unchanged sections omitted >
[bookmark: _Toc5268680]7.3B.3.2	Intra-band non-contiguous EN-DC
Table 7.3B.3.2-1: Intra-band non-contiguous EN-DC with one uplink configuration on E-UTRA for reference sensitivity
	DC configuration
	Aggregated channel bandwidth (LTEE-UTRA+NR)
	Wgap / (MHz)
	UL LTE-UTRA allocation
	ΔRIBNC (dB)
	Duplex mode

	
	E-UTRA
	NR
	
	
	
	

	DC_3A_n3A
	5 MHz+5MHz 
	5 MHz
	45.0 < Wgap ≤≤ 65.0 
	121
	4.7
	FDD

	
	
	
	0.0 < Wgap ≤≤ 45.0 
	251
	0
	

	
	5 MHz+10MHz 
	10 MHz
	40.0 < Wgap ≤≤ 60.0 
	121
	3.8
	

	
	
	
	0.0 < Wgap ≤≤ 40.0 
	251
	0
	

	
	5 MHz+15MHz
	15 MHz
	35.0 < Wgap ≤≤ 55.0 
	121
	3.6
	

	
	
	
	0.0 < Wgap ≤≤ 35.0 
	251
	0
	

	
	5 MHz+20MHz 
	20 MHz
	30.0 < Wgap ≤≤ 50.0 
	121
	3.4
	

	
	
	
	0.0 < Wgap ≤≤ 30.0 
	251
	0
	

	
	5 MHz+25MHz
	25 MHz
	25.0 < Wgap ≤≤ 45.0 
	121
	3.2
	

	
	
	
	0.0 < Wgap ≤≤ 25.0 
	251
	0
	

	
	5 MHz+30MHz
	30 MHz
	20.0 < Wgap ≤≤ 40.0 
	121
	3.0
	

	
	
	
	0.0 < Wgap ≤≤ 20.0 
	251
	0
	

	
	10 MHz+5MHz 
	5 MHz
	30.0 < Wgap ≤≤ 60.0 
	125
	5.1
	

	
	
	
	0.0 < Wgap ≤≤ 30.0 
	321
	0
	

	
	10 MHz+10MHz 
	10MHz
	25.0 < Wgap ≤≤ 55.0 
	125
	4.3
	

	
	
	
	0.0 < Wgap ≤≤ 25.0 
	321
	0
	

	
	10 MHz+15MHz
	15 MHz
	20.0 < Wgap ≤≤ 50.0 
	125
	3.8
	

	
	
	
	0.0 < Wgap ≤≤ 20.0 
	321
	0
	

	
	10 MHz+20MHz 
	20 MHz
	15.0 < Wgap ≤≤ 45.0 
	125
	3.5
	

	
	
	
	0.0 < Wgap ≤≤ 15.0 
	321
	0
	

	
	10 MHz+25MHz 
	25 MHz
	10.0 < Wgap ≤≤ 40.0 
	125
	3.2
	

	
	
	
	0.0 < Wgap ≤≤ 10.0 
	321
	0
	

	
	10 MHz+30MHz
	30 MHz
	5.0 < Wgap ≤≤ 35.0 
	125
	2.8
	

	
	
	
	0.0 < Wgap ≤≤ 5.0 
	321
	0
	

	
	15 MHz+5MHz 
	5 MHz
	25.0 < Wgap ≤ 55.0 
	126
	6.0
	

	
	
	
	0.0 < Wgap ≤ 25.0 
	321
	0
	

	
	15 MHz+10MHz 
	10 MHz
	20.0 < Wgap ≤ 50.0 
	126
	4.7
	

	
	
	
	0.0 < Wgap ≤ 20.0 
	321
	0
	

	
	15 MHz+15MHz 
	15 MHz
	15.0 < Wgap  ≤ 45.0 
	126
	4.2
	

	
	
	
	0.0 < Wgap ≤ 15.0 
	321
	0
	

	
	15 MHz+20MHz 
	20 MHz
	10.0 < Wgap ≤ 40.0 
	126
	3.8
	

	
	
	
	0.0 < Wgap ≤ 10.0 
	321
	0
	

	
	15 MHz+25MHz 
	25 MHz
	5.0 < Wgap ≤ 35.0 
	126
	3.5
	

	
	
	
	0.0 < Wgap ≤ 5.0 
	321
	0
	

	
	15 MHz+30MHz 
	30 MHz
	0.0 < Wgap ≤ 30.0
	126
	3.3
	

	
	20 MHz+5MHz 
	5 MHz
	15.0 < Wgap ≤ 50.0 
	167
	6.5
	

	
	
	
	0.0 < Wgap ≤ 15.0 
	321
	0
	

	
	20 MHz+10MHz 
	10 MHz
	10.0 < Wgap ≤ 45.0 
	167
	5.1
	

	
	
	
	0.0 < Wgap  ≤ 10.0 
	321
	0
	

	
	20 MHz+15MHz 
	15 MHz
	5.0 < Wgap ≤ 40.0 
	167
	4.5
	

	
	
	
	0.0 < Wgap  ≤ 5.0 
	321
	0
	

	
	20 MHz+20MHz 
	20 MHz
	0.0 < Wgap ≤ 35.0 
	167
	4.1
	

	
	20 MHz+25MHz 
	25 MHz
	0.0 < Wgap ≤ 30.0 
	167
	3.8
	

	
	20 MHz+30MHz
	30 MHz
	0.0 < Wgap ≤ 25.0 
	167
	3.6
	

	
	NOTE 1:	1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission.
NOTE 2:	Wgap is the sub-block gap between the two sub-blocks.
NOTE 3:	The table only applies when the center frequency of E-UTRA carrier is higher than the NR carrier, and the ΔRIBNC applies to the NR DL carrier onlyThe carrier center frequency of PCC in the UL operating band is configured closer to the DL operating band.
NOTE 4:	All combinations of channel bandwidths defined in Table 5.3B.1.3-1.
NOTE 5:	5 refers to the UL resource blocks shall be located at RBstart=25.
NOTE 6:	6 refers to the UL resource blocks shall be located at RBstart=35.
NOTE 7:	7 refers to the UL resource blocks shall be located at RBstart=50. 


< Unchanged sections omitted >

[bookmark: _Toc5268701]7.4B.1	Intra-band contiguous EN-DC in FR1
Intra-band contiguous EN-DC maximum input level requirement and parameters are defined in Table 7.4B.1-1.
Table 7.4B.1-1: Maximum Input
	Power in Largest CC, E-UTRA or NR, dBm
	X1

	Power in each other CC, dBm
	X1 – 10*log10(NxSCSx/NySCSy)

	NOTE 1:	Power in Largest E-UTRA or NR bandwidth CC, listed in Table 7.4-1 [2]
NOTE 2:	Nx, SCSx is the number of RB’s and Sub carrier spacing in the largest carrier bandwidth and could be LTEE-UTRA or NR carrier
NOTE 3:	Ny, SCSy is the number of RB’s in any other carrier.
NOTE 4:	For NR carrier, the transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.2-3 [2] with PCMAX_L as defined in subclause 6.2B.4.
NOTE 5:	For E-UTRA carrier, the transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.-1-2 with PCMAX_L as defined in subclause 6.2B.4 for single carrier.


< Unchanged sections omitted >

[bookmark: _Toc5268755]Annex I (normative):
Dual uplink interferer
UE is mandated to support operation in dual uplink mode also in EN-DC configuration for FR1 listed in Table 7.3.2.1.5-1 and indicated by column single uplink allowed if the intermodulation products caused by the dual uplink operation do not interfere own primary downlink transmission channel bandwidth. For intermodulation products falling into LTEE-UTRA secondary downlink channel bandwidth, UE single UL capability is not considered.
Formula for determining if the EN-DC in NR FR1 configuration with dual uplink operation interferes own downlink reception.
Interference bandwidth: IBW = |a| * CBW1 + |b| * CBW2
-	|a| + |b| = 2 (or 3)
-	CBW1 and CBW2 are the transmission bandwidth configurations of the UL channels
Center frequency of IBW:  fIBW = |a * f1 + b * f2|
-	f1 and f2 are center frequency of the transmission bandwidth configurations of each UL channel
The range of IMD 2 (or 3): [fIBW – IBW/2, fIBW + IBW/2]
NOTE 1:	UE shall be able to apply operations which are configured by RRC reconfiguration and corresponding HARQ timing on the transmission bandwidth.
NOTE 2:	For identified difficult band combination, during two adjacent RRC reconfiguration, the changing of transmission bandwidth should not introduce IM2 and IM3, which will result in UE changing from 2Tx to 1Tx. Otherwise, UE behavior is not specified.
For DC_3A_n3A intra-band non-contiguous EN-DC combination, only single switched UL is supported in rel.15.
< End of Changes >
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