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--- start of change 1 ---
[bookmark: _Toc383690892]9.1.9.2	Measurement Report mapping
The reporting range of E-UTRAN FDD UE Rx - Tx time difference is defined from 0 to 20472Ts with 2Ts resolution for UE Rx - Tx time difference less than 4096Ts and 8Ts for UE Rx - Tx time difference equal to or greater than 4096Ts.
The mapping of measured quantity is defined in Table 9.1.9.2-1.
Table 9.1.9.2-1: UE Rx - Tx time difference measurement report mapping
	Reported value
	Measured quantity value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx  2
	Ts

	RX-TX_TIME_DIFFERENCE_0001
	2  TUE Rx-Tx < 4
	Ts

	RX-TX_TIME_DIFFERENCE_0002
	4  TUE Rx-Tx < 6
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_2046
	4092  TUE Rx-Tx < 4094
	Ts

	RX-TX_TIME_DIFFERENCE_2047
	4094  TUE Rx-Tx < 4096
	Ts

	RX-TX_TIME_DIFFERENCE_2048
	4096  TUE Rx-Tx < 4104
	Ts

	RX-TX_TIME_DIFFERENCE_2049
	4104  TUE Rx-Tx < 4112
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_4093
	20456  TUE Rx-Tx < 20464
	Ts

	RX-TX_TIME_DIFFERENCE_4094
	20464  TUE Rx-Tx < 20472
	Ts

	RX-TX_TIME_DIFFERENCE_4095
	20472  TUE Rx-Tx
	Ts



The reporting range of E-UTRAN TDD UE Rx-Tx time difference is defined from 624 to 21096Ts with 2Ts resolution for UE Rx - Tx time difference less than 4720Ts and 8Ts for UE Rx-Tx time difference equal to or greater than 4720Ts.
The mapping of measured quantity is defined in Table 9.1.9.2-2.
Table 9.1.9.2-2: EUTRAN TDD UE Rx-Tx time difference measurement report mapping
	Reported value
	Measured quantity value
	Unit

	RX-TX_TIME_DIFFERENCE_TDD_0000
	TUE Rx-Tx  626
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_0001
	626  TUE Rx-Tx < 628
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_0002
	628  TUE Rx-Tx < 630 
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_TDD_2046
	4716  TUE Rx-Tx < 4718
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_2047
	4718  TUE Rx-Tx < 4720
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_2048
	4720  TUE Rx-Tx < 4728
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_2049
	4728  TUE Rx-Tx < 4736
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_TDD_4093
	21080  TUE Rx-Tx < 21088
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_4094
	21088  TUE Rx-Tx < 21096
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_4095
	21096  TUE Rx-Tx
	Ts



--- end of change 1 ---


