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1. Overall Description:
RAN4 would like to inform RAN2 about the following reporting criteria specified for different NR deployments in Rel-15:
· For NR-DC, the reporting criteria are: 
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, where
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 is the total number of NR reporting criteria applicable for UE configured with EN-DC according to Table 9.1.4.2-1 of TS 38.133, and 
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 is the number of configured NR serving frequencies, including PSCell and SCells carrier frequencies,
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 is the total number of reporting criteria for E-UTRA PCell, except those configured on PSCell and SCell carrier frequencies, as specified in TS 36.133 for UE configured with EN-DC.
· For NE-DC, the reporting criteria are:
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, where
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 is the total number of NR reporting criteria according to Table 9.1.4.2-1 of TS 38.133, and 
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 is the number of configured NR serving frequencies, including PCell and SCells carrier frequencies,
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, where
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 is the total number of inter-RAT E-UTRA reporting criteria for PCell according to Table 9.1.4.2-1 of TS 38.133, except those configured on E-UTRA PSCell and E-UTRA SCell carrier frequencies,
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 is the total number of E-UTRA reporting criteria, including E-UTRA PSCell and SCell carrier frequencies, as specified in TS 36.133 for UE configured with NE-DC.
· For NR-DC, the reporting criteria are:
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, where
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  is the total number of NR reporting criteria according to Table 9.1.4.2-1 of TS 38.133, and 
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 is the number of configured NR serving frequencies, including PCell, PSCell and SCells carrier frequencies,
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 is the total number of inter-RAT E-UTRA reporting criteria according to Table 9.1.4.2-1 of TS 38.133.
· For SA NR, the reporting criteria are:
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  is the total number of NR reporting criteria according to Table 9.1.4.2-1 of TS 38.133, and 
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 is the number of configured NR serving frequencies, including PCell, and SCells carrier frequencies,
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 is the total number of inter-RAT E-UTRA reporting criteria according to Table 9.1.4.2-1 of TS 38.133.
2. Actions:

To RAN2 group:
ACTION: 
RAN4 kindly asks RAN2 to take the above information into account in their work on NR.
3. Date of Next TSG-RAN WG4 Meetings:
TSG-RAN WG4 Meeting #92 
26 - 30 Aug 2019    Ljubljana, SI
TSG-RAN WG4 Meeting #92-Bis 
14 - 18 Oct 2019    China
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