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As the TS 38.141-1 specifications stabilize, a review of the mapping of test uncertainties to the test procedures showed a mismatch. This contribution identities the mismatches and provides the appropriate corrections. An accompanying draft CR [1] captures the changes.
Discussion
Mapping in clause 4
In subclause 4.1.2.2 of 38.141-1, table 4.1.2.2-1 maps the test names and sections. However, there is a mismatch in the mapping. The following table provide a suggested mapping. The yellow shading indicates the test will be discussed in section 2.3. Blue shading indicates an editorial change is needed.
Table 1. Suggested mapping for table 4.1.2.2-1
	Test name
	Current Mapping
	Suggested mapping

	Base Station output power
	6.2
	

	Output power dynamics
	6.3
	

	Transmit ON/OFF power
	6.4.1
	

	Transmitter transient period
	6.4.2
	

	Frequency error
	6.5.1
	6.5.2

	EVM
	6.5.2
	6.5.3

	Time alignment error
	6.5.3
	6.5.4

	Occupied bandwidth
	6.6.2
	

	Adjacent Channel Leakage power Ratio (ACLR)
	6.6.3
	

	Operating band unwanted emissions
	6.6.4
	

	Transmitter spurious emissions, Mandatory Requirements
	6.6.5.2.1
	6.6.5.5.1.1

	Transmitter spurious emissions, Protection of BS receiver
	6.6.5.2.2
	6.6.5.5.1.2

	Transmitter spurious emissions, Additional spurious emission requirements
	6.6.5.2.3
	6.6.5.5.1.3

	Transmitter spurious emissions, Co-location
	6.6.5.2.4
	6.6.5.5.1.4

	Transmitter intermodulation
	6.7
	



In subclause 4.1.2.3 of 38.141-1, table 4.1.2.3-1 maps the test names and sections. However, there is a mismatch in the mapping. The following table provide a suggested mapping.
Table 2. Suggested mapping for table 4.1.2.3-1
	Test name
	Current Mapping
	Suggested mapping

	Reference sensitivity
	7.2
	

	Dynamic range
	7.3
	

	Adjacent channel selectivity
	7.4.1
	

	In-band block (general blocking)
	7.4.2
	7.4.2.4.2

	In-band block (narrowband blocking)
	7.4.2
	7.4.2.4.3

	Out-of-band blocking (general requirements)
	7.5.5.1
	

	Out-of-band blocking (co-location requirements)
	7.5.5.2
	

	Receiver spurious emissions
	7.6
	

	Receiver intermodulation
	7.7
	

	In-channel selectivity
	7.8
	



Proposal 1: Capture the suggesting section numbers in table 4.1.2.2-1 and 4.1.2.3-1 of 38.141-1.

Mapping in Annex C
[bookmark: _Ref129681832]In Annex C.1 of 38.141-1, table C.1-1 maps the test names and sections. However, there is a mismatch in the mapping. The following tables provide a suggested mapping. The yellow shading indicates the test will be discussed in section 2.3. Green shading indicates other errors in the table.
Table 3. Suggested mapping for table C.1-1
	Test name
	Current Mapping
	Suggested mapping
	38.104 reference

	Base Station output power
	6.2
	
	

	Output power dynamics
	6.3
	
	

	Transmit ON/OFF power
	6.4.1
	
	

	Transmitter transient period
	6.5.2
	6.4.2
	

	Frequency error
	6.5.1
	6.5.2
	

	EVM
	6.5.3
	
	6.5.2

	Time alignment error
	6.5.2
	6.5.4
	6.5.3

	Occupied bandwidth
	6.6.2
	
	

	Adjacent Channel Leakage power Ratio (ACLR)
	6.6.3
	
	

	Operating band unwanted emissions
	6.6.4
	
	6.6.4

	General transmitter spurious emissions requirements Category A
	6.6.5.2.1
	6.6.5.5.1.1
	6.6.5.1

	General transmitter spurious emissions requirements Category B
	6.6.5.2.1
	6.6.5.5.1.1
	6.6.5.1

	Transmitter spurious emissions, Protection of BS receiver
	6.6.5.2.2
	6.6.5.5.1.2
	6.6.5.2.2

	Transmitter spurious emissions, Additional spurious emissions requirements
	6.6.5.2.3
	6.6.5.5.1.3
	6.6.5.2.3

	Transmitter spurious emissions, Co-location
	6.6.5.2.4
	6.6.5.5.1.4
	6.6.5.2.4

	Transmitter intermodulation
	6.7
	
	



In subclause 4.1.2.3 of 38.141-1, table 4.1.2.3-1 maps the test names and sections. However, there is a mismatch in the mapping. The following table provide a suggested mapping. Gray indicates items changes are needed.
Table 4. Suggested mapping for table C.2-1
	Test name
	Current Mapping
	Suggested mapping
	38.104 reference

	Reference sensitivity
	7.2
	
	

	Dynamic range
	7.3
	
	

	Adjacent channel selectivity
	7.4.1
	
	7.4.1

	In-band block (general blocking)
	
	7.4.2
	7.4.2

	In-band block (narrowband blocking)
	
	7.4.2
	

	Out-of-band blocking (general requirements)
	7.5
	
	

	Out-of-band blocking (co-location requirements)
	7.5.5.2
	
	

	Receiver spurious emissions
	7.6
	
	

	Receiver intermodulation
	7.7
	
	

	In-channel selectivity
	7.8
	
	



Proposal 2: Capture the suggesting section numbers in tables C.1-1 and C.2-1 of 38.141-1.
Additional clarification
There were additional observations for tables 4.1.2.2-1 and C.1-1
· Individual tests for OTA RE power control dynamic range test (subclause 6.3.2) and Total power dynamic range (subclause 6.3.3) are listed as Output power dynamics. Since there is no specific test or test requirements defined for RE power control dynamic range, it is proposed
Proposal 3: Change “Output power dynamics” to “Total power dynamic range”
There were additional observations for tables 4.1.2.3-1 and C.2-1
· In table 4.1.2.3-1, tests for “In-band block (general blocking)”, “In-band block (narrowband blocking)”, “Out-of-band blocking (general requirements)”, “Out-of-band blocking (co-location requirements)”. However, table C-2.1 only lists tests for “in-band blocking” and “out-of-band-blocking”. 
Observation 1: There is an inconsistency for the blocking tests in the tables.

Conclusions
The contribution examines the test references in several tables of 38.141-1. There are several incorrect references for the transmitter tests.
Proposal 1: Capture the suggesting section numbers in table 4.1.2.2-1 and 4.1.2.3-1 of 38.141-1.
Likewise, there are several incorrect references for the receiver tests.
Proposal 2: Capture the suggesting section numbers in tables C.1-1 and C.2-1 of 38.141-1.
There are some inconsistencies for transmitter tests and blocking tests.
Proposal 3: Change “Output power dynamics” to “Total power dynamic range”
Observation 1: There is an inconsistency for the blocking tests in the tables.
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