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1 Introduction
The new work item for RF requirement on ENDC 3CC uplink [1] was approved in RAN #84 meeting. 
This paper provides a work plan for this new WI.

2 Objectives
The objectives for EN-DC with configurations with two different UL bands where one band is LTE with UL intra band contiguous 2CCs and the other band is one NR FR1 band with one CC.

· Specify EN-DC with 3CC uplink configurations in Rel-16 spec which are removed from Rel-15 spec
· Focus on defining the RF requirement Configured output power.  
Note: only power class 3 is considered.
3 Time budget
According to agreements in RAN#84 [1], following time budgets are allocated:

· RAN4#92: R4 RF

· RAN4#92bis: R4 RF

· RAN4#93: R4 RF
· RAN4#94: R4 RF
4 Work plan
RAN4#92 (August 2019)
· Discuss Pcmax for inter-band ENDC with 3CC uplink.

· Try to have some initial agreement on the Pcmax for inter-band ENDC with 3CC uplink

· Discuss and approve on the specification structure 

RAN4#92bis (October 2019)
· Continue the Pcmax for inter-band ENDC with 3CC uplink discussion.

· Approve the Pcmax when LTE intra-band contiguous CCs are with the same TTI pattern and the same TAG.
· Discuss the draft CR for 3CC Pcmax.

RAN4#93 (November 2019)
· Agree on the 3CC Pcmax CR for TS 38.101-3.

  RAN4#94(Feburary 2020)

· Improve the 3CC Pcmax CR with some possible modification for TS 38.101-3
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