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1. Overall Description:

RAN4 would like to inform RAN2 that RAN4 has discussed and agreed to use K number of measurement thresholds for validating the TA when UE is configured to validate the TA using serving cell measurement change method. The measurement is RSRP for cat-M and NRSRP for NB-IoT. The value of K is 1 or 2. 

If K =1 means UE compares the magnitude of the difference in measurement change with a single threshold to validate the TA for PUR transmission. 

If K=2 means UE compares the difference in measurement change with a negative (RSRPneg / NRSRPneg) threshold and also compares the difference in measurement change with a positive (RSRPpos/ NRSRPpos) threshold. The UE validates the TA for PUR transmission based on these comparisons.

UE needs to be configured about the number of the measurement threshold(s) as well as the thresholds for validating the TA for PUR transmission.
The range of the measurement threshold(s) are specified as follows:

· between N dB to M dB with TBD resolution when two thresholds (K=2) are used excluding 0 dB value where N<0, and M>0.
· between H dB to L dB with TBD resolution when single threshold (K=1) is used excluding 0 dB value where H>0, and L>0 and L>H. 
RAN4 will inform RAN2 about the values of N, M, H, L and the resolution at next meeting. 
2. Actions:
To RAN WG2 group.
ACTION: 
 RAN2 is kindly requested develop the signalling support as described above. 

3. Date of Next TSG-RAN WG4 Meetings:
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