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6	A-GNSS minimum performance requirements (UE supports other or additional GNSSs)
The minimum performance requirements specified in clause 6 apply for UEs that support other A-GNSSs than GPS L1 C/A, or multiple A-GNSSs which may or may not include GPS L1 C/A. The requirements for UEs that support A-GPS L1 C/A only are specified in clause 5.
The A-GNSS minimum performance requirements are defined by assuming that all relevant and valid assistance data is received by the UE in order to perform GNSS measurements and/or position calculation. This clause does not include nor consider delays occurring in the various signalling interfaces of the network.
In the following subclauses the minimum performance requirements are based on availability of the assistance data information and messages defined in annexes D and E.
[bookmark: _Toc518651973]6.1	Sensitivity
A sensitivity requirement is essential for verifying the performance of A-GNSS receiver in weak satellite signal conditions. In order to test the most stringent signal levels for the satellites the sensitivity test case is performed in AWGN channel. This test case verifies the performance of the first position estimate, when the UE is provided with only coarse time assistance and when it is additionally supplied with fine time assistance.
[bookmark: _Toc518651974]6.1.1	Coarse time assistance
In this test case 6 satellites are generated for the terminal. AWGN channel model is used.
Table 6.1: Test parameters
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 6.2

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	2

	Galileo
	Reference high signal power level 
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	GPS(1)
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	GLONASS
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	BDS
	Reference high signal power level
	dBm
	-136

	
	Reference low signal power level
	dBm
	-145

	NOTE 1:	"GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.



Table 6.2: Power level and satellite allocation
	
	Satellite allocation for each constellation

	
	GNSS-1(1)
	GNSS-2
	GNSS-3

	Single constellation
	High signal level
	1
	-
	-

	
	Low signal level
	5
	-
	-

	Dual constellation
	High signal level
	1
	-
	-

	
	Low signal level
	2
	3
	-

	Triple constellation
	High signal level
	1
	-
	-

	
	Low signal level
	1
	2
	2

	Note 1: 	For GPS capable receivers, GNSS-1, i.e. the system having the satellite with high signal level, shall be selected by the device manufacturerGPS.



[bookmark: _Toc518651975]6.1.1.1	Minimum Requirements (Coarse time assistance)
The position estimates shall meet the accuracy and response time specified in Table 6.3.
Table 6.3: Minimum requirements (coarse time assistance)
	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	100 m
	20 s
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