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Introduction
This contribution provides a text proposal on LTE CA band combination of LTE band 1+ LTE band 20+LTE band 38 for TR36.716-03-01[1], where only 1 UL is considered..

For Delta values,   the largest value is chosen for one band among all fall back modes.

For the REFSEN requirement, the third harmonic of uplink in Band 20 falls into the downlink of Band 38.  However, it was agreed in [2] that no overlap with specific operator holdings was found and therefore, no accommodation was made for such overlap in the specification.  In this case, the band combination is required to be included in the harmonics exception table and not tested for REFSEN when there is overlap.
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Text Proposal

----- Start of TP -----
5.x

CA_1-20-38
5.x.1
Channel bandwidths per operating band for CA

Table 5.x.1-1: Inter-band CA operating bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	38
	2570 MHz
	–
	2620 MHz
	2570 MHz
	–
	2620 MHz
	TDD


Table 5.x.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-20A-38A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	


5.x.2
∆TIB and ∆RIB values

For CA_1A-20A-38A, the (TIB,c and (RIB,c  values are shown in table 5.x.2-1 and table 5.x.2-2, respectively.

Table 5.x.2-1: ΔTIB,c (three bands)

	E-UTRA operating band combination
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1-20-38
	1
	0.5

	
	20
	0.3

	
	38
	0.5


Table 5.x.2-2: ΔRIB,c (three bands)

	E-UTRA operating band combination
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1-20-38
	1
	0

	
	20
	0

	
	38
	0


5.x.3
REFSENS requirements
There are no REFSENS requirements needed for CA_1A-20A-38A.
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