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1 Introduction

This TP introduces the following NR inter-band CA for 2 bands DL with x band UL for the CA bands CA_n28-n78.

· DL_n28A-n78(2A)_UL_n28A

· DL_n28A-n78(2A)_UL_n78A

· DL_n28A-n78(2A)_UL_n28A-n78A

**************************** Start of changes ********************************************
6.37

CA_n28-n78

6.37.2
 

Specific for 2 bands UL CA

6.37.2.1

Channel bandwidths per operating band for CA
Table 6.37.2.1-1: Supported bandwidths per CA band combination of band n28+n78
	CA operating / channel bandwidth

	NR CA Configuration
	NR Uplink CA configuration
	Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_n28A-n78A
	CA_n28A-n78A
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	CA_n28A-n78(2A)
	CA_n28A-n78A
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	220
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	
	


6.37.2.2

UE co-existence studies

Table 6.37.2.2-1 lists Band n28 + Band n78 2UL bands CA  2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis.
Table 6.37.2.2-1: Band n28 and Band n78 UL IMD products

	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	703
	748
	3300
	3800

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2552
	3097
	4003
	4548

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2394
	1804
	5852
	6897

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4706
	5296
	7303
	8348

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1691
	1056
	9152
	10697

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	5104
	6194
	
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5409
	6044
	10603
	12148

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	8006
	9096
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14497
	12452
	308
	988

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	9994
	8404
	4356
	5491

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	13903
	15948
	6112
	6792

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11306
	12896
	8709
	9844


Based on Table 6.37.2.2-1, the 5th IMD falls down own Rx frequencies of band n28.
Table 6.37.2.2-2 lists the protected bands required for the 2UL bands CA configuration.
Table 6.37.2.2-2: Protected bands for the 2UL bands CA configuration

	UL NR CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n28-n78
	E-UTRA Band 3, 5, 7, 8, 18, 19, 20, 26, 34, 39, 40, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	758
	-
	773
	-32
	1
	

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	1

	NOTE 1:
Applicable when co-existence with PHS system operating in 1884.5 - 1915.7 MHz

NOTE 2:
Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.


6.37.2.3

REFSENS requirements

Table 6.37.2.3-1 lists the MSD required due to 5th  IMD for the dual uplink configuration.

Table 6.37.2.3-1: MSD due to IMD issue

	Operating band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	CA

Configuration
	Operating band
	UL Fc
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n28A-n78A
CA_n28A-n78(2A)
	n28
	705.5
	5
	25
	760.5
	5.5
	FDD
	IMD5

	
	n78
	3582.5
	10
	50
	3582.5
	N/A
	TDD
	N/A

	


**************************** Start of changes ********************************************
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