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1. Introduction
[1][2] has been approved in RAN4#94-e. However the MSD due to cross band isolation for DC_11_n3 was missed in [2] and same mechanism for DC_28_n5 in [1] was also missed. The MSD due to UL harmonic was also missed for DC_28_n50. The contribution provide analysis for DC_11_n3. Update on TPs for DC_28_n5 and DC_28_n50. And MSD table format in [1] also need to be aligned with existing table in TS38.101-3.
2. Discussion
1 
2 
DC_11_n3
The band n3 uplink lower frequency is from 1710MHz which is 214.1MHz away from band 11 downlink frequency upper edge. The n3 PA output wideband noise may fall into band 11 downlink range that result in MSD. Here we provide the analysis as below:
The assumptions are listed in table 2.1-1, PA was calibrated at 30MHz, ACPR= -30dBc with 1dB MPR.

	Parameter
	Value
	Unit

	Antenna isolation 
	10
	dB

	n3 filter minimum rejection at B11 RX range
	30
	dB

	B11 filter minimum rejection at n3 TX range
	40
	dB

	Front-end loss 
	4
	dB

	Thermal noise at B11 RX ANT port
	-167
	dBm/Hz

	Transceiver effective phase noise 
	-150
	dBc/Hz

	Measured n3 PA output noise at B11 RX range
	-120
	dBm/Hz

	SNR requirement for QPSK
	-1
	dB



Table 2.1-1 Receiver performance parameters for MSD analysis
Calculated MSD due to cross band isolation result based on above assumption as below:

	Direct Signal Path

	Parameter
	Main
	Diversity
	 

	n3 TX power at antenna port (Primary path)
	23
	23
	dBm

	n3 PA output noise power at B11 freq
	-95.77
	-95.77
	dBm/5MHz

	n3 reciprocal mixing noise at B11 LNA input port
	-111.2
	-111.2
	dBm/5MHz

	Thermal noise at RX ant port
	-164
	dBm/Hz

	Total noise level refer to B3 LNA input port
	-93.6
	-93.6
	

	Combined

	MSD (5MHz BW)
	6.4
	dB



Table 2.1-2 Link analysis for Band 11 5MHz REFSENS calculation at fc = 1493.4 MHz


Proposal 1: MSD due to cross band isolation is proposed as below

Table 7.3B.2.3.4-1: Reference sensitivity exceptions (MSD) due to cross band isolation for EN-DC in NR FR1
	
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n3
	11
	6.4
	6.1
	
	
	
	
	
	
	
	
	
	



Table 7.3B.2.3.4-2: Uplink configuration for reference sensitivity exceptions due to cross band isolation for EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	30 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	n3
	11
	15
	25
	50
	
	
	
	
	
	
	
	
	
	



DC_28_n5
This is only MSD table format correction, no analysis is needed. Uplink configuration for MSD was modified to align with TS38.101-1 Table 7.3.2-3
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[bookmark: _Toc26804194]6.1.25	DC_28_n50
6.1.25.1	Operating bands for DC
Table 6.1.25.1-1: DC band combination of 1 LTE band + 1 NR band
	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_28_n50
	28
	n50
	



6.1.25.2	Configuration for DC
Table 6.1.25.2-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_28A_n50A
	DC_28A_n50
	28A
	n50A



6.1.25.3	Maximum output power for DC
Table 6.1.25.3-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	DC configuration
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_28A_n50A
	23
	+2/-3



6.1.25.4	Spurious emission band UE co-existence for DC
Table 6.1.25.4-1: Spurious emissions for inter-band EN-DC of 1 LTE band + 1 NR band
	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_28A_n50A 
	E-UTRA Band  4, 10, 29, 40, 42, 43, 52, 65, 66, 73, 85
NR Band n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 1
NR band n1
	FDL_low
	-
	FDL_high
	-50
	1
	19, 25

	
	E-UTRA Band 2, 3, 5, 7, 8, 18, 19, 25, 26, 27, 31, 34, 38, 39, 41, 48, 52, 72
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	470
	-
	694
	-42
	8
	15, 35

	
	Frequency range
	470
	-
	710
	-26.2
	6
	34

	
	Frequency range
	662
	-
	694
	-26.2
	6
	15

	
	Frequency range
	758
	-
	773
	-32
	1
	15

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 19

	
	Frequency range
	1400
	
	1427
	-32
	27
	

	NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 8:	Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.
NOTE 15:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6A.3.1-1 from the edge of the channel bandwidth.
NOTE 19:	Applicable when the assigned carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.
NOTE 25:	As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 34:	This requirement is applicable for 5 and 10 MHz channel bandwidth allocated within 718-728MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with RBstart > 1 and RBstart<48.
NOTE 35:	This requirement is applicable in the case of a 10 MHz carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.



6.1.25.5	MSD analysis for DC
For 2UL/2DL UE coexistence study 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.1.25.5-1
Table 6.1.25.5-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	1432
	1517

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1406
	1496
	2864
	3034

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2109
	2244
	4296
	4551

	UL
	f1_low
	f1_high
	f2_low
	f2_high

	 
	703
	748
	1432
	1517

	DL
	f1_low
	f1_high
	f2_low
	f2_high

	 
	758
	803
	1432
	1517

	Two tone 2nd order IMD products
	(fx_low – fy_high)
	(fx_high – fy_low)
	(fx_low + fy_low)
	(fx_high + fy_high)

	IMD frequency limits (MHz)
	684
	814
	2135
	2265

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	(2*fx_low – fy_high)
	(2*fx_high – fy_low)

	IMD frequency limits (MHz)
	64
	111
	2116
	2331

	Two-tone 3rd order IMD products
	(2*fx_low + fy_low)
	(2*fx_high + fy_high)
	(2*fx_low + fy_low)
	(2*fx_high + fy_high)

	IMD frequency limits (MHz)
	2838
	3013
	3567
	3782

	3rd order IMD products
	(fx_low – fy_high + fy_low)
	(fx_high + fy_high – fy_low)
	(fy_low – fx_high + fx_low)
	(fy_high + fx_high – fx_low)

	 
	618
	833
	1387
	1562

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	623
	828
	1412
	1537

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	(3*fy_low – fx_high)
	(3*fy_high – fx_low)

	IMD frequency limits (MHz)
	592
	812
	3548
	3848

	Two-tone 4th order IMD products
	(2*fy_low – 2*fx_high)
	(2*fy_high – 2*fx_low)
	 
	 

	IMD frequency limits (MHz)
	1368
	1628
	 
	 

	Two-tone 4th order IMD products
	(3*fx_low + fy_low)
	(3*fx_high + fy_high)
	(3*fy_low + fx_low )
	(3*fy_high +fx_high)

	IMD frequency limits (MHz)
	3541
	3761
	4999
	5299

	Two-tone 4th order IMD products
	(2*fx_low + 2*fy_low)
	(2*fx_high + 2*fy_high)
	 
	 

	IMD frequency limits (MHz)
	4270
	4530
	 
	 

	Two-tone 5th order IMD products
	(4*fy_low – fx_high)
	(4*fy_high – fx_low)
	|4*fx_low – fy_high|
	|4*fx_high – fy_low|

	IMD frequency limits (MHz)
	4980
	5365
	1295
	1560

	Two-tone 5th order IMD products
	(3* fy_low-2*fx_high )
	(3*fy_high-2*fx_low)
	|2*fy_low –3* fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	2800
	3145
	620
	925

	Two-tone 5th order IMD products
	(4*fy_low + fx_low )
	(4*fy_high +fx_high)
	(4*fx_low + fy_low)
	(4*fx_high + fy_high)

	IMD frequency limits (MHz)
	6431
	6816
	4244
	4509

	Two-tone 5th order IMD products
	(3*fy_low + 2*fx_low )
	(3*fy_high +2*fx_high)
	(3*fx_low +2* fy_low)
	(3*fx_high + 2*fy_high)

	IMD frequency limits (MHz)
	5702
	6047
	4973
	5278



Based on the table 6.1.25.5-1:
· 2nd order harmonic products may also fall into Rx frequencies of bands 11, 21, 32, 45, 50/n50, 51/n51, 74/n74, 75/n75, 76/n76
· 3nd order harmonic products may also fall into Rx frequencies of bands 1/n1, 4, 10, 23, 65/n65, 66/n66, n79
· 2nd IMD products may also fall into Rx frequencies of bands 1/n1, 4, 10, 12/n12, 13, 14, 17, 20/n20, 23, 28/n28, 29, 44, 65/n65, 66/n66, 67, 68, 85
· 3rd IMD products may also fall into Rx frequencies of bands 1/n1, 4, 10, 11, 12/n12, 13, 14, 17, 20/n20, 21, 22, 23, 24, 29, 32, 40/n40, 42, 43, 44, 45, 51/n51, 65/n65, 66/n66, 67, 68, 71/n71, 74/n74, 75/n75, 76/n76, n77, n78, 85
· 4th IMD products may also fall into Rx frequencies of bands 11, 12/n12, 13, 14, 17, 19, 20/n20, 21, 22, 23, 24, 28/n28, 29, 32, 42, 43, 44, 45, 46, 50/n50, 51/n51, 67, 68, 71/n71, 74/n74, 75/n75, 76/n76, n77, n78, n79, 85
· 5th IMD products may also fall into Rx frequencies of bands 5/n5, 6, 11, 12/n12, 13, 14, 17, 18, 19, 20/n20, 21, 24, 26, 27, 28/n28, 29, 32, 44, 45, 46, 50/n50, 51/n51, 67, 68, 71/n71, 74/n74, 75/n74, 76/n76, n79, 85
MSD due to B28 uplink harmonic is derived from LTE CA_28A-32A.
Table 6.81.5-2: Reference sensitivity exceptions (MSD) due to UL harmonic for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30 MHz (dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	28
	n502
	27.8
	24.6
	22.8
	21.6
	
	
	18.5
	17.5
	16.7
	15.4
	
	

	

NOTE 2:	The requirements should be verified for UL EARFCN or NR ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with carrier frequency in the victim (higher) band in MHz and the channel bandwidth configured in the lower band.



Table 6.81.5-3: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for EN-DC in NR FR1
	
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	5
MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	30 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	28
	n50
	12
	25
	25
	25
	
	
	25
	25
	25
	25
	
	



Tables below list the MSD required for the dual connectivity configuration due to IMD 2, 4 and 5.
Table 6.1.25.5-2: Reference sensitivity exceptions due to dual uplink operation for EN-DC in NR FR1 (two bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC
Configuration
	EUTRA or NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order
	Single UL allowed

	DC_28_n50
	28
	730
	10
	50
	775
	15.3
	FDD
	IMD 2
	

	
	n50
	1500
	10
	50
	1500
	N/A
	TDD
	N/A
	

	DC_28_n50
	28
	TBD
	5
	25
	TBD
	TBD
	FDD
	IMD 3
	Yes

	
	n50
	TBD
	5
	25
	TBD
	N/A
	TDD
	N/A
	

	DC_28_n50
	28
	740
	10
	50
	785
	6
	FDD
	IMD 4
	

	
	n50
	1500
	10
	50
	1500
	N/A
	TDD
	N/A
	

	DC_28_n50
	28
	740
	10
	50
	785
	0.5
	FDD
	IMD 5
	

	
	n50
	1500
	10
	50
	1500
	N/A
	TDD
	N/A
	


6.1.25.6	∆TIB and ∆RIB values
For DC_28_n50, the TIB,c and RIB,c values are given in the tables below.
Table 6.1.25.6-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_28_n50
	28
	0.3

	
	n50
	0.4



Table 6.1.25.6-2: ΔRIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_28_n50
	28
	0

	
	n50
	0




[Unchanged Parts Skipped]
6.1.45	DC_28_n5
6.1.45.1	Operating bands for DC
Table 6.1.45.1-1: DC band combination of 1 LTE band + 1 NR band
	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_28_n52
	28
	n5
	No

	NOTE 2:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.



6.1.45.2	Configuration for DC
Table 6.1.45.2-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_28A_n5A2
	DC_28A_n5A
	28A
	n5A

	NOTE 2:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.



6.1.45.3	Maximum output power for DC
Table 6.1.45.3-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	DC configuration
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_28A_n5A
	23
	+2/-3



6.1.45.4	Spurious emission band UE co-existence for DC
[bookmark: _Hlk5790558]Table 6.1.45.4-1: Spurious emissions for inter-band EN-DC of 1 LTE band + 1 NR band
	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_28_n5

	E-UTRA Band 2, 3, 5, 7, 8, 12, 13, 14, 17, 18, 19, 24, 25, 26, 28, 29, 30, 31, 34, 38, 40, 45, 48, 70, 71, 85
	FDL_low
	-
	FDL_high
	-50
	
	

	
	E-UTRA Band 1, 4, 10, 22, 32, 41, 42, 43, 50, 51, 52, 65, 66, 73, 74, 75, 76
NR Band n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	4

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 4

	
	Frequency range
	470
	-
	694
	-42
	8
	5, 20

	
	Frequency range
	470
	-
	710
	-26.2
	6
	14

	
	Frequency range
	662
	-
	694
	-26.2
	6
	5

	
	Frequency range
	758
	-
	773
	-32
	1
	5

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	773
	-
	803
	-50
	1
	

	NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:	Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz
NOTE 4:	Applicable only when the assigned E-UTRA carrier is confined within 824 MHz and 849 MHz for UE category M1, M2 and UE category NB1 and NB2.
NOTE 5:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.
NOTE 14:	This requirement is applicable for 5 and 10 MHz E-UTRA channel bandwidth allocated within 718-728MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with RBstart > 1 and RBstart<48.
NOTE 20:	This requirement is applicable in the case of a 10 MHz E-UTRA carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.



6.1.45.5	MSD analysis for DC
For 2UL/2DL UE coexistence study 2nd, 3rd, 4th, 5th , 6th and 7th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.1.45.5-1
Table 6.1.45.5-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	824
	849

	2nd harmonics frequency limits
	2* fy_low
	2* fy_high
	2*fx_low
	2*fx_high

	2nd harmonics frequency limits (MHz) 
	1406
	1496
	1648
	1698

	3rd harmonics frequency limits
	3* fy_low
	3* fy_high
	3*fx_low
	3*fx_high

	3rd harmonics frequency limits (MHz)
	2109
	2244
	2472
	2547

	4th harmonics frequency limits
	4* fy_low
	4* fy_high
	4*fx_low
	4*fx_high

	4th harmonics frequency limits (MHz)
	2812
	2992
	3296
	3396

	5th harmonics frequency limits
	5* fy_low
	5* fy_high
	5*fx_low
	5*fx_high

	5th harmonics frequency limits (MHz)
	3515
	3740
	4120
	4245

	6th harmonics frequency limits
	6* fy_low
	6* fy_high
	6*fx_low
	6*fx_high

	6th harmonics frequency limits (MHz)
	4218
	4488
	4944
	5094

	7th harmonics frequency limits
	7* fy_low
	7* fy_high
	7*fx_low
	7*fx_high

	7th harmonics frequency limits (MHz)
	4921
	5236
	5768
	5943

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	146
	76
	1527
	1597

	3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	557
	672
	900
	995

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	2230
	2345
	2351
	2446

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	292
	152
	3054
	3194

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1260
	1420
	1724
	1844

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	2933
	3093
	3175
	3295

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	2693
	2548
	2168
	1963

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	3999
	4144
	3636
	3841

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	1141
	976
	596
	411

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	3878
	4043
	3757
	3942



Based on Table 6.1.45.5-1, it can be seen that
· There are no observed harmonics or IMD products that fall in the RX frequencies of n5 or 28.
When 2UL inter-band EN-DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.1.45.5-2 lists up to 7th order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.1.45.5-2: Band 28 and Band n5 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	2nd IMD

	Galileo
	1559
	-
	1591
	Yes
	
	2nd IMD

	GLONASS
	1591
	-
	1610
	Yes
	
	2nd IMD

	GPS
	1563
	-
	1587
	Yes
	
	2nd IMD

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	3rd IMD
3rd harmonic

	
	2400
	-
	2494
	Yes
	Asia
	3rd IMD
3rd harmonic

	ISM band
 (5GHz)
	5150
	-
	5925
	No
	US
	

	
	5150
	-
	5350
	No
	Europe
	

	
	5470
	-
	5725
	No
	
	

	
	5150
	-
	5825
	No
	Asia
	

	45GHz Unlicensed Bands
	42300
	-
	47000
	No
	China
	

	
	47200
	-
	48400
	No
	China
	

	60GHz Unlicensed Bands
	57000
	-
	66000
	No
	Europe
	

	
	57050
	-
	64000
	No
	USA Canada
	

	
	57000
	-
	64000
	No
	South Korea
	

	
	59000
	-
	66000
	No
	Japan
	

	
	59000
	-
	64000
	No
	China
	

	
	59400
	-
	62900
	No
	Australia
	



6.1.45.6	∆TIB and ∆RIB values
For DC_28_n5, the TIB,c and RIB,c values 
Table 6.1.45.6-1: ΔTIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_28_n5
	28
	0.5

	
	n5
	0.5



Table 6.1.45.6-2: ΔRIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_28_n5
	28
	0

	
	n5
	0



6.1.45.7	MSD
Based on the co-existence studies for DC_28_n5, there are no IMD issues to consider. But MSD need to be defined due to close proximity of band 28 and band n5. Values are derived from LTE combination CA_18A-28A.
Table 6.1.45.7-1: Reference sensitivity exceptions due to close proximity of bands for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band

	UL band
	DL band
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	25 MHz
(dBm)
	40 MHz
(dBm)
	50 MHz
(dBm)
	60 MHz
(dBm)
	80 MHz
(dBm)
	90 MHz
(dBm)
	100 MHz
(dBm)

	n5
	28
	-94
	-92.5
	-91.5
	-90.7
	
	
	
	
	
	
	


Table 6.1.45.7-1: Reference sensitivity exceptions (MSD) due to cross band isolation for EN-DC in NR FR1
	
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n5
	28
	4.5
	3
	2.2
	0.3
	
	
	
	
	
	
	
	




Table 6.1.45.7-2: Uplink configuration for reference sensitivity exceptions due to close proximity of bands for EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz

	10 MHz

	15 MHz

	20 MHz

	25 MHz

	40 MHz

	50 MHz

	60 MHz

	80 MHz

	90 MHz

	100 MHz


	n5
	28
	
	25
	25
	205
	205
	
	
	
	
	
	
	




[Unchanged Parts Skipped]
6.1.85.5		MSD analysis for DC
For 2UL/2DL UE coexistence study 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.1.x.5-1
Table 6.1.x. 5-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1427.9
	1447.9
	1710
	1785

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	2855.8
	2895.8
	3420
	3570

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	4283.7
	4343.7
	5130
	5355

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	5711.6
	5791.6
	6840
	7140

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	7139.5
	7239.5
	8550
	8925

	6th harmonics frequency limits
	6*fx_low
	6*fx_high
	6* fy_low
	6* fy_high

	6th harmonics frequency limits (MHz)
	8567.4
	8687.4
	10260
	10710

	7th harmonics frequency limits
	7*fx_low
	7*fx_high
	7* fy_low
	7* fy_high

	7th harmonics frequency limits (MHz)
	9995.3
	10135.3
	11970
	12495

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	357.1
	262.1
	3137.9
	3232.9

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1070.8
	1185.8
	1972.1
	2142.1

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4565.8
	4680.8
	4847.9
	5017.9

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	2498.7
	2633.7
	3682.1
	3927.1

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	714.2
	524.2
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5993.7
	6128.7
	6557.9
	6802.9

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	6275.8
	6465.8
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	5712.1
	5392.1
	4081.6
	3926.6

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	2499.2
	2234.2
	923.7
	713.7

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	8267.9
	8587.9
	7421.6
	7576.6

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	7985.8
	8250.8
	7703.7
	7913.7



Based on Table 6.1.85.5-1, it can be seen that 
· 2nd order harmonic may fall into Rx frequencies of band 22, 42, 48, 49, n48, n77 and n78.
· 3rd order harmonic may fall into Rx frequencies of band 46.
· 3rd order IMD products may fall into Rx frequencies of bands 1, 2, 4, 10, 25, 34, 36, 65, 66, and 70.
· 4th order IMD products may fall into Rx frequencies of bands 7, 38, 41, 43, 44, 48, 49, 69, 71, n77, n78, and n90.
· 5th order IMD products may fall into Rx frequencies of bands 5, 6, 12, 13, 14, 17, 18, 19, 20, 26, 27, 28, 29, 30, 40, 41, 44, 46, 53, 67, 68, 85, n77 and n90.
Because of no harmonic and IMD products falling into the own Rx Band, there is no MSD issue for this DC configuration. 
When 2UL inter-band EN-DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.1.85.5-2 lists up to 7th order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.1.85.5-2: Band 11 and Band n3 harmonic and IMD for ISM and GNSS bands 
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS (Beidou)
	1559
	-
	1591
	No
	
	

	Galileo
	1559
	-
	1591
	No
	
	

	GLONASS
	1591
	-
	1610
	No
	
	

	GPS
	1563
	-
	1587
	No
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	5th IMD

	
	2400
	-
	2494
	Yes
	Asia
	5th IMD

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	3rd Harmonic　

	
	5150
	-
	5350
	Yes
	Europe
	3rd Harmonic

	
	5470
	-
	5725
	No
	
	

	
	5150
	-
	5825
	Yes
	Asia
	3rd Harmonic

	45GHz Unlicensed Bands
	42300
	-
	47000
	No
	China
	　

	
	47200
	-
	48400
	No
	China
	　

	60GHz Unlicensed Bands
	57000
	-
	66000
	No
	Europe
	　

	
	57050
	-
	64000
	No
	USA Canada
	　

	
	57000
	-
	64000
	No
	South Korea
	　

	
	59000
	-
	66000
	No
	Japan
	　

	
	59000
	-
	64000
	No
	China
	　

	
	59400
	-
	62900
	No
	Australia
	　



DC_11A_n3A is subjected to MSD due to cross band isolation. The MSD due to cross band isolation is calculated as below tables:
Table 6.1.85.5-3: Reference sensitivity exceptions (MSD) due to cross band isolation for EN-DC in NR FR1
	
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n3
	11
	6.4
	6.1
	
	
	
	
	
	
	
	
	
	



Table 6.1.85.5-4: Uplink configuration for reference sensitivity exceptions due to cross band isolation for EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	30 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	n3
	11
	15
	25
	50
	
	
	
	
	
	
	
	
	
	





[Unchanged Parts Skipped]


Reference:
1. R4-2000881	Updated TR 37.716-11-11 V1.0.0 Rel.16 1 LTE band + 1 NR band EN-DC, RAN4#94-e
2. R4-2002598	TP for TR 37.716-11-11: DC_11_n3, RAN4#94-e
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