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<< start of changes >>
3.1 Definitions 
For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1]. 
Aggregated Channel Bandwidth: The RF bandwidth in which a UE transmits and receives multiple contiguously aggregated carriers. 
Bidirectional spectrum: UL/DL common spectrum in which the UE supports the configuration of uplink or downlink CCs.
Beam correspondence: the ability of the UE to select a suitable beam for UL transmission based on DL measurements with or without relying on UL beam sweeping. 
Carrier aggregation: Aggregation of two or more component carriers in order to support wider transmission bandwidths. 
Carrier aggregation band: A set of one or more operating bands across which multiple carriers are aggregated with a specific set of technical requirements. 
Carrier aggregation bandwidth class: A class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by a UE. 
Carrier aggregation configuration: A combination of CA operating band(s) and CA bandwidth class(es) supported by a UE. 
NOTE: Carriers aggregated in each band can be contiguous or non-contiguous. 
EIRP(Link=Link angle, Meas=Link angle): measurement of the UE such that the link angle is aligned with the measurement angle. EIRP (indicator to be measured) can be replaced by EIS, Frequency, EVM, carrier Leakage, In- band eission and OBW. Beam peak search grids, TX beam peak direction, and RX beam peak direction can be selected to describe Link. 
EIRP(Link=Link angle, Meas=beam peak direction): measurement of the EIRP of the UE such that the measurement angle is aligned with the beam peak direction within an acceptable measurement error uncertainty. 
EIS (equivalent isotropic sensitivity): sensitivity for an isotropic directivity device equivalent to the sensitivity of the discussed device exposed to an incoming wave from a defined AoA 
NOTE 1: The sensitivity is the minimum received power level at which specific requirement is met. 
NOTE2: Isotropicdirectivityisequalinalldirections(i.e.0dBi). 
Fallback group: Group of carrier aggregation bandwidth classes for which it is mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration. It is not mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration that belong to a different fallback group 
Inter-band carrier aggregation: Carrier aggregation of component carriers in different operating bands. NOTE: Carriers aggregated in each band can be contiguous or non-contiguous. 
Intra-band contiguous carrier aggregation: Contiguous carriers aggregated in the same operating band. 
Intra-band non-contiguous carrier aggregation: Non-contiguous carriers aggregated in the same operating band. 
Link angle: a DL-signal AoA from the view point of the UE, as described in Annex J. 
Measurement angle: the angle of measurement of the desired metric from the view point of the UE, as described in Annex J 
radiated interface boundary: operating band specific radiated requirements reference point where the radiated requirements apply 
RX beam peak direction: direction where the maximum total component of RSRP and thus best total component of EIS is found 
Sub-block: This is one contiguous allocated block of spectrum for transmission and reception by the same UE. There may be multiple instances of sub-blocks within an RF bandwidth. 
TX beam peak direction: direction where the maximum total component of EIRP is found 
TRP(Link=Link angle): measurement of the TRP of the UE such that the measurement angle is aligned with the beam peak direction within an acceptable measurement uncertainty. TX beam peak direction and RX beam peak direction can be selected to describe Link. 
NOTE: For requirements based on EIRP/EIS, the radiated interface boundary is associated to the far-field region 
UE transmission bandwidth configuration: Set of resource blocks located within the UE channel bandwidth which may be used for transmitting or receiving by the UE. 
Vehicular UE: A UE embedded in a vehicle 

<< end of changes >>

<< start of changes >>
5.3A.4	UE channel bandwidth per operating band for CA
For intra-band contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting a carrier aggregation bandwidth class with associated bandwidth combination sets specified in clause 5.5A.1. For each carrier aggregation configuration, requirements are specified for all aggregated channel bandwidths contained in a bandwidth combination set, UE can indicate support of several bandwidth combination sets per carrier aggregation configuration. The requirements are applicable only when Uplink CCs are configured within the frequency range between lower edge of lowest downlink component carrier and upper edge of highest downlink component carrier.
[bookmark: OLE_LINK22]For intra-band non-contiguous downlink carrier aggregation, a carrier aggregation configuration is a single operating band supporting two or more sub-blocks, each supporting a carrier aggregation bandwidth class. The requirements are applicable only when Uplink CCs are configured within the frequency range between lower edge of lowest downlink component carrier and upper edge of highest downlink component carrier.
Frequency separation class (Fs) specified in Table 5.3A.4-2 indicates the maximum frequency span between lower edge of lowest component carrier and upper edge of highest component carrier that UE can support per band in downlink or uplink (DL Fs or UL Fs) respectively in non-contiguous intra-band operation within the bidirectional spectrum. 
The DL-only frequency spectrum is the width of UE frequency spectrum available to network to configure DL CCs only, and it extends on one-side of the bidirectional spectrum in contiguous manner with no frequency gap between the two. Frequency separation class for DL-only spectrum (Fsd) specified in Table 5.3A.4-3 and is declared per band. The frequency separation class for DL-only spectrum (Fsd) can be equal but not larger than the frequency separation (DL Fs). The combined downlink spectrum (DL Fs + Fsd) cannot exceed 2400 MHz. A UE may configure DL-only spectrum  only if the combined downlink spectrum (DL Fs + Fsd) exceeds 1400 MHz.
For inter-band carrier aggregation, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class.
Table 5.3A.4-1: CA bandwidth classes
	NR CA bandwidth class
	Aggregated channel bandwidth
	Number of contiguous CC
	Fallback group

	A
	BWChannel ≤ 400 MHz
	1
	 1,2,3,4

	B
	400 MHz < BWChannel_CA ≤ 800 MHz
	2
	1

	C
	800 MHz < BWChannel_CA ≤ 1200 MHz
	3
	

	D
	200 MHz < BWChannel_CA ≤ 400 MHz
	2
	2

	E
	400 MHz < BWChannel_CA ≤ 600 MHz
	3
	

	F
	600 MHz < BWChannel_CA ≤ 800 MHz
	4
	

	G
	100 MHz < BWChannel_CA ≤ 200 MHz
	2
	3

	H
	200 MHz < BWChannel_CA ≤ 300 MHz
	3
	

	I
	300 MHz < BWChannel_CA ≤ 400 MHz
	4
	

	J
	400 MHz < BWChannel_CA ≤ 500 MHz
	5
	

	K
	500 MHz < BWChannel_CA ≤ 600 MHz
	6
	

	L
	600 MHz < BWChannel_CA ≤ 700 MHz
	7
	

	M
	700 MHz < BWChannel_CA ≤ 800 MHz
	8
	

	O
	100 MHz ≤ BWChannel_CA ≤ 200 MHz
	2
	4

	P
	150 MHz ≤ BWChannel_CA ≤ 300 MHz 
	3
	

	Q
	200 MHz ≤ BWChannel_CA ≤ 400 MHz 
	4
	

	NOTE 1:	Maximum supported component carrier bandwidths for fallback groups 1, 2, 3 and 4 are 400 MHz, 200 MHz, 100 MHz and 100 MHz respectively except for CA bandwidth class A.
NOTE 2:	It is mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration within a fallback group. It is not mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration that belong to a different fallback group.



Table 5.3A.4-2: Frequency separation classes for non-contiguous intra-band operation
	Frequency separation class
	Max. allowed Ffrequency separation (Fs) 

	I
	Fs ≤ 800 MHz

	II
	Fs ≤ 1200 MHz

	III
	Fs ≤ 1400 MHz

	IV
	1000 MHz

	V
	1600 MHz

	VI
	1800 MHz

	VII
	2000 MHz

	VIII
	2200 MHz

	IX
	2400 MHz

	NOTE 1: Fs values larger than 1400 MHz apply only to downlink frequency separation.




Table 5.3A.4-3: Frequency separation classes for DL-only spectrum 
	Frequency separation class
	Max. allowed frequency separation (Fsd)

	I
	200 MHz

	II
	400 MHz

	III
	600 MHz

	IV
	800 MHz

	V
	1000 MHz

	VI
	1200 MHz




<< end of changes >>
