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<<Start of change>>
[bookmark: _Toc21351633][bookmark: _Toc29807215][bookmark: _Toc36648929][bookmark: _Toc36651654][bookmark: _Toc37256588][bookmark: _Toc37256929][bookmark: _Toc45890651][bookmark: _Toc45891875][bookmark: _Toc45892285][bookmark: _Toc45892695][bookmark: _Hlk2795160]6.4B.2	Transmit modulation quality for DC
[bookmark: _Toc21351634][bookmark: _Toc29807216][bookmark: _Toc36648930][bookmark: _Toc36651655][bookmark: _Toc37256589][bookmark: _Toc37256930][bookmark: _Toc45890652][bookmark: _Toc45891876][bookmark: _Toc45892286][bookmark: _Toc45892696]6.4B.2.1	Transmit modulation quality for Intra-band contiguous EN-DC
[bookmark: _Toc21351635][bookmark: _Toc29807217][bookmark: _Toc36648931][bookmark: _Toc36651656][bookmark: _Toc37256590][bookmark: _Toc37256931][bookmark: _Toc45890653][bookmark: _Toc45891877][bookmark: _Toc45892287][bookmark: _Toc45892697]6.4B.2.1.1	Error Vector Magnitude
For the intra-band contiguous EN-DC with one component carrier per CG the EVM requirement applies with PRB allocation in one of the CG and the other CG unallocated.
The EVM requirements for each CG are according to clause 6.5.2 of TS 36.101 [4] for the MCG and 6.4.2 of TS 38.101-1 [2] for the SCG with EN-DC configured.
[bookmark: _Toc21351636][bookmark: _Toc29807218][bookmark: _Toc36648932][bookmark: _Toc36651657][bookmark: _Toc37256591][bookmark: _Toc37256932][bookmark: _Toc45890654][bookmark: _Toc45891878][bookmark: _Toc45892288][bookmark: _Toc45892698]6.4B.2.1.2	Carrier leakage
The carrier leakage requirements for each CG are according to clause 6.5.2 of TS 36.101 [4] for the MCG and 6.4.2 of TS 38.101-1 [2] for the SCG with EN-DC configured.
[bookmark: _Toc21351637][bookmark: _Toc29807219][bookmark: _Toc36648933][bookmark: _Toc36651658][bookmark: _Toc37256592][bookmark: _Toc37256933][bookmark: _Toc45890655][bookmark: _Toc45891879][bookmark: _Toc45892289][bookmark: _Toc45892699]6.4B.2.1.3	In-band emissions
For the MCG the in-band emission requirments in Table 6.5.2A.3.1-1 and 6.5.2A.3.1-2 in TS 36.101 [4] apply within the aggregated transmission bandwidth configuration of the EN-DC bandwidth with the carriers of both CGs active and one single contiguous PRB allocation of bandwidth LCRB within the MCG at the edge of the said aggregated transmission bandwidth configuration.
For the SCG the in-band emission requirements in Table 6.4.2.3-15.2A.3.1-1 and 6.5.2A.3.1-2 in TS 3638.101-1 [42] apply within the aggregated transmission bandwidth configuration of the EN-DC bandwidth with the carriers of both CGs active and one single contiguous PRB allocation of bandwidth LCRB within the SCG at the edge of the aggregated transmission bandwidth configuration.
<<End of change>>

