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1. [bookmark: _GoBack]Introduction
In RAN#88-e plenary meeting, the exception sheet for CSI-RS based L3 measurement has been approved in [1]. And the following open issues are aimed to be concluded in this meeting:
· CSI-RS configuration applicability
· Scope of requirement
· UE capability
· UE measurement capability requirement
· Cell identification requirement
· Scheduling restriction
· The collision case between L1 measurement of serving cell and CSI-RS L3 measurement of neighbour cell
· CSSF for CSI-RS based measurement within measurement gap and outside of measurement gap. 
· Synchronization assumption for CSI-RS measurement
In this contribution, we would like to discuss the remaining issues on CSI-RS configuration applicability and the scope of requirements and provide our proposals.
2. Discussion
In last meeting, RAN4 had extensive discussion on whether the defined requirements applies to CSI-RS configuration of {D=1 with PRBs ≥ 96}. However, RAN4 has not reached the consensus on this issue.
For CSI-RS configuration of {D=1 with PRBs ≥ 96}, as the configured sparser CSI-RS resource, the measurement performance will be degraded significantly due to the interference. In order to guarantee the performance with this configuration, it will increase additional complexity for UE implementation. In addition, RLM, BFD, CBD and L1-RSRP requirements are only applied to the CSI-RS configuration of {D=3 with PRBs ≥ 48}. We think the applied CSI-RS configuration defined for L1 measurement can be reused for CSI-RS based L3 measurement.
Proposal 1: The CSI-RS based L3 measurement requirements are not applied to {D=1 with PRBs ≥ 96} in Rel-16.
3. Conclusion
In this contribution, we discuss the remaining issues on CSI-RS measurement configuration and and provide our proposals as follows:
Proposal 1: The CSI-RS based L3 measurement requirements are not applied to {D=1 with PRBs ≥ 96} in Rel-16.
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