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Introduction
In this document, we provide our views on specification structure for NR V2X demodulation in TS38.101-4.

Discussion
For specification structure of NR V2X, RAN4 needs to decide how to capture the performance part in TS38.101-4. Rel-16 NR V2X only considers frequency range 1 in RAN4. So, we can consider two options as following:
· Option 1: Capture NR V2X demodulation and CSI performance part as sub-section in chapter 5 and chapter 6 (conducted requirements) 
	e.g.) 5. Demodulation performance requirements (Conducted requirements)
5.X V2X demodulation requirements
        5.X.1 PSSCH demodulation requirements
5.X.2 PSCCH demodulation requirements
... 
6. CSI reporting requirements (Conducted requirements)
6.X V2X CSI reporting requirements
6.X.1 Reporting of Channel Quality Indicator (CQI)
6.X.2 Reporting of Rank Indicator (RI)
...



· Option 2: Capture NR V2X demodulation and CSI performance part in two new separate chapters 
	e.g.) 11. Demodulation performance for V2X (conducted requirements)
11.1 PSSCH demodulation requirements
11.2 PSCCH demodulation requirements   
...     
12. CSI reporting requirements (Conducted requirements)
12.1 Reporting of Channel Quality Indicator (CQI)
12.2 Reporting of Rank Indicator (RI)
...



· Option 3: Capture NR V2X performance part in single new separate chapter, and capture demodulation and CSI performance as sub-section in the new chapter
	e.g.) 11. V2X requirements
11.1 Demodulation performance requirements (conducted requirements)
        11.1.1 PSSCH demodulation requirements
11.1.2 PSCCH demodulation requirements
...
11.2 CSI reporting for V2X (conducted requirements)
11.2.1 Reporting of Channel Quality Indicator (CQI)
11.2.2 Reporting of Rank Indicator (RI)
...



Similar to TS36.101 specification structure for LTE V2X demodulation, NR V2X performance requirements could be captured in new separate chapter. And, considering that NR V2X performance requirements for frequency range 2 could be introduced in future release, it is better to include demodulation and CSI performance requirements in one single new chapter as option 3.

· Proposal: Use option 3 to capture NR V2X performance requirements in TS38.101-4 specification.


Conclusion 
In this contribution, we provide our views on specification structure for NR V2X demodulation, and we propose

· Proposal: Use option 3 to capture NR V2X performance requirements in TS38.101-4 specification.
	e.g.) 11. V2X requirements
11.1 Demodulation performance requirements (conducted requirements)
        11.1.1 PSSCH demodulation requirements
11.1.2 PSCCH demodulation requirements
...
11.2 CSI reporting for V2X (conducted requirements)
11.2.1 Reporting of Channel Quality Indicator (CQI)
11.2.2 Reporting of Rank Indicator (RI)
...
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