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[bookmark: _Toc45888356][bookmark: _Toc45888955]<Start of Changes>
[bookmark: _Toc45888152][bookmark: _Toc45888751]6.2E.3	UE additional maximum output power reduction for V2X
[bookmark: _Toc45888153][bookmark: _Toc45888752]6.2E.3.1	General
[bookmark: _Toc45888154][bookmark: _Toc45888753]6.2E.3.2	A-MPR for Power class 3 V2X UE by NS_33
When NS_33 is indicated by the network or pre-configured radio parameters for NR V2X UE, the additional maximum output power reduction specified as
	A-MPR = CEIL {MA, 0.5}
Where MA is defined as follows
	MA = A-MPRBase + Gpost connector* A-MPRStep
CEIL{MA, 0.5} means rounding upwards to closest 0.5dB. 
A-MPRBase  and A-MPRStep  are specified in Tables 6.2E.3-1, 6.2E.3-2 is allowed when network signalling value is provided. A-MPRBase is the default A-MPR value when no Gpost connector is declared. The supported post antenna connector gain Gpost connector is declared by the UE following the principle described in annex I in [11]. The A-MPRstep is the increase in A-MPR allowance to allow UE to meet tighter conducted A-SE and A-SEM requirements with higher value of declared Gpost connector.
For the contiguous PSSCH and PSCCH transmission when NS_33 is indicated by the network or pre-configured radio parameters for NR V2X UE, the NR UE allow the follow A-MPR requirements.

Table 6.2E.3.2-1: A-MPR for PSSCH/PSCCH by NS_33 (at Fc =5860MHz)
	Carrier frequency [MHz]
	Resources Blocks (LCRB) 
	Start Resource
Block
	A-MPRBase (dB)

	
	
	
	QPSK/16QAM
	64QAM
	256QAM

	5860
	≥ 10 and ≤ 15
	0
	≤ 24

	
	
	≥ 1 and ≤ 3
	≤19

	
	≥ 10 and ≤ 15
	≥ 26 and ≤ 38
	≤6

	
	≥ 10 and ≤ 20
	≥ 12 and ≤ 14
	≤11

	
	
	≥ 15 and ≤ 19
	≤9.5

	
	
	≥ 20 and ≤ 25
	≤8.0

	
	≥ 10 and ≤ 30
	≥ 4 and ≤7
	≤ 16

	
	
	≥ 8 and ≤ 11
	≤ 13.5

	
	≥ 20 and ≤ 30
	≥ 0 and ≤ 3
	≤ 22

	
	25 and 30
	≥ 16 and ≤ 21
	≤ 9.5

	
	
	≥ 22 and ≤ 27
	≤ 8.0

	
	≥ 25 and ≤ 40
	≥ 12 and ≤ 15
	≤ 12

	
	40 and 45
	0 and 1
	≤ 19

	
	
	≥ 2 and ≤ 5
	≤ 16

	
	
	≥ 6 and ≤ 11
	≤ 13.5

	
	≥ 50
	≥ 0
	≤ 16

	NOTE 1:	A-MPRstep =1.2 dB is applied for RBstart 0 and 1 and A-MPRstep =0.7 dB is applied for all other RBstart
NOTE 2:	Applicable for Channel Bandwidth = 10 MHz



Table 6.2E.3.2-2: A-MPR for PSSCH/PSCCH by NS_33 (at other carrier frequency)
	Carrier frequency [MHz]
	RB allocations
	A-MPRBase  (dB)
	A-MPRstep (dB)

	
	
	QPSK 
	16QAM
	64QAM
	256QAM
	

	5870, 5880, 5890, 5900, 5910, 5920 
	Inner
	≤ 3.0
	≤ 5.0
	≤ 6.0
	0.5

	
	Outer
	≤ 4.5
	
	
	

	NOTE 1:	Inner and Outer RB allocations are defined in sub-clause 6.2E.2.1
NOTE 2:	Applicable for Channel Bandwidth = 10 MHz



For the simultaneous PSFCH transmission when NS_33 is indicated by the network or pre-configured radio parameters for NR V2X UE, the NR UE allow the follow A-MPR requirements

When UE is configured for NR V2X PSFCH 10MHz transmissions in  NS_33  are configured, the maximum output power reduction specified as
A-MPR = CEIL {MA, 0.5}
Where MA is defined as follows
MA = A-MPRBase + Gpost connector * A-MPRStep
and  A-MPRBase is defined as follows
A-MPRBase = CEIL { MA_PSFCH_MIN + (MA_PSFCH_MAX  - MA_PSFCH_MIN) * NGap/ NRB, 0.5}
and NGap is the difference, in units of RBs, between the outermost active RBs,  and CEIL{N, 0.5} means rounding N upwards to closest 0.5dB,  and MA_PSFCH_MAX , MA_PSFCH_MIN  , and A-MPRStep  are specified in Table 6.2E.3.2-3

Table 6.2E.3.2-3: A-MPR for simultaneous PSFCH by NS_33
	Carrier frequency(MHz)
	MA_PSFCH_MIN
	MA_PSFCH_MAX
	A-MPRStep
	Number of RBs

	5860

	19
	19
	0
	N =1

	
	18
	18
	
	N =2

	
	22
	22
	
	N =3

	
	21
	21
	
	N =4

	
	19
	19
	
	N >= 5

	
 (5870, 5880, 5890, 5900, 5910, 5920)
	5
	5
	0.8
	N =1

	
	6
	10
	0.5
	2 ≤ N ≤ 3

	
	5
	8
	0.375
	N >= 4



For the S-SSB transmission when NS_33 is indicated by the network or pre-configured radio parameters for NR V2X UE, the NR UE allow the follow A-MPR requirements

Table 6.2E.3.2-4: A-MPR for S-SSB transmission by NS_33
	Carrier Frequency (MHz)
	RBStart * 12*SCS 
[MHz]
	A-MPRBase (dB)
	AMPRStep (dB)

	5860
	≤1.5
	≤ 25
	0.3

	
	>1.5 and ≤3.06
	≤ 17
	0.35

	
	>3.06 and ≤3.24
	≤ 11
	0.4

	
	>3.24 and ≤3.6
	≤ 10
	0.4

	
	>3.6 and ≤7.2
	≤ 9
	0.6

	5870, 5880, 5890, 5900, 5910, 5920
	≤1.0
	≤ 7
	0.85

	
	>1.0 and ≤1.6
	≤ 6.5
	

	
	>1.6 and ≤2.6
	≤ 5.8
	

	
	>2.6 and ≤3.24
	≤ 4.5
	

	
	>3.24 and ≤4.32
	≤ 5.5
	

	
	>4.32 and ≤7.2
	≤ 6.5
	



[bookmark: _Toc45888155][bookmark: _Toc45888754]6.2E.3.3	A-MPR for Power class 3 V2X UE by NS_52
When NS_52 is indicated by the network or pre-configured radio parameters for NR V2X UE, the additional maximum output power reduction specified as
A-MPR = CEIL {MA, 0.5}
Where MA is defined as follows
	MA = A-MPR
CEIL{MA, 0.5} means rounding upwards to closest 0.5dB.
For the contiguous PSSCH and PSCCH transmission when NS_52 is indicated by the network or pre-configured radio parameters for NR V2X UE, the NR UE allow the follow A-MPR requirements.
Table 6.2E.3.3-1: A-MPR for PSSCH/PSCCH by NS_52
	Carrier frequency(MHz)
	Modulation
	A-MPR(dB)

	
	
	Region 1
	Region 2
	Region 3

	5885
	QPSK
	≤ (10.0 + ΔNote1)
	≤ 8.0
	≤ 5.5

	
	16QAM
	
	≤ 8.0
	≤ 5.5

	
	64QAM
	
	≤ 8.5
	≤ 5.5

	
	256QAM
	
	≤ 8.5
	≤ 6.0

	Note1:	Δ is 0, 3, and 5 for 60kHz, 30kHz, and 15kHz SCS, respectively. 



Where the following parameters are defined to specify valid RB allocation ranges for Region1 and Region2 according to RB allocations:
NRB is the maximum number of RBs for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1 [3].
RBStart,Low = max(1, floor(NRB /3.5))
where max() indicates the largest value of all arguments and floor(x) is the greatest integer less than or equal to x. 
RBStart,High = NRB – RBStart,Low – LCRB
The RB allocation is in Region 3 if the following conditions are met 
RBStart,Low ≤ RBStart ≤ RBStart,High , and
LCRB ≤ ceil(NRB/3.5)
where ceil(x) is the smallest integer greater than or equal to x. 
An Region 1 RB allocation is the one for which the RB(s) is (are) allocated at the lower or upper edge of the channel with LCRB ≤ floor(NRB*0.2) RBs.
The RB allocation is in Region 2 allocation for all other allocations which are not an Region1 or Region3 allocation.
For the simultaneous PSFCH transmission when NS_52 is indicated by the network or pre-configured radio parameters for NR V2X UE, the NR UE allow the follow A-MPR requirements
Table 6.2E.3.3-2: A-MPR for simultaneous PSFCH by NS_52

	Channel Bandwidth [MHz]
	Carrier frequency [MHz]
	A-MPR (dB)

	40 MHz
	5885
	23.5



For the S-SSB transmission when NS_52 is indicated by the network or pre-configured radio parameters for NR V2X UE, the NR UE allow the follow A-MPR requirements
Table 6.2E.3.2-3: A-MPR for S-SSB transmission by NS_52
	Carrier Frequency [MHz]
	RBStart * 12*SCS 
[MHz]
	A-MPR (dB)

	5885
	≤ 7
	≤ 16

	
	> 7 and ≤ 12
	≤ 10.5

	
	> 12 and ≤ 19
	≤ 4.0

	
	> 19 and ≤ 25
	≤ 10.5

	
	> 25
	≤ 16





<End of Changes>

